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4.1
Protocol conformance test cases applicability

Table 4.1-4a: Applicability of Protocol conformance Mobility and Session management test cases, ref. TS 38.523-1 [2]

	Clause
	TC Title
	Release
	Applicability

	
	
	
	Condition
	Comment

	9
	Mobility management
	
	
	

	9.1
	5GS mobility management
	
	
	

	9.1.5
	Registration
	
	
	

	9.1.5.1
	Initial registration
	
	
	

	9.1.5.1.1
	Initial registration / Success / 5G-GUTI reallocation
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.5.1.14
	Initial registration / Rejected / Congestions / Abnormal Cases / T3346
	Rel-15
	C21
	UEs supporting 5G Core

	9.1.5.2
	Mobility and periodic registration update
	
	
	

	9.1.5.2.1
	Mobility registration update / TA not in the TA list
	Rel-15
	C21
	UEs supporting 5G Core (NG-RAN NR, NE-DC, NG-RAN EUTRA and NGEN-DC)

	9.1.6
	De-registration
	
	
	

	9.1.6.1
	UE-initiated de-registration
	
	
	

	9.1.6.1.1
	UE-initiated de-registration / switch off
	Rel-15
	C21
	UEs supporting 5G Core

	9.2
	5GS Non-3GPP Access Mobility Management
	
	
	

	9.2.2
	Security Mode Control
	
	
	

	9.2.2.1
	NAS security mode command
	Rel-15
	Cxx
	UEs supporting 5GS core over non-3GPP Access Network and WLAN

	9.2.2.2
	Protection of initial NAS signalling messages
	Rel-15
	Cxx
	UEs supporting 5GS core over non-3GPP Access Network and WLAN

	9.2.5
	Registration
	
	
	

	9.2.5.1
	Initial Registration
	
	
	

	9.2.5.1.1
	Initial registration / Success / 5G-GUTI reallocation, Last visited TAI
	Rel-15
	Cxx
	UEs supporting 5GS core over non-3GPP Access Network and WLAN

	9.2.5.1.4
	Initial registration / Rejected / Congestion / Abnormal cases / T3346
	Rel-15
	Cxx
	UEs supporting 5GS core over non-3GPP Access Network and WLAN

	9.2.6
	De-registration
	
	
	

	9.2.6.1
	UE-initiated de-registration
	
	
	

	9.2.6.1.1
	UE-initiated de-registration / switch off
	Rel-15
	Cxx
	UEs supporting 5GS core over non-3GPP Access Network and WLAN

	9.2.6.2
	Network-initiated de-registration
	
	
	

	9.2.6.2.1
	Network-initiated de-registration / De-registration for Non-3GPP access / Re-registration required
	Rel-15
	Cxx
	UEs supporting 5GS core over non-3GPP Access Network and WLAN

	9.2.6.2.2
	Network-initiated de-registration / De-registration for Non 3GPP access / Re-registration not required
	Rel-15
	Cxx
	UEs supporting 5GS core over non-3GPP Access Network and WLAN

	9.2.8
	SMS over NAS
	
	
	

	9.2.8.1
	SMS over NAS / MO SMS over NAS - 5GMM-Idle mode
	Rel-15
	Cxy
	UEs supporting 5GS core over non-3GPP Access Network SMS over NAS and WLAN

	10
	Session management
	
	
	

	10.1
	5GS session management
	
	
	

	10.1.3
	Network-requested PDU session release
	
	
	

	10.1.3.1
	Network-requested PDU session release / accepted / reactivation / for the same [S-NSSAI, DNN] combination
	Rel-15
	C21
	UEs supporting 5G Core

	10.2
	EN-DC session management
	
	
	

	10.2.1
	Network initiated procedures
	
	
	

	10.2.1.1
	Default EPS bearer context activation
	Rel-15
	C01
	UEs supporting EN-DC

	10.2.1.2
	Dedicated EPS bearer context activation
	Rel-15
	C01
	UEs supporting EN-DC

	10.2.2
	UE initiated procedures
	
	
	

	10.2.2.1
	EPS bearer resource allocation / modification
	Rel-15
	C16
	UEs supporting EN-DC and UE requested bearer resource allocation and modification procedures

	10.3
	5GS Non-3GPP Access Session Management
	
	
	

	10.3.1
	PDU session authentication and authorization
	
	
	

	10.3.1.1
	PDU session authentication and authorization / during the UE-requested PDU session procedure
	Rel-15
	Cxx
	UEs supporting 5GS core over non-3GPP Access Network and WLAN

	10.3.5
	UE-requested PDU session modification
	
	
	

	10.3.5.1
	UE-requested PDU session modification/Success
	Rel-15
	Cxx
	UEs supporting 5GS core over non-3GPP Access Network and WLAN

	10.3.6
	UE-requested PDU session release
	
	
	

	10.3.6.1
	UE-requested PDU session release / Abnormal / Collision with network-requested PDU session modification procedure
	Rel-15
	Cxx
	UEs supporting 5GS core over non-3GPP Access Network and WLAN


Table 4.1-4b: Additional Information of Applicability of Protocol conformance Mobility and Session Management test cases, ref. TS 38.523-1 [2]

	Clause
	Specific ICS
	Specific IXIT
	Number of TC Executions
	Release other RAT

	9
	
	
	
	

	9.1
	
	
	
	

	10
	
	
	
	

	10.1
	
	
	
	


4.2
Protocol conformance test cases Applicability Condition

Table 4.2-1: Applicability of Protocol conformance test cases Conditions

	Condition
	Test case Selection Expression
	Comment

	C01
	IF A.4.1-3/2 THEN R ELSE N/A
	UEs supporting EN-DC

	C02
	IF (A.4.3.4-1/2 OR A.4.3.4-1/3) THEN R ELSE N/A
	UEs supporting 5GS and RLC UM Mode

	C03
	IF A.4.3.5-1/1 THEN R ELSE N/A
	UEs supporting 5GS and Long DRX Cycle

	C04
	IF A.4.3.5-1/2 THEN R ELSE N/A
	UEs supporting 5GS and short DRX cycle

	C05
	IF A.4.3.4-1/3 THEN R ELSE N/A
	UEs supporting 5GS and RLC UM with 6-bit length of RLC sequence number

	C06
	IF A.4.3.4-1/2 THEN R ELSE N/A
	UEs supporting 5GS and RLC UM with 12-bit length of RLC sequence number

	C07
	IF A.4.3.4-1/1 THEN R ELSE N/A
	UEs supporting 5GS and RLC AM with 12-bit length of RLC sequence number

	C08
	IF A.4.3.3-1/1 THEN R ELSE N/A
	UEs supporting 5GS and 12-bit length of PDCP sequence number

	C09
	IF [10] A.4.4-1/99 THEN R ELSE N/A
	UEs supporting 5GS and ZUC Algorithm

	C10
	IF A.4.3.7-1/2 THEN R ELSE N/A
	UEs supporting 5GS and UL transmission via both MCG path and SCG path for the split DRB

	C11
	IF (A.4.3.2-1/2 OR A.4.3.2-1/3) THEN R ELSE N/A
	UEs supporting 5GS and 256QAM for PDSCH for FR1/FR2

	C12
	IF (A.4.3.2-1/4) THEN R ELSE N/A
	UEs supporting 5GS and 256QAM for PUSCH

	C13
	IF A.4.1-3/2 AND A.4.3.6-1/1 THEN R ELSE N/A
	UEs supporting EN-DC and NR measurements and Event A triggered reporting

	C14
	IF A.4.1-3/2 AND A.4.3.6-1/1 AND A.4.3.6-1/3 THEN R ELSE N/A
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR Intra-frequency and NR-Inter frequency measurements and at least periodical reporting)

	C15
	IF A.4.1-3/2 AND A.4.3.6-1/1 AND A.4.3.6-1/3 AND A.4.3.6-1/4 THEN R ELSE N/A
	UEs supporting EN-DC and NR measurements and Event A triggered reporting and (NR Intra-frequency and Inter frequency measurements and at least periodical reporting) and CSI-RSRP measurement

	C16
	IF A.4.1-3/2 AND [10] A.4.4-1/18 AND [10] A.4.4-1/19 THEN R ELSE N/A
	UEs supporting EN-DC and UE requested bearer resource allocation and modification procedures

	C17
	IF A.4.3.1-1/1 THEN R ELSE N/A
	UEs supporting 5GS and PDSCH reception based on semi-persistent scheduling

	C18
	IF A.4.3.1-1/10 THEN R ELSE N/A
	UEs supporting 5GS and Type 1 PUSCH transmissions with configured grant

	C19
	IF A.4.3.1-1/11 THEN R ELSE N/A
	UEs supporting 5GS and Type 2 PUSCH transmissions with configured grant

	C20
	IF A.4.3.1-1/12 THEN R ELSE N/A
	UEs supporting 5GS and PDSCH aggregation

	C21
	IF A.4.1-3/1 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-1/5 THEN R ELSE N/A
	UEs supporting 5G Core (NG-RAN NR, NE-DC, NG-RAN EUTRA and NGEN-DC)

	C21A
	IF (A.4.1-3/1 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-1/5) AND A.4.3.7-1/4 THEN R ELSE N/A
	UEs supporting 5G Core (NG-RAN NR, NE-DC, NG-RAN EUTRA and NGEN-DC) and reflective QoS

	C22
	IF A.4.1-3/2 AND A.4.3.7-1/3 THEN R ELSE N/A
	UEs supporting EN-DC and SRB3

	C23
	IF A.4.1-3/2 AND A.4.3.7-1/1 AND A.4.3.7-1/3 THEN R ELSE N/A
	UEs supporting EN-DC, UL transmission via either MCG path or SCG path for the split SRB and SRB3

	C24
	IF A.4.1-3/2 AND A.4.3.6-1/3 AND A.4.3.6-1/2 AND A.4.1-4/3 THEN R ELSE N/A
	UEs supporting EN-DC and (NR intra-frequency and inter-frequency measurements and at least periodical reporting) and (two independent measurement gap configurations for FR1 and FR2) and Inter-Band EN-DC within FR1

	C25
	IF A.4.1-3/2 AND A.4.3.6-1/3 AND A.4.3.6-1/2 AND A.4.1-4/4 THEN R ELSE N/A
	UEs supporting EN-DC and (NR intra-frequency and inter-frequency measurements and at least periodical reporting) and (two independent measurement gap configurations for FR1 and FR2) and Inter-Band EN-DC including FR2

	C26
	IF ([10] A.4.1-1/1 OR [10] A.4.1-1/2) THEN R ELSE N/A
	UEs supporting 5GS and E-UTRA

	C27
	IF (A.4.1-3/1 OR A.4.1-3/3 OR A.4.1-3/4 OR A.4.1-1/5) AND A.4.3.6-1/1 THEN R ELSE N/A
	UEs supporting 5G Core and NR measurements and Event A triggered reporting

	C28
	IF A.4.3.2-1/13 THEN R ELSE N/A
	UEs supporting 5GS and supplemental uplink with dynamic switch

	Cxx
	IF A.4.1-5/2 AND [10] A.4.1-1/5.
	UEs supporting 5GS core over non-3GPP Access Network and WLAN

	Cxy
	IF A.4.1-5/2 AND A.4.3.7-1/1 AND [10] A.4.1-1/5.
	UEs supporting 5GS core over non-3GPP Access Network, SMS over NAS and WLAN


