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	Reason for change:
	At RAN5#4-5G-NR Adhoc, RAN5 decided to update all RAN5 5GS test specifications to December 2018 version of the 3GPP core specifications. The TTCN-3 delivery following RAN5#4-5G-NR Adhoc shall also use December 2018 baseline of NR ASN.1.
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	Other comments:
	


NR RRC 

Additional branches in choices

	UL-DCCH-MessageType.C1
	failureInformation


( no changes in TTCN

Name changes

	PagingUE-Identity
	i-RNTI renamed to fullI-RNTI
	(no impact)

	CSI-ReportConfig
	nrofCQIsPerReport renamed to dummy
	(no impact)

	MeasResultEUTRA
	physCellId renamed to eutra-PhysCellId
	(no impact)

	QuantityConfigRS
	cs-RS-FilterConfig renamed to csi-RS-FilterConfig
	cs_QuantityConfigRS_Fc4

	EventTriggerConfig
	reportQuantityRsIndexes renamed to reportQuantityRS-Indexes
maxNrofRSIndexesToReport renamed to maxNrofRS-IndexesToReport
	cs_38508_ReportConfigNR_EventTriggered

	PeriodicalReportConfig
	reportQuantityRsIndexes renamed to reportQuantityRS-Indexes

maxNrofRsIndexesToReport renamed to maxNrofRS-IndexesToReport
	(no impact)

	FeatureSetDownlink
	srs-AssocCSI-RS renamed to dummy1

pdcch-MonitoringAnyOccasionsWithSpanGap renamed to dummy2

sch-120kHz renamed to scs-120kHz

pdsch-DifferentTB-PerSlot renamed to pdsch-ProcessingType1-DifferentTB-PerSlot

csi-RS-IM-ReceptionForFeedback renamed to dummy3

typeI-SinglePanelCodebookList renamed to dummy4

typeI-MultiPanelCodebookList renamed to dummy5

typeII-CodebookList renamed to dummy6

typeII-CodebookPortSelectionList renamed to dummy7
	(no impact)

	FeatureSetUplink
	srs-TxSwitch renamed to dummy1

simultaneousTxSUL-NonSUL-v1530 renamed to simultaneousTxSUL-NonSUL

pusch-DifferentTB-PerSlot renamed to pusch-ProcessingType1-DifferentTB-PerSlot

csi-ReportFramework renamed to dummy2
	(no impact)

	EUTRA-ParametersCommon
	modifiedMRP-BehaviorEUTRA renamed to modifiedMPR-BehaviorEUTRA
	(no impact)

	MAC-ParametersCommon
	pucch-SpatialRelInfoMAC-CE renamed to dummy
	(no impact)

	MIMO-ParametersPerBand
	beamManagementSSB-CSI-RS renamed to dummy1

maxNumberCSI-RS-BFR renamed to maxNumberCSI-RS-BFD

maxNumberSSB-BFR renamed to maxNumberSSB-BFD

maxNumberCSI-RS-SSB-BFR renamed to maxNumberCSI-RS-SSB-CBD

twoPortsPTRS-DL renamed to dummy2

maxNumberSimultaneousSRS-PerCC renamed to dummy3

csi-RS-ForTracking renamed to dummy4 (but moved into critical extension)
	(no impact)

	PDCP-Parameters
	pdcp-DuplicationSRB3 renamed to pdcp-DuplicationSRB

pdcp-DuplicationMCG-OrSCG renamed to pdcp-DuplicationMCG-OrSCG-DRB
	(no impact)

	Phy-ParametersCommon
	eutra-RS-SINR-measurement renamed to dummy
	(no impact)

	Phy-ParametersFRX-Diff
	oneFL-DMRS-TwoAdditionalDMRS renamed to dummy1

twoFL-DMRS-TwoAdditionalDMRS renamed to dummy2

oneFL-DMRS-ThreeAdditionalDMRS renamed to dummy3

mux-SR-HARQ-ACK-CSI-PUCCH renamed to mux-SR-HARQ-ACK-CSI-PUCCH-MultiPerSlot
	(no impact)

	Phy-ParametersFR1
	pdsch-RE-MappingFR1 renamed to pdsch-RE-MappingFR1-PerSymbol
	(no impact)

	Phy-ParametersFR2
	calibrationGapPA renamed to dummy

pdsch-RE-MappingFR2 renamed to pdsch-RE-MappingFR2-PerSymbol
	(no impact)

	BandNR
	maxUplinkDutyCycle renamed to maxUplinkDutyCycle-PC2-FR1
	(no impact)

	UE-NR-Capability-1530
	renamed to UE-NR-Capability-v1530
	(no impact)

	UE-NR-Capability-v1530
	fdd-Add-UE-NR-Capabilities-1530 renamed to fdd-Add-UE-NR-Capabilities-v1530

tdd-Add-UE-NR-Capabilities-1530 renamed to tdd-Add-UE-NR-Capabilities-v1530

voiceOverMCG-Bearer renamed to dummy
	(no impact)


Non-critical extensions with extension marker (ellipsis)

	SIB2
	t-ReselectionNR-SF
	set to omit in cs_38508_SIB2_Def

	PDCCH-ConfigCommon
	firstPDCCH-MonitoringOccasionOfPO
	set to omit in cs_38508_PDCCH_ConfigCommon

	PDSCH-ServingCellConfig
	maxMIMO-Layers

processingType2Enabled
	set to omit in cs_NR_PDSCH_ServingCellConfigDef

	PhysicalCellGroupConfig
	xScale
	set to omit in cs_NR_PhysicalCellGroupConfigDef

	PUSCH-ServingCellConfig
	maxMIMO-Layers

processingType2Enabled
	set to omit in cs_NR_PUSCH_ServingCellConfigDef

	ServingCellConfig
	lte-CRS-ToMatchAround

rateMatchPatternToAddModList

rateMatchPatternToReleaseList

downlinkChannelBW-PerSCS-List
	set to omit in cs_NR_ServingCellConfigDef

	UplinkConfig
	powerBoostPi2BPSK

uplinkChannelBW-PerSCS-List
	set to omit in cs_NR_UplinkConfigDef

	FeatureSets
	featureSetsDownlink-v1540

featureSetsUplink-v1540

featureSetsUplinkPerCC-v1540
	(no impact)

	MeasAndMobParametersCommon
	independentGapConfig

periodicEUTRA-MeasAndReport

handoverFR1-FR2

maxNumberCSI-RS-RRM-RS-SINR
	(no impact)

	MeasAndMobParametersFRX-Diff
	maxNumberResource-CSI-RS-RLM
	(no impact)

	MIMO-ParametersPerBand
	beamCorrespondenceCA

beamManagementSSB-CSI-RS

beamSwitchTiming

codebookParameters

csi-RS-IM-ReceptionForFeedback

csi-RS-ProcFrameworkForSRS

csi-ReportFramework

csi-RS-ForTracking

srs-AssocCSI-RS

spatialRelations
	(no impact)

	MRDC-Parameters
	dualPA-Architecture

intraBandENDC-Support-v1540

ul-TimingAlignmentEUTRA-NR
	(no impact)

	Phy-ParametersCommon
	maxNumberSearchSpaces

rateMatchingCtrlResrsSetDynamic

maxLayersMIMO-Indication
	(no impact)

	Phy-ParametersXDD-Diff
	dl-SchedulingOffset-PDSCH-TypeA

dl-SchedulingOffset-PDSCH-TypeB

ul-SchedulingOffset
	(no impact)

	Phy-ParametersFRX-Diff
	csi-RS-IM-ReceptionForFeedback

csi-RS-ProcFrameworkForSRS

csi-ReportFramework

mux-SR-HARQ-ACK-CSI-PUCCH-OncePerSlot

mux-SR-HARQ-ACK-PUCCH

mux-MultipleGroupCtrlCH-Overlap

dl-SchedulingOffset-PDSCH-TypeA

dl-SchedulingOffset-PDSCH-TypeB

ul-SchedulingOffset

dl-64QAM-MCS-TableAlt

ul-64QAM-MCS-TableAlt

cqi-TableAlt

oneFL-DMRS-TwoAdditionalDMRS-UL

twoFL-DMRS-TwoAdditionalDMRS-UL

oneFL-DMRS-ThreeAdditionalDMRS-UL
	(no impact)

	Phy-ParametersFR1
	pdsch-RE-MappingFR1-PerSlot
	(no impact)

	Phy-ParametersFR2
	pCell-FR2

pdsch-RE-MappingFR2-PerSlot
	(no impact)

	RF-Parameters
	supportedBandCombinationList-v1540

srs-SwitchingTimeRequested
	(no impact)

	BandNR
	pucch-SpatialRelInfoMAC-CE

powerBoosting-pi2BPSK
	(no impact)

	RF-ParametersMRDC
	srs-SwitchingTimeRequested

supportedBandCombinationList-v1540
	(no impact)


