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	Reason for change:
	The IE FeatureSetCombinationId identifies a FeatureSetCombination. The FeatureSetCombinationId of a FeatureSetCombination is the position of the FeatureSetCombination in the featureSetCombinations list (in UE-NR-Capability or UE-MRDC-Capability). Currently, the maximum number of elements in the list is 1024 and 1024 is not used due to the maximum entry number of featureSetCombinations. The list contains 1024 entries so 0 must be a valid index position. This is in contradiction with FeatureSetEUTRA-DownlinkId and FeatureSetEUTRA-UplinkId where 0 has been ruled out (the list indexing starts with 1 reaching a maximum value of 256). It is required to clarify that FeatureSetCombinationId = 0 is still a legal value or not.

	
	

	Summary of change:
	The following changes are proposed by this CR:
1. In section 6.3.3, a clarification is made to include the value 0 indicating that the FeatureSetCombinationId = 0 refers to the first entry in the featureSetCombinations list (in UE-NR-Capability or UE-MRDC-Capability).
Impact analysis
Impacted 5G architecture options: Standalone, EN-DC, NE-DC, NGEN-DC
Impacted functionality: UE capability signalling for NR SA and MR-DC.
Inter-operability: 
1. If the network is implemented according to the CR and the UE is not, the number of valid feature set combinations are only 1023. 
1. If the UE is implemented according to the CR and the network is not, the network may mistake a value 0 to be invalid.  

	
	

	Consequences if not approved:
	[bookmark: _GoBack]It is not clear whether the value of FeatureSetCombinationId = 0 is allowed or not.
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First Modified Subclause
[bookmark: _Toc535261614][bookmark: _Toc535261615][bookmark: _Toc525763163][bookmark: _Toc535261606]6.3.3	UE capability information elements
<UNNECESSARY PARTS OMITTED>
–	FeatureSetCombinationId
The IE FeatureSetCombinationId identifies a FeatureSetCombination. The FeatureSetCombinationId of a FeatureSetCombination is the position of the FeatureSetCombination in the featureSetCombinations list (in UE-NR-Capability or UE-MRDC-Capability). The FeatureSetCombinationId = 0 refers to the first entry in the featureSetCombinations list (in UE-NR-Capability or UE-MRDC-Capability).
NOTE:	The FeatureSetCombinationId = 1024 is not used due to the maximum entry number of featureSetCombinations. 
FeatureSetCombinationId information element
-- ASN1START
-- TAG-FEATURESET-COMBINATION-ID-START

FeatureSetCombinationId ::=         INTEGER (0.. maxFeatureSetCombinations)

-- TAG-FEATURESET-COMBINATION-ID-STOP
-- ASN1STOP

