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	36.300
	1224
	1
	Rel-15
	Correction for non-anchor carrier configuration for (CP) connection re-establishment
	F
	15.4.0
	RAN2#105
	R2-1902402
	Ericsson
	NB_IOTenh-Core
	
	

	36.302
	1197
	1
	Rel-14
	Number of PDCCH/EPDCCH received parallel for TDD
	F
	14.4.0
	RAN2#105
	R2-1901177
	Nokia, Nokia Shanghai Bell, Ericsson, Huawei
	LTE_UL_CAP_enh-Core
	
	

	36.302
	1198
	2
	Rel-15
	Number of PDCCH/EPDCCH/SPDCCH received parallel
	F
	15.1.0
	RAN2#105
	R2-1902456
	Nokia, Nokia Shanghai Bell, Ericsson, Huawei
	LTE_UL_CAP_enh-Core
	
	

	36.302
	1200
	-
	Rel-14
	Correction on PDCCH reception type combinations on CSS
	F
	14.4.0
	RAN2#105
	R2-1901791
	Qualcomm Incorporated
	LTE_UL_CAP_enh-Core
	
	

	36.302
	1201
	-
	Rel-15
	Correction on PDCCH reception type combinations on CSS
	A
	15.1.0
	RAN2#105
	R2-1901792
	Qualcomm Incorporated
	LTE_UL_CAP_enh-Core
	
	

	36.306
	1685
	1
	Rel-14
	UE capability for support of special subframe configuration 10 with TDD-only CA
	F
	14.9.0
	RAN2#105
	R2-1902774
	Qualcomm Incorporated
	LTE_UL_CAP_enh-Core
	
	

	36.306
	1686
	1
	Rel-15
	UE capability for support of special subframe configuration 10 with TDD-only CA
	A
	15.3.0
	RAN2#105
	R2-1902775
	Qualcomm Incorporated
	LTE_UL_CAP_enh-Core
	
	

	36.321
	1423
	2
	Rel-15
	Correction on Recommended bit rate MAC Control Element
	F
	15.4.0
	RAN2#105
	R2-1902568
	Huawei, HiSilicon, Ericsson
	LTE_VoLTE_ViLTE_enh
	
	

	36.321
	1426
	1
	Rel-14
	Correction of DRX for SC-PTM
	F
	14.9.0
	RAN2#105
	R2-1902423
	ZTE Corporation, Sanechips
	LTE_feMTC-Core
	
	

	36.321
	1427
	1
	Rel-15
	Correction of DRX for SC-PTM
	A
	15.4.0
	RAN2#105
	R2-1902424
	ZTE Corporation, Sanechips
	LTE_feMTC-Core
	
	

	36.331
	3838
	1
	Rel-14
	Corrections to systemInformationBlockType2Dedicated
	F
	14.9.0
	RAN2#105
	R2-1902421
	Huawei, HiSilicon
	LTE_feMTC-Core
	
	

	36.331
	3839
	1
	Rel-15
	Corrections to systemInformationBlockType2Dedicated
	A
	15.4.0
	RAN2#105
	R2-1902422
	Huawei, HiSilicon
	LTE_feMTC-Core
	
	

	36.331
	3859
	-
	Rel-14
	Correction on UE capability signalling for simultaneous antenna and carrier switching
	F
	14.9.0
	RAN2#105
	R2-1900778
	Qualcomm Incorporated
	LTE_SRS_switch-Core
	
	

	36.331
	3860
	-
	Rel-15
	Correction on UE capability signalling for simultaneous antenna and carrier switching
	A
	15.4.0
	RAN2#105
	R2-1900779
	Qualcomm Incorporated
	LTE_SRS_switch-Core
	
	

	36.331
	3867
	-
	Rel-14
	Clarification to Permitted MaxCID for ROHC and Uplink-Only ROHC
	F
	14.9.0
	RAN2#105
	R2-1900909
	NTT DOCOMO INC.
	TEI14
	
	

	36.331
	3875
	1
	Rel-15
	Clarification to Permitted MaxCID for ROHC and Uplink-Only ROHC
	A
	15.4.0
	RAN2#105
	R2-1902567
	NTT DOCOMO INC.
	TEI14
	
	

	36.331
	3911
	1
	Rel-14
	Clarification on ssp mapping rules for ssp10-CRS-LessDwPTS
	F
	14.9.0
	RAN2#105
	R2-1902809
	Qualcomm Incorporated
	LTE_UL_CAP_enh-Core
	
	

	36.331
	3912
	-
	Rel-15
	Clarification on ssp mapping rules for ssp10-CRS-LessDwPTS
	A
	15.4.0
	RAN2#105
	R2-1901790
	Qualcomm Incorporated
	LTE_UL_CAP_enh-Core
	
	

	36.331
	3939
	-
	Rel-14
	UE capability for support of special subframe configuration 10 with TDD-only CA
	F
	14.9.0
	RAN2#105
	R2-1902656
	Qualcomm Incorporated
	LTE_UL_CAP_enh-Core
	
	

	36.331
	3940
	-
	Rel-15
	UE capability for support of special subframe configuration 10 with TDD-only CA
	A
	15.4.0
	RAN2#105
	R2-1902657
	Qualcomm Incorporated
	LTE_UL_CAP_enh-Core
	
	


