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5.2.1.2
NR carrier aggregation
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Figure 5.2.1.2-1: Test model for NR/5GC Layer3 CA testing
The NR/5GC Layer3 CA test model builds on top of the NR/5GC Layer3 test model, with the differences specified hereafter.

In the SS side, there is one PCell and one SCell configured:

-
PCell: The associated SCell is linked to this PCell to enable the connection of the SCell MAC layer to the PCell RLC/PDCP layers for DCCH/DTCH. 

-
 SCell: PHY and MAC layers are configured in normal way. RLC layer is configured only for BCCH/PCCH/CCCH. 

The UL Scheduling Grant and DL Scheduling assignments are configured from TTCN over system control port. The SS reports PUCCH scheduling information reception in PCell over system indication port, if configured. In a similar way the reception of PRACH preambles in PCell / SCell is reported by SS over the same port, if configured.
5.2.1.3
NR/E-UTRA Inter-RAT 
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Figure 5.2.1.3-1: Test model for NR/E-UTRA Inter-RAT testing
This test model is only relevant for NR/5GC to/from E-UTRA/EPC inter-RAT and is not applicable to E-UTRA/5GC.  The model consists of a dual protocol stack: one for NR and one for E-UTRA. The TTCN implementation for NR and E-UTRA functionalities will be in separate Parallel Test Components. 

The SS NR part is the same as the model defined in subclause 5.2.1.1 for NR/5GC L3 testing.

The SS E-UTRA part is the same as the model defined in 36.523-3 [12] clause 4.2.2 for RRC testing.

The UE is configured in normal mode. Ciphering/Integrity (PDCP and NAS) are enabled and ROHC is not configured.
<End of Modified Section>

<Start of modified section>

7.1.2.4
Data scheduling

As according to TS 38.508-1[5] the SSB periodicity is set to 20ms, TTCN configures the SS to broadcast the SSB burst in half-frame 0 of frames with even SFN. 
For scheduling of DL data or UL Grant, when timing information is explicit, the timing provided by TTCN corresponds to the time at which the SS shall transmit to the UE the PDCCH carrying the DCI message. The data scheduling applied by TTCN is specified in Tables 7.1.2.4-1 to 7.1.2.4-4.

Table 7.1.2.4-1: Data scheduling for FR1: FDD, SCS=15kHz

	Frame

	Subframe 0
	Subframe 1
	Subframe 2
	Subframe 3
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 7
	Subframe 8
	Subframe 9

	Slot 0
	0
	PDCCH (UL)
	Slot 0
	0
	
	Slot 0
	0
	PDCCH
(DL)
	Slot 0
	0
	
	Slot 0
	0
	PUSCH
	Slot 0
	0
	PDCCH (UL)
	Slot 0
	0
	
	Slot 0
	0
	PDCCH
(DL)
	Slot 0
	0
	
	Slot 0
	0
	PUSCH

	
	1
	
	
	1
	
	
	1
	
	
	1
	
	
	1
	
	
	1
	
	
	1
	
	
	1
	
	
	1
	
	
	1
	

	
	2
	
	
	2
	
	
	2
	PDSCH
	
	2
	
	
	2
	
	
	2
	
	
	2
	
	
	2
	PDSCH
	
	2
	
	
	2
	

	
	3
	
	
	3
	
	
	3
	
	
	3
	
	
	3
	
	
	3
	
	
	3
	
	
	3
	
	
	3
	
	
	3
	

	
	4
	
	
	4
	
	
	4
	
	
	4
	
	
	4
	
	
	4
	
	
	4
	
	
	4
	
	
	4
	
	
	4
	

	
	5
	
	
	5
	
	
	5
	
	
	5
	
	
	5
	
	
	5
	
	
	5
	
	
	5
	
	
	5
	
	
	5
	

	
	6
	
	
	6
	
	
	6
	
	
	6
	
	
	6
	
	
	6
	
	
	6
	
	
	6
	
	
	6
	
	
	6
	

	
	7
	
	
	7
	
	
	7
	
	
	7
	
	
	7
	
	
	7
	
	
	7
	
	
	7
	
	
	7
	
	
	7
	

	
	8
	SSB
	
	8
	
	
	8
	
	
	8
	
	
	8
	
	
	8
	
	
	8
	
	
	8
	
	
	8
	
	
	8
	

	
	9
	
	
	9
	
	
	9
	
	
	9
	
	
	9
	
	
	9
	
	
	9
	
	
	9
	
	
	9
	
	
	9
	

	
	10
	
	
	10
	
	
	10
	
	
	10
	
	
	10
	
	
	10
	
	
	10
	
	
	10
	
	
	10
	
	
	10
	

	
	11
	
	
	11
	
	
	11
	
	
	11
	
	
	11
	
	
	11
	
	
	11
	
	
	11
	
	
	11
	
	
	11
	

	
	12
	
	
	12
	
	
	12
	
	
	12
	
	
	12
	
	
	12
	
	
	12
	
	
	12
	
	
	12
	
	
	12
	

	
	13
	
	
	13
	
	
	13
	
	
	13
	
	
	13
	
	
	13
	
	
	13
	
	
	13
	
	
	13
	
	
	13
	

	NOTE 1:
The PDCCH assignment in subframe 2 and 7 address DL transmissions in the same (K0 = 0).

NOTE 2:
The UL grants in subframe 0 and 5 address UL transmissions in subframe 4 and 9 respectively (K2 = 4).


Table 7.1.2.4-2: Data scheduling for FR1: TDD, SCS=15kHz

	Frame

	Subframe 0
	Subframe 1
	Subframe 2
	Subframe 3
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 7
	Subframe 8
	Subframe 9

	Slot 0
	0
	DL
	PDCCH
(UL)
	Slot 0
	0
	DL
	
	Slot 0
	0
	DL
	PDCCH
(DL)
	Slot 0
	0
	DL
	
	Slot 0
	0
	UL
	PUSCH
	Slot 0
	0
	DL
	PDCCH (UL)
	Slot 0
	0
	DL
	
	Slot 0
	0
	DL
	PDCCH
(DL)
	Slot 0
	0
	DL
	
	Slot 0
	0
	UL
	PUSCH

	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	

	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	PDSCH
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	PDSCH
	
	2
	DL
	
	
	2
	UL
	

	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	

	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	

	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	

	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	

	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	

	
	8
	DL
	SSB
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	

	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	

	
	10
	DL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	UL
	

	
	11
	DL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	UL
	

	
	12
	DL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	UL
	

	
	13
	DL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	UL
	

	NOTE 1:
The PDCCH assignment in subframe 2 and 7 address DL transmissions in the same (K0 = 0).

NOTE 2:
The UL grants in subframe 0 and 5 address UL transmissions in subframe 4 and 9 respectively (K2 = 4).


Table 7.1.2.4-3: Data scheduling for FR1: TDD, SCS=30kHz

	Frame

	Subframe 0
	Subframe 1
	Subframe 2
	Subframe 3
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 7
	Subframe 8
	Subframe 9

	Slot 0
	0
	DL
	
	Slot 0
	0
	DL
	
	Slot 0
	0
	DL
	PDCCH
(DL)
	Slot 0
	0
	DL
	
	Slot 0
	0
	UL
	
	Slot 0
	0
	DL
	
	Slot 0
	0
	DL
	
	Slot 0
	0
	DL
	PDCCH
(DL)
	Slot 0
	0
	DL
	
	Slot 0
	0
	UL
	

	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	

	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	PDSCH
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	PDSCH
	
	2
	DL
	
	
	2
	UL
	

	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	

	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	

	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	

	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	

	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	

	
	8
	DL
	SSB
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	

	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	

	
	10
	DL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	UL
	

	
	11
	DL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	UL
	

	
	12
	DL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	

	
	13
	DL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	

	Slot 1
	0
	DL
	
	Slot 1
	0
	DL
	
	Slot 1
	0
	DL
	PDCCH (UL)
	Slot 1
	0
	DL
	
	Slot 1
	0
	UL
	PUSCH
	Slot 1
	0
	DL
	
	Slot 1
	0
	DL
	
	Slot 1
	0
	DL
	PDCCH (UL)
	Slot 1
	0
	DL
	
	Slot 1
	0
	UL
	PUSCH

	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	

	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	

	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	

	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	

	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	

	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	
	
	
	6
	UL
	

	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	
	
	
	7
	UL
	

	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	
	
	
	8
	UL
	

	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	
	
	
	9
	UL
	

	
	10
	DL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	UL
	

	
	11
	DL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	UL
	

	
	12
	DL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	UL
	

	
	13
	DL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	UL
	

	NOTE 1:
The DL assignments in slots 0 of subframe 2 and 7 address DL transmissions in the same slots (K0 = 0).

NOTE 2:
The UL grants in slots 1 of subframe 2 and 7 address UL transmissions in slot 1 of subframe 4 and 9 respectively (K2 = 4).


Table 7.1.2.4-4: Data scheduling for FR2

	Frame

	Subframe 0
	Subframe 1
	Subframe 2
	Subframe 3
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 7
	Subframe 8
	Subframe 9

	Slot 0
	0
	DL
	
	Slot 0
	0
	DL
	
	Slot 0
	0
	DL
	PDCCH
(DL)
	Slot 0
	0
	UL
	
	Slot 0
	0
	DL
	
	Slot 0
	0
	DL
	
	Slot 0
	0
	DL
	
	Slot 0
	0
	DL
	PDCCH
(DL)
	Slot 0
	0
	UL
	
	Slot 0
	0
	DL
	

	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	

	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	PDSCH
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	PDSCH
	
	2
	UL
	
	
	2
	DL
	

	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	

	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	

	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	

	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	

	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	

	
	8
	DL
	SSB
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	

	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	

	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	

	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	

	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	

	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	

	Slot 1
	0
	DL
	
	Slot 1
	0
	UL
	
	Slot 1
	0
	DL
	
	Slot 1
	0
	DL
	
	Slot 1
	0
	DL
	
	Slot 1
	0
	DL
	
	Slot 1
	0
	UL
	
	Slot 1
	0
	DL
	
	Slot 1
	0
	DL
	
	Slot 1
	0
	DL
	

	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	

	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	

	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	

	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	

	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	

	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	

	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	

	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	

	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	

	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	

	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	

	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	

	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	

	Slot 2
	0
	DL
	
	Slot 2
	0
	DL
	
	Slot 2
	0
	DL
	
	Slot 2
	0
	DL
	
	Slot 2
	0
	UL
	
	Slot 2
	0
	DL
	
	Slot 2
	0
	DL
	
	Slot 2
	0
	DL
	
	Slot 2
	0
	DL
	
	Slot 2
	0
	UL
	

	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	

	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	

	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	

	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	

	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	

	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	

	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	

	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	

	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	

	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	

	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	

	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	

	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	

	Slot 3
	0
	DL
	
	Slot 3
	0
	DL
	
	Slot 3
	0
	UL
	
	Slot 3
	0
	DL
	
	Slot 3
	0
	DL
	PDCCH (UL)
	Slot 3
	0
	DL
	
	Slot 3
	0
	DL
	
	Slot 3
	0
	UL
	
	Slot 3
	0
	DL
	
	Slot 3
	0
	DL
	PDCCH (UL)

	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	

	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	

	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	

	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	

	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	

	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	

	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	

	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	

	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	

	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	

	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	

	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	

	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	

	Slot 4
	0
	UL
	
	Slot 4
	0
	DL
	
	Slot 4
	0
	DL
	
	Slot 4
	0
	DL
	
	Slot 4
	0
	DL
	
	Slot 4
	0
	UL
	
	Slot 4
	0
	DL
	
	Slot 4
	0
	DL
	
	Slot 4
	0
	DL
	
	Slot 4
	0
	DL
	

	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	

	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	

	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	

	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	

	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	

	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	

	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	

	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	

	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	

	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	

	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	

	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	

	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	

	Slot 5
	0
	DL
	
	Slot 5
	0
	DL
	
	Slot 5
	0
	DL
	
	Slot 5
	0
	UL
	
	Slot 5
	0
	DL
	
	Slot 5
	0
	DL
	
	Slot 5
	0
	DL
	
	Slot 5
	0
	DL
	
	Slot 5
	0
	UL
	
	Slot 5
	0
	DL
	

	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	

	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	

	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	

	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	

	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	

	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	

	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	

	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	

	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	

	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	

	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	

	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	

	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	

	Slot 6
	0
	DL
	
	Slot 6
	0
	UL
	
	Slot 6
	0
	DL
	
	Slot 6
	0
	DL
	
	Slot 6
	0
	DL
	
	Slot 6
	0
	DL
	
	Slot 6
	0
	UL
	
	Slot 6
	0
	DL
	
	Slot 6
	0
	DL
	
	Slot 6
	0
	DL
	

	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	

	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	

	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	

	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	

	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	

	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	

	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	

	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	

	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	

	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	

	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	

	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	

	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	

	Slot 7
	0
	DL
	
	Slot 7
	0
	DL
	
	Slot 7
	0
	DL
	
	Slot 7
	0
	DL
	
	Slot 7
	0
	UL
	PUSCH
	Slot 7
	0
	DL
	
	Slot 7
	0
	DL
	
	Slot 7
	0
	DL
	
	Slot 7
	0
	DL
	
	Slot 7
	0
	UL
	PUSCH

	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	DL
	
	
	1
	UL
	

	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	DL
	
	
	2
	UL
	

	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	DL
	
	
	3
	UL
	

	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	DL
	
	
	4
	UL
	

	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	DL
	
	
	5
	UL
	

	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	DL
	
	
	6
	UL
	

	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	DL
	
	
	7
	UL
	

	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	DL
	
	
	8
	UL
	

	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	DL
	
	
	9
	UL
	

	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	
	
	10
	DL
	
	
	10
	DL
	
	
	10
	
	
	
	10
	DL
	
	
	10
	UL
	

	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	
	
	11
	DL
	
	
	11
	DL
	
	
	11
	
	
	
	11
	DL
	
	
	11
	UL
	

	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	DL
	
	
	12
	UL
	
	
	12
	DL
	
	
	12
	UL
	

	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	DL
	
	
	13
	UL
	
	
	13
	DL
	
	
	13
	UL
	

	NOTE 1:
The DL assignments in slots 0 of subframe 2 and 7 address DL transmissions in the same slots (K0 = 0).

NOTE 2:
The UL grants in slots 3 of subframe 4 and 9 address UL transmissions in slot 7 of the same subframe (K2 = 4).


<End of modified section>

<Start of modified section>

7.3.3
System information

7.3.3.1
General SS requirements

TTCN provides the complete system information and scheduling information to the SS as a structured ASN.1 type using a single control ASP (NR_SYSTEM_CTRL_REQ). The following rules apply: 

-
The system information is sent to SS using the asn.1types. The SS shall encode each SI message as specified in Table 8.1-1 and add the necessary padding bits as specified in TS 38.331 [16], clause 8.5.

-
The SS shall start scheduling all system information from the same SFN.

-
The scheduling information sent to SS is the same as the scheduling information sent to the UE. For each SI message, the slotOffset list in NR_SYSTEM_CTRL_REQ indicates the exact point in time in the SI-window at which SS shall transmit of the related SI to the UE.

7.3.3.2
Scheduling information

The maximum number of resource blocks as defined in table 7.3.3.2-1 are used to broadcast the system information.

Table 7.3.3.2-1: Maximum number of resource blocks

	
	Maximum number of resource blocks assigned
	Number of symbols assigned

	SIB1
	7
	12

	for all SIs
	7
	12


The slot offset values defined in Table 7.3.3.2-1A are used for all SI messages with their respective SI-window.

Table 7.3.3.2-1A: SubframeOffset values

	Configuration
	subframeOffset list

	FR1 FDD & TDD SCS=15kHz
	{5, 6, 15, 16}

	FR1 TDD SCS=30kHz
	{5, 6}

	FR2 TDD SCS=120kHz
	{5}


All System Information messages are sent only once within the SI-window and redundancy version 0 is selected.
SIB1 is broadcasted in slot#1 in frames with even SFN.
Tables 7.3.3.2-2 to 7.3.3.2-4 give the SFN's and subframe numbers in which the MIB, SIB1 and other SIs are actually scheduled as per default parameters for si-WindowLength s80 for FR1 and s160 for FR2, periodicity for SI are defined in TS 38.508-1 [5].

Table 7.3.3.2-2: MIB, SIB1 and SI scheduling for FR1: FDD and TDD, SCS=15kHz
	SFN
	Frame

	0
	Subframe 0
	Subframe 1
	Subframe 2
	Subframe 3
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 7
	Subframe 8
	Subframe 9

	
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	SI1
	Sl0
	SI1
	Sl0
	
	Sl0
	
	Sl0
	

	1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	SI1
	Sl0
	SI1
	Sl0
	
	Sl0
	
	Sl0
	

	2
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	3
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	4
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	5
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	6
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	7
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	8
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	SI2
	Sl0
	SI2
	Sl0
	
	Sl0
	
	Sl0
	

	9
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	SI2
	Sl0
	SI2
	Sl0
	
	Sl0
	
	Sl0
	

	10
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	11
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	12
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	13
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	14
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	15
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	16
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	SI3
	Sl0
	SI3
	Sl0
	
	Sl0
	
	Sl0
	

	17
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	SI3
	Sl0
	SI3
	Sl0
	
	Sl0
	
	Sl0
	

	18
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	19
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	20
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	21
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	22
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	23
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	24
	Sl0
	MIB
	Sl0
	SIB1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	SI4
	Sl0
	SI4
	Sl0
	
	Sl0
	
	Sl0
	

	25
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	SI4
	Sl0
	SI4
	Sl0
	
	Sl0
	
	Sl0
	


Table 7.3.3.2-3: MIB, SIB1 and SI scheduling for FR1 TDD, SCS=30kHz

	SFN
	Frame

	0


	Subframe 0
	Subframe 1
	Subframe 2
	Subframe 3
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 7
	Subframe 8
	Subframe 9

	
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	SI1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Slot  Sl1
	
	Slot  Sl1
	SI1
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	2
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	3
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	4
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	SI2
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Slot  Sl1
	
	Slot  Sl1
	SI2
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	5
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	6
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	7
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	8
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	SI3
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Slot  Sl1
	
	Slot  Sl1
	SI3
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	9
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	10
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	11
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	12
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	SI4
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Slot  Sl1
	
	Slot  Sl1
	SI4
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	13
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	14
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Slot  Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	15
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	


Table 7.3.3.2-4: MIB, SIB1 and SI scheduling for FR2: TDD, SCS=120kHz

	SFN
	Frame

	
	Subframe 0
	Subframe 1
	Subframe 2
	Subframe 3
	Subframe 4
	Subframe 5
	Subframe 6
	Subframe 7
	Subframe 8
	Subframe 9

	0
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	SI1
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	1
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	2
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	SI2
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	3
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	4
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	SI3
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	5
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	

	6
	Sl0
	MIB
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	
	Sl0
	

	
	Sl1
	SIB1
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	
	Sl1
	

	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	
	Sl2
	

	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	
	Sl3
	

	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	
	Sl4
	

	
	Sl5
	SI4
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	
	Sl5
	

	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	
	Sl6
	

	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	
	Sl7
	


7.3.4
Paging and Short Message

SS can be configured with a DCI including Short Messages. In that case, when SS is triggered to transmit a Paging message, the Short Message indication shall be included in the DCI.

SS can be triggered to transmit Short Messages alone, this is achieved in TTCN with the DciTrigger type. SS is triggered to send the Paging message or a Short Message indication at a calculated Paging Occasion provided in the activation time and optionally a list slot offsets when multiple paging occasions are applied. Discontinuous Reception (DRX) is applied for the transmission of a Paging message or a Short Message indication to the UE in the RRC_IDLE or RRC_INACTIVE states. The paging frame calculation is according to TS 38.304 [24] clause 7. The following default values are provided in TS 38.508-1[5]:

-
defaultPagingCycle = 128

-
Ns = one

-
N = two
-
PF_Offset = 1
When these default values are applied, the Paging Frame calculation is:

-
Paging Frame: (SFN +1) mod 128 =64*(UE_ID mod 2) so depending on UE_ID, the Paging Frame is set to 63 or 127 of the  paging cycle.

When UE is in RRC_IDLE or RRC_INACTIVE and when PDCCH monitoring occasions with default association is applied, the Paging Occasion is set to slot#2 of the Paging Frame.

When UE is in RRC_CONNECTED and when PDCCH monitoring occasions with default association is applied, the Paging Occasion is set to slot#1 and slot#2 of the Paging Frame.

<End of Modified Section>

<Start of Next Modified Section>
9.3
NR and 5GC PIXIT 

Table 9.3-1: NR PIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_NR_PrimaryBand
	FreqBandIndicatorNR
	1
	
	NR primary band

	px_NR_SecondaryBand
	FreqBandIndicatorNR
	2
	
	NR secondary band

	px_NR_CipheringAlgorithm
	CipheringAlgorithm
	nea2
	
	Ciphering Algorithm (see Note 1)

	px_NR_IntegrityProtAlgorithm
	IntegrityProtAlgorithm
	nia2
	
	Integrity Algorithm (see Note 1)

	NOTE 1:
Unless specified otherwise in the test case prose, the null algorithm shall not be used for verification.


Table 9.3-2: 5GC PIXIT

	Parameter Name
	Parameter Type
	Default Value
	Supported Values
	Description

	px_NAS_5GC_AuthenticationType
	NAS_5GC_AKA_Type
	AKA_5G
	AKA_5G, AKAP_EAP
	NAS 5GC Authentication type

	px_NAS_5GC_XRES_Length
	integer 
	16
	
	NAS 5GC XRES length, in octets, used in Authentication

	px_NAS_5GC_CipheringAlgorithm
	B4_Type
	‘0010’B
	
	NAS 5GC Ciphering Algorithm (see Note 1)

	px_NAS_5GC_IntegrityProtAlgorithm
	B4_Type
	‘0010’B
	
	NAS 5GC Integrity Algorithm (see Note 1)

	NOTE 1:
Unless specified otherwise in the test case prose, the null algorithm shall not be used for verification.


10
Postambles

10.1
Introduction

The purpose of the present clause 10 is to specify the postambles used to bring the UE to a well-defined state regardless of the UE state at the termination of main test body or of the SS conditions and values of the system information inherited from the test.

10.2
EN-DC

The postambles specified in TS 36.523-3 [12] subclause 10.3 are also applicable to EN-DC test cases.

10.3
NR/5GC

10.3.1
UE postamble states and procedures

In order to bring the UE to the switched/powered off state, a procedure needs to be executed, which depends on the UE state at the end of test case body. The UE postamble start states and associated procedures are shown in figure 10.3.1-1.
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Figure 10.3.1-1: UE postamble states and procedures for NR/5GC

10.3.2
Switch/Power off procedure in State 1N-A

Table 10.3.2-1: Switch/Power off procedure

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	 Test procedure for Switch off / Power off in RRC_IDLE as specified in 38.508-1 [5] subclause 4.9.6.1
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	


	
	
	
	


10.3.3
Switch/Power off procedure in State 2N-A

 Table 10.3.3-1: Switch/Power off procedure

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	 Test procedure for Switch off / Power off in RRC_INACTIVE as specified in 38.508-1 [5] subclause  4.9.6.2
	
	


10.3.4
Switch/Power off procedure in State 3N-A

Table 10.3.4-1: Switch/Power off procedure

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	 Test procedure for Switch off / Power off in RRC_CONNECTED as specified in 38.508-1 [5] subclause 4.9.6.3
	-
	-

	
	
	
	

	
	
	
	


10.3.5
Switch/Power off procedure in NR DEREGISTERED

Table 10.3.5-1: Switch/Power off procedure

	Step
	Procedure
	Message Sequence

	
	
	U - S
	Message

	1
	 Test procedure for Switch off / Power off in State DEREGISTERED as specified in 38.508-1 [5] subclause 4.9.6.4
	-
	-
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