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<Several sections unchanged>
[bookmark: _Toc4686402]4.5.1.2	EN-DC FR1 radio link monitoring in-sync test for PSCell configured with SSB-based RLM RS in non-DRX mode
Editor’s Notes: This test case is incomplete. The following aspects are either missing or not yet determined
- Test Tolerances are TBD
- Exceptions to Message contents are TBD
- Cell mapping is TBD
- Connection diagram is TBD
-  whether to revise the SSB configuration to be 2 SSBs and FFS the corresponding power level
[bookmark: _Hlk536003832]<Several sections unchanged>
[bookmark: _Hlk8741121]Table 4.5.1.2.4.1-4: General test parameters for FR1 in-sync testing in non-DRX mode






















	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	BWchannel
	Config 1, 4
	MHz
	10: NRB,c = 52

	
	Config 2, 5
	
	10: NRB,c = 52

	
	Config 3, 6
	
	40: NRB,c = 106

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1

	TDD Configuration
	Config 1, 4
	
	Not Applicable

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.2.1

	CORESET Reference Channel
	Config 1, 4
	
	CR.1.1 FDD

	
	Config 2, 5
	
	CR.1.1 TDD

	
	Config 3, 6
	
	CR.2.1 TDD

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1

	
	Config 2, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1

	
	Config 3, 6
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz

	
	Config 3, 6
	
	30 KHz

	PRACH Configuration
	Config 1, 2, 4, 5
	
	Table A.3.8.2.4-1

	
	Config 3, 6
	
	Table A.3.8.2.4-1

	SSB index assigned as RLM RS
	
	0

	OCNG parameters
	
	OP.1

	CP length
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	In sync transmission parameters
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	Out of sync transmission parameters
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	2000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS configuration
	Config 1, 4
	
	[CSI-RS.1.3 FDD]

	
	Config 2, 5
	
	[CSI-RS.1.3 TDD]

	
	Config 3, 6
	
	[CSI-RS.2.3 TDD]

	T1
	s
	0.5

	T2
	s
	0.4

	T3
	s
	1.46

	T4
	s
	0.4

	T5
	s
	1

	D1
	s
	0.42

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.
Note 3:	E-UTRAN is in non-DRX mode under test.



	Parameter
	Unit
	Value

	
	
	Test 1

	Active E-UTRA PCell 
	
	Cell 1

	E-UTRA RF Channel Number
	
	1

	Active PSCell
	
	Cell 2

	RF Channel Number
	
	2

	Duplex mode
	Config 1, 4
	
	FDD

	
	Config 2, 3, 5, 6
	
	TDD

	BWchannel
	Config 1, 4
	MHz
	10: NRB,c = 52

	
	Config 2, 5
	
	10: NRB,c = 52

	
	Config 3, 6
	
	40: NRB,c = 106 

	DL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.0.1

	DL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	DLBWP.1.1

	UL initial BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.0.1

	UL dedicated BWP configuration
	Config 1, 2, 3, 4, 5, 6
	
	ULBWP.1.1

	TDD Configuration
	Config 1, 4
	
	Not Applicable

	
	Config 2, 5
	
	TDDConf.1.1

	
	Config 3, 6
	
	TDDConf.2.1

	CORESET Reference Channel
	Config 1, 4
	
	CR.1.1 FDD

	
	Config 2, 5
	
	CR.1.1 TDD

	
	Config 3, 6
	
	CR.2.1 TDD

	SSB Configuration
	Config 1, 4
	
	SSB.1 FR1

	
	Config 2, 5
	
	SSB.1 FR1

	
	Config 3, 6
	
	SSB.2 FR1

	SMTC Configuration
	Config 1, 2, 4, 5
	
	SMTC.1

	
	Config 3, 6
	
	SMTC.1

	PDSCH/PDCCH subcarrier spacing
	Config 1, 2, 4, 5
	
	15 KHz

	
	Config 3, 6
	
	30 KHz

	PRACH Configuration 
	Config 1, 2, 4, 5
	
	Table A.3.8.2.4-1

	
	Config 3, 6
	
	Table A.3.8.2.4-1

	SSB index assigned as RLM RS
	
	0

	OCNG parameters
	
	OP.1

	CP length	
	
	Normal

	Correlation Matrix and Antenna Configuration
	
	2x2 Low

	

In sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	4

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	0

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	0

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	Out of sync transmission parameters 
	DCI format
	
	1-0

	
	Number of Control OFDM symbols
	
	2

	
	Aggregation level 
	CCE
	8

	
	Ratio of hypothetical PDCCH RE energy to average SSS RE energy
	dB
	4

	
	Ratio of hypothetical PDCCH DMRS energy to average SSS RE energy
	dB
	4

	
	DMRS precoder granularity
	
	REG bundle size

	
	REG bundle size
	
	6

	DRX
	
	OFF

	Gap pattern ID 
	
	N.A.

	Layer 3 filtering
	
	Enabled

	T310 timer
	ms
	2000

	T311 timer
	ms
	1000

	N310
	
	1

	N311
	
	1

	CSI-RS configuration 
	Config 1, 4
	
	[CSI-RS.1.3 FDD]

	
	Config 2, 5
	
	[CSI-RS.1.3 TDD]

	
	Config 3, 6
	
	[CSI-RS.2.3 TDD]

	T1
	s
	0.5

	T2
	s
	0.4

	T3
	s
	1.46

	T4
	s
	0.4

	T5
	s
	1

	D1
	s
	0.42

	Note 1:	All configurations are assigned to the UE prior to the start of time period T1.
Note 2:	UE-specific PDCCH is not transmitted after T1 starts.
Note 3:	E-UTRAN is in non-DRX mode under test.




<Several sections unchanged>
4.5.1.2.4.3	Message Contents
Message contents are according to TS 38.508-1 [14] clause 4.6.1 with the following exceptions.
Table 4.5.1.2.4.3-1: Common Exception messages for EN-DC FR1 Radio Link Monitoring In-Sync Test for FR1 PSCell configured with SSB-based RLM RS in non-DRX mode
TBD
Table 4.5.1.1.4.3-2: PDCCH Search Space
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-162

	Information Element
	Value/remark
	Comment
	Condition

	SearchSpace ::= SEQUENCE {
	
	
	

	  searchSpaceId
	0
	SearchSpaceId with condition CSS
	CSS

	  controlResourceSetId
	0
	ControlResourceSetId
	

	  monitoringSlotPeriodicityAndOffset CHOICE {
	
	
	

	    sl1
	NULL
	
	

	  }
	
	
	

	  duration
	2
	
	

	  monitoringSymbolsWithinSlot
	11000000000000
	Symbols 0 and 1
	

	  nrofCandidates SEQUENCE {
	
	
	

	    aggregationLevel1
	n0
	
	

	    aggregationLevel2
	n0
	
	

	    aggregationLevel4
	n0
	
	

	    aggregationLevel8
	n1
	AL8
	

	    aggregationLevel16
	n0
	
	

	  }
	
	
	

	  searchSpaceType CHOICE {
	
	
	

	    common SEQUENCE {
	
	
	CSS, SISS

	    ue-Specific SEQUENCE {
	
	
	USS

	      dci-Formats
	formats0-0-And-1-0
	DCI Format 1_0
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



Table 4.5.1.1.4.3-2: UE-TimersAndConstants
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-200

	Information Element
	Value/remark
	Comment
	Condition

	UE-TimersAndConstants ::= SEQUENCE {
	
	
	

	  t310
	ms0
	
	

	  n310
	n1
	
	

	  t311
	ms1000
	
	

	  n311
	n1
	
	

	}
	
	
	



Table 4.5.1.1.4.3-3: CSI-FrequencyOccupation
	Derivation Path: TS 38.508-1 [14], Table 4.6.3-33

	Information Element
	Value/remark
	Comment
	Condition

	CSI-FrequencyOccupation ::= SEQUENCE {
	
	
	

	  startingRB
	0
	
	

	  nrofRBs
	52
	10 MHz (Test 1, 2, 4, 5)
	

	
	106
	40 MHz (Test 3, 6)
	

	}
	
	
	



<End of changes>

