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	Reason for change:
	As per table 36508 Table Table 6.5.1-1:MeasConfig-DEFAULT:  MeasGapConfig-GP1 IE should be included in MeasConfig-DEFAULT for E-UTRA inter-freq measurements.

Same table has been referred for TC 8.3.1.16a as per TS 36.523-1 
Table 8.3.1.16a.3.3-3: MeasConfig -> Derivation Table 36508, Table 4.6.6-1-> Note: For signalling test, table 6.5.1-1 is applied. ->36508 Table Table 6.5.1-1.

Therefore, SS should send measGapConfig IE in RRC Re-configuration message.

In the current TTCN implementation SS is not including measGapConfig IE in RRC Re-configuration message at step 1-2.



	
	

	Summary of change:
	Included measGapConfig IE in RRC Re-configuration message

	
	

	Consequences if not approved:
	A conformant UE may fail the test case.
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Change 1
	Function name
	template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_16a_Step1

	Reason for change
	In the current scenario, When SS sends RRC Connection Re-configuration at step 1-2, measGapConfig IE is missing in the message content.

	Summary of change
	Included measGapConfig IE in RRC Re-configuration message

	TTCN module
	LTE\8_3\EUTRA_Measurement_Specific_Templates.ttcn

	MCC160 Comment
	


Before change
  template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_16a_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                   ARFCN_ValueEUTRA_r9  p_EUTRA_DL_CarrierFreq_1, //@sic R5-171145 sic@

                                                                                   AllowedMeasBandwidth p_EUTRA_MeasurementBandwidth_1,

                                                                                   ARFCN_ValueEUTRA_r9  p_EUTRA_DL_CarrierFreq_5, //@sic R5-171145 sic@

                                                                                   AllowedMeasBandwidth p_EUTRA_MeasurementBandwidth_5,

                                                                                   template (omit) MeasGapConfig p_MeasGapConfig := omit) := //@sic R5-187125 sic@

  /* @status    APPROVED (LTE) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,

                                                                                                       cs_508_MeasObjectEUTRA_GENERIC(f_EUTRA_ARFCN_Value(p_EUTRA_DL_CarrierFreq_1), p_EUTRA_MeasurementBandwidth_1), //@sic R5-171145 sic@

                                                                                                       tsc_IdMeasObject_f5,

                                                                                                       cs_508_MeasObjectEUTRA_GENERIC(f_EUTRA_ARFCN_Value(p_EUTRA_DL_CarrierFreq_5), p_EUTRA_MeasurementBandwidth_5)), //@sic R5-171145 sic@

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A3,

                                                                                                       cs_ReportConfig_reportConfigEUTRA_eventA3(0, false, 0, ms0, rsrp, both, 1, ms1024, r1)), //@sic R5s120860 sic@

                                                                    omit,

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,

                                                                                                   2, tsc_IdMeasObject_f5, tsc_IdReportConfig_A3),

                                                                    -, //@sic R5s140184, R5-134645 sic@

                                                                    p_MeasGapConfig, //@sic R5-187125 sic@

                                                                    -,-,-,

                                                                    f_ReturnMeasObjectToAddModList_2Entries_v9e0(p_EUTRA_DL_CarrierFreq_1, p_EUTRA_DL_CarrierFreq_5)));  
After change
        template (value) DL_DCCH_Message cs_RRCConnectionReconfiguration_8_3_1_16a_Step1(RRC_TransactionIdentifier p_RRC_TI,

                                                                                   ARFCN_ValueEUTRA_r9  p_EUTRA_DL_CarrierFreq_1, //@sic R5-171145 sic@

                                                                                   AllowedMeasBandwidth p_EUTRA_MeasurementBandwidth_1,

                                                                                   ARFCN_ValueEUTRA_r9  p_EUTRA_DL_CarrierFreq_5, //@sic R5-171145 sic@

                                                                                   AllowedMeasBandwidth p_EUTRA_MeasurementBandwidth_5,

                                                                                   template (omit) MeasGapConfig p_MeasGapConfig := omit) := //@sic R5-187125 sic@

  /* @status    APPROVED (LTE) */

    cs_508_RRCConnectionReconfiguration_ConditionMEAS(p_RRC_TI,

                                                      cs_MeasConfig(omit,

                                                                    cs_MeasObjectToAddModList_2Entries(tsc_IdMeasObject_f1,

                                                                                                       cs_508_MeasObjectEUTRA_GENERIC(f_EUTRA_ARFCN_Value(p_EUTRA_DL_CarrierFreq_1), p_EUTRA_MeasurementBandwidth_1), //@sic R5-171145 sic@

                                                                                                       tsc_IdMeasObject_f5,

                                                                                                       cs_508_MeasObjectEUTRA_GENERIC(f_EUTRA_ARFCN_Value(p_EUTRA_DL_CarrierFreq_5), p_EUTRA_MeasurementBandwidth_5)), //@sic R5-171145 sic@

                                                                    omit,

                                                                    cs_ReportConfigToAddModList_1Entry(tsc_IdReportConfig_A3,

                                                                                                       cs_ReportConfig_reportConfigEUTRA_eventA3(0, false, 0, ms0, rsrp, both, 1, ms1024, r1)), //@sic R5s120860 sic@

                                                                    omit,

                                                                    cs_MeasIdToAddModList_2Entries(1, tsc_IdMeasObject_f1, tsc_IdReportConfig_A3,

                                                                                                   2, tsc_IdMeasObject_f5, tsc_IdReportConfig_A3),

                                                                    -, //@sic R5s140184, R5-134645 sic@

                                                                    cs_508_MeasGapConfig_GP1, //@sic R5-187125 sic@

                                                                    -,-,-,

                                                                    f_ReturnMeasObjectToAddModList_2Entries_v9e0(p_EUTRA_DL_CarrierFreq_1, p_EUTRA_DL_CarrierFreq_5)));
