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[bookmark: _Toc535310211]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 25.104: "Base Station (BS) radio transmission and reception (FDD)".
[3]	3GPP TS 25.105: "Base Station (BS) radio transmission and reception (TDD)".
[4]	3GPP TS 36.104: "Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) radio transmission and reception".
[5]	3GPP TS 37.104: "NR, E-UTRA, UTRA and GSM/EDGE Multi-Standard Radio (MSR) Base Station (BS) radio transmission and reception".
[6]	3GPP TS 25.104 (V14.2.0): "Base Station (BS) radio transmission and reception (FDD) (Release 14)".
[7]	3GPP TS 25.105 (V14.0.0): "Base Station (BS) radio transmission and reception (TDD) (Release 14)".
[8]	3GPP TS 36.104 (V14.4.0): "Evolved Universal Terrestrial Radio Access (E-UTRA); Base Station (BS) radio transmission and reception (Release 14)".
[9]	3GPP TS 37.104 (V14.4.0): "E-UTRA, UTRA and GSM/EDGE Multi-Standard Radio (MSR) Base Station (BS) radio transmission and reception (Release 14)".
[10]	3GPP TS 25.142 (V14.0.0): "Base Station (BS) conformance testing (TDD) (Release 14)".
[11]	Recommendation ITU-R M.1545: "Measurement uncertainty as it applies to test limits for the terrestrial component of International Mobile Telecommunications-2000".
[12]	3GPP TS 25.942: "Radio Frequency (RF) system scenarios".
[13]	Void
[14]	Recommendation ITU-R SM.329-10: "Unwanted emissions in the spurious domain".
[15]	"Title 47 of the Code of Federal Regulations (CFR)", Federal Communications Commission.
[16]	3GPP TS 25.331 (V14.3.0): "Radio Resource Control (RRC); Protocol specification (Release 14)".
[17]	Recommendation ITU-R SM.328-11: "Spectra and bandwidth of emissions".
[18]	FCC publication number 662911: "Emissions Testing of Transmitters with Multiple Outputs in the Same Band".
[19]	3GPP TS 37.141: "NR, E-UTRA, UTRA and GSM/EDGE; Multi-Standard Radio (MSR) Base Station (BS) conformance testing".
------------------------------ Unchanged part omitted ------------------------------
------------------------------ Next modified section ------------------------------
[bookmark: _Toc535310576]9.7.6.3.3	Additional spurious emissions requirements
The TRP of any spurious emission shall not exceed the limits of table 9.7.6.3.3-1 for a AAS BS where requirements for co-existence with the system listed in the first column apply. For a multi-band RIB, the exclusions and conditions in the notes column of table 9.7.6.3.3-1 apply for each supported operating band. 
Table 9.7.6.3.3-1 OTA AAS BS Spurious emissions limits for UTRA FDD BS in geographic coverage area of systems operating in other frequency band
------------------------------ Unchanged part omitted ------------------------------
	UTRA FDD Band XXII or 
E-UTRA Band 22
	3510 -3590 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XXII.

	
	3410 -3490 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XXII, since it is already covered by the requirement in subclause 9.7.6.3.2.

	
	2010 – 2020 MHZ
	-43 dBm
	1 MHz
	

	E-UTRA Band 24
	1525 – 1559 MHz
	-46 dBm
	1 MHz
	

	
	1626.5 – 1660.5 MHz
	-43 dBm
	1 MHz
	

	UTRA FDD Band XXV or 
E-UTRA Band 25 or NR band n25
	1930 - 1995 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band II or band XXV

	
	1850 - 1915 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XXV, since it is already covered by the requirement in subclause 9.7.6.3.2. For UTRA FDD BS operating in Band II, it applies for 1910 MHz to 1915 MHz, while the rest is covered in sub-clause 9.7.6.3.2.

	UTRA FDD Band XXVI or E-UTRA Band 26
	859-894 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band V or band XXVI

	
	814-849 MHz
	-43 dBm
	1 MHz
	This requirement does not apply to UTRA FDD BS operating in band XXVI, since it is already covered by the requirements in subclause 9.7.6.3.2 For UTRA FDD BS operating in band V, it applies for 814MHz to 824MHz, while the rest is covered in subclause 9.7.6.3.2

	E-UTRA Band 27
	852 – 869 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA BS operating in Band V or XXVI.

	
	807 – 824 MHz
	-43 dBm
	1 MHz
	For UTRA BS operating in Band XXVI, it applies for 807 MHz to 814 MHz, while the rest is covered in subclause 9.7.6.3.2. 

	E-UTRA Band 28 or NR band n28
	758 – 803 MHz
	-46 dBm
	1 MHz
	

	
	703 – 748 MHz
	-43 dBm
	1 MHz
	

	E-UTRA Band 29
	717 – 728 MHz
	-46 dBm
	1 MHz
	

	E-UTRA Band 30
	2350 - 2360 MHz
	-46 dBm
	1 MHz
	

	
	2305 - 2315 MHz
	-43 dBm
	1 MHz
	

	E-UTRA Band 31
	462.5 -467.5 MHz
	-46 dBm
	1 MHz
	

	
	452.5 -457.5 MHz
	-43 dBm
	1 MHz
	

	UTRA FDD Band XXXII or E-UTRA Band 32
	1452 – 1496 MHz
	-46 dBm
	1 MHz
	This requirement does not apply to UTRA BS operating in Band XI, XXI, or XXXII

	UTRA TDD Band a) or E-UTRA Band 33
	1900 – 1920 MHz
	-46 dBm
	1 MHz
	

	UTRA TDD Band a) or E-UTRA Band 34 or NR band n34
	2010 – 2025 MHz
	-46 dBm
	1 MHz
	

	UTRA TDD Band b) or E-UTRA Band 35
	1850 – 1910 MHz
	-46 dBm	Comment by Michal Szydelko: Scaled up by 6dB, compared to the non-AAS CR (R4-1816477).
	1 MHz
	

	UTRA TDD Band b) or E-UTRA Band 36
	1930 – 1990 MHz
	-46 dBm
	1 MHz
	

	UTRA TDD Band c) or E-UTRA Band 37
	1910 – 1930 MHz
	-46 dBm
	1 MHz
	

	UTRA TDD Band d) or E-UTRA Band 38 or NR band n38
	2570 – 2620 MHz
	-46 dBm
	1 MHz
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