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<< Start of change >>

5.2A.2
Inter-band CA

NR inter-band carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.2-1 and Table 5.2A.2-2, where all operating bands are within FR1.

Table 5.2A.2-1: Inter-band CA operating bands involving FR1 (two bands)

	NR CA Band
	NR Band

(Table 5.2-1)

	CA_n1-n77
	n1, n77

	CA_n1-n78
	n1, n78

	CA_n1-n79
	n1, n79

	CA_n3-n41
	n3, n41

	CA_n3-n77
	n3, n77

	CA_n3-n78
	n3, n78

	CA_n3-n79
	n3, n79

	CA_n5-n78
	n5, n78

	CA_n5-n79
	n5, n79

	CA_n8-n41
	n8, n41

	CA_n8-n75
	n8, n75

	CA n8-n78
	n8, n78

	CA_n8-n79
	n8, n79

	CA_n25-n41
	n25, n41

	CA_n25-n71
	n25, n71

	CA_n28-n50
	n28, n50

	CA_n28-n752
	n28, n75

	CA_n28_n78
	n28, n78

	CA_n39-n41
	n39, n41

	CA_n39-791
	n39, n79

	CA_n40-n41
	n40, n41

	CA_n40-n78
	n40, n78

	CA_n40-n791,4
	n40, n79

	CA_n41-n501
	n41, n50

	CA_n41-n711
	n41, n71

	CA_n41-n78
	n41, n78

	CA_n41-n793
	n41, n79

	CA_n50-n78
	n50, n78

	CA_n66-n70
	n66, n70

	CA_n66-n71
	n66, n71

	CA_n70-n71
	n70, n71

	CA_n75-n781
	n75, n78

	CA_n77-n79
	n77, n79

	CA_n78-n79
	n78, n79

	NOTE 1:
Applicable for UE supporting inter-band carrier aggregation with mandatory simultaneous Rx/Tx capability.

NOTE 2:
The frequency range in band n28 is restricted for this band combination to 703-733 MHz for the UL and 758-788 MHz for the DL.
NOTE 3:
The frequency range below 2506MHz for Band n41 is not used in this combination. 

NOTE 4:
Applicable for frequency range above 4800 MHz for Band n79 in this combination.


Table 5.2A.2-2: Inter-band CA operating bands involving FR1 (three bands)

	NR CA Band
	NR Band

(Table 5.2-1)

	CA_n40-n41-n791,2
	n40, n41, n79

	NOTE 1:
The frequency range below 2506 MHz for Band n41 is not used in this band combination.

NOTE 2:
Applicable for frequency range above 4800 MHz for Band n79 in this band combination.


5.2B
Operating bands for DC

<< unchanged omitted>>

5.5A.3
Configurations for inter-band CA

Table 5.5A.3-1: NR CA configurations and bandwith combinations sets defined for inter-band CA (two bands)

	NR CA configuration
	Uplink CA configuration
	NR Band
	SCS

(kHz)
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	25 MHz
	30 MHz
	40

MHz
	50

MHz
	60

MHz
	80

MHz
	90 MHz
	100 MHz
	Bandwidth combination set

	CA_n1A-n77A
	-
	n1
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	n77
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n1A-n78A
	CA_n1A-n78A
	n1
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n1A-n78C
	CA_n1A-n78A
	n1
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	n78
	See CA_n78C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n1A-n79A
	CA_n1A-n79A
	n1
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	CA_n3A-n41A
	CA_n3A-n41A
	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	n41
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n3A-n41C
	CA_n3A-n41A
	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	n41
	See CA_n41C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n3A-n41(2A)
	CA_n3A-n41A
	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	n41
	See CA_n41(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n3A-n77A
	-
	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	n77
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n3A-n78A

	CA_n3A-n78A
	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n3A-n78C
	CA_n3A-n78A
	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	n78
	See CA_n78C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n3A-n79A
	CA_n3A-n79A
	n3
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	

	
	
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	CA_n5A-n78A
	CA_n5A-n78A
	n5
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n5A-n78C
	CA_n5A-n78A
	n5
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n78
	See CA_n78C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n5A-n79A
	CA_n5A-n79A
	n5
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	CA_n5A-n79C
	CA_n5A-n79A
	n5
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n79
	See CA_n79C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n8A-n41A
	CA_n8A-n41A
	n8
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n41
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n8A-n75A
	-
	n8
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n75
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	CA_n8A-n78A
	CA_n8A-n78A
	n8
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n8A-n79A
	CA_n8A-n79A
	n8
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n79
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	CA_n25A-n41A
	CA_n25A-n41A
	n25
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	n41
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n25(2A)-n41A
	CA_n25A-n41A
	n25
	See CA_n25(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n41
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n25A-n41C
	-
	n25
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	n41
	See CA_n41C Bandwidth Combination Set 0 in Table 5.5A.1-1
	

	CA_n25A-n41(2A)
	-
	n25
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	n41
	See CA_n41(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	

	CA_n25A-n71A
	-
	n25
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n28A-n50A
	CA_n28A-n50A
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n50
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes1
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes1
	
	
	

	CA_n28A-n75A
	-
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n75
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	CA_n28A-n78A
	-
	n28
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n39A-n41A
	CA_n39A-n41A
	n39
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	n41
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n39A-n79A
	CA_n39A-n79A
	n39
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	CA_n40A-n41A
	CA_n40A-n41A
	n40
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n41
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n40A-n78A
	-
	n40
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n40A-n79A
	CA_n40A-n79A
	n40
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	CA_n41A-n50A
	CA_n41A-n50A
	n41
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	n50
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes1
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes1
	
	
	

	CA_n41A-n71A
	-
	n41
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n41C-n71A
	-
	n41
	See CA_n41C Bandwidth Combination Set 0 in Table 5.5A.1-1
	0

	
	
	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n41(2A)-n71A
	-
	n41
	See CA_n41(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n41A-n78A
	-
	n41
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n41A-n79A
	CA_n41A-n79A
	n41
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	CA_n50A-n78A
	CA_n50A-n78A
	n50
	15
	Yes
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	Yes
	Yes1
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	Yes
	Yes
	Yes
	Yes
	Yes1
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n66A-n70A
	-
	n66
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	
	
	n70
	15
	Yes
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	CA_n66B-n70A
	-
	n66
	See CA_n66B Bandwidth Combination Set 0 in Table 5.5A1-1
	0

	
	
	n70
	15
	Yes
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	CA_n66(2A)-n70A
	-
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n70
	15
	Yes
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	CA_n66A-n71A
	-
	n66
	15
	Yes
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	
	
	
	
	
	

	
	
	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n66(2A)-n71A
	-
	n66
	See CA_n66(2A) Bandwidth Combination Set 0 in Table 5.5A.2-1
	0

	
	
	n71
	15
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n70A-n71A
	-
	n70
	15
	Yes
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes1
	Yes1
	
	
	
	
	
	
	
	

	
	
	n71
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	CA_n75A-n78A
	-
	n75
	15
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	
	
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA n76A-n78A
	-
	n76
	15
	Yes
	
	
	
	
	
	
	
	
	
	
	
	0

	
	
	
	30
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	60
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	CA_n77A-n79A
	-
	n77
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0



	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	CA_n78A-n79A
	-
	n78
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	

	
	
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	NOTE:
This UE channel bandwidth is applicable only to downlink. 


Table 5.5A.3-2: NR CA configurations and bandwith combinations sets defined for inter-band CA (three bands)

	NR CA configuration
	Uplink CA configuration
	NR Band
	SCS

(kHz)
	5

MHz
	10

MHz
	15

MHz
	20

MHz
	25 MHz
	30 MHz
	40

MHz
	50

MHz
	60

MHz
	80

MHz
	90 MHz
	100 MHz
	Bandwidth combination set

	CA_n40A-n41A-n79A

	CA_n40A-n41A

CA_n40A-n79A

CA_n41A-n79A
	n40
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	0

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	

	
	
	n41
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	n40
	15
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	1

	
	
	
	30
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	Yes
	Yes
	Yes
	
	
	
	
	
	

	
	
	n41
	15
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	
	60
	
	Yes
	Yes
	Yes
	
	
	Yes
	Yes
	Yes
	
	
	
	

	
	
	n79
	15
	
	
	
	
	
	
	Yes
	Yes
	
	
	
	
	

	
	
	
	30
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	

	
	
	
	60
	
	
	
	
	
	
	Yes
	Yes
	Yes
	Yes
	
	Yes
	


5.5B
Configurations for DC
<< unchanged omitted>>

6.2A.4.2
ΔTIB,c for CA

6.2A.4.2.1
Void
6.2A.4.2.2
Void
6.2A.4.2.3
ΔTIB,c for Inter-band CA

For the UE which supports inter-band NR CA configuration, ΔTIB,c in tables below applies. Unless otherwise stated, ΔTIB,c is set to zero.

Table 6.2A.4.2.3-1: ΔTIB,c due to NR CA (two bands) 

	Inter-band CA combination
	NR Band
	ΔTIB,c (dB)

	CA_n1-n77
	n1
	0.6

	
	n77
	0.8

	CA_n1-n78
	n1
	0.3

	
	n78
	0.8

	CA_n3-n41
	n3
	0.5

	
	n41
	0.34

	
	
	0.85

	CA_n3-n77
	n3
	0.6

	
	n77
	0.8

	CA_n3-n78
	n3
	0.6

	
	n78
	0.8

	CA_n3-n79
	n3
	0.3

	
	n79
	0.8

	CA_n5-n78
	n5
	0.6

	
	n78
	0.8

	CA_n8-n41
	n8
	0.6

	
	n41
	0.3

	CA n8-n75
	n8
	0.3

	CA n8-n78
	n8
	0.6

	
	n78
	0.8

	CA_n8-n79
	n8
	0.3

	
	n79
	0.8

	CA_n25-n41
	n25
	0.5

	
	n41
	0.46

	
	
	0.97

	CA_n25-n71
	n25
	0.3

	
	n71
	0.6

	CA_n28-n50
	n28
	0.3

	
	n50
	0.4

	CA n28-n75
	n28
	0.3

	CA_n28-n78
	n28
	0.5

	
	n78
	0.8

	CA_n39-n41
	n39
	02

	
	n41
	02

	
	n39
	0.53

	
	n41
	0.53

	CA_n39-n79
	n39
	0.3

	
	n79
	0.8

	CA_n40-n41
	n40
	0.53

	
	n41
	0.53

	CA_n40-n78
	n40
	02

	
	n78
	0.52

	CA_n40-n79
	n40
	0.3

	
	n79
	0.8

	CA_n41-n50
	n41
	0.3

	
	n50
	0.4

	CA_n41-n71
	n41
	0.3

	
	n71
	0.3

	CA_n41-n781
	n41
	0.3

	
	n78
	0.8

	CA_n41-n79
	n41
	0.3

	
	n79
	0.8

	CA_n50-n78
	n50
	02

	
	n78
	02

	
	n50
	0.53

	
	n78
	0.53

	CA_n66-n70
	n66
	0.5

	
	n70
	0.5

	CA_n66-n71
	n66
	0.3

	
	n71
	0.3

	CA_n70-n71
	n70
	0.3

	
	n71
	0.6

	CA_n75-n78
	n78
	0.8

	CA_n76-n78
	n78
	0.8

	CA n77-n79
	n77
	0.5

	
	n79
	0.5

	CA_n78-n79
	n78
	0.5

	
	n79
	0.5

	NOTE 1:
The requirements only apply when the sub-frame and Tx-Rx timings are synchronized between the component carriers. In the absence of synchronization, the requirements are not within scope of these specifications.
NOTE 2:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one NR band and without simultaneous Rx/Tx.
NOTE 3:
Applicable for UE supporting inter-band carrier aggregation without simultaneous Rx/Tx.
NOTE 4:
The requirement is applied for UE transmitting on the frequency range of 2515-2690 MHz. 

NOTE 5:
The requirement is applied for UE transmitting on the frequency range of 2496-2515 MHz.
NOTE 6:
The requirement is applied for UE transmitting on the frequency range of 2545-2690 MHz.

NOTE 7:
The requirement is applied for UE transmitting on the frequency range of 2496-2545 MHz.


Table 6.2A.4.2.3-2: ΔTIB,c due to NR CA (three bands) 

	Inter-band CA combination
	NR Band
	ΔTIB,c (dB)

	CA_n40-n41-n79
	n40
	0.51

	
	n41
	0.51

	
	n79
	0.8

	NOTE 1:
Only applicable for UE supporting inter-band carrier aggregation without simultaneous Rx/Tx among band 40 and 41.



6.2B
Transmitter power for DC
<< unchanged omitted>>

7.3A.3.2.1

ΔRIB,c for two bands

Table 7.3A.3.2.1-1: ΔRIB,c due to CA (two bands)

	Inter-band CA combination
	NR Band
	ΔRIB,c (dB)

	CA_n1-n77
	n1
	0.2

	
	n77
	0.5

	CA_n1-n78
	n78
	0.5

	CA_n3-n41
	n41
	04

	
	
	0.55

	CA_n3-n77
	n3
	0.2

	
	n77
	0.5

	CA_n3-n78
	n3
	0.2

	
	n78
	0.5

	CA_n3-n79
	n79
	0.5

	CA_n5-n78
	n5
	0.2

	
	n78
	0.5

	CA_n8-n78
	n8
	0.2

	
	n78
	0.5

	CA_n8-n79
	n79
	0.5

	CA_n25-n71
	n71
	0.3

	CA_n28-n75
	n28
	0.2

	CA_n28-n78
	n28
	0.2

	
	n78
	0.5

	CA_n39-n41
	n39
	0.22

	
	n41
	0.22

	
	n39
	0.23

	
	n41
	0.23

	CA_n39-n79
	n79
	0.5

	CA_n40-n78
	n40
	0.42

	
	n78
	0.52

	CA_n40-n79
	n79
	0.5

	CA_n41-n781
	n78
	0.5

	CA_n41-n79
	n41
	0.5

	
	n79
	0.5

	CA_n50-n78
	n50
	0.22

	
	n78
	0.22

	
	n50
	0.23

	
	n78
	0.23

	CA_n75-n78
	n78
	0.5

	CA_n76-n78
	n78
	0.5

	NOTE 1:
The requirements only apply when the sub-frame and Tx-Rx timings are synchronized between the component carriers.  In the absence of synchronization, the requirements are not within scope of these specifications.
NOTE 2:
Only applicable for UE supporting inter-band carrier aggregation with uplink in one NR band and without simultaneous Rx/Tx.
NOTE 3:
Applicable for UE supporting inter-band carrier aggregation without simultaneous Rx/Tx.
NOTE 4:
The requirement is applied for UE transmitting on the frequency range of 2515-2690 MHz.

NOTE 5:
The requirement is applied for UE transmitting on the frequency range of 2496-2515 MHz.


Table 7.3A.3.2.1-2: ΔRIB,c due to CA (three bands)

	Inter-band CA combination
	NR Band
	ΔRIB,c (dB)

	CA_n40-n41-n79
	n40
	01

	
	n41
	0.51

	
	n79
	0.51

	NOTE 1:
Only applicable for UE supporting inter-band carrier aggregation without simultaneous Rx/Tx among band 40 and 41.



7.3A.3.2.2

Void
<< End of change >>

