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	Summary of change:
	5.6.3.3 Reception of the UECapabilityEnquiry by the UE
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Impact analysis
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Impacted functionality: UE Capability transfer

 

Inter-operability: If the network implements the CR and the UE does not, the UE will not report capabilities related to EN-DC SRS carrier switching.

 

If the UE implements the CR and the network does not, the network may expect consistent feature set IDs and feature set combination IDs in UE capability transfer regardless of SRS carrier switching request (i.e. whether srs-SwitchingTimeRequest field is present or not)
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START OF FIRST CHANGE
5.6.3.3
Reception of the UECapabilityEnquiry by the UE

The UE shall:

>>>>>>>>>>>>>>>>>>>>>>>> omitted unchanged parts <<<<<<<<<<<<<<<<<<<<<<<<<<
2>
if the ue-CapabilityRequest includes nr and if the UE supports NR:

3>
include the UE radio access capabilities for NR within a ue-CapabilityRAT-Container, with the rat-Type set to nr;

3>
include band combinations and feature sets as specified in TS 38.331 [82], clause 5.6.1.4, considering the included requestedFreqBandsNR-MRDC, requestedCapabilityNR and the eutra-nr-only flag (if present);
2>
if the ue-CapabilityRequest includes eutra-nr and if the UE supports EN-DC:

3>
include the UE radio access capabilities for EUTRA-NR within a ue-CapabilityRAT-Container, with the rat-Type set to eutra-nr;

3>
include band combinations and feature sets as specified in TS 38.331 [82], clause 5.6.1.4, considering the included requestedFreqBandsNR-MRDC and requestedCapabilityNR (if present);
1>
submit the UECapabilityInformation message to lower layers for transmission, upon which the procedure ends;
END OF FIRST CHANGE

