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	Reason for change:
	When invoking the procedures in 5.6.1.4 clause, the UE shall ensure that the feature set IDs and feature set combination IDs are consistent across feature sets, feature set combinations and band combinations in all three UE capability containers that the network queries with the same FreqBandList and with the same eutra-nr-only flag (where applicable). 

Hence, it is unclear whether consistency of feature set IDs and feature set combination IDs also applies for SRS carrier switching request. This means that if the network performs a capability request e.g. with a given FreqBandList value and including srs-SwitchingTimeRequest field, when performing a subsequent request with the same FreqBandList value but without including srs-SwitchingTimeRequest field, it may expect that feature set IDs and feature set combination IDs are consistent between former and the subsequent request.

In this manner, it should be clarified that consistency of feature set IDs and feature set combination IDs also applies for SRS carrier switching request. However, to avoid confusion with future filters to be added, a general statement should be included in clause 5.6.1.4 to account that the UE shall ensure that the feature set IDs and feature set combination IDs are consistent for network queries including the same filters with the same values.

	
	

	Summary of change:
	5.6.1.4 Settind band combinations, feature set combinations and feature sets supported by the UE
- Clarified that the UE shal ensure that consistent featureSets are reported when UECapabilityEnquiry message includes the same fields with the same values.

Impact analysis

Impacted 5G architecture options: Standalone, EN-DC
 
Impacted functionality: UE Capability transfer
 
Inter-operability: If the network implements the CR and the UE does not, there is no inter-operability issue, since the network will expect consistent feature set IDs and feature set combination IDs only if it includes the same values for FreqBandList, eutra-nr-only (if applicable), and SRS carrier switching request (i.e. whether srs-SwitchingTimeRequest field is present or not).
 
If the UE implements the CR and the network does not, the network may expect consistent feature set IDs and feature set combination IDs in UE capability transfer regardless of SRS carrier switching request (i.e. whether srs-SwitchingTimeRequest field is present or not)

	
	

	Consequences if not approved:
	It cannot be guaranteed that UE reported feature set IDs and feature set combination IDs in UE capability transfer are consistent concerning whether srs-SwitchingTimeRequest is present or not in UECapabilityEnquiry.
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START OF CHANGES
[bookmark: _Toc535261314]5.6.1.4	Setting band combinations, feature set combinations and feature sets supported by the UE
[bookmark: _GoBack]The UE invokes the procedures in this clause if the NR or E-UTRA network requests UE capabilities for nr, eutra-nr or eutra. This procedure is invoked once per requested rat-Type (see clause 5.6.1.3 for capability enquiry by the NR network; see TS 36.331 [10], clause 5.6.3.3 for capability enquiry by the E-UTRA network). The UE shall ensure that the feature set IDs are consistent across feature sets, feature set combinations in all three UE capability containers that the network queries with the same fields with the same values, i.e. UE-CapabilityRequestFilterNR and fields in UECapabilityEnquiry message (i.e. requestedFreqBandsNR-MRDC, requestedCapabilityNR and eutra-nr-only flag) as defined in TS 36.331,frequencyBandListFilter and with the same eutra-nr-only flag (where applicable).
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