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-------------------------------------------Change Start-------------------------------------------
[bookmark: _Toc5691826]8.3.1	S-NG-RAN node Addition Preparation
[bookmark: _Toc5691827]8.3.1.1	General
The purpose of the S-NG-RAN node Addition Preparation procedure is to request the S-NG-RAN node to allocate resources for dual connectivity operation for a specific UE.
The procedure uses UE-associated signalling.
[bookmark: _Toc5691828]8.3.1.2	Successful Operation


Figure 8.3.1.2-1: S-NG-RAN node Addition Preparation, successful operation
The M-NG-RAN node initiates the procedure by sending the S-NODE ADDITION REQUEST message to the S-NG-RAN node.
When the M-NG-RAN node sends the S-NODE ADDITION REQUEST message, it shall start the timer TXnDCprep.
The allocation of resources according to the values of the Allocation and Retention Priority IE included in the QoS Flow Level QoS Parameters IE for each QoS flow shall follow the principles specified for the PDU Session Resource Setup procedure in TS 38.413 [5].
The S-NG-RAN node shall choose the ciphering algorithm based on the information in the UE Security Capabilities IE and locally configured priority list of AS encryption algorithms and apply the key indicated in the S-NG-RAN node Security Key IE as specified in TS 33.501 [28].
If the Additional QoS Flow Information IE is included for a QoS flow in the S-NODE ADDITION REQUEST message, the S-NG-RAN node shall behave the same as the NG-RAN node in the PDU Session Resource Setup procedure, specified in TS 38.413 [5].
For each PDU session, if the Network Instance IE is included in the PDU Session Resource Setup Info – SN terminated IE contained in the PDU Session Resources To Be Added List IE, the S-NG-RAN node shall, if supported, use it when selecting transport network resource as specified in TS 23.501 [7].
If the S-NODE ADDITION REQUEST message contains the Selected PLMN IE, the S-NG-RAN node may use it for RRM purposes.
If the S-NODE ADDITION REQUEST message contains the Expected UE Behaviour IE, the S-NG-RAN node shall, if supported, store this information and may use it to optimize resource allocation.
If the S-NODE ADDITION REQUEST message contains the Mobility Restriction List IE, the S-NG-RAN node, if supported, shall store this information and use it to select an appropriate SCG.
If the S-NODE ADDITION REQUEST message contains the Index to RAT/Frequency Selection Priority IE, the S-NG-RAN node may use it for RRM purposes.
If the S-NG-RAN node is a gNB and the S-NODE ADDITION REQUEST message contains the PCell ID IE, the S-NG-RAN node shall search for the target NR cell among the NR neighbour cells of the PCell indicated, as specified in the TS 37.340 [8].
If the S-NODE ADDITION REQUEST message contains the S-NG-RAN node PDU Session Aggregate Maximum Bit Rate IE, the S-NG-RAN node may use it for RRM purposes.
If the S-NODE ADDITION REQUEST message contains the MR-DC Resource Coordination Information IE, the S-NG-RAN node should forward it to lower layers and it may use it for the purpose of resource coordination with the M-NG-RAN node. The S-NG-RAN node shall consider the value of the received UL Coordination Information IE valid until reception of a new update of the IE for the same UE. The S-NG-RAN node shall consider the value of the received DL Coordination Information IE valid until reception of a new update of the IE for the same UE. If the E-UTRA Coordination Assistance Information IE or the NR Coordination Assistance Information IE is contained in the MR-DC Resource Coordination Information IE, the S-NG-RAN node shall, if supported, use the information to determine further coordination of resource utilisation between the S-NG-RAN node and the M-NG-RAN node.
If the S-NODE ADDITION REQUEST message contains the NE-DC TDM Pattern IE, the S-NG-RAN node should forward it to lower layers and use it for the purpose of single uplink transmission. The S-NG-RAN node shall consider the value of the received NE-DC TDM Pattern IE valid until reception of a new update of the IE for the same UE.

If the S-NODE ADDITION REQUEST message contains the QoS Flow Mapping Indication IE, the S-NG-RAN node may take it into account that only the uplink or downlink QoS flow is mapped to the DRB. 



-------------------------------------------Next Change-------------------------------------------
[bookmark: _Toc5691835]8.3.3	M-NG-RAN node initiated S-NG-RAN node Modification Preparation
[bookmark: _Toc5691836]8.3.3.1	General
This procedure is used to enable an M-NG-RAN node to request an S-NG-RAN node to either modify the UE context at the S-NG-RAN node or to query the current SCG configuration for supporting delta signalling in M-NG-RAN node initiated S-NG-RAN node change, or to provide the S-RLF-related information to the S-NG-RAN node.
The procedure uses UE-associated signalling.
[bookmark: _Toc5691837]8.3.3.2	Successful Operation


Figure 8.3.3.2-1: M-NG-RAN node initiated S-NG-RAN node Modification Preparation, successful operation
The M-NG-RAN node initiates the procedure by sending the S-NODE MODIFICATION REQUEST message to the S-NG-RAN node.
When the M-NG-RAN node sends the S-NODE MODIFICATION REQUEST message, it shall start the timer TXnDCprep.
The S-NODE MODIFICATION REQUEST message may contain
-	within the UE Context Information IE;
-	PDU session resources to be added within the PDU Session Resources To Be Added Item IE;
-	PDU session resources to be modified within the PDU Session Resources To Be Modified Item IE;
-	PDU session resources to be released within the PDU Session Resources To Be Released Item IE;
-	the S-NG-RAN node Security Key IE;
-	the S-NG-RAN node UE Aggregate Maximum Bit Rate IE;
-	the M-NG-RAN node to S-NG-RAN node Container IE;
-	the PDCP Change Indication IE;
-	the SCG Configuration Query IE;
-	the Requested split SRBs IE;
-	the Requested split SRBs release IE;
-	the Additional DRB IDs IE;
-	the MR-DC Resource Coordination Information IE.
If the S-NODE MODIFICATION REQUEST message contains the Selected PLMN IE, the S-NG-RAN node may use it for RRM purposes.
If the S-NODE MODIFICATION REQUEST message contains the Mobility Restriction List IE, the S-NG-RAN node shall
-	replace the previously provided Mobility Restriction List by the received Mobility Restriction List in the UE context;
-	use this information to select an appropriate SCG.
If the S-NG-RAN node UE Aggregate Maximum Bit Rate IE is included in the S-NODE MODIFICATION REQUEST message, the S-NG-RAN node shall:
-	replace the previously provided S-NG-RAN node UE Aggregate Maximum Bit Rate by the received S-NG-RAN node UE Aggregate Maximum Bit Rate in the UE context;
-	use the received S-NG-RAN node UE Aggregate Maximum Bit Rate for Non-GBR Bearers for the concerned UE as defined in TS 37.340 [8].
If the S-NODE MODIFICATION REQUEST message contains the Index to RAT/Frequency Selection Priority IE, the S-NG-RAN node may use it for RRM purposes.
If the S-NODE MODIFICATION REQUEST message contains the S-NG-RAN node PDU Session Aggregate Maximum Bit Rate IE, the S-NG-RAN node may use it for RRM purposes.
If the S-NODE MODIFICATION REQUEST message contains the MR-DC Resource Coordination Information IE, the S-NG-RAN node should forward it to lower layers and it may use it for the purpose of resource coordination with the M-NG-RAN node. The S-NG-RAN node shall consider the value of the received UL Coordination Information IE valid until reception of a new update of the IE for the same UE. The S-NG-RAN node shall consider the value of the received DL Coordination Information IE valid until reception of a new update of the IE for the same UE. If the E-UTRA Coordination Assistance Information IE or the NR Coordination Assistance Information IE is contained in the MR-DC Resource Coordination Information IE, the S-NG-RAN node shall, if supported, use the information to determine further coordination of resource utilisation between the S-NG-RAN node and the M-NG-RAN node.
[bookmark: _GoBack]If the S-NODE MODIFICATION REQUEST message contains the NE-DC TDM Pattern IE, the S-NG-RAN node should forward it to lower layers and use it for the purpose of single uplink transmission. The S-NG-RAN node shall consider the value of the received NE-DC TDM Pattern IE valid until reception of a new update of the IE for the same UE.
The allocation of resources according to the values of the Allocation and Retention Priority IE included in the QoS Flow Level QoS Parameters IE for each QoS flow shall follow the principles specified for the PDU Session Resource Setup procedure in TS 38.413 [5].

-------------------------------------------Next Change-------------------------------------------
[bookmark: _Toc5691933]9.1.2	Messages for Dual Connectivity Procedures


[bookmark: _Toc5691934]9.1.2.1	S-NODE ADDITION REQUEST
This message is sent by the M-NG-RAN node to the S-NG-RAN node to request the preparation of resources for dual connectivity operation for a specific UE.
Direction: M-NG-RAN node  S-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	UE Security Capabilities
	M
	
	9.2.3.49
	
	YES
	reject

	S-NG-RAN node Security Key
	M
	
	9.2.3.51
	
	YES
	reject

	S-NG-RAN node UE Aggregate Maximum Bit Rate
	M
	
	UE Aggregate Maximum Bit Rate
9.2.3.17
	The UE Aggregate Maximum Bit Rate is split into M-NG-RAN node UE Aggregate Maximum Bit Rate and S-NG-RAN node UE Aggregate Maximum Bit Rate which are enforced by M-NG-RAN node and S-NG-RAN node respectively.
	YES
	reject

	Selected PLMN
	O
	
	PLMN Identity
9.2.2.4
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	Mobility Restriction List
	O
	
	9.2.3.53
	
	YES
	ignore

	Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	
	YES
	reject

	PDU Session Resources To Be Added List
	
	1
	
	
	YES
	reject

	>PDU Session Resources To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Setup Info – SN terminated IE 
nor the
PDU Session Resource Setup Info – MN terminated IE
is present in a PDU Session Resources To Be Added Item IE, abnormal conditions as specified in clause 8.3.1.4 apply.
	–
	

	>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>S-NG-RAN node PDU Session Aggregate Maximum Bit Rate
	O
	
	PDU Session Aggregate Maximum Bit Rate
9.2.3.69
	
	–
	

	>>PDU Session Resource Setup Info – SN terminated
	O
	
	9.2.1.5
	
	–
	

	>>PDU Session Resource Setup Info – MN terminated
	O
	
	9.2.1.7
	
	–
	

	M-NG-RAN node to S-NG-RAN node Container
	M
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in subclause 11.2.2 of TS 38.331 [10]
	YES
	reject

	S-NG-RAN node UE XnAP ID
	O
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Expected UE Behaviour
	O
	
	9.2.3.81
	
	YES
	ignore

	Requested Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested.
	YES
	reject

	PCell ID
	O
	
	Global NG-RAN Cell Identity
9.2.2.27
	
	YES
	reject

	Desired Activity Notification Level
	O
	
	9.2.3.77
	
	YES
	ignore

	Available DRB IDs
	C-ifSNterminated
	
	DRB List
9.2.1.29
	Indicates the list of DRB IDs that the S-NG-RAN node may use for SN-terminated bearers.
	YES
	reject

	S-NG-RAN node Maximum Integrity Protected Data Rate Uplink
	O
	
	Bit Rate
9.2.3.4
	The S-NG-RAN node UE Aggregate Maximum Bit Rate Uplink is a portion of the UE’s Maximum Integrity Protected Data Rate in the Uplink, which is enforced by the S-NG-RAN node for the UE’s SN terminated PDU sessions. If the S-NG-RAN node Maximum Integrity Protected Data Rate Downlink IE is not present, this IE applies to both UL and DL.
	YES
	reject

	S-NG-RAN node Maximum Integrity Protected Data Rate Downlink
	O
	
	Bit Rate
9.2.3.4
	The S-NG-RAN node UE Aggregate Maximum Bit Rate Downlink is a portion of the UE’s Maximum Integrity Protected Data Rate in the Downlink, which is enforced by the S-NG-RAN node for the UE’s SN terminated PDU sessions.
	YES
	reject

	Location Information at S-NODE reporting
	O
	
	ENUMERATED (pscell, ...)
	Indicates that the user’s Location Information at S-NODE is to be provided.
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	ignore

	Masked IMEISV
	O
	
	9.2.3.32
	
	YES
	ignore

	NE-DC TDM Pattern
	O
	
	9.2.2.xx
	
	YES
	ignore




-------------------------------------------Next Change-------------------------------------------
[bookmark: _Toc5691938]9.1.2.5	S-NODE MODIFICATION REQUEST
This message is sent by the M-NG-RAN node to the S-NG-RAN node to either request the preparation to modify S-NG-RAN node resources for a specific UE, or to query for the current SCG configuration, or to provide the S-RLF-related information to the S-NG-RAN node.
Direction: M-NG-RAN node  S-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID 9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	9.2.3.2
	
	YES
	ignore

	PDCP Change Indication
	O
	
	9.2.3.74
	
	YES
	ignore

	Selected PLMN
	O
	
	PLMN Identity
9.2.2.4
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	Mobility Restriction List
	O
	
	9.2.3.53
	
	YES
	ignore

	SCG Configuration Query
	O
	
	9.2.3.27
	
	YES
	ignore

	UE Context Information
	
	0..1
	
	
	YES
	reject

	>UE Security Capabilities
	O
	
	9.2.3.49
	
	–
	

	>S-NG-RAN node Security Key
	O
	
	9.2.3.51
	
	–
	

	>S-NG-RAN node UE Aggregate Maximum Bit Rate
	O
	
	UE Aggregate Maximum Bit Rate
9.2.3.17
	
	–
	

	>Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	
	–
	

	>Lower Layer presence status change
	O
	
	9.2.3.60
	
	–
	

	>PDU Session Resources To Be Added List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Added Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Setup Info – SN terminated IE 
nor the
PDU Session Resource Setup Info – MN terminated IE
is present in a PDU Session Resources To Be Added Item IE, abnormal conditions as specified in clause 8.3.3.4 apply.
	–
	

	>>>S-NSSAI
	O
	
	9.2.3.21
	
	YES
	reject

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>S-NSSAI
	M
	
	9.2.3.21
	
	–
	

	>>>S-NG-RAN node PDU Session Aggregate Maximum Bit Rate
	O
	
	PDU Session Aggregate Maximum Bit Rate
9.2.3.69
	
	–
	

	>>>PDU Session Resource Setup Info – SN terminated
	O
	
	9.2.1.5
	
	–
	

	>>>PDU Session Resource Setup Info – MN terminated
	O
	
	9.2.1.7
	
	–
	

	>PDU Session Resources To Be Modified List
	
	0..1
	
	
	–
	

	>>PDU Session Resources To Be Modified Item
	
	1 .. <maxnoofPDUSessions>
	
	NOTE: If neither the 
PDU Session Resource Modification Info – SN terminated IE 
nor the
PDU Session Resource Modification Info – MN terminated IE
is present in a PDU Session Resources To Be Modified Item IE, abnormal conditions as specified in clause 8.3.3.4 apply.
	–
	

	>>>PDU Session ID
	M
	
	9.2.3.18
	
	–
	

	>>>S-NG-RAN node PDU Session Aggregate Maximum Bit Rate
	O
	
	PDU Session Aggregate Maximum Bit Rate
9.2.3.69
	
	–
	

	>>>PDU Session Resource Modification Info – SN terminated
	O
	
	9.2.1.9
	
	–
	

	>>>PDU Session Resource Modification Info – MN terminated
	O
	
	9.2.1.11
	
	–
	

	>PDU Session Resources To Be Released List
	O
	
	PDU session List with Cause
9.2.1.26
	
	–
	

	M-NG-RAN node to S-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the CG-ConfigInfo message as defined in subclause 11.2.2. of TS 38.331 [10].
	YES
	ignore

	Requested Split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested.
	YES
	ignore

	Requested Split SRBs release
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for Split SRBs are requested to be released.
	YES
	ignore

	Desired Activity Notification Level
	O
	
	9.2.3.77
	
	YES
	ignore

	Additional DRB IDs
	O
	
	DRB List
9.2.1.29
	Indicates additional list of DRB IDs that the S-NG-RAN node may use for SN-terminated bearers.
	YES
	reject

	S-NG-RAN node Maximum Integrity Protected Data Rate Uplink
	O
	
	Bit Rate
9.2.3.4
	The S-NG-RAN node UE Aggregate Maximum Bit Rate Uplink is a portion of the UE’s Maximum Integrity Protected Data Rate in the Uplink, which is enforced by the S-NG-RAN node for the UE’s SN terminated PDU sessions If the S-NG-RAN node Maximum Integrity Protected Data Rate Downlink IE is not present, this IE applies to both UL and DL..
	YES
	reject

	S-NG-RAN node Maximum Integrity Protected Data Rate Downlink
	O
	
	Bit Rate
9.2.3.4
	The S-NG-RAN node UE Aggregate Maximum Bit Rate Downlink is a portion of the UE’s Maximum Integrity Protected Data Rate in the Downlink, which is enforced by the S-NG-RAN node for the UE’s SN terminated PDU sessions.
	YES
	reject

	Location Information at S-NODE reporting
	O
	
	ENUMERATED (pscell, ...)
	Indicates that the user’s Location Information at S-NODE is to be provided.
	YES
	ignore

	MR-DC Resource Coordination Information
	O
	
	9.2.2.33
	Information used to coordinate resource utilisation between M-NG-RAN node and S-NG-RAN node. 
	YES
	ignore

	NE-DC TDM Pattern
	O
	
	9.2.2.xx
	
	YES
	ignore





-------------------------------------------Next Change-------------------------------------------
[bookmark: _Toc5692047]9.2.2.xx	NE-DC TDM Pattern 
The NE-DC TDM Pattern IE is provided by the gNB and used by the ng-eNB to determine UL/DL reference configuration indicating the time during which a UE configured with NE-DC is allowed to transmit.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Subframe Assignment
	M
	
	ENUMERATED(sa0, sa1, sa2, sa3, sa4, sa5, sa6)
	Indicates DL/UL subframe configuration where sa0 points to Configuration 0, sa1 to Configuration 1 etc. as specified in TS 36.331 [14]. 

	Harq Offset
	M
	
	INTEGER (0..9)
	Indicates a HARQ subframe offset that is applied to the subframes designated as UL in the associated subframe assignment, see TS 36.331 [14]







-------------------------------------------Next Change-------------------------------------------
[bookmark: _Toc5692143]9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for XnAP.
--
-- **************************************************************

XnAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

	ActivationIDforCellActivation,
	ActivationIDforCellActivation,
	AMF-Set-Information,
	AMF-UE-NGAP-ID,
	AS-SecurityInformation,
	AssistanceDataForRANPaging,
	BitRate,
	Cause,
[bookmark: _Hlk514062653]	CellAssistanceInfo-NR,
	CPTransportLayerInformation,
	TNLA-To-Add-List,
	TNLA-To-Update-List,
	TNLA-To-Remove-List,
	TNLA-Setup-List,
	TNLA-Failed-To-Setup-List,
	CriticalityDiagnostics,
	XnUAddressInfoperPDUSession-List,
	DataTrafficResourceIndication,
	DeliveryStatus,
	DesiredActNotificationLevel,
	DRB-ID,
	DRB-List,
	DRB-Number,
	DRBsSubjectToStatusTransfer-List,
	DRBToQoSFlowMapping-List,
	E-UTRA-CGI,
	ExpectedUEBehaviour,
	GlobalNG-RANNode-ID,
	GlobalNG-RANCell-ID,
	GUAMI,
	I-RNTI,
	LocationInformationSNReporting,
	LocationReportingInformation,
	LowerLayerPresenceStatusChange,
	MR-DC-ResourceCoordinationInfo,
	ServedCells-E-UTRA,
	ServedCells-NR,
	ServedCellsToUpdate-E-UTRA,
	ServedCellsToUpdate-NR,
	MAC-I,
[bookmark: _Hlk515435313]	MaskedIMEISV,
	MobilityRestrictionList,
	NG-RAN-Cell-Identity,
	NG-RANnodeUEXnAPID,
	NR-CGI,
	NE-DC-TDM-Pattern,
	PagingDRX,
	PagingPriority,
	PLMN-Identity,
	PDCPChangeIndication,
	PDUSessionAggregateMaximumBitRate,
	PDUSession-ID,
	PDUSession-List,
	PDUSession-List-withCause,
	PDUSession-List-withDataForwardingFromTarget,
	PDUSession-List-withDataForwardingRequest,
	PDUSessionResourcesAdmitted-List,
	PDUSessionResourcesNotAdmitted-List,
	PDUSessionResourcesToBeSetup-List,
	PDUSessionResourceChangeRequiredInfo-SNterminated,
	PDUSessionResourceChangeRequiredInfo-MNterminated,
	PDUSessionResourceChangeConfirmInfo-SNterminated,
	PDUSessionResourceChangeConfirmInfo-MNterminated,
	PDUSessionResourceSecondaryRATUsageList,
	PDUSessionResourceSetupInfo-SNterminated,
	PDUSessionResourceSetupInfo-MNterminated,
	PDUSessionResourceSetupResponseInfo-SNterminated,
	PDUSessionResourceSetupResponseInfo-MNterminated,
	PDUSessionResourceModificationInfo-SNterminated,
	PDUSessionResourceModificationInfo-MNterminated,
	PDUSessionResourceModificationResponseInfo-SNterminated,
	PDUSessionResourceModificationResponseInfo-MNterminated,
	PDUSessionResourceModConfirmInfo-SNterminated,
	PDUSessionResourceModConfirmInfo-MNterminated,
	PDUSessionResourceModRqdInfo-SNterminated,
	PDUSessionResourceModRqdInfo-MNterminated,
	PDUSessionType,
	QoSFlowIdentifier,
	QoSFlowNotificationControlIndicationInfo,
	QoSFlows-List,
	RANPagingArea,
	ResetRequestTypeInfo,
	ResetResponseTypeInfo,
	RFSP-Index,
	RRCConfigIndication,
	RRCResumeCause,
	SCGConfigurationQuery,
	SecurityIndication,
	ServedCells-NR,
	S-NG-RANnode-SecurityKey,
	SpectrumSharingGroupID,
	SplitSRBsTypes,
	S-NSSAI,
	TAISupport-List,
	Target-CGI,
	TimeToWait,
	TraceActivation,
	TraceActivation,
	UEAggregateMaximumBitRate,
	UEContextID,
	UEContextInfoRetrUECtxtResp,
	UEContextKeptIndicator,
	UEHistoryInformation,
	UEIdentityIndexValue,
	UERANPagingIdentity,
	UESecurityCapabilities,
	UPTransportLayerInformation,
	UserPlaneTrafficActivityReport,
	XnBenefitValue

FROM XnAP-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerList{},
	ProtocolIE-ContainerPair{},
	ProtocolIE-ContainerPairList{},
	ProtocolIE-Single-Container{},
	XNAP-PRIVATE-IES,
	XNAP-PROTOCOL-EXTENSION,
	XNAP-PROTOCOL-IES,
	XNAP-PROTOCOL-IES-PAIR
FROM XnAP-Containers


	id-ActivatedServedCells,
	id-ActivationIDforCellActivation,
	id-AdditionalDRBIDs,
	id-AMF-Set-Information,
	id-AssistanceDataForRANPaging,
	id-AvailableDRBIDs,
	id-Cause,
	id-cellAssistanceInfo-NR,
	id-ConfigurationUpdateInitiatingNodeChoice,
	id-UEContextID,
	id-CriticalityDiagnostics,
	id-XnUAddressInfoperPDUSession-List,
	id-DesiredActNotificationLevel,
	id-DRBsSubjectToStatusTransfer-List,
	id-ExpectedUEBehaviour,
	id-GlobalNG-RAN-node-ID,
	id-GUAMI,
	id-indexToRatFrequSelectionPriority,
	id-List-of-served-cells-E-UTRA,
	id-List-of-served-cells-NR,
	id-LocationInformationSN,
	id-LocationInformationSNReporting,
	id-LocationReportingInformation,
	id-MAC-I,
	id-MaskedIMEISV,
	id-MN-to-SN-Container,
	id-MobilityRestrictionList,
	id-M-NG-RANnodeUEXnAPID,
	id-new-NG-RAN-Cell-Identity,
	id-newNG-RANnodeUEXnAPID,
	id-oldNG-RANnodeUEXnAPID,
	id-OldtoNewNG-RANnodeResumeContainer,
	id-PagingDRX,
	id-PagingPriority,
	id-PCellID,
	id-PDUSessionResourceSecondaryRATUsageList,
	id-PDUSessionResourcesActivityNotifyList,
	id-PDUSessionResourcesAdmitted-List,
	id-PDUSessionResourcesNotAdmitted-List,
	id-PDUSessionResourcesNotifyList,
	id-PDUSessionToBeAddedAddReq,
	id-PDUSessionToBeReleased-RelReqAck,
	id-PDUSession-List-withDataForwardingRequest,
	id-RANPagingArea,
	id-requestedSplitSRB,
	id-RequiredNumberOfDRBIDs,
	id-ResetRequestTypeInfo,
	id-ResetResponseTypeInfo,
	id-RespondingNodeTypeConfigUpdateAck,
[bookmark: _Hlk519075372]	id-RRCResumeCause,
	id-selectedPLMN,
	id-ServedCellsToActivate,
	id-servedCellsToUpdate-E-UTRA,
	id-ServedCellsToUpdateInitiatingNodeChoice,
	id-servedCellsToUpdate-NR,
	id-sourceNG-RANnodeUEXnAPID,
	id-SpareDRBIDs,
	id-S-NG-RANnodeMaxIPDataRate-UL,
	id-S-NG-RANnodeMaxIPDataRate-DL,
	id-S-NG-RANnodeUEXnAPID,
	id-TAISupport-list,
	id-Target2SourceNG-RANnodeTranspContainer,
	id-targetCellGlobalID,
	id-targetNG-RANnodeUEXnAPID,
	id-TimeToWait,
	id-TNLA-To-Add-List,
	id-TNLA-To-Update-List,
	id-TNLA-To-Remove-List,
	id-TNLA-Setup-List,
	id-TNLA-Failed-To-Setup-List,
	id-TraceActivation,
	id-TraceActivation,
	id-UEContextInfoHORequest,
	id-UEContextInfoRetrUECtxtResp,
	id-UEContextKeptIndicator,
	id-UEContextRefAtSN-HORequest,
	id-UEHistoryInformation,
	id-UEIdentityIndexValue,
	id-UERANPagingIdentity,
	id-UESecurityCapabilities,
	id-UserPlaneTrafficActivityReport,
	id-XnRemovalThreshold,
	id-PDUSessionAdmittedAddedAddReqAck,
	id-PDUSessionNotAdmittedAddReqAck,
	id-SN-to-MN-Container,
	id-admittedSplitSRB,
	id-RRCConfigIndication,
	id-SplitSRB-RRCTransfer,
	id-UEReportRRCTransfer,
	id-PDUSessionReleasedList-RelConf,
	id-BearersSubjectToCounterCheck,
	id-PDUSessionReleasedList-RelConf,
	id-PDUSessionToBeReleasedList-RelRqd,
	id-ResponseInfo-ReconfCompl,
	id-initiatingNodeType-ResourceCoordRequest,
	id-respondingNodeType-ResourceCoordResponse,
	id-PDUSessionToBeReleased-RelReq,
	id-PDUSession-SNChangeRequired-List,
	id-PDUSession-SNChangeConfirm-List,
	id-PDCPChangeIndication,
	id-SCGConfigurationQuery,
	id-UEContextInfo-SNModRequest,
	id-requestedSplitSRBrelease,
	id-PDUSessionAdmitted-SNModResponse,
	id-PDUSessionNotAdmitted-SNModResponse,
	id-admittedSplitSRB,
	id-admittedSplitSRBrelease,
	id-PDUSessionAdmittedModSNModConfirm,
	id-PDUSessionReleasedSNModConfirm,
	id-s-ng-RANnode-SecurityKey,
	id-PDUSessionToBeModifiedSNModRequired,
	id-S-NG-RANnodeUE-AMBR,
	id-PDUSessionToBeReleasedSNModRequired,
	id-target-S-NG-RANnodeID,
	id-S-NSSAI,
	id-MR-DC-ResourceCoordinationInfo,
	id-NE-DC-TDM-Pattern,

	maxnoofCellsinNG-RANnode,
	maxnoofDRBs,
	maxnoofPDUSessions,
	maxnoofQoSFlows
FROM XnAP-Constants;




-------------------------------------------Next Change-------------------------------------------
-- **************************************************************
--
-- S-NODE ADDITION REQUEST
--
-- **************************************************************

SNodeAdditionRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeAdditionRequest-IEs}},
	...
}

SNodeAdditionRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID				CRITICALITY reject		TYPE NG-RANnodeUEXnAPID								PRESENCE mandatory}|
	{ ID id-UESecurityCapabilities				CRITICALITY reject		TYPE UESecurityCapabilities						PRESENCE mandatory}|
	{ ID id-s-ng-RANnode-SecurityKey			CRITICALITY reject		TYPE S-NG-RANnode-SecurityKey					PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUE-AMBR					CRITICALITY reject		TYPE UEAggregateMaximumBitRate					PRESENCE mandatory}|
	{ ID id-selectedPLMN						CRITICALITY ignore		TYPE PLMN-Identity									PRESENCE optional }|
	{ ID id-MobilityRestrictionList				CRITICALITY ignore		TYPE MobilityRestrictionList						PRESENCE optional }|
	{ ID id-indexToRatFrequSelectionPriority	CRITICALITY reject		TYPE RFSP-Index										PRESENCE optional }|
	{ ID id-PDUSessionToBeAddedAddReq			CRITICALITY reject		TYPE PDUSessionToBeAddedAddReq					PRESENCE mandatory}|
	{ ID id-MN-to-SN-Container					CRITICALITY reject		TYPE OCTET STRING									PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID				CRITICALITY reject		TYPE NG-RANnodeUEXnAPID								PRESENCE optional }|
	{ ID id-ExpectedUEBehaviour					CRITICALITY ignore		TYPE ExpectedUEBehaviour							PRESENCE optional }|
	{ ID id-requestedSplitSRB					CRITICALITY reject		TYPE SplitSRBsTypes									PRESENCE optional }|
	{ ID id-PCellID								CRITICALITY reject		TYPE GlobalNG-RANCell-ID							PRESENCE optional }|
	{ ID id-DesiredActNotificationLevel			CRITICALITY ignore		TYPE DesiredActNotificationLevel				PRESENCE optional }|
	{ ID id-AvailableDRBIDs						CRITICALITY reject		TYPE DRB-List										PRESENCE conditional}
 -- The IE shall be present if there is at least one  PDUSessionResourceSetupInfo-SNterminated included --|
	{ ID id-S-NG-RANnodeMaxIPDataRate-UL		CRITICALITY reject		TYPE BitRate										PRESENCE optional }|
	{ ID id-S-NG-RANnodeMaxIPDataRate-DL		CRITICALITY reject		TYPE BitRate										PRESENCE optional }|
	{ ID id-LocationInformationSNReporting		CRITICALITY ignore		TYPE LocationInformationSNReporting			PRESENCE optional}|
	{ ID id-MR-DC-ResourceCoordinationInfo			CRITICALITY ignore		TYPE MR-DC-ResourceCoordinationInfo						PRESENCE optional }|
	{ ID id-MaskedIMEISV							CRITICALITY ignore		TYPE MaskedIMEISV									PRESENCE optional},|
	{ ID id-NE-DC-TDM-Pattern							CRITICALITY ignore		TYPE NE-DC-TDM-Pattern									PRESENCE optional},

	...
}



-------------------------------------------Next Change-------------------------------------------
-- S-NODE MODIFICATION REQUEST
--
-- **************************************************************

SNodeModificationRequest ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ SNodeModificationRequest-IEs}},
	...
}

SNodeModificationRequest-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-M-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-S-NG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-Cause									CRITICALITY ignore		TYPE Cause											PRESENCE mandatory}|
	{ ID id-PDCPChangeIndication					CRITICALITY ignore		TYPE PDCPChangeIndication						PRESENCE optional }|
	{ ID id-selectedPLMN							CRITICALITY ignore		TYPE PLMN-Identity									PRESENCE optional }|
	{ ID id-MobilityRestrictionList					CRITICALITY ignore		TYPE MobilityRestrictionList					PRESENCE optional }|
	{ ID id-SCGConfigurationQuery					CRITICALITY ignore		TYPE SCGConfigurationQuery						PRESENCE optional }|
	{ ID id-UEContextInfo-SNModRequest				CRITICALITY reject		TYPE UEContextInfo-SNModRequest				PRESENCE optional }|
	{ ID id-MN-to-SN-Container						CRITICALITY ignore		TYPE OCTET STRING									PRESENCE optional }|
	{ ID id-requestedSplitSRB						CRITICALITY ignore		TYPE SplitSRBsTypes									PRESENCE optional }|
	{ ID id-requestedSplitSRBrelease				CRITICALITY ignore		TYPE SplitSRBsTypes									PRESENCE optional }|
	{ ID id-DesiredActNotificationLevel				CRITICALITY ignore		TYPE DesiredActNotificationLevel				PRESENCE optional }|
	{ ID id-AdditionalDRBIDs						CRITICALITY reject		TYPE DRB-List										PRESENCE optional }|
	{ ID id-S-NG-RANnodeMaxIPDataRate-UL			CRITICALITY reject		TYPE BitRate										PRESENCE optional }|
	{ ID id-S-NG-RANnodeMaxIPDataRate-DL			CRITICALITY reject		TYPE BitRate										PRESENCE optional }|
	{ ID id-LocationInformationSNReporting			CRITICALITY ignore		TYPE LocationInformationSNReporting			PRESENCE optional}|
	{ ID id-MR-DC-ResourceCoordinationInfo			CRITICALITY ignore		TYPE MR-DC-ResourceCoordinationInfo						PRESENCE optional },|
	{ ID id-NE-DC-TDM-Pattern							CRITICALITY ignore		TYPE NE-DC-TDM-Pattern									PRESENCE optional},

	...
}


-------------------------------------------Next Change-------------------------------------------

[bookmark: _Toc5692144]9.3.5	Information Element definitions

-- N
NE-DC-TDM-Pattern ::= SEQUENCE {
		subframeAssignment			ENUMERATED {sa0,sa1,sa2,sa3,sa4,sa5,sa6},
		harqOffset					INTEGER (0..9),
		iE-Extension				ProtocolExtensionContainer { {NE-DC-TDM-Pattern-ExtIEs}}	OPTIONAL,
		...
}
NE-DC-TDM-Pattern-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
...
}


[bookmark: _Hlk515377169]NeighbourInformation-E-UTRA ::= SEQUENCE (SIZE(1..maxnoofNeighbours)) OF NeighbourInformation-E-UTRA-Item

NeighbourInformation-E-UTRA-Item ::= SEQUENCE {
	e-utra-PCI			E-UTRAPCI,
	e-utra-cgi			E-UTRA-CGI,
[bookmark: _Hlk515377005]	earfcn				E-UTRAARFCN,
	tac					TAC,
	ranac				RANAC																		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {NeighbourInformation-E-UTRA-Item-ExtIEs} } 	OPTIONAL,
	...
}

NeighbourInformation-E-UTRA-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
	...
}


[bookmark: _Hlk515377583]NeighbourInformation-NR ::= SEQUENCE (SIZE(1..maxnoofNeighbours)) OF NeighbourInformation-NR-Item

NeighbourInformation-NR-Item ::= SEQUENCE {
	nr-PCI								NRPCI,
	nr-cgi								NR-CGI,
	tac									TAC,
	ranac								RANAC														OPTIONAL,
	nr-mode-info						NeighbourInformation-NR-ModeInfo,
	connectivitySupport					Connectivity-Support,
[bookmark: OLE_LINK26]	measurementTimingConfiguration		OCTET STRING,
	iE-Extensions			ProtocolExtensionContainer { {NeighbourInformation-NR-Item-ExtIEs} } 	OPTIONAL,
	...
}

NeighbourInformation-NR-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::={
	...
}

-------------------------------------------Next Change-------------------------------------------
[bookmark: _Toc5692146]9.3.7	Constant definitions


id-ResetResponseTypeInfo																			ProtocolIE-ID ::= 57
id-RespondingNodeTypeConfigUpdateAck																ProtocolIE-ID ::= 58
id-respondingNodeType-ResourceCoordResponse															ProtocolIE-ID ::= 59
id-ResponseInfo-ReconfCompl																			ProtocolIE-ID ::= 60
id-RRCConfigIndication																				ProtocolIE-ID ::= 61
id-RRCResumeCause																					ProtocolIE-ID ::= 62
id-SCGConfigurationQuery																			ProtocolIE-ID ::= 63
id-selectedPLMN																						ProtocolIE-ID ::= 64
id-ServedCellsToActivate																			ProtocolIE-ID ::= 65
id-servedCellsToUpdate-E-UTRA																		ProtocolIE-ID ::= 66
id-ServedCellsToUpdateInitiatingNodeChoice															ProtocolIE-ID ::= 67
id-servedCellsToUpdate-NR																			ProtocolIE-ID ::= 68
id-s-ng-RANnode-SecurityKey																			ProtocolIE-ID ::= 69
id-S-NG-RANnodeUE-AMBR																				ProtocolIE-ID ::= 70
id-S-NG-RANnodeUEXnAPID																				ProtocolIE-ID ::= 71
id-SN-to-MN-Container																				ProtocolIE-ID ::= 72
id-sourceNG-RANnodeUEXnAPID																			ProtocolIE-ID ::= 73
id-SplitSRB-RRCTransfer																				ProtocolIE-ID ::= 74
id-TAISupport-list																					ProtocolIE-ID ::= 75
id-TimeToWait																						ProtocolIE-ID ::= 76
id-Target2SourceNG-RANnodeTranspContainer															ProtocolIE-ID ::= 77
id-targetCellGlobalID																				ProtocolIE-ID ::= 78
[bookmark: _Hlk514063665]id-targetNG-RANnodeUEXnAPID																			ProtocolIE-ID ::= 79
id-target-S-NG-RANnodeID																			ProtocolIE-ID ::= 80
id-TraceActivation																					ProtocolIE-ID ::= 81
id-UEContextID																						ProtocolIE-ID ::= 82
id-UEContextInfoHORequest																			ProtocolIE-ID ::= 83
id-UEContextInfoRetrUECtxtResp																		ProtocolIE-ID ::= 84
id-UEContextInfo-SNModRequest																		ProtocolIE-ID ::= 85
id-UEContextKeptIndicator																			ProtocolIE-ID ::= 86
id-UEContextRefAtSN-HORequest																		ProtocolIE-ID ::= 87
id-UEHistoryInformation																				ProtocolIE-ID ::= 88
id-UEIdentityIndexValue																				ProtocolIE-ID ::= 89
id-UERANPagingIdentity																				ProtocolIE-ID ::= 90
id-UESecurityCapabilities																			ProtocolIE-ID ::= 91
id-UserPlaneTrafficActivityReport																	ProtocolIE-ID ::= 92
id-XnRemovalThreshold 																				ProtocolIE-ID ::= 93
id-DesiredActNotificationLevel																		ProtocolIE-ID ::= 94
id-AvailableDRBIDs 																					ProtocolIE-ID ::= 95
id-AdditionalDRBIDs 																				ProtocolIE-ID ::= 96
id-SpareDRBIDs 																						ProtocolIE-ID ::= 97
id-RequiredNumberOfDRBIDs 																			ProtocolIE-ID ::= 98
id-TNLA-To-Add-List																					ProtocolIE-ID ::= 99
id-TNLA-To-Update-List																				ProtocolIE-ID ::= 100
id-TNLA-To-Remove-List																				ProtocolIE-ID ::= 101
id-TNLA-Setup-List																					ProtocolIE-ID ::= 102
id-TNLA-Failed-To-Setup-List																		ProtocolIE-ID ::= 103
id-PDUSessionToBeReleased-RelReqAck																	ProtocolIE-ID ::= 104
id-S-NG-RANnodeMaxIPDataRate-UL																		ProtocolIE-ID ::= 105
id-PDUSession-List-withDataForwardingRequest														ProtocolIE-ID ::= 106
id-PDUSessionResourceSecondaryRATUsageList															ProtocolIE-ID ::= 107
id-Additional-UL-NG-U-TNLatUPF-List																	ProtocolIE-ID ::= 108
id-SecondarydataForwardingInfoFromTarget-List														ProtocolIE-ID ::= 109
id-LocationInformationSNReporting																	ProtocolIE-ID ::= 110
id-LocationInformationSN																			ProtocolIE-ID ::= 111
id-LastE-UTRANPLMNIdentity																			ProtocolIE-ID ::= 112
id-S-NG-RANnodeMaxIPDataRate-DL																		ProtocolIE-ID ::= 113
id-MaxIPrate-DL																						ProtocolIE-ID ::= 114
id-SecurityResult																					ProtocolIE-ID ::= 115
id-S-NSSAI																							ProtocolIE-ID ::= 116
id-MR-DC-ResourceCoordinationInfo																	ProtocolIE-ID ::= 117
	id-NE-DC-TDM-Pattern																				ProtocolIE-ID ::= xxx


END
-- ASN1STOP
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