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<Start of modified section>

6.1.2.22
Inter-frequency cell reselection based on common priority information with parameters ThreshX,HighQ, ThreshX,LowQ and ThreshServing,LowQ

6.1.2.22.1
Test Purpose (TP)

(1)

with { UE in NR RRC_IDLE state }

ensure that {

  when { UE detects the cell re-selection criteria are met for the cell which belongs to the higher priority frequency }

    then { UE reselects the cell which belongs to the higher priority frequency }

            }

(2)

with { UE in NR RRC_IDLE state }

ensure that {

  when { UE detects the cell re-selection criteria are met for the cell which belongs to the lower priority frequency }

    then { UE reselects the cell which belongs to the lower priority frequency }

            }

6.1.2.22.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in TS 38.304: clause 5.2.4.5, and 5.2.4.7. Unless otherwise stated these are Rel-15 requirements.
[TS 38.304, clause 5.2.4.5]

If threshServingLowQ is broadcast in system information and more than 1 second has elapsed since the UE camped on the current serving cell, cell reselection to a cell on a higher priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:

-
A cell of a higher priority NR or EUTRAN RAT/frequency fulfils Squal > ThreshX, HighQ during a time interval TreselectionRAT
Otherwise, cell reselection to a cell on a higher priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:

-
A cell of a higher priority RAT/ frequency fulfils Srxlev > ThreshX, HighP during a time interval TreselectionRAT; and

-
More than 1 second has elapsed since the UE camped on the current serving cell.
Cell reselection to a cell on an equal priority NR frequency shall be based on ranking for intra-frequency cell reselection as defined in sub-clause 5.2.4.6.

If threshServingLowQ is broadcast in system information and more than 1 second has elapsed since the UE camped on the current serving cell, cell reselection to a cell on a lower priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:
-
The serving cell fulfils Squal < ThreshServing, LowQ and a cell of a lower priority NR or E-UTRAN RAT/ frequency fulfils Squal > ThreshX, LowQ during a time interval TreselectionRAT.
Otherwise, cell reselection to a cell on a lower priority NR frequency or inter-RAT frequency than the serving frequency shall be performed if:
-
The serving cell fulfils Srxlev < ThreshServing, LowP and a cell of a lower priority RAT/ frequency fulfils Srxlev > ThreshX, LowP  during a time interval TreselectionRAT; and

-
More than 1 second has elapsed since the UE camped on the current serving cell.

Cell reselection to a higher priority RAT/frequency shall take precedence over a lower priority RAT/frequency if multiple cells of different priorities fulfil the cell reselection criteria.

If more than one cell meets the above criteria, the UE shall reselect a cell as follows:

-
If the highest-priority frequency is an NR frequency, the highest ranked cell among the cells on the highest priority frequency(ies) meeting the criteria according to clause 5.2.4.6;

-
If the highest-priority frequency is from another RAT, the highest ranked cell among the cells on the highest priority frequency(ies) meeting the criteria of that RAT.

[TS 38.304, clause 5.2.4.7]
5.2.4.7.0
General reselection parameters

Cell reselection parameters are broadcast in system information and are read from the serving cell as follows:

absThreshSS-BlocksConsolidation

This specifies minimum threshold of the beam which can be used for selection of the highest ranked cell, if rangeToBestCell is configured.

cellReselectionPriority

This specifies the absolute priority for NR frequency or E-UTRAN frequency.

cellReselectionSubPriority

This specifies the fractional priority value added to cellReselectionPriority for NR frequency or E-UTRAN frequency.

Qoffsets,n
This specifies the offset between the two cells.

Qoffsetfrequency
Frequency specific offset for equal priority NR frequencies.

Qhyst
This specifies the hysteresis value for ranking criteria.
Qoffsettemp
This specifies the additional offset to be used for cell selection and re-selection. It is temporarily used in case the RRC Connection Establishment fails on the cell as specified in TS 38.331 [3].
Qqualmin
This specifies the minimum required quality level in the cell in dB.

Qrxlevmin
This specifies the minimum required Rx level in the cell in dBm.

Qrxlevminoffsetcell
This specifies the cell specific Rx level offset in dB to Qrxlevmin.

Qqualminoffsetcell
This specifies the cell specific quality level offset in dB to Qqualmin.

rangeToBestCell

This specifies the R value range which the cells whose R value is within the range can be a candidate for the highest ranked cell.

TreselectionRAT
This specifies the cell reselection timer value. For each target NR frequency and for each RAT other than NR, a specific value for the cell reselection timer is defined, which is applicable when evaluating reselection within NR or towards other RAT (i.e. TreselectionRAT for NR is TreselectionNR, for E-UTRAN TreselectionEUTRA).

NOTE:
TreselectionRAT is not broadcast in system information but used in reselection rules by the UE for each RAT.

TreselectionNR

This specifies the cell reselection timer value TreselectionRAT for NR. The parameter can be set per NR frequency as specified in TS 38.331 [3].

TreselectionEUTRA
This specifies the cell reselection timer value TreselectionRAT for E-UTRAN.

ThreshX, HighP

This specifies the Srxlev threshold (in dB) used by the UE when reselecting towards a higher priority RAT/ frequency than the current serving frequency. Each frequency of NR and E-UTRAN might have a specific threshold.

ThreshX, HighQ

This specifies the Squal threshold (in dB) used by the UE when reselecting towards a higher priority RAT/ frequency than the current serving frequency. Each frequency of NR and E-UTRAN might have a specific threshold.

ThreshX, LowP

This specifies the Srxlev threshold (in dB) used by the UE when reselecting towards a lower priority RAT/ frequency than the current serving frequency. Each frequency of NR and E-UTRAN might have a specific threshold.
ThreshX, LowQ

This specifies the Squal threshold (in dB) used by the UE when reselecting towards a lower priority RAT/ frequency than the current serving frequency. Each frequency of NR and E-UTRAN might have a specific threshold.
ThreshServing, LowP

This specifies the Srxlev threshold (in dB) used by the UE on the serving cell when reselecting towards a lower priority RAT/ frequency.
ThreshServing, LowQ

This specifies the Squal threshold (in dB) used by the UE on the serving cell when reselecting towards a lower priority RAT/ frequency.
SIntraSearchP
This specifies the Srxlev threshold (in dB) for intra-frequency measurements.
SIntraSearchQ
This specifies the Squal threshold (in dB) for intra-frequency measurements.
SnonIntraSearchP
This specifies the Srxlev threshold (in dB) for NR inter-frequency and inter-RAT measurements.
SnonIntraSearchQ
This specifies the Squal threshold (in dB) for NR inter-frequency and inter-RAT measurements.
5.2.4.7.1
Speed dependent reselection parameters

Speed dependent reselection parameters are broadcast in system information and are read from the serving cell as follows:
TCRmax


This specifies the duration for evaluating allowed amount of cell reselection(s).

NCR_M

This specifies the maximum number of cell reselections to enter Medium-mobility state.

NCR_H

This specifies the maximum number of cell reselections to enter High-mobility state.

TCRmaxHyst
This specifies the additional time period before the UE can enter Normal-mobility state.

Speed dependent ScalingFactor for Qhyst

This specifies scaling factor for Qhyst in sf-High for High-mobility state and sf-Medium for Medium-mobility state.

Speed dependent ScalingFactor for TreselectionNR
This specifies scaling factor for TreselectionNR in sf-High for High-mobility state and sf-Medium for Medium-mobility state.

Speed dependent ScalingFactor for TreselectionEUTRA
This specifies scaling factor for TreselectionEUTRA in sf-High for High-mobility state and sf-Medium for Medium-mobility state.

6.1.2.22.3
Test description

6.1.2.22.3.1
Pre-test conditions

System Simulator:
-
NR Cell 1 and NR Cell 3.

-
System information combination NR-4 as defined in TS 38.508-1 [4] Table 4.4.3.1.2-1 is used in NR cells.

UE:

None.

Preamble:

-
The UE is in state 1N-A on NR Cell 1(serving cell) according to TS 38.508-1 [4] Table 4.4A.2-1.

6.1.2.22.3.2
Test procedure sequence

Table 6.1.2.22.3.2-1/2 illustrates the downlink power levels and other changing parameters to be applied for the NR cells at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause. The configuration "T0" indicates the initial conditions. Subsequent configurations marked "T1" and "T2" are applied at the points indicated in the Main behaviour description in Table 6.1.2.22.3.2-3.
Table 6.1.2.22.3.2-1: Time instances of cell power level and parameter changes for FR1 

	
	Parameter
	Unit
	NR Cell 1
	NR Cell 3
	Remark

	T0
	SS/PBCH

SSS EPRE
	dBm/SCS
	-88
	Off
	The power level values are assigned to ensure the UE registered on NR Cell 1.

	T1
	SS/PBCH

SSS EPRE
	dBm/SCS
	-88
	-88
	The power level values are assigned to satisfy SrxlevNR Cell 1 > 0, SrxlevNR Cell 3 < ThreshNR Cell 3, highP, SqualNR Cell 1 > 0 and SqualNR Cell 3 > ThreshNR Cell 3, highQ.

	
	RSRQ
	dB
	-10.76
	-10.76
	

	
	Qqualmin
	dB
	-20
	-20
	

	
	Qrxlevmin
	dBm
	-106
	-106
	

	
	Noc
	dBm/SCS
	-145
	-145
	

	T2
	SS/PBCH

SSS EPRE
	dBm/SCS
	-88
	-94
	The power level values are assigned to satisfy SrxlevNR Cell 3 > Threshserving, lowP and SqualNR Cell 1 > ThreshNR Cell 1, lowQ. But SqualNR Cell 3 is larger than Threshserving, lowQ

	
	RSRQ
	dB
	-10.76
	-10.76
	

	
	Qqualmin
	dB
	-20
	-20
	

	
	Qrxlevmin
	dBm
	-106
	-106
	

	
	Noc
	dBm/SCS
	-145
	-145
	

	T3
	threshServingLowQ 
	dB
	4
	26
	The values are assigned to satisfy SqualNR Cell 3 < Threshserving, lowQ 

	Note:
Power level “Off” is defined in TS38.508-1 [4] Table 6.2.2.1-3.


Table 6.1.2.22.3.2-2: Time instances of cell power level and parameter changes for FR2
	
	Parameter
	Unit
	NR Cell 1
	NR Cell 3
	Remark

	T0
	SS/PBCH

SSS EPRE
	dBm/SCS
	FFS
	Off
	The power level values are assigned to ensure the UE registered on NR Cell 1.

	T1
	SS/PBCH

SSS EPRE
	dBm/SCS
	FFS
	FFS
	The power level values are assigned to satisfy SrxlevNR Cell 1 > 0, SrxlevNR Cell 3 < ThreshNR Cell 3, highP, SqualNR Cell 1 > 0 and SqualNR Cell 3 > ThreshNR Cell 3, highQ.

	
	RSRQ
	dB
	FFS
	FFS
	

	
	Qqualmin
	dB
	-20
	-20
	

	
	Qrxlevmin
	dBm
	-106
	-106
	

	
	Noc
	dBm/SCS
	FFS
	FFS
	

	T2
	SS/PBCH

SSS EPRE
	dBm/SCS
	FFS
	FFS
	The power level values are assigned to satisfy SrxlevNR Cell 3 > Threshserving, lowP and SqualNR Cell 1 > ThreshNR Cell 1, lowQ. But SqualNR Cell 3 is larger than Threshserving, lowQ

	
	RSRQ
	dB
	FFS
	FFS
	

	
	Qqualmin
	dB
	-20
	-20
	

	
	Qrxlevmin
	dBm
	-106
	-106
	

	
	Noc
	dBm/SCS
	FFS
	FFS
	

	T3
	threshServingLowQ 
	dB
	4
	26
	The values are assigned to satisfy SqualNR Cell 3 < Threshserving, lowQ 

	Note:
The uncertain downlink signal level is specified in TS 38.508-1[4] section FFS.


Table 6.1.2.22.3.2-3: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U – S
	Message
	
	

	1
	The SS changes NR Cell 3 SS/PBCH EPRE level according to the row "T1" in table 6.1.2.22.3.2-1/2.
	-
	-
	-
	-

	2
	Wait for 1 second to allow UE to recognise the change.
	-
	-
	-
	-

	3
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.4-1 indicate that the UE is camped on NR Cell 3?
	-
	-
	1
	

	4
	The SS changes the SSS level according to the row "T2" in table 6.1.2.22.3.2-1/2.
	-
	-
	-
	-

	5
	Wait for 1 second to allow UE to recognise the change.
	-
	-
	-
	-

	6
	The SS notifies the UE of change of System Information on NR Cell 3 by send SM on PDCCH using P-RNTI.
	<--
	NR RRC: Paging
	-
	-

	6A
	Check: Does the UE send an RRCSetup Request on NR Cell 1 within the next 10s ?
	-->
	NR RRC: RRCSetupRequest
	2
	F

	7
	The SS changes threshServingLowQ of NR Cell 3 according to the row "T3" in table 6.1.2.22.3.2-1/2. The ValueTag of SIB2 in the SI-SchedulingInfo of SIB1 is increased on NR Cell 3.
	-
	-
	-
	-

	8
	Wait for 2.1* modification period to allow the new system information to take effect.
	-
	-
	-
	-

	9
	Check: Does the test result of generic test procedure in TS 38.508-1 [4] Table 4.9.4-1 indicate that the UE is camped on NR Cell 1?
	-
	-
	2
	


6.1.2.22.3.3
Specific message contents

Table 6.1.2.22.3.3-1: Conditions for specific message contents in Tables below
	Condition
	Explanation

	NR Cell 1
	This condition applies to system information transmitted on NR Cell 1.

	NR Cell 3
	This condition applies to system information transmitted on NR Cell 3.


Table 6.1.2.22.3.3-2: SIB2 of NR Cell 1 and NR Cell 3 (preamble and all steps, Table 6.1.2.22.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.2-1

	Information Element
	Value/remark
	Comment
	Condition

	SIB2 ::= SEQUENCE {
	
	
	

	  cellReselectionServingFreqInfo SEQUENCE {
	1 entry
	
	

	    threshServingLowP
	1
	2 dB
	NR Cell 3

	    threshServingLowQ
	4
	4 dB
	

	    cellReselectionPriority
	5
	
	NR Cell 3

	  }
	
	
	

	}
	
	
	


Table 6.1.2.22.3.3-3: SIB4 of NR Cell 1 and NR Cell 3 (preamble and all steps, Table 6.1.2.22.3.2-3)

	Derivation Path: TS 38.508-1 [4], Table 4.6.2-3

	Information Element
	Value/remark
	Comment
	Condition

	SIB4 ::= SEQUENCE {
	
	
	

	  interFreqCarrierFreqList SEQUENCE (SIZE (1..maxFreq)) OF SEQUENCE {
	1 entry
	
	

	    dl-CarrierFreq[1]
	Same downlink ARFCN as used for NR Cell 3
	
	NR Cell 1

	
	Same downlink ARFCN as used for NR Cell 1
	
	NR Cell 3

	    q-RxLevMin
	-50 
	-100 dBm
	

	    q-QualMin
	-20
	-20 dB
	

	    t-ReselectionNR
	1
	
	

	    threshX-HighP
	10
	20 dBm
	NR Cell 1

	    threshX-Q SEQUENCE {
	
	
	

	      threshX-HighQ
	4
	4 dB
	NR Cell 1

	      threshX-LowQ
	2
	2 dB
	NR Cell 3

	    }
	
	
	

	    cellReselectionPriority
	5
	
	NR Cell 1

	
	4
	
	NR Cell 3

	  }
	
	
	

	}
	
	
	


Table 6.1.2.22.3.3-4: SIB1 of NR Cell 3 (step 7, Table 6.1.2.22.3.2-3)

	Derivation Path: TS 38.508-1 [4], Table 4.6.1-5

	Information Element
	Value/remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  si-SchedulingInfo
	SI-SchedulingInfo
	
	

	}
	
	
	


Table 6.1.2.22.3.3-5: SI-SchedulingInfo (si-SchedulingInfo in Table 6.1.2.22.3.3-4)

	Derivation Path: TS 38.508-1 [4], Table 4.6.3-130A

	Information Element
	Value/remark
	Comment
	Condition

	SI-SchedulingInfo ::= SEQUENCE {
	
	
	

	  schedulingInfoList SEQUENCE (SIZE(1..maxSI-Message)) OF SEQUENCE{
	
	
	

	    sib-MappingInfo SEQUENCE (SIZE (1..maxSIB)) OF SEQUENCE {
	1 entry
	
	

	      type
	sibType2
	
	

	      valueTag
	1
	
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.22.3.3-6: SIB2 of NR Cell 3 (step 7, Table 6.1.2.22.3.2-3)

	Derivation Path: TS 38.508-1 [4], Table 4.6.2-1

	Information Element
	Value/remark
	Comment
	Condition

	SIB2::= SEQUENCE {
	
	
	

	  cellReselectionServingFreqInfo SEQUENCE {
	1 entry
	
	

	    threshServingLowQ
	26
	26 dB
	

	  }
	
	
	

	}
	
	
	


<End of modified section>
