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<Start of modified section 1>

6.4.2
Cell Selection/Qrxlevmin & Cell Reselection (Intra NR in RRC_INACTIVE state)
6.4.2.1
Cell Selection/Qrxlevmin & Cell Reselection (Intra NR in RRC_INACTIVE state)

6.4.2.1.1
Test Purpose (TP)

(1)

with { UE in NR RRC_INACTIVE state }

ensure that {

  when { serving cell fulfils all requirements for a suitable cell except the cell selection criteria which are not fulfilled (Srxlev<0) }

    then { UE does not consider the cell as suitable , leaves RRC_INACTIVE state and does not remain camped on that cell }

            }

(2)

with { UE in NR RRC_INACTIVE state }

ensure that {

  when { UE detects a cell ranked as the best cell }

    then { UE reselects to the new cell and continues to remain in RRC_INACTIVE state }

            }

6.4.2.1.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 38.300, clause 9.2.1.1, and TS 38.304, clause 4.1, 4.5, 5.2.1, 5.2.3.1 and 5.2.3.2. Unless otherwise stated these are Rel-15 requirements.

[TS 38.300, clause 9.2.1.1]

The principles of PLMN selection in NR are based on the 3GPP PLMN selection principles. Cell selection is required on transition from RM-DEREGISTERED to RM-REGISTERED, from CM-IDLE to CM-CONNECTED and from CM-CONNECTED to CM-IDLE and is based on the following principles:

-
The UE NAS layer identifies a selected PLMN and equivalent PLMNs;

-
Cell selection is always based on CD-SSBs located on the synchronization raster (see subclause 5.2.4):

-
The UE searches the NR frequency bands and for each carrier frequency identifies the strongest cell as per the CD-SSB. It then reads cell system information broadcast to identify its PLMN(s):

-
The UE may search each carrier in turn ("initial cell selection") or make use of stored information to shorten the search ("stored information cell selection").

-
The UE seeks to identify a suitable cell; if it is not able to identify a suitable cell it seeks to identify an acceptable cell. When a suitable cell is found or if only an acceptable cell is found it camps on that cell and commence the cell reselection procedure:

-
A suitable cell is one for which the measured cell attributes satisfy the cell selection criteria; the cell PLMN is the selected PLMN, registered or an equivalent PLMN; the cell is not barred or reserved and the cell is not part of a tracking area which is in the list of "forbidden tracking areas for roaming";

-
An acceptable cell is one for which the measured cell attributes satisfy the cell selection criteria and the cell is not barred.

Transition to RRC_IDLE:


On transition from RRC_CONNECTED or RRC_INACTIVE to RRC_IDLE, a UE should camp on a cell as result of cell selection according to the frequency be assigned by RRC in the state transition message if any.

Recovery from out of coverage:


The UE should attempt to find a suitable cell in the manner described for stored information or initial cell selection above. If no suitable cell is found on any frequency or RAT, the UE should attempt to find an acceptable cell.

In multi-beam operations, the cell quality is derived amongst the beams corresponding to the same cell (see subclause 9.2.4).

[TS 38.304, clause 4.1]

The RRC_IDLE state and RRC_INACTIVE state tasks can be subdivided into three processes:

-
PLMN selection;

-
Cell selection and reselection;

-
Location registration and RNA update.

PLMN selection, cell reselection procedures, and location registration are common for both RRC_IDLE state and RRC_INACTIVE state. RNA update is only applicable for RRC_INACTIVE state. When UE selects a new PLMN, UE transitions from RRC_INACTIVE to RRC_IDLE, as specified in TS 24.501 [14].

When a UE is switched on, a public land mobile network (PLMN) is selected by NAS. For the selected PLMN, associated RAT(s) may be set, as specified in TS 23.122 [9]. The NAS shall provide a list of equivalent PLMNs, if available, that the AS shall use for cell selection and cell reselection.

With cell selection, the UE searches for a suitable cell of the selected PLMN, chooses that cell to provide available services, and monitors its control channel. This procedure is defined as "camping on the cell".

The UE shall, if necessary, then register its presence, by means of a NAS registration procedure, in the tracking area of the chosen cell. As an outcome of a successful Location Registration, the selected PLMN then becomes the registered PLMN, as specified in TS 23.122 [9].

If the UE finds a more suitable cell, according to the cell reselection criteria, it reselects onto that cell and camps on it. If the new cell does not belong to at least one tracking area to which the UE is registered, location registration is performed. In RRC_INACTIVE state, if the new cell does not belong to the configured RNA, an RNA update procedure is performed.

…

The purpose of camping on a cell in RRC_IDLE state and RRC_INACTIVE state is fourfold:

a)
It enables the UE to receive system information from the PLMN.

b)
When registered and if the UE wishes to establish an RRC connection or resume a suspended RRC connection, it can do this by initially accessing the network on the control channel of the cell on which it is camped.

c)
If the network needs to send a message or deliver data to the registered UE, it knows (in most cases) the set of tracking areas (in RRC_IDLE state) or RNA (in RRC_INACTIVE state) in which the UE is camped. It can then send a "paging" message for the UE on the control channels of all the cells in the corresponding set of areas. The UE will then receive the paging message and can respond.

d)
It enables the UE to receive ETWS and CMAS notifications.

When the UE is in RRC_IDLE state, upper layers may deactivate AS layer when MICO mode is activated as specified in TS 24.501 [14]. When MICO mode is activated, the AS configuration (e.g. priorities provided by dedicated signalling) is kept and all running timers continue to run but the UE need not perform any idle mode tasks. If a timer expires while MICO mode is activated it is up to the UE implementation whether it performs the corresponding action immediately or the latest when MICO mode is deactivated. When MICO mode is deactivated, the UE shall perform all idle mode tasks.

[TS 38.304, clause 4.5]

The cells are categorised according to which services they offer:

acceptable cell:

An "acceptable cell" is a cell on which the UE may camp to obtain limited service (originate emergency calls and receive ETWS and CMAS notifications). Such a cell shall fulfil the following requirements, which is the minimum set of requirements to initiate an emergency call and to receive ETWS and CMAS notification in an NR network:

-
The cell is not barred, see subclause 5.3.1;

-
The cell selection criteria are fulfilled, see subclause 5.2.3.2.

suitable cell:

A cell is considered as suitable if the following conditions are fulfilled:

-
The cell is part of either the selected PLMN or the registered PLMN or PLMN of the Equivalent PLMN list and trackingAreaCode is provided for that PLMN;
-
The cell selection criteria are fulfilled, see subclause 5.2.3.2.

According to the latest information provided by NAS:

-
The cell is not barred, see subclause 5.3.1;

-
The cell is part of at least one TA that is not part of the list of "Forbidden Tracking Areas" (TS 22.261 [12]), which belongs to a PLMN that fulfils the first bullet above.

barred cell:

A cell is barred if it is so indicated in the system information, as specified in TS 38.331 [3].
reserved cell:

A cell is reserved if it is so indicated in system information, as specified in TS 38.331 [3].

Following exception to these definitions are applicable for UEs:

-
if a UE has an ongoing emergency call, all acceptable cells of that PLMN are treated as suitable for the duration of the emergency call.

-
camped on a cell that belongs to a registration area that is forbidden for regional provision of service; a cell that belongs to a registration area that is forbidden for regional provision service (TS 23.122 [9], TS 24.501 [14]) is suitable but provides only limited service.

[TS 38.304, clause 5.2.1]

UE shall perform measurements for cell selection and reselection purposes as specified in TS 38.133 [8].

When evaluating Srxlev and Squal of non-serving cells for reselection evaluation purposes, the UE shall use parameters provided by the serving cell and for the final check on cell selection criterion, the UE shall use parameters provided by the target cell for cell reselection.

The NAS can control the RAT(s) in which the cell selection should be performed, for instance by indicating RAT(s) associated with the selected PLMN, and by maintaining a list of forbidden registration area(s) and a list of equivalent PLMNs. The UE shall select a suitable cell based on RRC_IDLE or RRC_INACTIVE state measurements and cell selection criteria.

In order to expedite the cell selection process, stored information for several RATs, if available, may be used by the UE.

When camped on a cell, the UE shall regularly search for a better cell according to the cell reselection criteria. If a better cell is found, that cell is selected. The change of cell may imply a change of RAT. Details on performance requirements for cell reselection can be found in TS 38.133 [8].

The NAS is informed if the cell selection and reselection result in changes in the received system information relevant for NAS.

For normal service, the UE shall camp on a suitable cell, monitor control channel(s) of that cell so that the UE can:

-
receive system information from the PLMN; and

-
receive registration area information from the PLMN, e.g., tracking area information; and

-
receive other AS and NAS Information; and

-
if registered:

-
receive paging and notification messages from the PLMN; and

-
initiate transfer to Connected mode.

For cell selection in multi-beam operations, measurement quantity of a cell is up to UE implementation.

For cell reselection in multi-beam operations, the measurement quantity of this cell is derived amongst the beams corresponding to the same cell based on SS/PBCH block as follows:

-
if nrofSS-BlocksToAverage is not configured in SIB2/SIB4; or

-
if absThreshSS-BlocksConsolidation is not configured in SIB2/SIB4; or

-
if the highest beam measurement quantity value is below or equal to absThreshSS-BlocksConsolidation:

-
derive a cell measurement quantity as the highest beam measurement quantity value, where each beam measurement quantity is described in TS 38.215 [11].

-
else:

-
derive a cell measurement quantity as the linear average of the power values of up to nrofSS-BlocksToAverage of highest beam measurement quantity values above absThreshSS-BlocksConsolidation.

[TS 38.304, clause 5.2.3.1]

Cell selection is performed by one of the following two procedures:

a)
Initial cell selection (no prior knowledge of which RF channels are NR frequencies):

1.
The UE shall scan all RF channels in the NR bands according to its capabilities to find a suitable cell.

2.
On each frequency, the UE need only search for the strongest cell.

3.
Once a suitable cell is found, this cell shall be selected.

b)
Cell selection by leveraging stored information:

1.
This procedure requires stored information of frequencies and optionally also information on cell parameters from previously received measurement control information elements or from previously detected cells.

2.
Once the UE has found a suitable cell, the UE shall select it.

3.
If no suitable cell is found, the initial cell selection procedure in a) shall be started.

NOTE:
Priorities between different frequencies or RATs provided to the UE by system information or dedicated signalling are not used in the cell selection process.

[TS 38.304, clause 5.2.3.2]

The cell selection criterion S is fulfilled when:

	Srxlev > 0 AND Squal > 0


where:
	Srxlev = Qrxlevmeas – (Qrxlevmin + Qrxlevminoffset )– Pcompensation - Qoffsettemp
Squal = Qqualmeas – (Qqualmin + Qqualminoffset) - Qoffsettemp


where:

	Srxlev
	Cell selection RX level value (dB)

	Squal
	Cell selection quality value (dB)

	Qoffsettemp
	Offset temporarily applied to a cell as specified in TS 38.331 [3] (dB)

	Qrxlevmeas
	Measured cell RX level value (RSRP)

	Qqualmeas
	Measured cell quality value (RSRQ)

	Qrxlevmin
	Minimum required RX level in the cell (dBm). If the UE supports SUL frequency for this cell, Qrxlevmin is obtained from q-RxLevMinSUL, if present, in SIB1, SIB2 and SIB4, additionally, if QrxlevminoffsetcellSUL is present in SIB3 and SIB4 for the concerned cell, this cell specific offset is added to the corresponding Qrxlevmin to achieve the required minimum RX level in the concerned cell;

else Qrxlevmin is obtained from q-RxLevMin in SIB1, SIB2 and SIB4, additionally, if Qrxlevminoffsetcell is present in SIB3 and SIB4 for the concerned cell, this cell specific offset is added to the corresponding Qrxlevmin to achieve the required minimum RX level in the concerned cell.

	Qqualmin
	Minimum required quality level in the cell (dB). Additionally, if Qqualminoffsetcell is signalled for the concerned cell, this cell specific offset is added to achieve the required minimum quality level in the concerned cell.

	Qrxlevminoffset
	Offset to the signalled Qrxlevmin taken into account in the Srxlev evaluation as a result of a periodic search for a higher priority PLMN while camped normally in a VPLMN, as specified in TS 23.122 [9].

	Qqualminoffset
	Offset to the signalled Qqualmin taken into account in the Squal evaluation as a result of a periodic search for a higher priority PLMN while camped normally in a VPLMN, as specified in TS 23.122 [9].

	Pcompensation 
	If the UE supports the additionalPmax in the NR-NS-PmaxList, if present, in SIB1, SIB2 and SIB4:

max(PEMAX1 –PPowerClass, 0) – (min(PEMAX2, PPowerClass) – min(PEMAX1, PPowerClass)) (dB);

else:

max(PEMAX1 –PPowerClass, 0) (dB)

	PEMAX1, PEMAX2
	Maximum TX power level of a UE may use when transmitting on the uplink in the cell (dBm) defined as PEMAX in TS 38.101 [15]. If UE supports SUL frequency for this cell, PEMAX1 and PEMAX2 are obtained from the p-Max for SUL in SIB1 and NR-NS-PmaxList for SUL respectively in SIB1, SIB2 and SIB4 as specified in TS 38.331 [3], else PEMAX1 and PEMAX2 are obtained from the p-Max and NR-NS-PmaxList respectively in SIB1, SIB2 and SIB4 for normal UL as specified in TS 38.331 [3]. 

	PPowerClass
	Maximum RF output power of the UE (dBm) according to the UE power class as defined in TS 38.101-1 [15].


The signalled values Qrxlevminoffset and Qqualminoffset are only applied when a cell is evaluated for cell selection as a result of a periodic search for a higher priority PLMN while camped normally in a VPLMN (TS 23.122 [9]). During this periodic search for higher priority PLMN, the UE may check the S criteria of a cell using parameter values stored from a different cell of this higher priority PLMN.

6.4.2.1.3
Test description

6.4.2.1.3.1
Pre-test conditions

System Simulator:

-
NR Cell 1, NR Cell 2.

-
System information combination NR-3 as defined in TS 38.508-1 [4] Table 4.4.3.1.2-1 is used in NR cells.

UE:

None.

Preamble:

-
The UE is in state 2N-A on NR Cell 1(serving cell) according to TS 38.508-1 [4] Table 4.4A.2-2.

6.4.2.1.3.2
Test procedure sequence

Table 6.4.2.1.3.2-1/2 illustrates the downlink power levels and other changing parameters to be applied for the NR cells at various time instants of the test execution. The exact instants on which these values shall be applied are described in the texts in this clause. The configuration "T0" indicates the initial conditions. Subsequent configurations marked "T1" and "T2" are applied at the points indicated in the Main behaviour description in Table 6.4.2.1.3.2-3.
Table 6.4.2.1.3.2-1: Time instances of cell power level and parameter changes for FR1

	
	Parameter
	Unit
	NR Cell 1
	NR Cell 2
	Remark

	T0
	SS/PBCH

SSS EPRE
	dBm/SCS
	-88
	Off
	The power level values are assigned to ensure the UE registered on NR Cell 1.

	T1
	SS/PBCH

SSS EPRE
	dBm/SCS
	-110
	Off
	The power level values are assigned to satisfy Srxlev NR Cell 1 < 0.

	T2
	SS/PBCH

SSS EPRE
	dBm/SCS
	-88
	-76
	The power level values are assigned to satisfy RNR Cell 2 > RNR Cell 1.

	Note 1:
Power level “Off” is defined in TS 38.508-1 [4] Table 6.2.2.1-3.


Table 6.4.2.1.3.2-2: Time instances of cell power level and parameter changes for FR2

	
	Parameter
	Unit
	NR Cell 1
	NR Cell 2
	Remark

	T0
	SS/PBCH

SSS EPRE
	dBm/SCS
	FFS
	Off
	The power level values are assigned to ensure the UE registered on NR Cell 1.

	T1
	SS/PBCH

SSS EPRE
	dBm/SCS
	FFS
	Off
	The power level values are assigned to satisfy Srxlev NR Cell 1 < 0.

	T2
	SS/PBCH

SSS EPRE
	dBm/SCS
	FFS
	FFS
	The power level values are assigned to satisfy RNR Cell 2 > RNR Cell 1.

	Note 1:
The uncertain downlink signal level is specified in TS 38.508-1 [4] section FFS.


Table 6.4.2.1.3.2-3: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS changes NR Cell 1 SSS level according to the row "T1" in table 6.4.2.1.3.2-1/2.
	-
	-
	-
	-

	2
	Void
	-
	-
	-
	-

	3
	The SS transmits a Paging message.
	<--
	NR RRC: Paging
	-
	-

	4
	Check: Does the UE attempt to transmit an uplink message within the next 10s?
	-
	-
	1
	F

	5
	The SS changes NR Cell 1 SSS levels according to the row "T0" in table 6.4.2.1.3.2-1/2.
	-
	-
	-
	-

	6
	Void
	-
	-
	-
	-

	7-14
	Steps 1-8 of Generic procedure for bringing the UE in RRC_CONNECTED state with connectivity NR as specified in TS 38.508-1 Table 4.5.4.2-3 are performed.
	-
	-
	-
	-

	15
	The SS transmits an RRCRelease message including suspendConfig with NR_RRC_INACTIVE condition.
	<--
	NR RRC: RRCRelease
	-
	-

	16
	The SS changes NR Cell 2 SSS level according to the row "T2" in table 6.4.2.1.3.2-1/2.
	-
	-
	-
	-

	17
	Void
	-
	-
	-
	-

	18
	Check: Does the UE transmit an RRCResumeRequest message on the Cell 2? 
	-->
	NR RRC: RRCResumeRequest
	2
	P

	19
	The SS transmits an RRCRelease message including suspendConfig with NR_RRC_INACTIVE condition.
	<--
	NR RRC: RRCRelease
	-
	-


6.4.2.1.3.3
Specific message contents

Table 6.4.2.1.3.3-1: SIB3 of NR Cell 1 (preamble and all steps, Table 6.4.2.1.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.2-2

	Information Element
	Value/remark
	Comment
	Condition

	SIB3 ::= SEQUENCE {
	
	
	

	  intraFreqNeighCellList SEQUENCE (SIZE (1.. maxCellIntra)) OF SEQUENCE {
	1 entry
	
	

	    IntraFreqNeighCellInfo [1] SEQUENCE{
	
	
	

	      physCellId
	Physical cell identity of NR Cell 2
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	






	
	
	

	
	
	

	
	
	

	
	
	

	
	
	


7
Layer 2

7.1
NR Layer 2

7.1.0
Common test case specific values for Layer 2

For all layer 2 test cases, default values for periodicBSR-Timer, retxBSR-Timer and phr-Config shall be taken according to the table 7.1.0-1 unless test case specific values are given in the test case.

Table 7.1.0-1: MAC-CellGroupConfig

	Derivation Path: TS 38.308 [6], clause Table 4.6.3-49

	Information Element
	Value/remark
	Comment
	Condition

	MAC-CellGroupConfig ::= SEQUENCE {
	
	
	

	  bsr-Config SEQUENCE {
	
	
	

	    periodicBSR-Timer
	infinity
	
	

	    retxBSR-Timer
	sf10240
	
	

	  }
	
	
	

	  phr-Config CHOICE {
	
	
	

	    release
	NULL
	
	

	  }
	
	
	

	}
	
	
	


<End of modified section 1>

<Start of modified section 2>

7.1.1.3.5
Correct handling of MAC control information / Buffer Status / UL resources are allocated / Padding BSR

7.1.1.3.5.1
Test Purpose (TP)

(1)
with { UE in RRC_CONNECTED state }

ensure that {

  when { UE transmits a MAC PDU and the number of padding bits is equal to the size of a Short BSR plus its subheader and the UE has available data for transmission from more than one LCG in the TTI where the BSR is transmitted }

    then { UE reports a Truncated short BSR of the LCG with the highest priority logical channel with data available for transmission }

            }

(2)

with { UE in E-UTRA RRC_CONNECTED state }

ensure that {

  when { UE transmits a MAC PDU and the number of padding bits is larger than the size of a Short BSR plus its subheader but smaller than the size of a Long BSR plus its subheader and the UE has available data for transmission from more than one LCG in the TTI where the BSR is transmitted }

    then { UE reports a Truncated long BSR }

            }

(3)

with { UE in RRC_CONNECTED state }

ensure that {

  when { UE transmits a MAC PDU and the number of padding bits is equal to or larger than the size of a Short BSR plus its subheader but smaller than the size of a Long BSR plus its subheader and the UE has available data for transmission from only one LCG in the TTI where the BSR is transmitted }

    then { UE reports a Short BSR }

            }

(4)

with { UE in RRC_CONNECTED state }

ensure that {

  when { UE transmits a MAC PDU and the number of padding bits is equal to or larger than the size of a Long BSR plus its subheader }

    then { UE reports a long BSR }

            }

7.1.1.3.5.2
Conformance requirements

References: The conformance requirements covered in the present TC are specified in: TS 38.321, clauses 5.4.5,  6.1.3.1 and 6.2.1. Unless otherwise stated these are Rel-15 requirements.

[TS 38.321, clause 5.4.5]

The Buffer Status reporting (BSR) procedure is used to provide the serving gNB with information about UL data volume in the MAC entity.

RRC configures the following parameters to control the BSR:

-
periodicBSR-Timer;

-
retxBSR-Timer;

-
logicalChannelSR-Delay;

-
logicalChannelSR-DelayTimer;

-
logicalChannelGroup.

Each logical channel may be allocated to an LCG using the logicalChannelGroup. The maximum number of LCGs is eight.

The MAC entity determines the amount of UL data available for a logical channel according to the data volume calculation procedure in TSs 38.322 and 38.323 [3] [4].

A BSR shall be triggered if any of the following events occur:

-
the MAC entity has new UL data available for a logical channel which belongs to an LCG; and either

-
the new UL data belongs to a logical channel with higher priority than the priority of any logical channel containing available UL data which belong to any LCG; or

-
none of the logical channels which belong to an LCG contains any available UL data.


in which case the BSR is referred below to as 'Regular BSR';

-
UL resources are allocated and number of padding bits is equal to or larger than the size of the Buffer Status Report MAC CE plus its subheader, in which case the BSR is referred below to as 'Padding BSR';

-
retxBSR-Timer expires, and at least one of the logical channels which belong to an LCG contains UL data, in which case the BSR is referred below to as 'Regular BSR';

-
periodicBSR-Timer expires, in which case the BSR is referred below to as 'Periodic BSR'.

For Regular BSR, the MAC entity shall:

1>
if the BSR is triggered for a logical channel for which logicalChannelSR-Delay is configured by upper layers:

2>
start or restart the logicalChannelSR-DelayTimer.

1>
else:

2>
if running, stop the logicalChannelSR-DelayTimer.

For Regular and Periodic BSR, the MAC entity shall:

1>
if more than one LCG has data available for transmission when the BSR is to be transmitted:

2>
report Long BSR for all LCGs which have data available for transmission.

1>
else:

2>
report Short BSR.

For Padding BSR:

1>
if the number of padding bits is equal to or larger than the size of the Short BSR plus its subheader but smaller than the size of the Long BSR plus its subheader:

2>
if more than one LCG has data available for transmission when the BSR is to be transmitted:

3>
if the number of padding bits is equal to the size of the Short BSR plus its subheader:

4>
report Short Truncated BSR of the LCG with the highest priority logical channel with data available for transmission.

3>
else:

4>
report Long Truncated BSR of the LCG(s) with the logical channels having data available for transmission following a decreasing order of priority, and in case of equal priority, in increasing order of LCGID.

2>
else:

3>
report Short BSR;

1>
else if the number of padding bits is equal to or larger than the size of the Long BSR plus its subheader:

2>
report Long BSR for all LCGs which have data available for transmission.

The MAC entity shall:

1>
if the Buffer Status reporting procedure determines that at least one BSR has been triggered and not cancelled:

2>
if UL-SCH resources are available for a new immediate transmission:

3>
instruct the Multiplexing and Assembly procedure to generate the BSR MAC CE(s);

3>
start or restart periodicBSR-Timer except when all the generated BSRs are long or short Truncated BSRs;

3>
start or restart retxBSR-Timer.

2>
else if a Regular BSR has been triggered and logicalChannelSR-DelayTimer is not running:

3>
if an uplink grant is not a configured grant; or

3>
if the Regular BSR was not triggered for a logical channel for which logical channel SR masking (logicalChannelSR-Mask) is setup by upper layers:

4>
trigger a Scheduling Request.

A MAC PDU shall contain at most one BSR MAC CE, even when multiple events have triggered a BSR by the time. The Regular BSR and the Periodic BSR shall have precedence over the padding BSR.

The MAC entity shall restart retxBSR-Timer upon reception of a grant for transmission of new data on any UL-SCH.

All triggered BSRs may be cancelled when the UL grant(s) can accommodate all pending data available for transmission but is not sufficient to additionally accommodate the BSR MAC control element plus its subheader. All triggered BSRs shall be cancelled when a BSR is included in a MAC PDU for transmission.

The MAC entity shall transmit at most one BSR in one MAC PDU. Padding BSR shall not be included when the MAC PDU contains a Regular or Periodic BSR.

[TS 38.322, clause 6.1.3.1]

Buffer Status Report (BSR) MAC CEs consist of either:

-
Short BSR format (fixed size); or

-
Long BSR format (variable size); or

-
Short Truncated BSR format (fixed size); or

-
Long Truncated BSR format (variable size).

The BSR formats are identified by MAC PDU subheaders with LCIDs as specified in Table 6.2.1-2.

The fields in the BSR MAC CE are defined as follows:

-
LCG ID: The Logical Channel Group ID field identifies the group of logical channel(s) whose buffer status is being reported. The length of the field is 3 bits;

-
LCGi: For the Long BSR format, this field indicates the presence of the Buffer Size field for the logical channel group i. The LCGi field set to "1" indicates that the Buffer Size field for the logical channel group i is reported. The LCGi field set to "0" indicates that the Buffer Size field for the logical channel group i is not reported. For the Long Truncated BSR format, this field indicates whether logical channel group i has data available. The LCGi field set to "1" indicates that logical channel group i has data available. The LCGi field set to "0" indicates that logical channel group i does not have data available;

-
Buffer Size: The Buffer Size field identifies the total amount of data available according to the data volume calculation procedure in TSs 38.322 and 38.323 [3] [4] across all logical channels of a logical channel group after the MAC PDU has been built (i.e. after the logical channel prioritization procedure, which may result the value of the Buffer Size field to zero). The amount of data is indicated in number of bytes. The size of the RLC and MAC headers are not considered in the buffer size computation. The length of this field for the Short BSR format and the Short Truncated BSR format is 5 bits. The length of this field for the Long BSR format and the Long Truncated BSR format is 8 bits. The values for the 5-bit and 8-bit Buffer Size fields are shown in Tables 6.1.3.1-1 and 6.1.3.1-2, respectively. For the Long BSR format and the Long Truncated BSR format, the Buffer Size fields are included in ascending order based on the LCGi. For the Long Truncated BSR format the number of Buffer Size fields included is maximised, while not exceeding the number of padding bits.

NOTE:
The number of the Buffer Size fields in the Long Truncated BSR format can be zero.
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Figure 6.1.3.1-1: Short BSR and Short Truncated BSR MAC CE
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Figure 6.1.3.1-2: Long BSR and Long Truncated BSR MAC CE

Table 6.1.3.1-1: Buffer size levels (in bytes) for 5-bit Buffer Size field

	Index
	BS value
	Index
	BS value
	Index
	BS value
	Index
	BS value

	0
	0
	8
	≤ 102
	16
	≤ 1446
	24
	≤ 20516

	1
	≤ 10
	9
	≤ 142
	17
	≤ 2014
	25
	≤ 28581

	2
	≤ 14
	10
	≤ 198
	18
	≤ 2806
	26
	≤ 39818

	3
	≤ 20
	11
	≤ 276
	19
	≤ 3909
	27
	≤ 55474

	4
	≤ 28
	12
	≤ 384
	20
	≤ 5446
	28
	≤ 77284

	5
	≤ 38
	13
	≤ 535
	21
	≤ 7587
	29
	≤ 107669

	6
	≤ 53
	14
	≤ 745
	22
	≤ 10570
	30
	≤ 150000

	7
	≤ 74
	15
	≤ 1038
	23
	≤ 14726
	31
	> 150000


Table 6.1.3.1-2: Buffer size levels (in bytes) for 8-bit Buffer Size field

	Index
	BS value
	Index
	BS value
	Index
	BS value
	Index
	BS value

	0
	0
	64
	≤ 526
	128
	≤ 29431
	192
	≤ 1647644

	1
	≤ 10
	65
	≤ 560
	129
	≤ 31342
	193
	≤ 1754595

	2
	≤ 11
	66
	≤ 597
	130
	≤ 33376
	194
	≤ 1868488

	3
	≤ 12
	67
	≤ 635
	131
	≤ 35543
	195
	≤ 1989774

	4
	≤ 13
	68
	≤ 677
	132
	≤ 37850
	196
	≤ 2118933

	5
	≤ 13
	69
	≤ 720
	133
	≤ 40307
	197
	≤ 2256475

	6
	≤ 14
	70
	≤ 767
	134
	≤ 42923
	198
	≤ 2402946

	7
	≤ 15
	71
	≤ 817
	135
	≤ 45709
	199
	≤ 2558924

	8
	≤ 16
	72
	≤ 870
	136
	≤ 48676
	200
	≤ 2725027

	9
	≤ 17
	73
	≤ 926
	137
	≤ 51836
	201
	≤ 2901912

	10
	≤ 18
	74
	≤ 987
	138
	≤ 55200
	202
	≤ 3090279

	11
	≤ 19
	75
	≤ 1051
	139
	≤ 58784
	203
	≤ 3290873

	12
	≤ 20
	76
	≤ 1119
	140
	≤ 62599
	204
	≤ 3504487

	13
	≤ 22
	77
	≤ 1191
	141
	≤ 66663
	205
	≤ 3731968

	14
	≤ 23
	78
	≤ 1269
	142
	≤ 70990
	206
	≤ 3974215

	15
	≤ 25
	79
	≤ 1351
	143
	≤ 75598
	207
	≤ 4232186

	16
	≤ 26
	80
	≤ 1439
	144
	≤ 80505
	208
	≤ 4506902

	17
	≤ 28
	81
	≤ 1532
	145
	≤ 85730
	209
	≤ 4799451

	18
	≤ 30
	82
	≤ 1631
	146
	≤ 91295
	210
	≤ 5110989

	19
	≤ 32
	83
	≤ 1737
	147
	≤ 97221
	211
	≤ 5442750

	20
	≤ 34
	84
	≤ 1850
	148
	≤ 103532
	212
	≤ 5796046

	21
	≤ 36
	85
	≤ 1970
	149
	≤ 110252
	213
	≤ 6172275

	22
	≤ 38
	86
	≤ 2098
	150
	≤ 117409
	214
	≤ 6572925

	23
	≤ 40
	87
	≤ 2234
	151
	≤ 125030
	215
	≤ 6999582

	24
	≤ 43
	88
	≤ 2379
	152
	≤ 133146
	216
	≤ 7453933

	25
	≤ 46
	89
	≤ 2533
	153
	≤ 141789
	217
	≤ 7937777

	26
	≤ 49
	90
	≤ 2698
	154
	≤ 150992
	218
	≤ 8453028

	27
	≤ 52
	91
	≤ 2873
	155
	≤ 160793
	219
	≤ 9001725

	28
	≤ 55
	92
	≤ 3059
	156
	≤ 171231
	220
	≤ 9586039

	29
	≤ 59
	93
	≤ 3258
	157
	≤ 182345
	221
	≤ 10208280

	30
	≤ 62
	94
	≤ 3469
	158
	≤ 194182
	222
	≤ 10870913

	31
	≤ 66
	95
	≤ 3694
	159
	≤ 206786
	223
	≤ 11576557

	32
	≤ 71
	96
	≤ 3934
	160
	≤ 220209
	224
	≤ 12328006

	33
	≤ 75
	97
	≤ 4189
	161
	≤ 234503
	225
	≤ 13128233

	34
	≤ 80
	98
	≤ 4461
	162
	≤ 249725
	226
	≤ 13980403

	35
	≤ 85
	99
	≤ 4751
	163
	≤ 265935
	227
	≤ 14887889

	36
	≤ 91
	100
	≤ 5059
	164
	≤ 283197
	228
	≤ 15854280

	37
	≤ 97
	101
	≤ 5387
	165
	≤ 301579
	229
	≤ 16883401

	38
	≤ 103
	102
	≤ 5737
	166
	≤ 321155
	230
	≤ 17979324

	39
	≤ 110
	103
	≤ 6109
	167
	≤ 342002
	231
	≤ 19146385

	40
	≤ 117
	104
	≤ 6506
	168
	≤ 364202
	232
	≤ 20389201

	41
	≤ 124
	105
	≤ 6928
	169
	≤ 387842
	233
	≤ 21712690

	42
	≤ 132
	106
	≤ 7378
	170
	≤ 413018
	234
	≤ 23122088

	43
	≤ 141
	107
	≤ 7857
	171
	≤ 439827
	235
	≤ 24622972

	44
	≤ 150
	108
	≤ 8367
	172
	≤ 468377
	236
	≤ 26221280

	45
	≤ 160
	109
	≤ 8910
	173
	≤ 498780
	237
	≤ 27923336

	46
	≤ 170
	110
	≤ 9488
	174
	≤ 531156
	238
	≤ 29735875

	47
	≤ 181
	111
	≤ 10104
	175
	≤ 565634
	239
	≤ 31666069

	48
	≤ 193
	112
	≤ 10760
	176
	≤ 602350
	240
	≤ 33721553

	49
	≤ 205
	113
	≤ 11458
	177
	≤ 641449
	241
	≤ 35910462

	50
	≤ 218
	114
	≤ 12202
	178
	≤ 683087
	242
	≤ 38241455

	51
	≤ 233
	115
	≤ 12994
	179
	≤ 727427
	243
	≤ 40723756

	52
	≤ 248
	116
	≤ 13838
	180
	≤ 774645
	244
	≤ 43367187

	53
	≤ 264
	117
	≤ 14736
	181
	≤ 824928
	245
	≤ 46182206

	54
	≤ 281
	118
	≤ 15692
	182
	≤ 878475
	246
	≤ 49179951

	55
	≤ 299
	119
	≤ 16711
	183
	≤ 935498
	247
	≤ 52372284

	56
	≤ 318
	120
	≤ 17795
	184
	≤ 996222
	248
	≤ 55771835

	57
	≤ 339
	121
	≤ 18951
	185
	≤ 1060888
	249
	≤ 59392055

	58
	≤ 361
	122
	≤ 20181
	186
	≤ 1129752
	250
	≤ 63247269

	59
	≤ 384
	123
	≤ 21491
	187
	≤ 1203085
	251
	≤ 67352729

	60
	≤ 409
	124
	≤ 22885
	188
	≤ 1281179
	252
	≤ 71724679

	61
	≤ 436
	125
	≤ 24371
	189
	≤ 1364342
	253
	≤ 76380419

	62
	≤ 464
	126
	≤ 25953
	190
	≤ 1452903
	254
	≤ 81338368

	63
	≤ 494
	127
	≤ 27638
	191
	≤ 1547213
	255
	> 81338368


[TS 38.321, clause 6.2.1]

Table 6.2.1-2 Values of LCID for UL-SCH

	Index
	LCID values

	000000
	CCCH

	000001–100000
	Identity of the logical channel

	100001–110110
	Reserved

	110111
	Configured Grant Confirmation

	111000
	Multiple Entry PHR

	111001
	Single Entry PHR

	111010
	C-RNTI

	111011
	Short Truncated BSR

	111100
	Long Truncated BSR

	111101
	Short BSR

	111110
	Long BSR

	111111
	Padding


7.1.1.3.5.3
Test description

7.1.1.3.5.3.1
Pre-test conditions

Same Pre-test conditions as in clause 7.1.1.0 with the exception of 2 AM NR DRBs configured according to Table 7.1.1.3.5.3.1-1.

Table 7.1.1.3.5.3.1-1: Logical Channel Configuration Settings

	Parameter
	DRB1
	DRB2

	LogicalChannel-Identity
	4
	5

	Priority
	7
	6

	prioritizedBitRate
	0kbs
	0kbs

	logicalChannelGroup
	2 (LCG ID#2)
	1 (LCG ID#1)


7.1.1.3.5.3.2
Test procedure sequence

Table 7.1.1.3.5.3.2-1: Main behaviour

	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS ignores scheduling requests and does not allocate any uplink grant.
	-
	-
	-
	-

	-
	EXCEPTION: Step 2 shall be repeated for 3 times
	-
	-
	-
	-

	2
	The SS transmits a MAC PDU including an RLC PDU of size 12 bytes on logical channel 5. 
	<--
	MAC PDU (RLC SDU on LC 5)
	-
	-

	3
	The SS transmits a MAC PDU including an RLC PDU of size 12 bytes on logical channel 4. 
	<--
	MAC PDU (RLC SDU on LC 4)
	-
	-

	4
	UE transmits a Scheduling Request on PUCCH.
	-->
	(SR)
	-
	-

	5
	The SS sends an uplink grant of size 40 bits. (Note 1)
	<--
	(UL grant)
	-
	-

	6
	The UE transmit a Long BSR report.
	-->
	MAC PDU (Long BSR header (LCID=’ 111110’), Long BSR)
	-
	-

	7
	The SS sends an uplink grant of size 128 bits. (Note 2)
	<--
	(UL grant)
	-
	-

	8
	Check: Does UE transmit a MAC PDU containing an RLC SDU and a short truncated BSR indicating pending data (‘Buffer size’ field > ‘0’) for logicalChannelGroup 1 (‘LCG ID’ field set to ‘01’)?
	-->
	MAC PDU (MAC sub PDU for RLC PDU, short truncated BSR header (LCID=’ 111011’), short truncatedBSR(LCG ID =’01’, Buffer size>’0’),)
	1
	P

	9
	The SS sends an uplink grant of size 144 bits. (Note 3)
	<--
	(UL grant)
	-
	-

	10
	Check: Does UE transmit a MAC PDU containing an RLC SDU and a long truncated BSR indicating pending data (‘Buffer size’ field > ‘0’) for logicalChannelGroup 1 (‘LCG ID’ field set to ‘01’)?
	-->
	MAC PDU (MAC sub PDU for RLC PDU, long truncated BSR header (LCID=’ 111100’), long truncatedBSR(LCG ID =’01’, Buffer size>’0’),)
	2
	P

	11
	The SS sends an uplink grant of size 128 bits.

(Note 4)
	<--
	(UL grant)
	-
	-

	12
	Check: Does UE transmit a MAC PDU containing an RLC SDU and with a Short BSR indicating pending data (‘Buffer size’ field > ‘0’) for logicalChannelGroup 2 (‘LCG ID’ field =’10’)?
	-->
	MAC PDU (Short BSR header(LCID=’11101’), Short BSR(LCG ID =’10’,Buffer size>’0’), RLC SDU)
	3
	P

	13
	 The SS sends an uplink grant of size 160 bits. (Note 5)
	<--
	(UL grant)
	-
	-

	14
	Check: Does UE transmit a MAC PDU containing a RLC SDU and a Long BSR?
	-->
	MAC PDU (Long BSR header (LCID=’11110’), Long BSR), RLC SDU)
	4
	P

	Note 1:
40 bits (LRBs & IMCS as per 38.523-3[3] annex B) enables UE to transmit a MAC PDU with a MAC BSR header (1 byte) and a Short BSR (1 bytes) or a MAC BSR header (2 byte) a Long BSR (3 byte when 2 LCG configured).

Note 2:
UE triggers a truncated Short BSR of type "Padding BSR" to report buffer status for one LCG for that TTI.  (2 Byte MAC Data sub PDU header + 12 Byte MAC SDU + 1 Byte Short truncated BSR sub header + 2 Byte Long truncated BSR)

Note 3:
UE triggers a truncated Long BSR of type "Padding BSR" to report buffer status for one LCG for that TTI. (2 Byte MAC Data sub PDU header + 12 Byte MAC SDU + 1 Byte Short truncated BSR sub header + 2 Byte long truncated BSR)

Note 4:
UE triggers a Short BSR of type "Padding BSR" to report buffer status for one LCG for that TTI. (2 Byte MAC Data sub PDU header + 12 Byte MAC SDU + 1 Byte Short BSR sub header + 1 Byte short BSR)

Note 5:
UE + 1byte padding triggers a long BSR of type "Padding BSR" to report buffer status for one LCG for that TTI. (2 Byte MAC Data sub PDU header + 12 Byte MAC SDU + 2 Byte long BSR sub header + 3 Byte long BSR)


7.1.1.3.5.3.3
Specific message contents

None

<End of modified section 2>

