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[bookmark: _Toc13667698]<< Unchanged sections omitted >>
8.1.5.1	UE capability transfer
[bookmark: _Toc13667699]8.1.5.1.1	UE capability transfer / Success
8.1.5.1.1.1	Test Purpose (TP)
(1)
with { UE in NR RRC_CONNECTED state }
ensure that {
  when { UE receives an UECapabilityEnquiry message }
    then { UE transmits an UECapabilityInformation message including UE radio access capability information corresponding to the ue-CapabilityRequest variable }
            }

8.1.5.1.1.2	Conformance requirements
References: The conformance requirements covered in the present test case are specified in: TS 38.331, clause 5.6.1.3. Unless otherwise stated these are Rel-15 requirements.
[TS 38.331, clause 5.6.1.3]
The UE shall set the contents of UECapabilityInformation message as follows:
1>	if the ue-CapabilityRAT-RequestList contains a UE-CapabilityRAT-Request with rat-Type set to nr:
2>	include in the ue-CapabilityRAT-ContainerList a UE-CapabilityRAT-Container of the type UE-NR-Capability and with the rat-Type set to nr;
2>	include the supportedBandCombinationList, featureSets and featureSetCombinations as specified in clause 5.6.1.4;
…
1>	submit the UECapabilityInformation message to lower layers for transmission, upon which the procedure ends.
8.1.5.1.1.3	Test Description
8.1.5.1.1.3.1	Pre-test conditions
System Simulator:
-	NR Cell 1
-	System information combination NR-1 as defined in TS 38.508-1 [4] clause 4.4.3.1.3 is used in NR cell.
UE:
-	None.
Preamble:
-	The UE is in 5GS state 31N-A according to TS 38.508-1 [4], clause 4.4A on NR Cell 1.2 Table 4.4A.2-1.



8.1.5.1.1.3.2	Test procedure sequence
Table 8.1.5.1.1.3.2-1: Main behaviour
	St
	Procedure
	Message Sequence
	TP
	Verdict

	
	
	U - S
	Message
	
	

	1
	The SS transmits a UECapabilityEnquiry message including RAT-Type nr.
	<--
	UECapabilityEnquiry
	-
	-

	2
	Check: Does the UE transmit a UECapabilityInformation message including UE radio access capability information as per the ue-CapabilityRequest variable?
	-->
	UECapabillityInformation
	1
	P
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