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<Start modified section>
-
ReportConfigEUTRA-A3
Table 4.6.6-6: ReportConfigEUTRA-A3
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A3 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA3 SEQUENCE {
	
	
	

	          a3-Offset
	0 (0 dB)
	To reduce interference between intra-frequency multiple cells
	

	          reportOnLeave
	FALSE
	
	

	        }
	
	
	

	      }
	
	
	

	      hysteresis
	0 (0 dB)
	
	

	      timeToTrigger
	ms640
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	

	  reportQuantity
	both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024
	
	

	  reportAmount 
	r1
	
	

	  si-RequestForHO-r9
	Not Present
	
	

	  ue-RxTxTimeDiffPeriodical-r9
	Not Present
	
	


	  includeLocationInfo-r10
	Not Present
	
	

	  reportAddNeighMeas-r10
	Not Present
	
	

	  alternativeTimeToTrigger-r12
	Not Present
	
	

	  useT312-r12
	Not Present
	
	

	  usePSCell-r12
	Not Present
	
	

	  aN-Threshold1-v1250
	Not Present
	
	

	  a5-Threshold2-v1250
	Not Present
	
	

	  reportStrongestCSI-RSs-r12
	Not Present
	
	

	  reportCRS-Meas-r12
	Not Present
	
	

	  triggerQuantityCSI-RS-r12
	Not Present
	
	

	  reportSSTD-Meas-r13
	Not Present
	
	

	  rs-sinr-Config-r13
	Not Present
	
	

	  useWhiteCellList-r13
	Not Present
	
	

	  measRSSI-ReportConfig-r13
	Not Present
	
	

	  includeMultiBandInfo-r13
	Not Present
	
	

	  ul-DelayConfig-r13
	Not Present
	
	

	  ue-RxTxTimeDiffPeriodicalTDD-r13
	Not Present
	
	

	  purpose-v1430
	Not Present
	
	

	  maxReportRS-Index-r15
	Not Present
	
	

	  includeBT-Meas-r15
	Not Present
	
	

	  includeWLAN-Meas-r15
	Not Present
	
	

	  purpose-r15
	Not Present
	
	

	  numberOfTriggeringCells-r15
	2
	
	Aerial UE

	  a4-a5-ReportOnLeave-r15
	Not Present
	
	

	}
	
	
	


	Condition
	Explanation

	Aerial UE
	For Aerial vehicles


-
ReportConfigEUTRA-A4

Table 4.6.6-6AA: ReportConfigEUTRA-A4(Thres)
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A4 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA4 SEQUENCE {
	
	
	

	          a4-Threshold CHOICE{
	
	
	

	            threshold-RSRP
	Thres + 140
	Thres is actual threshold value in dBm
	Not RSRQ

	            threshold-RSRQ
	Thres * 2 + 40
	Thres is actual threshold value in dB
	RSRQ

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      hysteresis
	0 (0 dB)
	
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	Not RSRQ

	
	rsrq
	
	RSRQ

	  reportQuantity
	both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024
	
	

	  reportAmount
	r1
	
	

	  si-RequestForHO-r9
	Not Present
	
	

	  ue-RxTxTimeDiffPeriodical-r9
	Not Present
	
	

	  includeLocationInfo-r10
	Not Present
	
	

	  reportAddNeighMeas-r10
	Not Present
	
	

	  alternativeTimeToTrigger-r12
	Not Present
	
	

	  useT312-r12
	Not Present
	
	

	  usePSCell-r12
	Not Present
	
	

	  aN-Threshold1-v1250
	Not Present
	
	

	  a5-Threshold2-v1250
	Not Present
	
	

	  reportStrongestCSI-RSs-r12
	Not Present
	
	

	  reportCRS-Meas-r12
	Not Present
	
	

	  triggerQuantityCSI-RS-r12
	Not Present
	
	

	  reportSSTD-Meas-r13
	Not Present
	
	

	  rs-sinr-Config-r13
	Not Present
	
	

	  useWhiteCellList-r13
	Not Present
	
	

	  measRSSI-ReportConfig-r13
	Not Present
	
	

	  includeMultiBandInfo-r13
	Not Present
	
	

	  ul-DelayConfig-r13
	Not Present
	
	

	  ue-RxTxTimeDiffPeriodicalTDD-r13
	Not Present
	
	

	  purpose-v1430
	Not Present
	
	

	  maxReportRS-Index-r15
	Not Present
	
	

	  includeBT-Meas-r15
	Not Present
	
	

	  includeWLAN-Meas-r15
	Not Present
	
	

	  purpose-r15
	Not Present
	
	

	  numberOfTriggeringCells-r15
	2
	
	Aerial UE

	  a4-a5-ReportOnLeave-r15
	Not Present
	
	

	}
	
	
	


	Condition
	Explanation

	RSRQ
	When RSRQ based measurement is applied

	Aerial UE
	See the definition below table 4.6.6-6.


-
ReportConfigEUTRA-A5

Table 4.6.6-6AB: ReportConfigEUTRA-A5(Thres1, Thres2)
	Derivation Path: 36.331 clause 6.3.5

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigEUTRA-A5 ::= SEQUENCE {
	
	
	

	  triggerType CHOICE {
	
	
	

	    event SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventA5 SEQUENCE {
	
	
	

	          a5-Threshold1 CHOICE{
	
	
	

	            threshold-RSRP
	Thres1 + 140
	Thres1 is actual threshold value in dBm
	Not RSRQ

	            threshold-RSRQ
	Thres1 * 2 + 40
	Thres1 is actual threshold value in dB
	RSRQ

	          }
	
	
	

	          a5-Threshold2 CHOICE{
	
	
	

	            threshold-RSRP
	Thres2 + 140
	Thres2 is actual threshold value in dBm
	Not RSRQ

	            threshold-RSRQ
	Thres2 * 2 + 40
	Thres2 is actual threshold value in dB
	RSRQ

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	      hysteresis
	0 (0 dB)
	
	

	      timeToTrigger
	ms0
	
	

	    }
	
	
	

	  }
	
	
	

	  triggerQuantity
	rsrp
	
	Not RSRQ

	
	rsrq
	
	RSRQ

	  reportQuantity
	both
	
	

	  maxReportCells
	1
	
	

	  reportInterval
	ms1024
	
	

	  reportAmount
	r1
	
	

	  si-RequestForHO-r9
	Not Present
	
	

	  ue-RxTxTimeDiffPeriodical-r9
	Not Present
	
	

	  includeLocationInfo-r10
	Not Present
	
	

	  reportAddNeighMeas-r10
	Not Present
	
	

	  alternativeTimeToTrigger-r12
	Not Present
	
	

	  useT312-r12
	Not Present
	
	

	  usePSCell-r12
	Not Present
	
	

	  aN-Threshold1-v1250
	Not Present
	
	

	  a5-Threshold2-v1250
	Not Present
	
	

	  reportStrongestCSI-RSs-r12
	Not Present
	
	

	  reportCRS-Meas-r12
	Not Present
	
	

	  triggerQuantityCSI-RS-r12
	Not Present
	
	

	  reportSSTD-Meas-r13
	Not Present
	
	

	  rs-sinr-Config-r13
	Not Present
	
	

	  useWhiteCellList-r13
	Not Present
	
	

	  measRSSI-ReportConfig-r13
	Not Present
	
	

	  includeMultiBandInfo-r13
	Not Present
	
	

	  ul-DelayConfig-r13
	Not Present
	
	

	  ue-RxTxTimeDiffPeriodicalTDD-r13
	Not Present
	
	

	  purpose-v1430
	Not Present
	
	

	  maxReportRS-Index-r15
	Not Present
	
	

	  includeBT-Meas-r15
	Not Present
	
	

	  includeWLAN-Meas-r15
	Not Present
	
	

	  purpose-r15
	Not Present
	
	

	  numberOfTriggeringCells-r15
	2
	
	Aerial UE

	  a4-a5-ReportOnLeave-r15
	Not Present
	
	

	}
	
	
	


	Condition
	Explanation

	RSRQ
	See the definition below table 4.6.6-6AA.

	Aerial UE
	See the definition below table 4.6.6-6.


<End of modified section>
