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<< Unchanged content omitted >>
9.1.3.4.2
Test procedure

The test consists of a set-up period and a measurement period. Cell 1 and Cell 2 are both active during the complete test. The beginning of the measurement period shall be aligned with the first PRS positioning subframe of a positioning occasion in the reference cell.

NOTE:
The information on when PRS is muted is conveyed to the UE using PRS muting information in the OTDOA assistance data.

The OTDOA-RequestLocationInformation message and the OTDOA assistance data as defined in clause 9.1.3.4.3 shall be provided to the UE during the set-up period. The last TTI containing the OTDOA-RequestLocationInformation message shall be provided to the UE (T ms before the start of the measurement period, where (T = 150 ms is the maximum processing time of the OTDOA-RequestLocationInformation message and the OTDOA assistance data in the UE.

1.
Ensure that the UE is in state Generic RB Established State 3A-RF according to 3GPP TS 36.508 [18] clause 7.2A.3.

2.
The SS shall send a RESET UE POSITIONING STORED INFORMATION message. 

3.
Set the parameters according to Table 9.1.3.5-1 as appropriate. Propagation conditions are set according to clause 4.7.2.1.

3a.
The SS shall send an LPP REQUEST CAPABILITIES message.

3b.
The UE shall send an LPP PROVIDE CAPABILITIES message indicating the OTDOA capabilities supported by the UE in the OTDOA-ProvideCapabilities IE.

4.
The SS shall send a LPP PROVIDE ASSISTANCE DATA message, including the OTDOA‑ProvideAssistanceData IE. If the UE message at step 3b includes the ackRequested IE set to TRUE, then the SS shall send an acknowledgment in the LPP PROVIDE ASSISTANCE DATA message.

5.
The SS shall send a LPP REQUEST LOCATION INFORMATION message, including the OTDOA‑RequestLocationInformation IE such that the UE receives the message T ms before the start of the measurement period, where T = 150 ms.
6.
The UE shall transmit a LPP PROVIDE LOCATION INFORMATION message, including the OTDOA‑ProvideLocationInformation IE.

7.
If the UE message at step 6 includes the ackRequested IE set to TRUE, the SS shall send a LPP acknowledgement message.

8.
The SS shall check the rstd value for Cell 2 in the OTDOA-SignalMeasurementInformation IE according to Table 9.1.3.5-2. 

9.
Repeat step 2-8 until the confidence level according to Annex D is achieved.

10.
Repeat step 1-9 for each sub-test in Table 9.1.3.5-1 as appropriate.
<< Unchanged content omitted >>
9.2.4.4.2
Test procedure

The test consists of a set-up period and a measurement period. Cell 1 and Cell 2 are both active during the complete test. The beginning of the measurement period shall be aligned with the first PRS positioning subframe of a positioning occasion in the reference cell.

NOTE:
The information on when PRS is muted is conveyed to the UE using PRS muting information in the OTDOA assistance data.

The OTDOA-RequestLocationInformation message and the OTDOA assistance data as defined in clause 9.2.4.4.3 shall be provided to the UE during the set-up period. The last TTI containing the OTDOA-RequestLocationInformation message shall be provided to the UE (T ms before the start of the measurement period, where (T = 150 ms is the maximum processing time of the OTDOA-RequestLocationInformation message and the OTDOA assistance data in the UE.

1.
Ensure that the UE is in state Generic RB Established State 3A-RF according to 3GPP TS 36.508 [18] clause 7.2A.3.

2.
The SS shall send a RESET UE POSITIONING STORED INFORMATION message. 

3.
Set the parameters according to Table 9.2.4.5-1 as appropriate. Propagation conditions are set according to clause 4.7.2.1.

4.
The SS shall transmit an RRCConnectionReconfiguration message with the measurement gap configuration.

5.
The UE shall transmit RRCConnectionReconfigurationComplete message.

5a.
The SS shall transmit an LPP REQUEST CAPABILITIES message.

5b.
The UE shall transmit an LPP PROVIDE CAPABILITIES message indicating the OTDOA capabilities supported by the UE in the OTDOA-ProvideCapabilities IE.

6.
The SS shall send a LPP PROVIDE ASSISTANCE DATA message, including the OTDOA‑ProvideAssistanceData IE. If the UE message at step 5b includes the ackRequested IE set to TRUE, then the SS shall send an acknowledgment in the LPP PROVIDE ASSISTANCE DATA message.

7.
The SS shall send a LPP REQUEST LOCATION INFORMATION message, including the OTDOA‑RequestLocationInformation IE such that the UE receives the message T ms before the start of the measurement period, where T = 150 ms.
8.
The UE shall transmit a LPP PROVIDE LOCATION INFORMATION message, including the OTDOA‑ProvideLocationInformation IE.

9.
If the UE message at step 8 includes the ackRequested IE set to TRUE, the SS shall send a LPP acknowledgement message.

10.
The SS shall check the rstd value for Cell 2 in the OTDOA-SignalMeasurementInformation IE according to Table 9.2.4.5-2. 

11.
Repeat step 2-10 until the confidence level according to Annex D is achieved.

12.
Repeat step 1-11 for each sub-test in Table 9.2.4.5-1 as appropriate.
<< Unchanged content omitted >>
9.2.5.4.2
Test procedure

The test consists of a set-up period and a measurement period. Cell 1 and Cell 2 are both active during the complete test. The beginning of the measurement period shall be aligned with the first PRS positioning subframe of a positioning occasion in the reference cell.

NOTE:
The information on when PRS is muted is conveyed to the UE using PRS muting information in the OTDOA assistance data.

The OTDOA-RequestLocationInformation message and the OTDOA assistance data as defined in clause 9.2.5.4.3 shall be provided to the UE during the set-up period. The last TTI containing the OTDOA-RequestLocationInformation message shall be provided to the UE (T ms before the start of the measurement period, where (T = 150 ms is the maximum processing time of the OTDOA-RequestLocationInformation message and the OTDOA assistance data in the UE.

1.
Ensure that the UE is in state Generic RB Established State 3A-RF according to 3GPP TS 36.508 [18] clause 7.2A.3.

2.
The SS shall send a RESET UE POSITIONING STORED INFORMATION message.

3.
Set the parameters according to Table 9.2.5.5-1 as appropriate. Propagation conditions are set according to clause 4.7.2.1.

4.
The SS shall transmit an RRCConnectionReconfiguration message with the measurement gap configuration.

5.
The UE shall transmit RRCConnectionReconfigurationComplete message.
5a.
The SS shall transmit an LPP REQUEST CAPABILITIES message.

5b.
The UE shall transmit an LPP PROVIDE CAPABILITIES message indicating the OTDOA capabilities supported by the UE in the OTDOA-ProvideCapabilities IE.

6.
The SS shall send a LPP PROVIDE ASSISTANCE DATA message, including the OTDOA‑ProvideAssistanceData IE. If the UE message at step 5b includes the ackRequested IE set to TRUE, then the SS shall send an acknowledgment in the LPP PROVIDE ASSISTANCE DATA message.

7.
The SS shall send a LPP REQUEST LOCATION INFORMATION message, including the OTDOA‑RequestLocationInformation IE such that the UE receives the message T ms before the start of the measurement period, where T = 150 ms.
8.
The UE shall transmit a LPP PROVIDE LOCATION INFORMATION message, including the OTDOA‑ProvideLocationInformation IE.

9.
If the UE message at step 8 includes the ackRequested IE set to TRUE, the SS shall send a LPP acknowledgement message.

10.
The SS shall check the rstd value for Cell 2 in the OTDOA-SignalMeasurementInformation IE according to Table 9.2.5.5-2. 

11.
Repeat step 2-10 until the confidence level according to Annex D is achieved.

12.
Repeat step 1-11 for each sub-test in Table 9.2.5.5-1 as appropriate.
<< Unchanged content omitted >>
9.4.7.1.5
Test requirement

Table 9.4.7.1.5-1 defines the primary level settings including test tolerances for the test.

The RSTD FDD inter-frequency accuracy test shall meet the reported values in Table 9.4.7.1.5-2

Table 9.4.7.1.5-1: Cell Specific Test Parameters for inter frequency RSTD Tests for E-UTRAN FDD

	Parameter
	Unit
	Test1
	Test2

	
	
	Cell1
	Cell2
	Cell1
	Cell2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	Gap offset
	
	9
	N/A
	9
	N/A

	Gap pattern
	
	#0
	N/A
	#0
	N/A

	OCNG Patterns defined in TS 36.521-3 [25] clause D.1
	
	OP.21 FDD
	OP.6 FDD
	OP.21 FDD
	OP.6 FDD

	PRS configuration Index 
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 Note 3
	dB
	-1
	-11
	-1
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	RSRP Note 3
	dBm/15kHz
	-99
	-109
	-99
	-109

	Propagation condition
	
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols (other than those in the PRS subframes).
Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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, Io, RSRP and PRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io values are derived in the case that there is no PBCH, PSS or SSS in the OFDM symbols carrying PRS


Table 9.4.7.1.5-2: RSTD FDD inter-frequency accuracy requirements for the reported values

	
	Test 1

	Lowest reported value 
	[RSTD_6443]

	Highest reported value 
	[RSTD_6485]


The test tolerances are defined in clauses C.1.3 and C4.

For the overall test to pass, the ratio of successful reported values in each sub-test shall be more than 90% with a confidence level of 95%.
<< Unchanged content omitted >>
9.4.9.1.5
Test requirement

Table 9.4.9.1.5-1 defines the primary level settings including test tolerances for the test.

The RSTD TDD inter-frequency accuracy test shall meet the reported values in Table 9.4.9.1.5-2

Table 9.4.9.1.5-1: Cell Specific Test Parameters for inter frequency RSTD Tests for E-UTRAN TDD

	Parameter
	Unit
	Test1
	Test2

	
	
	Cell1
	Cell2
	Cell1
	Cell2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	Gap offset
	
	9
	N/A
	9
	N/A

	Gap pattern
	
	#0
	N/A
	#0
	N/A

	OCNG Patterns defined in TS 36.521-3 [25] clause D.1
	
	OP.11 TDD
	OP.2 TDD
	OP.11 TDD
	OP.2 TDD

	PRS configuration Index 
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	Propagation condition
	
	AWGN

	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols (other than those in the PRS subframes).
Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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, Io, RSRP and PRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io values are derived in the case that there is no PBCH, PSS or SSS in the OFDM symbols carrying PRS


Table 9.4.9.1.5-2: RSTD TDD inter-frequency accuracy requirements for the reported values

	
	Test 1

	Lowest reported value 
	[RSTD_6443]

	Highest reported value 
	[RSTD_6485]


The test tolerances are defined in clauses C.1.3 and C4.

For the overall test to pass, the ratio of successful reported values in each sub-test shall be more than 90% with a confidence level of 95%.
<< Unchanged content omitted >>
9.4.9.2.5
Test requirement

Same as in clause 9.4.9.1.5 but replacing Table 9.4.9.1.5-2 with Table 9.4.9.2.5-1:

Table 9.4.9.2.5-1: RSTD TDD inter-frequency accuracy requirements for the reported values

	
	Test 1
	Test 2

	Lowest reported value 
	[RSTD_6443]
	[RSTD_6428]

	Highest reported value 
	[RSTD_6485]
	[RSTD_6466]


For the overall test to pass, the ratio of successful reported values in each sub-test shall be more than 90% with a confidence level of 95%.
<< Unchanged content omitted >>
9.4.12.1.5
Test requirement

Table 9.4.12.1.5-1 defines the primary level settings including test tolerances for the test.

The RSTD TDD inter-frequency accuracy test shall meet the reported values in Table 9.4.12.1.5-2

Table 9.4.12.1.5-1: Cell Specific Test Parameters for inter frequency RSTD Tests for E-UTRAN TDD

	Parameter
	Unit
	Test1
	Test2

	
	
	Cell1
	Cell2
	Cell1
	Cell2

	E-UTRA RF Channel Number
	
	1
	2
	1
	2

	Gap offset
	
	9
	N/A
	9
	N/A

	Gap pattern
	
	#0
	N/A
	#0
	N/A

	OCNG Patterns defined in TS 36.521-3 [25] clause D.1
	
	OP.11 TDD
	OP.2 TDD
	OP.11 TDD
	OP.2 TDD

	PRS configuration Index 
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	Propagation condition
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	Note 1:
OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols (other than those in the PRS subframes).
Note 2:
Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for 
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, Io, RSRP and PRP levels have been derived from other parameters for information purposes. They are not settable parameters themselves. Io values are derived in the case that there is no PBCH, PSS or SSS in the OFDM symbols carrying PRS


Table 9.4.12.1.5-2: RSTD TDD inter-frequency accuracy requirements for the reported values

	
	Test 1

	Lowest reported value 
	[RSTD_6443]

	Highest reported value 
	[RSTD_6485]


The test tolerances are defined in clauses C.1.3 and C4.

For the overall test to pass, the ratio of successful reported values in each sub-test shall be more than 90% with a confidence level of 95%.
<< Unchanged content omitted >>
10.3.4.2
Test procedure

The RSTD measurements are performed between Cell 2 and Cell 3 to verify that when both the reference cell and neighbouring cell belong to the secondary component carrier the RSTD measurement accuracy can meet the intra-frequency RSTD accuracy requirements defined in section 10.3.3. 
The test consists of a set-up period and a measurement period. All cells are active during the complete test. The beginning of the measurement period shall be aligned with the first PRS positioning subframe of a positioning occasion in the reference cell.

NOTE:
The information on when PRS is muted is conveyed to the UE using PRS muting information in the OTDOA assistance data.

The OTDOA-RequestLocationInformation message and the OTDOA assistance data as defined in clause 10.3.4.3 shall be provided to the UE during the set-up period. The last TTI containing the OTDOA-RequestLocationInformation message shall be provided to the UE (T ms before the start of the measurement period, where (T = 150 ms is the maximum processing time of the OTDOA-RequestLocationInformation message and the OTDOA assistance data in the UE. 

1.
Ensure that the UE is in state Generic RB Established State 3A-RF according to 3GPP TS 36.508 [18] clause 7.2A.3.

2.
Configure Cell 2 and Cell 3 on the SCC according to TS 36.521-3 [25] Annex C.0 and C.1 for all downlink physical channels.

3.
The SS shall configure the SCell (Cell 2) on the SCC as per TS 36.508 [18] clause 5.2A.4.

4.
The SS activates the SCell (Cell 2) by sending the Activation/Deactivation MAC control element according to TS 36.321 [34] clauses 5.13 and 6.1.3.8. Wait for at least 2 seconds as per TS 36.133 [23] clause 8.3.3.2.

5.
The SS shall send a RESET UE POSITIONING STORED INFORMATION message. 

6.
Set the parameters according to Table 10.3.5-1 as appropriate. Propagation conditions are set according to clause 4.7.2.1.

6a.
The SS shall send an LPP REQUEST CAPABILITIES message.

6b.
The UE shall send an LPP PROVIDE CAPABILITIES message indicating the OTDOA capabilities supported by the UE in the OTDOA-ProvideCapabilities IE

7.
The SS shall send a LPP PROVIDE ASSISTANCE DATA message, including the OTDOA‑ProvideAssistanceData IE. If the UE message at step 6b includes the ackRequested IE set to TRUE, then the SS shall send an acknowledgment in the LPP PROVIDE ASSISTANCE DATA message.

8.
The SS shall send a LPP REQUEST LOCATION INFORMATION message, including the OTDOA‑RequestLocationInformation IE such that the UE receives the message T ms before the start of the measurement period, where T = 150 ms.
9.
The UE shall transmit a LPP PROVIDE LOCATION INFORMATION message, including the OTDOA‑ProvideLocationInformation IE.

10.
If the UE message at step 9 includes the ackRequested IE set to TRUE, the SS shall send a LPP acknowledgement message.

11.
The SS shall check the rstd value for Cell 3 in the OTDOA-SignalMeasurementInformation IE according to Table 10.3.5-2. 

12.
Repeat step 5-11 until the confidence level according to Annex D is achieved.
<< Unchanged content omitted >>
10.4.4.2
Test procedure

The RSTD measurements are performed between Cell 2 and Cell 3 to verify that when both the reference cell and neighbouring cell belong to the secondary component carrier the RSTD measurement accuracy can meet the intra-frequency RSTD accuracy requirements defined in section 10.4.3. 
The test consists of a set-up period and a measurement period. All Cells are active during the complete test. The beginning of the measurement period shall be aligned with the first PRS positioning subframe of a positioning occasion in the reference cell.

NOTE:
The information on when PRS is muted is conveyed to the UE using PRS muting information in the OTDOA assistance data.

The OTDOA-RequestLocationInformation message and the OTDOA assistance data as defined in clause 10.4.4.3 shall be provided to the UE during the set-up period. The last TTI containing the OTDOA-RequestLocationInformation message shall be provided to the UE (T ms before the start of the measurement period, where (T = 150 ms is the maximum processing time of the OTDOA-RequestLocationInformation message and the OTDOA assistance data in the UE.

1.
Ensure that the UE is in state Generic RB Established State 3A-RF according to 3GPP TS 36.508 [18] clause 7.2A.3.

2.
Configure Cell 2 and Cell 3 on the SCC according to TS 36.521-3 [25] Annex C.0 and C.1 for all downlink physical channels.

3.
The SS shall configure the SCell (Cell 2) on the SCC as per TS 36.508 [18] clause 5.2A.

4.
The SS activates the SCell (Cell 2) by sending the Activation/Deactivation MAC control element according to TS 36.321 [34] clauses 5.13 and 6.1.3.8. Wait for at least 2 seconds as per TS 36.133 [23] clause 8.3.3.2.

5.
The SS shall send a RESET UE POSITIONING STORED INFORMATION message. 

6.
Set the parameters according to Table 10.4.5-1 as appropriate. Propagation conditions are set according to clause 4.7.2.1.

6a.
The SS shall send an LPP REQUEST CAPABILITIES message.

6b.
The UE shall send an LPP PROVIDE CAPABILITIES message indicating the OTDOA capabilities supported by the UE in the OTDOA-ProvideCapabilities IE.

7.
The SS shall send a LPP PROVIDE ASSISTANCE DATA message, including the OTDOA‑ProvideAssistanceData IE. If the UE message at step 6b includes the ackRequested IE set to TRUE, then the SS shall send an acknowledgment in the LPP PROVIDE ASSISTANCE DATA message.

8.
The SS shall send a LPP REQUEST LOCATION INFORMATION message, including the OTDOA‑RequestLocationInformation IE such that the UE receives the message T ms before the start of the measurement period, where T = 150 ms.
9.
The UE shall transmit a LPP PROVIDE LOCATION INFORMATION message, including the OTDOA‑ProvideLocationInformation IE.

10.
If the UE message at step 9 includes the ackRequested IE set to TRUE, the SS shall send a LPP acknowledgement message.

11.
The SS shall check the rstd value for Cell 3 in the OTDOA-SignalMeasurementInformation IE according to Table 10.4.5-2. 

12.
Repeat step 5-11 until the confidence level according to Annex D is achieved.
<< Unchanged content omitted >>
10.7.4.2
Test procedure

The RSTD measurements are performed:

-
between Cell 4 and Cell 3 to verify the accuracy of RSTD measurement when the reference cell and neighbouring cell belong to the same secondary component carrier can meet the intra-frequency RSTD accuracy requirements defined in section 10.7.3. 

-
between Cell 1 and Cell 3 to verify the accuracy of RSTD measurement between the PCell and an SCell can meet the inter-frequency RSTD accuracy requirements defined in section 10.7.3. 

-
between Cell 2 and Cell 3 to verify the accuracy of RSTD measurement between two SCells can meet the inter-frequency RSTD accuracy requirements defined in section 10.7.3. 

The test consists of a set-up period and a measurement period. All cells are active during the complete test. The beginning of the measurement period shall be aligned with the first PRS positioning subframe of a positioning occasion in the reference cell.

NOTE:
The information on when PRS is muted is conveyed to the UE using PRS muting information in the OTDOA assistance data.

The OTDOA-RequestLocationInformation message and the OTDOA assistance data as defined in clause 10.7.4.3 shall be provided to the UE during the set-up period. The last TTI containing the OTDOA-RequestLocationInformation message shall be provided to the UE (T ms before the start of the measurement period, where (T = 150 ms is the maximum processing time of the OTDOA-RequestLocationInformation message and the OTDOA assistance data in the UE. 

1.
Ensure that the UE is in state Generic RB Established State 3A-RF according to 3GPP TS 36.508 [18] clause 7.2A.3.

2.
Configure Cell 2 on SCC1 and Cell 3 and Cell 4 on SCC2 according to TS 36.521-3 [25] Annex C.0 and C.1 for all downlink physical channels.

3.
The SS shall configure the SCells (Cell 2 and Cell 3) on the SCCs as per TS 36.508 [18] clause 5.2A.4.

4.
The SS activates the SCells (Cell 2 and Cell 3) by sending the Activation/Deactivation MAC control element according to TS 36.321 [34] clauses 5.13 and 6.1.3.8. Wait for at least 2 seconds as per TS 36.133 [23] clause 8.3.3.2.

5.
The SS shall send a RESET UE POSITIONING STORED INFORMATION message. 

6.
Set the parameters according to Table 10.7.5-1 as appropriate. Propagation conditions are set according to clause 4.7.2.1.

6a.
The SS shall send an LPP REQUEST CAPABILITIES message.

6b.
The UE shall send an LPP PROVIDE CAPABILITIES message indicating the OTDOA capabilities supported by the UE in the OTDOA-ProvideCapabilities IE

7.
The SS shall send a LPP PROVIDE ASSISTANCE DATA message, including the OTDOA‑ProvideAssistanceData IE. The position of Cell 1 in the OTDOA-NeighbourCellInfoList and the position of Cell 2 are randomly selected in the relevant sequence and the position of Cell 4 is randomly selected in the relevant sequence as described in 3GPP TS 37.571-5 [20], clause 7.3.2. If the UE message at step 6b includes the ackRequested IE set to TRUE, then the SS shall send an acknowledgment in the LPP PROVIDE ASSISTANCE DATA message.

8.
The SS shall send a LPP REQUEST LOCATION INFORMATION message, including the OTDOA‑RequestLocationInformation IE such that the UE receives the message T ms before the start of the measurement period, where T = 150 ms.
9.
The UE shall transmit a LPP PROVIDE LOCATION INFORMATION message, including the OTDOA‑ProvideLocationInformation IE.

10.
If the UE message at step 9 includes the ackRequested IE set to TRUE, the SS shall send a LPP acknowledgement message.

11.
The SS shall check the rstd values for Cell 1, Cell 2 and Cell 4 in the OTDOA-SignalMeasurementInformation IE according to Table 10.7.5-2. 

12.
Repeat step 5-11 until the confidence level according to Annex D is achieved. For each iteration, at step 7 change the random positions of Cell 1 and Cell 2 and Cell 4 in the relevant sequence in the OTDOA-NeighbourCellInfoList.
13. Repeat complete test for the other channel bandwidth(s) supported by the UE (if any).
<< Unchanged content omitted >>
10.8.4.2
Test procedure

The RSTD measurements are performed:

-
between Cell 4 and Cell 3 to verify the accuracy of RSTD measurement when the reference cell and neighbouring cell belong to the same secondary component carrier can meet the intra-frequency RSTD accuracy requirements defined in section 10.8.3. 

-
between Cell 1 and Cell 3 to verify the accuracy of RSTD measurement between the PCell and an SCell can meet the inter-frequency RSTD accuracy requirements defined in section 10.8.3. 

-
between Cell 2 and Cell 3 to verify the accuracy of RSTD measurement between two SCells can meet the inter-frequency RSTD accuracy requirements defined in section 10.8.3. 

The test consists of a set-up period and a measurement period. All cells are active during the complete test. The beginning of the measurement period shall be aligned with the first PRS positioning subframe of a positioning occasion in the reference cell.

NOTE:
The information on when PRS is muted is conveyed to the UE using PRS muting information in the OTDOA assistance data.

The OTDOA-RequestLocationInformation message and the OTDOA assistance data as defined in clause 10.8.4.3 shall be provided to the UE during the set-up period. The last TTI containing the OTDOA-RequestLocationInformation message shall be provided to the UE (T ms before the start of the measurement period, where (T = 150 ms is the maximum processing time of the OTDOA-RequestLocationInformation message and the OTDOA assistance data in the UE. 

1.
Ensure that the UE is in state Generic RB Established State 3A-RF according to 3GPP TS 36.508 [18] clause 7.2A.3.

2.
Configure Cell 2 on SCC1 and Cell 3 and Cell 4 on SCC2 according to TS 36.521-3 [25] Annex C.0 and C.1 for all downlink physical channels.

3.
The SS shall configure the SCells (Cell 2 and Cell 3) on the SCCs as per TS 36.508 [18] clause 5.2A.4.

4.
The SS activates the SCells (Cell 2 and Cell 3) by sending the Activation/Deactivation MAC control element according to TS 36.321 [34] clauses 5.13 and 6.1.3.8. Wait for at least 2 seconds as per TS 36.133 [23] clause 8.3.3.2.

5.
The SS shall send a RESET UE POSITIONING STORED INFORMATION message.

6.
Set the parameters according to Table 10.8.5-1 as appropriate. Propagation conditions are set according to clause 4.7.2.1.

6a.
The SS shall send an LPP REQUEST CAPABILITIES message.

6b.
The UE shall send an LPP PROVIDE CAPABILITIES message indicating the OTDOA capabilities supported by the UE in the OTDOA-ProvideCapabilities IE

7.
The SS shall send a LPP PROVIDE ASSISTANCE DATA message, including the OTDOA‑ProvideAssistanceData IE. The position of Cell 1 in the OTDOA-NeighbourCellInfoList and the position of Cell 2 are randomly selected in the relevant sequence and the position of Cell 4 is randomly selected in the relevant sequence as described in 3GPP TS 37.571-5 [20], clause 7.3.2. If the UE message at step 6b includes the ackRequested IE set to TRUE, then the SS shall send an acknowledgment in the LPP PROVIDE ASSISTANCE DATA message.

8.
The SS shall send a LPP REQUEST LOCATION INFORMATION message, including the OTDOA‑RequestLocationInformation IE such that the UE receives the message T ms before the start of the measurement period, where T = 150 ms.
9.
The UE shall transmit a LPP PROVIDE LOCATION INFORMATION message, including the OTDOA‑ProvideLocationInformation IE.

10.
If the UE message at step 9 includes the ackRequested IE set to TRUE, the SS shall send a LPP acknowledgement message.

11.
The SS shall check the rstd values for Cell 1, Cell 2 and Cell 4 in the OTDOA-SignalMeasurementInformation IE according to Table 10.8.5-2. 

12.
Repeat step 5-11 until the confidence level according to Annex D is achieved. For each iteration, at step 7 change the random positions of Cell 1 and Cell 2 and Cell 4 in the relevant sequence in the OTDOA-NeighbourCellInfoList.
13. Repeat complete test for the other channel bandwidth(s) supported by the UE (if any).
<< Unchanged content omitted >>
<< End of changes >>
