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4
Recommended Test Case Applicability

The applicability of each individual test is identified in Table 4-1 (MCPTT Client) and Table 4-2 (MCPTT Server). This is just a recommendation based on the purpose for which the test case was written.

The applicability of every test is formally expressed by the use of Boolean expression that are based on parameters (ICS) included in annex A of the present document.

Additional information related to the Test Case (TC), e.g. affecting its dynamic behaviour or its execution may be provided as well

The columns in Table 4-1 and Table 4-2 have the following meaning:

Clause

The clause column indicates the clause number in TS 36.579-2 [3] or TS 36.579-3 [4] respectively which contains the test body.

Title

The title column describes the name of the test and contains the clause title of the clause in TS 36.579-2 [3] or TS 36.579-3 [4] respectively which contains the test body.

Release

The release column indicates the earliest release from which the test case is applicable. In some specific cases it may indicate the release(s) for which the TC is only applicable.

Note:
Some exceptions to this interpretation may be indicated in Notes in column 'Number of TC Executions' e.g. see Note 3 Table 4-1b.

Applicability - Condition

The following notations are used for the applicability column:

R
recommended - the test case is recommended

O
optional – the test case is optional

N/A
not applicable - in the given context, the test case is not recommended.

Ci
conditional - the test is recommended ("R") or not ("N/A") depending on the support of other items. "i" is an integer identifying a unique conditional status expression which is defined immediately following the table. For nested conditional expressions, the syntax "IF ... THEN (IF ... THEN ... ELSE...) ELSE ..." is used to avoid ambiguities.

NOTE:
The conditions are defined in Table 4-1a (MCPTT Client) and Table 4-2a (MCPTT Server) respectively. To avoid ambiguity for the MCPTT Server testing conditions the notation of CCi is used.
Applicability - Comments


This column contains a verbal description of the condition.

Additional Information - Specific ICS


This column contains the mnemonics of ICS(s) affecting the dynamic behaviour of the TC.

NOTE:
ICS items specified in other test specifications can be referred, to avoid redundant definitions.

Additional Information - Specific IXIT


This column contains the mnemonics of IXIT(s) affecting the dynamic behaviour of the TC. IXITs are defined in TS 36.579-5 [6] 

Additional Information - Number of TC Executions


This column contains, wherever applicable, the recommended for certification purposes number of TC executions. It may contain also other information e.g. exceptions to the release applicable to the test. Clarifying notes are listed in Table 4-1b (MCPTT Client) and Table 4-2b (MCPTT Server) respectively.

Table 4-1: Applicability of MCPTT Client tests and additional information for testing

[Text skipped here]
Table 4-2a: Applicability of tests Conditions MCPTT Server

	CC01
IF A.4.1-1/2 THEN R ELSE N/A


Table 4-4: Applicability of MCData Client tests and additional information for testing

	Clause
	TC Title
	Release
	Applicability
	
	Additional Information
	
	

	
	
	
	Condition
	Comment
	Specific ICS
	Specific IXIT
	Number of TC Executions

	6
	On-Network Test Scenarios
	
	
	
	
	
	

	6.1
	Short Data Service
	
	
	
	
	
	

	6.1.1
	MCData / On-network / Short Data Service (SDS) / Standalone SDS Using Signalling Control Plane / One-to-one Standalone SDS / Client Originated (CO)
	Rel-14
	CV01
	IUT is MCData Client
	
	
	

	6.1.2
	MCData / On-network / Short Data Service (SDS) / Standalone SDS Using Signalling Control Plane / One-to-one Standalone SDS / Client Terminated (CT)
	Rel-14
	CV01
	IUT is MCData Client
	
	
	

	6.1.3
	MCData / On-network / Short Data Service (SDS) / Standalone SDS Using Signalling Control Plane / Group Standalone SDS / Client Originated (CO)
	Rel-14
	CV01
	IUT is MCData Client
	
	
	

	6.1.4
	MCData / On-network / Short Data Service (SDS) / Standalone SDS Using Signalling Control Plane / Group Standalone SDS / Client Terminated (CT)
	Rel-14
	CV01
	IUT is MCData Client
	
	
	

	6.1.5
	MCData / On-network / Short Data Service (SDS) / Standalone SDS Using Media Plane / One-to-one Standalone SDS / Client Originated (CO)
	Rel-14
	CV01
	IUT is MCData Client
	
	
	

	6.1.6
	MCData / On-network / Short Data Service (SDS) / Standalone SDS Using Media Plane / One-to-one Standalone SDS / Client Terminated (CT)
	Rel-14
	CV01
	IUT is MCData Client
	
	
	

	6.1.7
	MCData / On-network / Short Data Service (SDS) / Standalone SDS Using Media Plane / Group Standalone SDS / Client Originated (CO)
	Rel-14
	CV01
	IUT is MCData Client
	
	
	

	6.1.8
	MCData / On-network / Short Data Service (SDS) / Standalone SDS Using Media Plane / Group Standalone SDS / Client Terminated (CT)
	Rel-14
	CV01
	IUT is MCData Client
	
	
	

	6.1.9
	MCData / On-network / Short Data Service (SDS) / SDS Session / One-to-one SDS Session / Client Originated (CO)
	Rel-14
	CV01
	IUT is MCData Client
	
	
	

	6.1.10
	MCData / On-network / Short Data Service (SDS) / SDS Session / One-to-one SDS Session / Client Terminated (CT)
	Rel-14
	CV01
	IUT is MCData Client
	
	
	

	6.1.11
	MCData / On-network / Short Data Service (SDS) / SDS Session / Group SDS Session / Client Originated (CO)
	Rel-14
	CV01
	IUT is MCData Client
	
	
	

	6.1.12
	MCData / On-network / Short Data Service (SDS) / SDS Session / Group SDS Session / Client Terminated (CT)
	Rel-14
	CV01
	IUT is MCData Client
	
	
	


Table 4-4a: Applicability of tests Conditions MCData Client
	CD01
IF A.4.1-1/4 THEN R ELSE N/A


Annex A (normative): ICS proforma for Mission Critical Services over LTE Client/Server
Notwithstanding the provisions of the copyright clause related to the text of the present document, The Organizational Partners of 3GPP grant that users of the present document may freely reproduce the ICS proforma in this annex so that it can be used for its intended purposes and may further publish the completed ICS.

