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<<< START OF CHANGES >>> 

4.3.1.2.3.5.6
CA_n261G

Table 4.3.1.2.3.5.6-1: NR Intra-Band contiguous CA configuration CA_n261G (PCC=CC1 and SCC=CC2), SCS=60 kHz, nominal channel spacing

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	50+100
	Channel spacing CC1-CC2=73.68 MHz (Note 1)

	
	CC1
	50
	60
	66
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.5 for bandwidth=50 MHz and SCS=60 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	100
	60
	132
	Downlink
	Low
	27609.9
	2072664
	27562.38
	2071872
	0
	120
	-
	2072112
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	27996.48
	2079107
	27875.52
	2077091
	102
	
	-
	2078555
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28393.92
	2085731
	27983.52
	2078891
	504
	
	-
	2085179
	-
	-
	-
	-

	100+50
	Channel spacing CC1-CC2=73.68 MHz (Note 1)

	
	CC1
	100
	60
	132
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.5 for bandwidth=100 MHz and SCS=60 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	50
	60
	66
	Downlink
	Low
	27633.66
	2073060
	27609.9
	2072664
	0
	120
	-
	2072904
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	27997.2
	2079119
	27900
	2077499
	102
	
	-
	2078963
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28365.84
	2085263
	27979.2
	2078819
	504
	
	-
	2085107
	-
	-
	-
	-

	100+100
	Channel spacing CC1-CC2=99.96 MHz (Note 1)

	
	CC1
	100
	60
	132
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.5 for bandwidth=100 MHz and SCS=60 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	100
	60
	132
	Downlink
	Low
	27659.94
	2073498
	27612.42
	2072706
	0
	120
	-
	2072946
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28023.48
	2079557
	27902.52
	2077541
	102
	 
	-
	2079005
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28392.12
	2085701
	27981.72
	2078861
	504
	 
	-
	2085149
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.5.6-2: NR Intra-Band contiguous CA configuration CA_n261G (PCC=CC1 and SCC=CC2), SCS=120 kHz, nominal channel spacing

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	
	

	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	50+100
	Channel spacing CC1-CC2=74.4 MHz (Note 1)

	
	CC1
	50
	120
	32
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.5 for bandwidth=50 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	100
	120
	66
	Downlink
	Low
	27609.24
	2072653
	27561.72
	2071861
	0
	120
	-
	2072101
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	27996.48
	2079107
	27802.08
	2075867
	102
	
	-
	2078555
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28393.92
	2085731
	27620.64
	2072843
	504
	
	-
	2085179
	-
	-
	-
	-

	100+50
	Channel spacing CC1-CC2=74.4 MHz (Note 1)

	
	CC1
	100
	120
	66
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.5 for bandwidth=100 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	50
	120
	32
	Downlink
	Low
	27633.72
	2073061
	27610.68
	2072677
	0
	120
	-
	2072917
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	27997.92
	2079131
	27828
	2076299
	102
	
	-
	2078987
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28366.56
	2085275
	27617.76
	2072795
	504
	
	-
	2085131
	-
	-
	-
	-

	100+100
	Channel spacing CC1-CC2=99.96 MHz (Note 1)

	
	CC1
	100
	120
	66
	Downlink
	Low
	Same values as for Low, Mid, High range in clause 4.3.1.2.1.5 for bandwidth=100 MHz and SCS=120 kHz.

	
	
	
	
	
	&
	Mid
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	Uplink
	Low
	
	
	
	
	
	
	
	
	
	
	
	

	
	CC2
	100
	120
	66
	Downlink
	Low
	27659.28
	2073487
	27611.76
	2072695
	0
	120
	-
	2072935
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28023.48
	2079557
	27829.08
	2076317
	102
	
	-
	2079005
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28392.12
	2085701
	27618.84
	2072813
	504
	
	-
	2085149
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


4.3.1.2.3.5.7
CA_n261H

Table 4.3.1.2.3.5.7-1: NR Intra-Band contiguous CA configuration CA_n261H (PCC=CC1 and SCC=CC2, CC3), SCS=60 kHz, nominal channel spacing

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	

	

	

	
	

	


	
	

	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	50+100

+100
	CC1

CC2
	50

100
	60
	66

132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.6-1 for CBW combination 50+100, CC1, CC2 and SCS=60 kHz.

	
	Channel spacing CC2-CC3=99.96 MHz (Note 1)

	
	CC3
	100
	60
	132
	Downlink
	Low
	27709.86
	2074330
	27662.34
	2073538
	0
	120
	-
	2073778
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28096.44
	2080773
	27975.48
	2078757
	102
	
	-
	2080221
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28493.88
	2087397
	28083.48
	2080557
	504
	
	-
	2086845
	-
	-
	-
	-

	100+100

+50
	CC1

CC2
	100

100
	60
	132

132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.6-1 for CBW combination 100+100, CC1, CC2 and SCS=60 kHz.

	
	Channel spacing CC2-CC3=73.68 MHz (Note 1)

	
	CC3
	50
	60
	66
	Downlink
	Low
	27733.62
	2074726
	27709.86
	2074330
	0
	120
	-
	2074570
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28097.16
	2080785
	27999.96
	2079165
	102
	
	-
	2080629
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28465.8
	2086929
	28079.16
	2080485
	504
	
	-
	2086773
	-
	-
	-
	-

	100+100

+100
	CC1

CC2
	100

100
	60
	132

132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.6-1 for CBW combination 100+100, CC1, CC2 and SCS=60 kHz.

	
	Channel spacing CC2-CC3=99.96 MHz (Note 1)

	
	CC3
	100
	60
	132
	Downlink
	Low
	27759.9
	2075164
	27712.38
	2074372
	0
	120
	-
	2074612
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28123.44
	2081223
	28002.48
	2079207
	102
	
	-
	2080671
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28492.08
	2087367
	28081.68
	2080527
	504
	
	-
	2086815
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.5.7-2: NR Intra-Band contiguous CA configuration CA_n261H (PCC=CC1 and SCC=CC2, CC3), SCS=120 kHz, nominal channel spacing

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image4.wmf]SSB
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	

	

	

	
	

	


	
	

	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	50+100

+100
	CC1

CC2
	50

100
	120
	32

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.6-2 for CBW combination 50+100, CC1, CC2 and SCS=120 kHz.

	
	Channel spacing CC2-CC3=99.96 MHz (Note 1)

	
	CC3
	100
	120
	66
	Downlink
	Low
	27709.2
	2074319
	27661.68
	2073527
	0
	120
	-
	2073767
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28096.44
	2080773
	27902.04
	2077533
	102
	
	-
	2080221
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28493.88
	2087397
	27720.6
	2074509
	504
	
	-
	2086845
	-
	-
	-
	-

	100+100

+50
	CC1

CC2
	100

100
	120
	66

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.6-2 for CBW combination 100+100, CC1, CC2 and SCS=120 kHz.

	
	Channel spacing CC2-CC3=74.4 MHz (Note 1)

	
	CC3
	50
	120
	32
	Downlink
	Low
	27733.68
	2074727
	27710.64
	2074343
	0
	120
	-
	2074583
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28097.88
	2080797
	27927.96
	2077965
	102
	
	-
	2080653
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28466.52
	2086941
	27717.72
	2074461
	504
	
	-
	2086797
	-
	-
	-
	-

	100+100

+100
	CC1

CC2
	100

100
	120
	66

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.6-2 for CBW combination 100+100, CC1, CC2 and SCS=120 kHz.

	
	Channel spacing CC2-CC3=99.96 MHz (Note 1)

	
	CC3
	100
	120
	66
	Downlink
	Low
	27759.24
	2075153
	27711.72
	2074361
	0
	120
	-
	2074601
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28123.44
	2081223
	27929.04
	2077983
	102
	
	-
	2080671
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28492.08
	2087367
	27718.8
	2074479
	504
	
	-
	2086815
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


4.3.1.2.3.5.8
CA_n261I

Table 4.3.1.2.3.5.8-1: NR Intra-Band contiguous CA configuration CA_n261I (PCC=CC1, SCC=CC2, CC3, CC4), SCS=60 kHz, nominal channel spacing

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image5.wmf]SSB
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	

	


	


	
	


	


	
	

	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	50+100

+100+100
	CC1

CC2

CC3
	50

100

100
	60
	66

132

132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.7-1 for CBW combination 50+100+100, CC1, CC2, CC3 and SCS=60 kHz.

	
	Channel spacing CC3-CC4=99.96 MHz (Note 1)

	
	CC4
	100
	60
	132
	Downlink
	Low
	27809.82
	2075996
	27762.3
	2075204
	0
	120
	-
	2075444
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28196.4
	2082439
	28075.44
	2080423
	102
	
	-
	2081887
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28593.84
	2089063
	28183.44
	2082223
	504
	
	-
	2088511
	-
	-
	-
	-

	100+100

+100+50
	CC1

CC2

CC3
	100

100

100
	60
	132

132

132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.7-1 for CBW combination 100+100+100, CC1, CC2, CC3 and SCS=60 kHz.

	
	Channel spacing CC3-CC4=73.68 MHz (Note 1)

	
	CC4
	50
	60
	66
	Downlink
	Low
	27833.58
	2076392
	27809.82
	2075996
	0
	120
	-
	2076236
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28197.12
	2082451
	28099.92
	2080831
	102
	
	-
	2082295
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28565.76
	2088595
	28179.12
	2082151
	504
	
	-
	2088439
	-
	-
	-
	-

	100+100

+100+100
	CC1

CC2

CC3
	100

100

100
	60
	132

132

132
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.7-1 for CBW combination 100+100+100, CC1, CC2, CC3 and SCS=60 kHz.

	
	Channel spacing CC3-CC4=99.96 MHz (Note 1)

	
	CC4
	100
	60
	132
	Downlink
	Low
	27859.86
	2076830
	27812.34
	2076038
	0
	120
	-
	2076278
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28223.4
	2082889
	28102.44
	2080873
	102
	
	-
	2082337
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28592.04
	2089033
	28181.64
	2082193
	504
	
	-
	2088481
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.


Table 4.3.1.2.3.5.8-2: NR Intra-Band contiguous CA configuration CA_n261I (PCC=CC1, SCC=CC2, CC3,CC4), SCS=120 kHz, nominal channel spacing

	CBW combination
	CC
	CBW

[MHz]
	SCS

[kHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]

Note 2
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [Carrier PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]
	
[image: image6.wmf]SSB
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	CORESET#0 Offset

[RBs]

Note 1
	CORESET#0 Index

Note 1
	offsetToPointA
(SIB1)

[PRBs]

Note 1

	

	


	


	
	


	


	
	

	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	50+100

+100+100
	CC1

CC2

CC3
	50

100

100
	120
	32

66

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.7-2 for CBW combination 50+100+100, CC1, CC2, CC3 and SCS=120 kHz.

	
	Channel spacing CC3-CC4=99.96 MHz (Note 1)

	
	CC4
	100
	120
	66
	Downlink
	Low
	27809.16
	2075985
	27761.64
	2075193
	0
	120
	-
	2075433
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28196.4
	2082439
	28002
	2079199
	102
	
	-
	2081887
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28593.84
	2089063
	27820.56
	2076175
	504
	
	-
	2088511
	-
	-
	-
	-

	100+100

+100+50
	CC1

CC2

CC3
	100

100

100
	120
	66

66

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.7-2 for CBW combination 100+100+100, CC1, CC2, CC3 and SCS=120 kHz.

	
	Channel spacing CC3-CC4=74.4 MHz (Note 1)

	
	CC4
	50
	120
	32
	Downlink
	Low
	27833.64
	2076393
	27810.6
	2076009
	0
	120
	-
	2076249
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28197.84
	2082463
	28027.92
	2079631
	102
	
	-
	2082319
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28566.48
	2088607
	27817.68
	2076127
	504
	
	-
	2088463
	-
	-
	-
	-

	100+100

+100+100
	CC1

CC2

CC3
	100

100

100
	120
	66

66

66
	Downlink

&

Uplink
	Low, Mid, High
	Same values as for Low, Mid, High range in Table 4.3.1.2.3.5.7-2 for CBW combination 100+100+100, CC1, CC2, CC3 and SCS=120 kHz.

	
	Channel spacing CC3-CC4=99.96 MHz (Note 1)

	
	CC4
	100
	120
	66
	Downlink
	Low
	27859.2
	2076819
	27811.68
	2076027
	0
	120
	-
	2076267
	-
	-
	-
	-

	
	
	
	
	
	&
	Mid
	28223.4
	2082889
	28029
	2079649
	102
	
	-
	2082337
	-
	-
	-
	-

	
	
	
	
	
	Uplink
	High
	28592.04
	2089033
	27818.76
	2076145
	504
	
	-
	2088481
	-
	-
	-
	-

	Note 1:
Corresponds to nominal channel spacing in accordance with TS 38.101-2 [8], clause 5.4A.1 for the channel bandwidths of the two respective NR component carriers.
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