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	Reason for change:
	To add default configuration of ReportConfigInterRAT for LTE CGI measurement

	
	

	Summary of change:
	Default configuration of ReportConfigInterRAT for LTE CGI measurement is added
Default configuration for EUTRA PCI is also added since it is still FFS in 38.508-1

	
	

	Consequences if not approved:
	This is no default configuration of ReportConfigInterRAT for LTE CGI measurement in spec.
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<Start of modified section 1>

–
ReportConfigInterRAT
Table 4.6.3-141: ReportConfigInterRAT (EUTRA-Thres, NR-Thres)

	Derivation Path: TS 38.331 [6], clause 6.3.2

	Information Element
	Value/remark
	Comment
	Condition

	ReportConfigInterRAT ::= SEQUENCE {
	
	
	

	  reportType CHOICE {
	
	
	

	    eventTriggered SEQUENCE {
	
	
	

	      eventId CHOICE {
	
	
	

	        eventB1 SEQUENCE {
	
	
	EVENT_B1

	          b1-ThresholdEUTRA CHOICE {
	
	
	

	            rsrp
	EUTRA-Thres
	INTEGER (0..97)
	

	          }
	
	
	

	          reportOnLeave
	FALSE
	
	

	          Hysteresis
	0 (0 dB)
	The actual value is field value * 0.5 dB
	

	          timeToTrigger
	ms0
	
	

	        }
	
	
	

	        eventB2 SEQUENCE {
	
	
	EVENT_B2

	          b2-Threshold1 CHOICE {
	
	
	

	            rsrp
	NR-Thres
	INTEGER(0..127)
	

	          }
	
	
	

	          b2-Threshold2EUTRA CHOICE {
	
	
	

	            rsrp
	EUTRA-Thres
	INTEGER (0..97)
	

	          }
	
	
	

	          reportOnLeave
	FALSE
	
	

	          Hysteresis
	3 (1.5dB)
	The actual value is field value * 0.5 dB
	

	          timeToTrigger
	ms1024
	
	

	        }
	
	
	

	      }
	
	
	

	      rsType
	ssb
	
	

	      reportInterval
	ms120
	
	

	      reportAmount 
	r2
	
	

	      reportQuantity SEQUENCE {
	
	
	

	        rsrp
	TRUE
	
	

	      }
	
	
	

	      maxReportCells
	8
	
	

	    }
	
	
	

	    reportCGI SEQUENCE {
	
	
	CGI

	      cellForWhichToReportCGI
	EUTRA-PhysCellId
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	EVENT_B1
	Configuration of Event B1

	EVENT_B2
	Configuration of Event B2

	CGI
	Configuration of CGI measurement


<End of modified section 1>

<Start of modified section 2>

–
EUTRA-PhysCellId
Table 4.6.5-5: EUTRA-PhysCellId
	Derivation Path: TS 38.331 [6], clause 6.3.4

	Information Element
	Value/remark
	Comment
	Condition

	EUTRA-PhysCellId
	Set according to TS 36.508 [2] Table 4.4.2-1A for E-UTRA cell
	
	


<End of modified section 2>
