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<< Start of changes >>

6.5B.3.3.1
General spurious emissions for Inter-band EN-DC within FR1

6.5B.3.3.1.1
Test purpose

Same test purpose as in clause 6.5B.3.1.1.1.

6.5B.3.3.1.2
Test applicability

This test case applies to all types of NR UE release 15 and forward supporting inter-band EN-DC.

6.5B.3.3.1.3
Minimum conformance requirements

The general spurious emissions requirements specified in subclause 6.6.3.1 of TS 36.101 [4], subclause 6.5.3.1 of TS 38.101-1 [2] and TS 38.101-2 [3] apply for each component carrier. For the case of inter-band EN-DC with a single carrier per cell group, the general spurious emissions requirements also apply with both downlink carrier and both both uplink carriers active.  Limits on configured maximum output power for the uplink according to subclause 6.2B.4 apply.

NOTE:
The general spurious emission requirements with both uplink carriers active are allowed to be verified for only a single inter-band EN-DC configuration per NR band.  Furthermore, the requirements are allowed to be verified by measuring spurious emissions at the specific frequencies where second and third order intermodulation products generated by the two transmitted carriers can occur.
The normative reference for this requirement is TS 38.101-3 [1] clause 6.5B.3.3.1.  
Exception requirements applicable for both NR or LTE, therefore LTE anchor agnostic approach is not applied 
6.5B.3.3.1.4
Test description

6.5B.3.3.1.4.1
Initial condition

Same initial conditions as in clause 6.5B.3.1.2.4.1 


	

	
	

	
	

	
	


	
	

	

	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	
	
	
	

	




6.5B.3.3.1.4.2

Test procedure

Same test procedure as in clause 6.5B.3.1.2.4.2 with the following exceptions in step 5:
-
Instead of Table 6.5B.3.1.2.3.1-1  ‑‑>  use Table 6.5B.3.1.1.5-1.
6.5B.3.3.1.4.3

Message Contents

Message contents are according to TS 38.508-1 [5] clause 4.6. 
6.5B.3.3.1.5
Test Requirement 

Same test requirement as in clause 6.5B.3.1.1.5.
<< End of changes >>
