Page 1



3GPP TSG-RAN5 Meeting #85
R5-199546
Reno, Nevada, November 18th – 22nd 2019
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.521-3
	CR
	0498
	rev
	1
	Current version:
	16.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Corrections to DC Config and dual UL interferer

	
	

	Source to WG:
	Samsung

	Source to TSG:
	R5

	
	

	Work item code:
	 5GS_NR_LTE-UEConTest
	
	Date:
	2019-11-01

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	In clause 7.3B.2.0.3.5, need to correct dual uplink operation for EN-DC in NR FR1 bands Tables references.

In Annex I, the content is based on the text proposal agreement (R4-171443) reference to 7.3.2.1.5 that no longer exist and content that have changed since the introduction of Annex I for dual uplink interferer. 
A similar CR was endorsed at RAN4#92bis meeting in R4-1911399. 

	
	

	Summary of change:
	In clause 7.3B.2.0.3.5, correction made to not reference Table that does not exist and changed them to reference Table 7.3B.2.0.3.5.1-1, Table 7.3B.2.0.3.5.2-0 and Table 7.3B.2.0.3.5.2-1. Also, made correction from clause 7.3.2.1 to clause 7.3.2 because 7.3.2.1 in TS 38.101-1 no longer exist.

In Annex I, correction made to align with content in clauses 5.5B and 7.3B.2.3.5 that states that EN-DC [or NE-DC] configurations for which the intermodulation products caused by dual uplink operation do not interfere with its own primary downlink channel bandwidth as define din Annex I the UE is mandated to operate in dual and triple uplink  mode. Included correct Table references from 5.5B and 7.3B.2.0.3.5, such as Table 5.5B.2-1, Table 5.5B.3-1, 5.5B.4-1, Table 7.3B.2.0.3.5.1-1, Table 7.3B.2.0.3.5.2-0 and Table 7.3B.2.0.3.5.2-1 for EN-DC configurat5ions in NR FR1 and Table 5.5B.4a.1-1 for NE-DC configurations in NR FR1.  Clarified text to be in alignment with clauses 5.5B and 7.3B.2.5 about interferes “with its” own downlink. 

	
	

	Consequences if not approved:
	The Tables references and conditions will remain incorrect in 7.3B.2.0.3.5 and Annex I.

	
	

	Clauses affected:
	7.3B.2.0.3.5, Annex M

	
	

	
	Y
	N
	
	

	Other specs
	
	
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	Revision 1: The RAN4#93 contribution is R4-1913375.


{Start of changes}
7.3B.2.0.3.5
MSD for intermodulation interference due to dual uplink operation for EN-DC in NR FR1

For EN-DC configurations in NR FR1 the UE may indicate capability of not supporting simultaneous dual uplink operation due to possible intermodulation interference overlapping in frequency to its own primary downlink channel bandwidth if

-
the intermodulation order is 2;

-
the intermodulation order is 3 when both operating bands are between 450 MHz – 960 MHz or between 1427 MHz – 2690 MHz 

In the case for EN-DC configurations in NR FR1 for which the intermodulation products caused by dual uplink operation do not interfere with its own primary downlink channel bandwidth as defined in Annex M the UE is mandated to operate in dual and triple uplink mode.

For EN-DC configurations in NR FR1 with uplink and downlink assigned to E-UTRA and NR FR1 bands given in Table 7.3B.2.0.3.5.1-1, Table 7.3B.2.0.3.5.2-0 and Table 7.3B.2.0.3.5.2-1 the reference sensitivity is defined only for the specific uplink and downlink test points specified in Table 7.3B.2.0.3.5.1-1, Table 7.3B.2.0.3.5.2-0 and Table 7.3B.2.0.3.5.2-1. For these test points the reference sensitivity levels specified in clause 7.3.1 in TS 38.101-3 [4] and 7.3.2 of TS 38.101-1 [2] for the corresponding channel bandwidths or in clause 7.3.1 of TS 36.101 [5] are relaxed by the amount of the parameter MSD given in Table 7.3B.2.0.3.5.1-1, Table 7.3B.2.0.3.5.2-0 and Table 7.3B.2.0.3.5.2-1.

The throughput on each of the CGs shall be ≥ 95% of the maximum throughput of the respective reference measurement channels as specified in Annex A of TS 38.101-1 [2] and Annex A of TS 36.101 [4], with parameters specified in Table 7.3B.2.0.3.5.1-1, Table 7.3B.2.0.3.5.2-0 and Table 7.3B.2.0.3.5.2-1 with dual UL transmissions overlapping in time unless otherwise stated.


{Next set of changes}
Annex M (normative):
Dual uplink interferer

UE is mandated to support operation in dual and triple uplink mode for EN-DC configuration in NR FR1 listed in Table 5.5B.2-1, Table 5.5B.3-1, and Table 5.5B.4.1-1 and indicated by column single uplink allowed, Table 7.3B.2.0.3.5.1-1, Table 7.3B.2.0.3.5.2-0, Table 7.3B.2.0.3.5.2-1 or NE-DC configuration in NR FR1 listed in Table 5.5B.4a.1-1 and indicated by column single uplink allowed if the intermodulation products caused by the dual uplink operation do not interfere with its own primary downlink transmission channel bandwidth. For intermodulation products falling into LTE secondary downlink channel bandwidth, UE single UL capability is not considered.
Formula for determining if the EN-DC in NR FR1 configuration with dual uplink operation interferes with its own downlink reception.

Interference bandwidth: IBW = |a| * CBW1 + |b| * CBW2

-
|a| + |b| = 2 (or 3)

-
CBW1 and CBW2 are the transmission bandwidth configurations of the UL channels

Center frequency of IBW:  fIBW = |a * f1 + b * f2|

-
f1 and f2 are center frequency of the transmission bandwidth configurations of each UL channel 

The range of IMD 2 (or 3): [fIBW – IBW/2, fIBW + IBW/2]

NOTE 1:
UE shall be able to apply operations which are configured by RRC reconfiguration and corresponding HARQ timing on the transmission bandwidth.

NOTE 2:
For identified difficult band combination, during two adjacent RRC reconfiguration, the changing of transmission bandwidth should not introduce IM2 and IM3, which will result in UE changing from 2Tx to 1Tx. Otherwise, UE behavior is not specified.

For DC_3A_n3A intra-band non-contiguous EN-DC combination, only single switched UL is supported in Rel-15.
{End of changes}
