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A.4.3.2A.4
NR Inter-band CA

A.4.3.2A.4.1
NR Inter-band CA with FR1 (two bands)

Table A.4.3.2A.4.1-1: Downlink Bandwidth Class Combination capabilities for NR Inter-band CA configuration with FR1 and two bands (for one or more of the supported CA configurations in Table A.4.3.2A.4.1-3)

	Item
	Bandwidth Class
	Ref.
	Comments

	1
	DL NR FR1 Inter-band CA BW Class Combination A-A (two bands)
	38.101-2, 5.3A.5
	

	2
	DL NR FR1 Inter-band CA BW Class Combination A-C (two bands)
	38.101-1, 5.3A.5
	

	3
	DL NR FR1 Inter-band CA BW Class Combination 2A-C (two bands)
	38.101-1, 5.3A.5
	

	4
	DL NR FR1 Inter-band CA BW Class Combination B-A (two bands)
	38.101-1, 5.3A.5
	


Table A.4.3.2A.4.1-2: Uplink Bandwidth Class Combination capabilities for NR Inter-band CA with FR1 and two bands (for one or more of the supported CA configurations in Table A.4.3.2A.4.1-3)

	Item
	Bandwidth Class
	Ref.
	Comments

	1
	UL NR FR1 Inter-band CA BW Class Combination A-A (two bands)
	38.101-2, 5.3A.5
	


Table A.4.3.2A.4.1-3: Supported CA configurations for NR Inter-band CA with FR1 and two bands

	NR CA configuration / Item

(Note 1)
	Release
	Supported
	Supported CA Bandwidth Class(es) in UL

(Note 2,5)
	Supported Bandwidth Combination Set(s)

(Note 3)

	CA_n1A-n77A
	Rel-16
	
	
	

	CA_n1A-n78A
	Rel-16
	
	
	

	CA_n1A-n78C
	Rel-16
	
	
	

	CA_n41A-n79A
	Rel-16
	
	
	

	CA_n66A-n70A
	Rel-16
	
	
	

	CA_n66B-n70A
	Rel-16
	
	
	

	CA_n66(2A)-n70
	Rel-16
	
	
	

	CA_n66A-n71A
	Rel-16
	
	
	

	CA_n66(2A)-n71A
	Rel-16
	
	
	

	CA_n70A-n71A
	Rel-16
	
	
	

	Note 1:
Notation used for intra-band contiguous CA Bands is according to TS 38.101-1 [23] Table 5.5A.1-1, e.g. ‘CA_n77C’ indicates CA operation on NR band n77 with DL CA Bandwidth Class C.

Note 2:
The UL CA capabilities as per Table A.4.3.2A.1-2 can be supported on a single or multiple CA Band(s). The UE supplier shall indicate all supported UL CA Bandwidth Class(es), in uplink of the supported CA Band(s), as per TS 38.101-1 [23] Table 5.5A.1-1. For this release of specification valid choices are ’N’, ‘nXB’ and ‘nXC’, where X is the band. For example, for CA_n1B, N would mean only DL CA, ‘n1B’ would mean both DL and UL CA.

Note 3:
The UE supplier shall indicate the supported Bandwidth Combination Set(s) as per TS 38.101-1 [23] Table 5.5A.3-1.

Note 4:
Reference to all items is 38.101-1 [23], 5.5A.3 and 38.331, 6.3.4
Note 5:
UL(Table A.4.3.2A.4.1-3) shall return all supported CA Configurations where at least one UL CA Bandwidth Class was declared in column "Supported CA Bandwidth Class(es) in UL".
UL_2CC(Table A.4.3.2A.4.1-3) shall return all supported CA Configurations where at least one 2 Carrier UL CA Bandwidth Class was declared in column "Supported CA Bandwidth Class(es) in UL".
UL_3CC(Table A.4.3.2A.4.1-3) shall return all supported CA Configurations where at least one 3 Carrier UL CA Bandwidth Class was declared.


A.4.3.2B
NR DC Physical Layer Baseline Implementation Capabilities

A.4.3.2B.1
NR DC between FR1 and FR2

Table A.4.3.2B.1-1: Downlink NR DC Bandwidth Class Combination capabilities between FR1 and FR2 (for one or more of the supported DC configurations in Table A.4.3.2B.1-2)

	Item
	Bandwidth Class

(FR1-FR2)
	Ref.
	Comments

	1
	DL NR DC FR1 and FR2 BW Class Combination A-A
	38.101-1, 5.3A.5

38.101-2, 5.3A.4

38.101-3, 5.3A.1
	

	2
	DL NR DC FR1 AND FR2 BW Class Combination A-D
	38.101-1, 5.3A.5

38.101-2, 5.3A.4

38.101-3, 5.3A.1
	

	3
	DL NR DC FR1 AND FR2 BW Class Combination A-E
	38.101-1, 5.3A.5

38.101-2, 5.3A.4

38.101-3, 5.3A.1
	

	4
	DL NR DC FR1 AND FR2 BW Class Combination A-F
	38.101-1, 5.3A.5

38.101-2, 5.3A.4

38.101-3, 5.3A.1
	

	5
	DL NR DC FR1 AND FR2 BW Class Combination A-G
	38.101-1, 5.3A.5

38.101-2, 5.3A.4

38.101-3, 5.3A.1
	

	6
	DL NR DC FR1 AND FR2 BW Class Combination A-H
	38.101-1, 5.3A.5

38.101-2, 5.3A.4

38.101-3, 5.3A.1
	

	7
	DL NR DC FR1 AND FR2 BW Class Combination A-I
	38.101-1, 5.3A.5

38.101-2, 5.3A.4

38.101-3, 5.3A.1
	

	8
	DL NR DC FR1 AND FR2 BW Class Combination A-J
	38.101-1, 5.3A.5

38.101-2, 5.3A.4

38.101-3, 5.3A.1
	

	9
	DL NR DC FR1 AND FR2 BW Class Combination A-K
	38.101-1, 5.3A.5

38.101-2, 5.3A.4

38.101-3, 5.3A.1
	

	10
	DL NR DC FR1 AND FR2 BW Class Combination A-L
	38.101-1, 5.3A.5

38.101-2, 5.3A.4

38.101-3, 5.3A.1
	

	11
	DL NR DC FR1 AND FR2 BW Class Combination A-M
	38.101-1, 5.3A.5

38.101-2, 5.3A.4

38.101-3, 5.3A.1
	

	12
	DL NR DC FR1 AND FR2 BW Class Combination C-A
	38.101-1, 5.3A.5

38.101-2, 5.3A.4

38.101-3, 5.3A.1
	

	13
	DL NR DC FR1 AND FR2 BW Class Combination C-D
	38.101-1, 5.3A.5

38.101-2, 5.3A.4

38.101-3, 5.3A.1
	

	14
	DL NR DC FR1 AND FR2 BW Class Combination C-E
	38.101-1, 5.3A.5

38.101-2, 5.3A.4

38.101-3, 5.3A.1
	

	15
	DL NR DC FR1 AND FR2 BW Class Combination C-F
	38.101-1, 5.3A.5

38.101-2, 5.3A.4

38.101-3, 5.3A.1
	


Table A.4.3.2B.1-2: Supported NR DC configurations between FR1 and FR2 (two bands)

FFS

A.4.3.2B.2
EN-DC Physical Layer Baseline Implementation Capabilities

A.4.3.2B.2.1
EN-DC Intra-band contiguous with NR FR1

Table A.4.3.2B.2.1-1: Bandwidth Class Combination capabilities for EN-DC Intra-band contiguous configurations with NR FR1 (for one or more of the supported configurations in Table A.4.3.2B.2.1-2)

	Item
	Bandwidth Class

(E-UTRA/NR FR1)
	Ref.
	Comments

	1
	DL EN-DC Intra-band contiguous with NR FR1 BW Class Combination A/A
	38.101-3, 5.3B
	

	2
	DL EN-DC Intra-band contiguous with NR FR1 BW Class Combination C/A
	38.101-3, 5.3B
	

	3
	DL EN-DC Intra-band contiguous with NR FR1 BW Class Combination D/A
	38.101-3, 5.3B
	


Table A.4.3.2B.2.1-2: Supported EN-DC Intra-band contiguous configurations with NR FR1

FFS

A.4.3.2B.2.2
EN-DC Intra-band non-contiguous with FR1

Table A.4.3.2B.2.2-1: Bandwidth Class Combination capabilities for EN-DC Intra-band non-contiguous configurations with NR FR1 (for one or more of the supported configurations in Table A.4.3.2B.2.2-2)

	Item
	Bandwidth Class

(E-UTRA/NR FR1)
	Ref.
	Comments

	1
	DL EN-DC Intra-band non-contiguous with NR FR1 BW Class Combination A/A
	36.101, 5.6A

38.101-1, 5.3A.5
	

	2
	DL EN-DC Intra-band non-contiguous with NR FR1 BW Class Combination C/A
	36.101, 5.6A

38.101-1, 5.3A.5
	

	3
	DL EN-DC Intra-band non-contiguous with NR FR1 BW Class Combination D/A
	36.101, 5.6A

38.101-1, 5.3A.5
	


Table A.4.3.2B.2.2-2: Supported EN-DC Intra-band non-contiguous configurations with NR FR1

FFS

A.4.3.2B.2.3
EN-DC Inter-band

A.4.3.2B.2.3.1
EN-DC Inter-band with FR1 (two bands)

Table A.4.3.2B.2.3.1-1: Bandwidth Class Combination capabilities for EN-DC Inter-band with NR FR1 and two bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.1-2)

	Item
	Bandwidth Class

(E-UTRA/NR FR1)
	Ref.
	Comments

	1
	EN-DC Inter-band with NR FR1 BW Class Combination A/A (two bands)
	36.101, 5.6A

38.101-1, 5.3A.5
	

	2
	EN-DC Inter-band with NR FR1 BW Class Combination A/C (two bands)
	36.101, 5.6A

38.101-1, 5.3A.5
	

	3
	EN-DC Inter-band with NR FR1 BW Class Combination A-A/A (two bands)
	36.101, 5.6A

38.101-1, 5.3A.5
	


Table A.4.3.2B.2.3.1-2: Supported EN-DC Inter-band configurations with NR FR1 (two bands)

	EN-DC configuration / Item
	Release
	Supported
	Supported CA Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)

	DC_1A_n78A
	Rel-15
	
	
	

	DC_1A_n79A
	Rel-15
	
	
	

	DC_3A_n41A
	Rel-16
	
	
	

	DC_3A_n78A
	Rel-15
	
	
	

	DC_3A_n79A
	Rel-15
	
	
	

	DC_8A_n41A
	Rel-16
	
	
	

	DC_19A_n78A
	Rel-15
	
	
	

	DC_19A_n79A
	Rel-15
	
	
	

	DC_21A_n78A
	Rel-15
	
	
	

	DC_21A_n79A
	Rel-15
	
	
	

	DC_39A_n41A
	Rel-16
	
	
	

	DC_40A_n41A
	Rel-16
	
	
	


A.4.3.2B.2.3.2
EN-DC Inter-band with FR1 (three bands)

Table A.4.3.2B.2.3.2-1: Bandwidth Class Combination capabilities for EN-DC Inter-band with NR FR1 and three bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.2-2)

	Item
	Bandwidth Class

(E-UTRA/NR FR1)
	Ref.
	Comments

	1
	EN-DC Inter-band with NR FR1 BW Class Combination A/C (three bands)
	36.101, 5.6A

38.101-1, 5.3A.5
	

	2
	EN-DC Inter-band with NR FR1 BW Class Combination C/A (three bands)
	36.101, 5.6A

38.101-1, 5.3A.5
	

	3
	EN-DC Inter-band with NR FR1 BW Class Combination A-A/A (three bands)
	36.101, 5.6A

38.101-1, 5.3A.5
	

	4
	EN-DC Inter-band with NR FR1 BW Class Combination A-A/C (three bands)
	36.101, 5.6A

38.101-1, 5.3A.5
	

	5
	EN-DC Inter-band with NR FR1 BW Class Combination A-C/A (three bands)
	36.101, 5.6A

38.101-1, 5.3A.5
	

	6
	EN-DC Inter-band with NR FR1 BW Class Combination A-D/A (three bands)
	36.101, 5.6A

38.101-1, 5.3A.5
	

	7
	EN-DC Inter-band with NR FR1 BW Class Combination A-E/A (three bands)
	36.101, 5.6A

38.101-1, 5.3A.5
	

	8
	EN-DC Inter-band with NR FR1 BW Class Combination A/nAA (three bands)
	36.101, 5.6A

38.101-1, 5.3A.5
	

	9
	EN-DC Inter-band with NR FR1 BW Class Combination A/A-A (three bands)
	36.101, 5.6A

38.101-1, 5.3A.5
	


Table A.4.3.2B.2.3.2-2: Supported EN-DC Inter-band configurations with NR FR1 (three bands)
FFS

A.4.3.2B.2.3.3
EN-DC Inter-band with FR1 (four bands)

Table A.4.3.2B.2.3.3-1: Bandwidth Class Combination capabilities for EN-DC Inter-band with NR FR1 and four bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.3-2)

FFS

Table A.4.3.2B.2.3.3-2: Supported EN-DC Inter-band configurations with NR FR1 (four bands)
<Guide for CR implementation: The same table is introduced by CR 0048 to TS 38.508-2 adding Rel-15 EN-DC configurations. Only the Rel-16 CA configurations as listed below (not the table header) are to be added on top of CR 0048 (inserted in alphabetic order)>
	EN-DC configuration / Item
	Release
	Supported
	Supported CA Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)

	DC_1A-3A-42D_n78A
	Rel-16
	
	
	

	DC_1A-3A-42D_n79A
	Rel-16
	
	
	

	DC_2A-7A-7A-13A_n66A
	Rel-16
	
	
	

	DC_2A-7C-13A_n66A
	Rel-16
	
	
	

	DC_2A-7C-66A_n66A
	Rel-16
	
	
	

	DC_2A-7A-7A-66A_n66A
	Rel-16
	
	
	



A.4.3.2B.2.3.4
EN-DC Inter-band with FR1 (five bands)

Table A.4.3.2B.2.3.4-1: Bandwidth Class Combination capabilities for EN-DC Inter-band with NR FR1 and five bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.4-2)

FFS

Table A.4.3.2B.2.3.4-2: Supported EN-DC Inter-band configurations with NR FR1 (five bands)
<Guide for CR implementation: The same table is introduced by CR 0048 to TS 38.508-2 adding Rel-15 EN-DC configurations. Only the Rel-16 CA configurations as listed below (not the table header) are to be added on top of CR 0048 (inserted in alphabetic order)>
	EN-DC configuration / Item
	Release
	Supported
	Supported CA Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)

	DC_1A-3A-5A-41A_n79A
	Rel-16
	
	
	

	DC_1A-3A-19A-42C_n78A
	Rel-16
	
	
	

	DC_1A-3A-19A-42C_n79A
	Rel-16
	
	
	

	DC_1A-3A-21A-42C_n78A
	Rel-16
	
	
	

	DC_1A-3A-21A-42C_n79A
	Rel-16
	
	
	

	DC_1A-19A-21A-42C_n78A
	Rel-16
	
	
	

	DC_1A-19A-21A-42C_n79A
	Rel-16
	
	
	

	DC_3A-19A-21A-42A_n78A
	Rel-16
	
	
	

	DC_3A-19A-21A-42C_n78A
	Rel-16
	
	
	

	DC_3A-19A-21A-42A_n79A
	Rel-16
	
	
	

	DC_3A-19A-21A-42C_n79A
	Rel-16
	
	
	



A.4.3.2B.2.3.5
EN-DC Inter-band with FR1 (six bands)

Table A.4.3.2B.2.3.5-1: Bandwidth Class Combination capabilities for EN-DC Inter-band with NR FR1 and six bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.5-2)

FFS

Table A.4.3.2B.2.3.5-2: Supported EN-DC Inter-band configurations with NR FR1 (six bands)

FFS

A.4.3.2B.2.3.6
EN-DC Inter-band with FR2 (two bands)

Table A.4.3.2B.2.3.6-1: Bandwidth Class Combination capabilities for EN-DC Inter-band with NR FR2 and two bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.6-2)

FFS

Table A.4.3.2B.2.3.6-2: Supported EN-DC Intra-band non-contiguous configurations with NR FR2 (two bands)
<Guide for CR implementation: The same table is introduced by CR 0048 to TS 38.508-2 adding Rel-15 EN-DC configurations. Only the Rel-16 CA configurations as listed below (not the table header) are to be added on top of CR 0048 (inserted in alphabetic order)>
	EN-DC configuration / Item
	Release
	Supported
	Supported CA Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)

	DC_1A_n257G
	Rel-16
	
	
	

	DC_1A_n257H
	Rel-16
	
	
	

	DC_1A_n257I
	Rel-16
	
	
	

	DC_1A_n257J
	Rel-16
	
	
	

	DC_1A_n257K
	Rel-16
	
	
	

	DC_1A_n257L
	Rel-16
	
	
	

	DC_1A_n257M
	Rel-16
	
	
	

	DC_3A_n257G
	Rel-16
	
	
	

	DC_3A_n257H
	Rel-16
	
	
	

	DC_3A_n257I
	Rel-16
	
	
	

	DC_19A_n257G
	Rel-16
	
	
	

	DC_19A_n257H
	Rel-16
	
	
	

	DC_19A_n257I
	Rel-16
	
	
	

	DC_21A_n257G
	Rel-16
	
	
	

	DC_21A_n257H
	Rel-16
	
	
	

	DC_21A_n257I
	Rel-16
	
	
	



A.4.3.2B.2.3.7
EN-DC Inter-band with FR2 or with both FR1 and FR2 (three bands)

Table A.4.3.2B.2.3.7-1: Bandwidth Class Combination capabilities for EN-DC Inter-band with NR FR2, or with both FR1 and FR2, and three bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.7-2)

FFS

Table A.4.3.2B.2.3.7-2: Supported EN-DC Intra-band non-contiguous configurations with NR FR2, or with both FR1 and FR2 (three bands)

<Guide for CR implementation: The same table is introduced by CR 0048 to TS 38.508-2 adding Rel-15 EN-DC configurations (that CR also change the scope of clause A.4.3.2B.2.3.7 to be for EN-DC with FR2). Only the Rel-16 CA configurations as listed below (not the table header) are to be added on top of CR 0048 (inserted in alphabetic order)>
	EN-DC configuration / Item
	Release
	Supported
	Supported CA Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)

	DC_1A-3A_n257G
	Rel-16
	
	
	

	DC_1A-3A_n257H
	Rel-16
	
	
	

	DC_1A-3A_n257I
	Rel-16
	
	
	

	DC_1A-19A_n257G
	Rel-16
	
	
	

	DC_1A-19A_n257H
	Rel-16
	
	
	

	DC_1A-19A_n257I
	Rel-16
	
	
	

	DC_1A-21A_n257G
	Rel-16
	
	
	

	DC_1A-21A_n257H
	Rel-16
	
	
	

	DC_1A-21A_n257I
	Rel-16
	
	
	

	DC_1A-42A_n257G
	Rel-16
	
	
	

	DC_1A-42A_n257H
	Rel-16
	
	
	

	DC_1A-42A_n257I
	Rel-16
	
	
	

	DC_1A-42D_n257G
	Rel-16
	
	
	

	DC_1A-42D_n257H
	Rel-16
	
	
	

	DC_1A-42D_n257I
	Rel-16
	
	
	

	DC_1A-42E_n257G
	Rel-16
	
	
	

	DC_1A-42E_n257H
	Rel-16
	
	
	

	DC_1A-42E_n257I
	Rel-16
	
	
	

	DC_3A-19A_n257G
	Rel-16
	
	
	

	DC_3A-19A_n257H
	Rel-16
	
	
	

	DC_3A-19A_n257I
	Rel-16
	
	
	

	DC_3A-21A_n257G
	Rel-16
	
	
	

	DC_3A-21A_n257H
	Rel-16
	
	
	

	DC_3A-21A_n257I
	Rel-16
	
	
	

	DC_3A-42A_n257G
	Rel-16
	
	
	

	DC_3A-42A_n257H
	Rel-16
	
	
	

	DC_3A-42A_n257I
	Rel-16
	
	
	

	DC_3A-42C_n257G
	Rel-16
	
	
	

	DC_3A-42C_n257H
	Rel-16
	
	
	

	DC_3A-42C_n257I
	Rel-16
	
	
	

	DC_3A-42D_n257G
	Rel-16
	
	
	

	DC_3A-42D_n257H
	Rel-16
	
	
	

	DC_3A-42D_n257I
	Rel-16
	
	
	

	DC_3A-42E_n257G
	Rel-16
	
	
	

	DC_3A-42E_n257H
	Rel-16
	
	
	

	DC_3A-42E_n257I
	Rel-16
	
	
	

	DC_19A-21A_n257G
	Rel-16
	
	
	

	DC_19A-21A_n257H
	Rel-16
	
	
	

	DC_19A-21A_n257I
	Rel-16
	
	
	

	DC_19A-42A_n257G
	Rel-16
	
	
	

	DC_19A-42A_N257h
	Rel-16
	
	
	

	DC_19A-42A_n257I
	Rel-16
	
	
	

	DC_19A-42C_n257G
	Rel-16
	
	
	

	DC_19A-42C_n257H
	Rel-16
	
	
	

	DC_19A-42C_n257I
	Rel-16
	
	
	

	DC_21A-42A_n257G
	Rel-16
	
	
	

	DC_21A-42A_n257H
	Rel-16
	
	
	

	DC_21A-42A_n257I
	Rel-16
	
	
	

	DC_21A-42C_n257G
	Rel-16
	
	
	

	DC_21A-42C_n257H
	Rel-16
	
	
	

	DC_21A-42C_n257I
	Rel-16
	
	
	


A.4.3.2B.2.3.8
EN-DC Inter-band with FR2 or with both FR1 and FR2 (four bands)

Table A.4.3.2B.2.3.8-1: Bandwidth Class Combination capabilities for EN-DC Inter-band with NR FR2, or with both FR1 and FR2, and four bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.8-2)

FFS

Table A.4.3.2B.2.3.8-2: Supported EN-DC Intra-band non-contiguous configurations with NR FR2, or with both FR1 and FR2 (four bands)

<Guide for CR implementation: The same table is introduced by CR 0048 to TS 38.508-2 adding Rel-15 EN-DC configurations (that CR also change the scope of clause A.4.3.2B.2.3.7 to be for EN-DC with FR2). Only the Rel-16 CA configurations as listed below (not the table header) are to be added on top of CR 0048 (inserted in alphabetic order)>
	EN-DC configuration / Item
	Release
	Supported
	Supported CA Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)

	DC_1A-3A-19A_n257G
	Rel-16
	
	
	

	DC_1A-3A-19A_n257H
	Rel-16
	
	
	

	DC_1A-3A-19A_n257I
	Rel-16
	
	
	

	DC_1A-3A-21A_n257G
	Rel-16
	
	
	

	DC_1A-3A-21A_n257H
	Rel-16
	
	
	

	DC_1A-3A-21A_n257I
	Rel-16
	
	
	

	DC_1A-3A-42A_n257G
	Rel-16
	
	
	

	DC_1A-3A-42A_n257H
	Rel-16
	
	
	

	DC_1A-3A-42A_n257I
	Rel-16
	
	
	

	DC_1A-3A-42C_n257G
	Rel-16
	
	
	

	DC_1A-3A-42C_n257H
	Rel-16
	
	
	

	DC_1A-3A-42C_n257I
	Rel-16
	
	
	

	DC_1A-3A-42D_n257G
	Rel-16
	
	
	

	DC_1A-3A-42D_n257H
	Rel-16
	
	
	

	DC_1A-3A-42D_n257I
	Rel-16
	
	
	

	DC_1A-19A-21A_n257G
	Rel-16
	
	
	

	DC_1A-19A-21A_n257H
	Rel-16
	
	
	

	DC_1A-19A-21A_n257I
	Rel-16
	
	
	

	DC_1A-19A-42A_n257G
	Rel-16
	
	
	

	DC_1A-19A-42A_n257H
	Rel-16
	
	
	

	DC_1A-19A-42A_n257I
	Rel-16
	
	
	

	DC_1A-19A-42C_n257G
	Rel-16
	
	
	

	DC_1A-19A-42C_n257H
	Rel-16
	
	
	

	DC_1A-19A-42C_n257I
	Rel-16
	
	
	

	DC_1A-21A-42A_n257G
	Rel-16
	
	
	

	DC_1A-21A-42A_n257H
	Rel-16
	
	
	

	DC_1A-21A-42A_n257I
	Rel-16
	
	
	

	DC_1A-21A-42C_n257G
	Rel-16
	
	
	

	DC_1A-21A-42C_n257H
	Rel-16
	
	
	

	DC_1A-21A-42C_n257I
	Rel-16
	
	
	

	DC_3A-19A-42A_n257G
	Rel-16
	
	
	

	DC_3A-19A-42A_n257H
	Rel-16
	
	
	

	DC_3A-19A-42A_n257I
	Rel-16
	
	
	

	DC_3A-19A-42C_n257G
	Rel-16
	
	
	

	DC_3A-19A-42C_n257H
	Rel-16
	
	
	

	DC_3A-19A-42C_n257I
	Rel-16
	
	
	

	DC_3A-21A-42A_n257G
	Rel-16
	
	
	

	DC_3A-21A-42A_n257H
	Rel-16
	
	
	

	DC_3A-21A-42A_n257I
	Rel-16
	
	
	

	DC_3A-21A-42C_n257G
	Rel-16
	
	
	

	DC_3A-21A-42C_n257H
	Rel-16
	
	
	

	DC_3A-21A-42C_n257I
	Rel-16
	
	
	

	DC_19A-21A-42A_n257G
	Rel-16
	
	
	

	DC_19A-21A-42A_n257H
	Rel-16
	
	
	

	DC_19A-21A-42A_n257I
	Rel-16
	
	
	

	DC_19A-21A-42C_n257G
	Rel-16
	
	
	

	DC_19A-21A-42C_n257H
	Rel-16
	
	
	

	DC_19A-21A-42C_n257I
	Rel-16
	
	
	



A.4.3.2B.2.3.9
EN-DC Inter-band with FR2 or with both FR1 and FR2 (five bands)

Table A.4.3.2B.2.3.9-1: Bandwidth Class Combination capabilities for EN-DC Inter-band with NR FR2, or with both FR1 and FR2, and five bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.9-2)

FFS

Table A.4.3.2B.2.3.9-2: Supported EN-DC Intra-band non-contiguous configurations with NR FR2, or with both FR1 and FR2 (five bands)

<Guide for CR implementation: The same table is introduced by CR 0048 to TS 38.508-2 adding Rel-15 EN-DC configurations (that CR also change the scope of clause A.4.3.2B.2.3.7 to be for EN-DC with FR2). Only the Rel-16 CA configurations as listed below (not the table header) are to be added on top of CR 0048 (inserted in alphabetic order)>
	EN-DC configuration / Item
	Release
	Supported
	Supported CA Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)

	DC_1A-3A-19A-42A_n257G
	Rel-16
	
	
	

	DC_1A-3A-19A-42C_n257G
	Rel-16
	
	
	

	DC_1A-3A-19A-42C_n257H
	Rel-16
	
	
	

	DC_1A-3A-19A-42C_n257I
	Rel-16
	
	
	

	DC_1A-3A-21A-42C_n257G
	Rel-16
	
	
	

	DC_1A-3A-21A-42C_n257H
	Rel-16
	
	
	

	DC_1A-3A-21A-42C_n257I
	Rel-16
	
	
	

	DC_1A-19A-21A-42A_n257G
	Rel-16
	
	
	

	DC_1A-19A-21A-42A_n257H
	Rel-16
	
	
	

	DC_1A-19A-21A-42A_n257I
	Rel-16
	
	
	

	DC_1A-19A-21A-42C_n257G
	Rel-16
	
	
	

	DC_1A-19A-21A-42C_n257H
	Rel-16
	
	
	

	DC_1A-19A-21A-42C_n257I
	Rel-16
	
	
	



A.4.3.2B.2.3.10
EN-DC Inter-band with FR2 or with both FR1 and FR2 (six bands)

Table A.4.3.2B.2.3.10-1: Bandwidth Class Combination capabilities for EN-DC Inter-band with NR FR2, or with both FR1 and FR2, and six bands (for one or more of the supported DC configurations in Table A.4.3.2B.2.3.10-2)

FFS

Table A.4.3.2B.2.3.10-2: Supported EN-DC Intra-band non-contiguous configurations with NR FR2, or with both FR1 and FR2 (six bands)

FFS

<Guide for CR implementation: new clauses A.4.3.2B.2.3.11 and A.4.3.2B.2.3.12 are introduced by CR 0048 to TS 38.508-2 adding Rel-15 EN-DC configurations for FR1+FR2 EN-DC configurations for three and four bands respectively. The Rel-16 CA configurations as listed below (not the table header) are to be added on top of CR 0048 (inserted in alphabetic order) to the CR 0048 added new Table A.4.3.2B.2.3.12-2.>
Table A.4.3.2B.2.3.12-2: Supported EN-DC Intra-band non-contiguous configurations including NR FR1 and FR2 (four bands)

	EN-DC configuration / Item
	Release
	Supported
	Supported CA Bandwidth Class(es) in UL
	Supported Bandwidth Combination Set(s)

	DC_1A-3A_n78A-n257G
	Rel-16
	
	
	

	DC_1A-3A_n78A-n257H
	Rel-16
	
	
	

	DC_1A-3A_n78A-n257I
	Rel-16
	
	
	


