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4.3.1.1.2
NR inter-band CA configurations in FR1

4.3.1.1.2.1
NR inter-band CA configurations in FR1 (two bands)

Table 4.3.1.1.2.1-1: Inter-band NR CA configurations (FR1, two bands)

	NR CA

configuration
	CC1 configuration
	CC2 configuration

	CA_n3A-n77A
	n3A
	n77A

	CA_n3A-n78A
	n3A
	n78A

	CA_n3A-n79A
	n3A
	n79A

	CA_n8A-n75A
	n8A
	n75A

	CA_n8A-n78A
	n8A
	n78A

	CA_n8A-n79A
	n8A
	n79A

	CA_n28A-n75A
	n28A
	n75A

	CA_n28A-n78A
	n28A
	n78A

	CA_n41A-n78A
	n41
	n78A

	CA_n75A-n78A
	n75A
	n78A

	CA_n76A-n78A
	n76A
	n78A

	CA_n77A-n79A
	n77A
	n79A

	CA_n78A-n79A
	n78A
	n79A


<Guide for CR implementation: A new table format is introduced by CR 0980 to TS 38.508-1 (replacing the table above). Only the Rel-16 CA configuration as listed below (not the table header) is to be added on top of CR 0980 (inserted in alphabetic order)>
	NR CA

configuration
	Uplink NR CA

configuration
	NR CA downlink configuration band 1
(PCell)
	NR CA downlink configuration band 2
(Scell)
	NR CA uplink configuration band 1
	NR CA uplink configuration band 2

	CA_n29A-n66A
	-
	n29A
	n66A
(Note 1)
	-
	-

	Note 1: This band is used as PCell.


