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1 Corrections required

1.1 fl_TC_9_2_1_1_26_Body
	Function
	fl_TC_9_2_1_1_26_Body

	Reason for change
	According to R5-195312 a Rel-15 UE does not continue with the existing NAS signalling connection but establishes a new one, sending a new ATTACH REQUEST. As a consequence the UE will provide a new PTI. The new PTI is not saved. This is needed, however, as the ATTACH ACCEPT provided afterwards is the same step for both pre-Rel-15 and Rel-15 UEs.

	Summary of change
	The new PTI was saved.

	TTCN module
	NAS_Attach_EOnly.ttcn

	MCC160 Comment
	


Before Change:

	  function fl_TC_9_2_1_1_26_Body() runs on EUTRA_PTC

  {
…

    //@siclog "Step 13A" siclog@

    // Start a 5 second timer

    t_Wait.start; // @sic R5-195312 sic@

    //EXCEPTION: Steps 13Ba1 to 13Bb1 describe behaviour that depends on the UE implementation;

    // the "lower case letter" identifies a step sequence that takes place if UE have particular implementation.

    if (v_NAS_Rel_15_behaviour == true) { // @sic R5-192722, R5-195312 sic@

      //@siclog "Step 13Ba1" siclog@

      // Check: Does the UE transmit a DETACH ACCEPT message?

      SRB.receive(car_SRB1_NasPdu_IND(eutra_CellA,

                                      cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                        cr_508_DETACH_ACCEPT)));
      f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 13Ba1");

      //@siclog "Step 13Ba2" siclog@

      // Cancel the timer started in step 13A.

      t_Wait.stop; // @sic R5-195312 sic@

      //@siclog "Step 13Ba3" siclog@

      // The UE locally releases the NAS signalling connection.

      // The SS releases the RRC connection.

      f_EUTRA_RRC_ConnectionRelease (eutra_CellA);

      //@siclog "Step 13Ba4" siclog@

      // Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message?

      v_NAS_Ind := f_EUTRA_InitialRegistration_Step1_4 (eutra_CellA, NORMAL, NORMAL);

      f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 13Ba4");

      //@siclog "Step 13Ba5-13Ba11" siclog@

      // Steps 5-11 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.

      v_APNandPCOs := f_EUTRA_InitialRegistration_Step5_11 (eutra_CellA, STATE2_IDLEUPDATE, v_NAS_Ind, false);

      if (isvalue(v_APNandPCOs.protocolConfigurationOptions)) {

        v_Pco := v_APNandPCOs.protocolConfigurationOptions;

      }

    } // end NAS_Rel_15_behaviour

    else {

      //@siclog "Step 13Bb1" siclog@

      // The timer started in step 13A expires.

      t_Wait.timeout; // @sic R5-195312 sic@

    }

    //@siclog "Step 14" siclog@
…

  }// end function fl_TC_9_2_1_1_26_Body




After Change:

	  function fl_TC_9_2_1_1_26_Body() runs on EUTRA_PTC

  {
…

    //@siclog "Step 13A" siclog@

    // Start a 5 second timer

    t_Wait.start; // @sic R5-195312 sic@

    //EXCEPTION: Steps 13Ba1 to 13Bb1 describe behaviour that depends on the UE implementation;

    // the "lower case letter" identifies a step sequence that takes place if UE have particular implementation.

    if (v_NAS_Rel_15_behaviour == true) { // @sic R5-192722, R5-195312 sic@

      //@siclog "Step 13Ba1" siclog@

      // Check: Does the UE transmit a DETACH ACCEPT message?

      SRB.receive(car_SRB1_NasPdu_IND(eutra_CellA,

                                      cr_NAS_Indication(tsc_SHT_IntegrityProtected_Ciphered,

                                                        cr_508_DETACH_ACCEPT)));

      f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 13Ba1");

      //@siclog "Step 13Ba2" siclog@

      // Cancel the timer started in step 13A.

      t_Wait.stop; // @sic R5-195312 sic@

      //@siclog "Step 13Ba3" siclog@

      // The UE locally releases the NAS signalling connection.

      // The SS releases the RRC connection.

      f_EUTRA_RRC_ConnectionRelease (eutra_CellA);

      //@siclog "Step 13Ba4" siclog@

      // Check: Does the UE transmit an ATTACH REQUEST message including a PDN CONNECTIVITY REQUEST message?

      v_NAS_Ind := f_EUTRA_InitialRegistration_Step1_4 (eutra_CellA, NORMAL, NORMAL);


  // save the PTI provided for usage in ATTACH ACCEPT in step 14

      v_EPS_TI := v_NAS_Ind.Pdu.PiggybackedPduList[0].Msg.pDN_CONNECTIVITY_REQUEST.procedureTransactionIdentifier;
      f_EUTRA_PreliminaryPass(__FILE__, __LINE__, "Step 13Ba4");

      //@siclog "Step 13Ba5-13Ba11" siclog@

      // Steps 5-11 of the generic procedure for UE registration specified in TS 36.508 subclause 4.5.2.3 are performed.

      v_APNandPCOs := f_EUTRA_InitialRegistration_Step5_11 (eutra_CellA, STATE2_IDLEUPDATE, v_NAS_Ind, false);

      if (isvalue(v_APNandPCOs.protocolConfigurationOptions)) {

        v_Pco := v_APNandPCOs.protocolConfigurationOptions;

      }

    } // end NAS_Rel_15_behaviour

    else {

      //@siclog "Step 13Bb1" siclog@

      // The timer started in step 13A expires.

      t_Wait.timeout; // @sic R5-195312 sic@

    }

    //@siclog "Step 14" siclog@
…

  }// end function fl_TC_9_2_1_1_26_Body




