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	Reason for change:
	It was requested by RAN1 LS (R2-1900009 & R1-1814106), to separate between NE-DC and EN-DC when it comes to dynamic power sharing Capability, due to the fact that NE-DC has its own power control algorithm and some UEs may not support it. 

 Agreement:
The LS is agreed with the following replacements for the answers to questions Q4 and Q5.

· Answer for Q5: There are no physical layer features, other than dynamic power sharing, that are dependent on whether NE-DC or EN-DC is deployed. From RAN1 perspective, not considering IODT aspects, the UE capabilities for NE-DC can re-use all reported EN-DC capabilities, except that for dynamic power sharing. If IODT aspects are considered, it is possible that different features may be deployed for NE-DC and EN-DC and the band combinations or deployed functionality in the set of band combinations that are used/tested may be different, in which case, some IODT differentiation may be necessary. Decisions regarding IODT aspects should be made at the RAN plenary. 

The current spec doesn’t distinguish between NE-DC and EN-DC for this feature, hence the need to create a new capability for NE-DC. 
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6.3.3
UE capability information elements

–
BandCombinationList
The IE BandCombinationList contains a list of NR CA and/or MR-DC band combinations (also including DL only or UL only band).

BandCombinationList information element

-- ASN1START

-- TAG-BANDCOMBINATIONLIST-START

BandCombinationList ::=             SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination

BandCombinationList-v1540 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v1540

BandCombinationList-v1550 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v1550

BandCombinationList-v1560 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v1560

BandCombinationList-v1570 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v1570

BandCombinationList-v15x0 ::=       SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination-v15x0

BandCombination ::=                 SEQUENCE {

    bandList                            SEQUENCE (SIZE (1..maxSimultaneousBands)) OF BandParameters,

    featureSetCombination               FeatureSetCombinationId,

    ca-ParametersEUTRA                  CA-ParametersEUTRA                          OPTIONAL,

    ca-ParametersNR                     CA-ParametersNR                             OPTIONAL,

    mrdc-Parameters                     MRDC-Parameters                             OPTIONAL,

    supportedBandwidthCombinationSet    BIT STRING (SIZE (1..32))                   OPTIONAL,

    powerClass-v1530                    ENUMERATED {pc2}                            OPTIONAL
}

BandCombination-v1540::=            SEQUENCE {

    bandList-v1540                      SEQUENCE (SIZE (1..maxSimultaneousBands)) OF BandParameters-v1540,

    ca-ParametersNR-v1540               CA-ParametersNR-v1540                       OPTIONAL
}

BandCombination-v1550 ::=           SEQUENCE {

    ca-ParametersNR-v1550               CA-ParametersNR-v1550

}

BandCombination-v1560::=            SEQUENCE {

    ne-DC-BC                                ENUMERATED {supported}                 OPTIONAL,

    ca-ParametersNRDC                       CA-ParametersNRDC                      OPTIONAL,

    ca-ParametersEUTRA-v1560                CA-ParametersEUTRA-v1560               OPTIONAL,

    ca-ParametersNR-v1560                   CA-ParametersNR-v1560                  OPTIONAL
}

BandCombination-v1570 ::=           SEQUENCE {

    ca-ParametersEUTRA-v1570            CA-ParametersEUTRA-v1570

}

BandCombination-v15x0 ::=           SEQUENCE {

    mrdc-Parameters-v15x0            MRDC-Parameters-v15x0

}

BandParameters ::=                      CHOICE {

    eutra                               SEQUENCE {

        bandEUTRA                           FreqBandIndicatorEUTRA,

        ca-BandwidthClassDL-EUTRA           CA-BandwidthClassEUTRA                 OPTIONAL,

        ca-BandwidthClassUL-EUTRA           CA-BandwidthClassEUTRA                 OPTIONAL
    },

    nr                                  SEQUENCE {

        bandNR                              FreqBandIndicatorNR,

        ca-BandwidthClassDL-NR              CA-BandwidthClassNR                    OPTIONAL,

        ca-BandwidthClassUL-NR              CA-BandwidthClassNR                    OPTIONAL
    }

}

BandParameters-v1540 ::=            SEQUENCE {

    srs-CarrierSwitch                   CHOICE {

        nr                                  SEQUENCE {

            srs-SwitchingTimesListNR            SEQUENCE (SIZE (1..maxSimultaneousBands)) OF SRS-SwitchingTimeNR

        },

        eutra                               SEQUENCE {

            srs-SwitchingTimesListEUTRA         SEQUENCE (SIZE (1..maxSimultaneousBands)) OF SRS-SwitchingTimeEUTRA

        }

    }                                                                              OPTIONAL,

    srs-TxSwitch                    SEQUENCE {

        supportedSRS-TxPortSwitch       ENUMERATED {t1r2, t1r4, t2r4, t1r4-t2r4, t1r1, t2r2, t4r4, notSupported},

        txSwitchImpactToRx              INTEGER (1..32)                            OPTIONAL,

        txSwitchWithAnotherBand         INTEGER (1..32)                            OPTIONAL
    }                                                                              OPTIONAL
}

-- TAG-BANDCOMBINATIONLIST-STOP

-- ASN1STOP

	BandCombination field descriptions

	BandCombinationList-v1540, BandCombinationList-v1550, BandCombinationList-v1560, BandCombinationList-v1570
The UE shall include the same number of entries, and listed in the same order, as in BandCombinationList (without suffix).

	ca-ParametersNRDC

If the field is included for a band combination in the NR-DC capability container, the field indicates support of NR-DC. Otherwise, the field is absent.

	ne-DC-BC

If the field is included for a band combination in the MR-DC capability container, the field indicates support of NE-DC. Otherwise, the field is absent.

	powerClass
Power class that the UE supports when operating according to this band combination. If the field is absent, the UE supports the default power class. If this power class is higher than the power class that the UE supports on the individual bands of this band combination (ue-PowerClass in BandNR), the latter determines maximum TX power available in each band. The UE sets the new power class parameter only in band combinations with two FR1 uplink serving cells. 

	supportedBandwidthCombinationSet
For NR SA and for inter-band EN-DC, the field defines the bandwidth combinations for the NR part of the band combination. For intra-band EN-DC, the field indicates the supported bandwidth combination set applicable to the NR and LTE band combinations. The first (left-most) bit in the bitmap corresponds to the BCS#0 and so on. If the bit is set to 1, the UE supports the corresponding BCS.

	srs-SwitchingTimesListNR

Indicates, for a particular pair of NR bands, the RF retuning time when switching between a NR carrier corresponding to this band entry and another (PUSCH-less) NR carrier corresponding to the band entry in the order indicated below:

-
For the first NR band, the UE shall include the same number of entries for NR bands as in bandList, i.e. first entry corresponds to first NR band in bandList and so on,

-
For the second NR band, the UE shall include one entry less, i.e. first entry corresponds to the second NR band in bandList and so on

-
And so on

	srs-SwitchingTimesListEUTRA

Indicates, for a particular pair of E-UTRA bands, the RF retuning time when switching between an E-UTRA carrier corresponding to this band entry and another (PUSCH-less) E-UTRA carrier corresponding to the band entry in the order indicated below:

-
For the first E-UTRA band, the UE shall include the same number of entries for E-UTRA bands as in bandList, i.e. first entry corresponds to first E-UTRA band in bandList and so on,

-
For the second E-UTRA band, the UE shall include one entry less, i.e. first entry corresponds to the second E-UTRA band in bandList and so on

 -
And so on


<<skipped>>

–
MRDC-Parameters
The IE MRDC-Parameters contains the band combination parameters specific to MR-DC for a given MR-DC band combination.

MRDC-Parameters information element

-- ASN1START

-- TAG-MRDC-PARAMETERS-START

MRDC-Parameters ::= SEQUENCE {

    singleUL-Transmission               ENUMERATED {supported}              OPTIONAL,

    dynamicPowerSharingENDC             ENUMERATED {supported}              OPTIONAL,

    tdm-Pattern                         ENUMERATED {supported}              OPTIONAL,

    ul-SharingEUTRA-NR                  ENUMERATED {tdm, fdm, both}         OPTIONAL,

    ul-SwitchingTimeEUTRA-NR            ENUMERATED {type1, type2}           OPTIONAL,

    simultaneousRxTxInterBandENDC       ENUMERATED {supported}              OPTIONAL,

    asyncIntraBandENDC                  ENUMERATED {supported}              OPTIONAL,

    ...,

    [[

    dualPA-Architecture                 ENUMERATED {supported}              OPTIONAL,

    intraBandENDC-Support-v1540         ENUMERATED {non-contiguous, both}   OPTIONAL,

    ul-TimingAlignmentEUTRA-NR          ENUMERATED {required}               OPTIONAL
    ]]

}

MRDC-Parameters-v15x0 ::= SEQUENCE {


dynamicPowerSharingNEDC             ENUMERATED {supported}              OPTIONAL
}
-- TAG-MRDC-PARAMETERS-STOP

-- ASN1STOP

<<skipped>>

–
RF-ParametersMRDC
The IE RF-ParametersMRDC is used to convey RF related capabilities for MR-DC.

RF-ParametersMRDC information element

-- ASN1START

-- TAG-RF-PARAMETERSMRDC-START

RF-ParametersMRDC ::=                   SEQUENCE {

    supportedBandCombinationList            BandCombinationList                 OPTIONAL,

    appliedFreqBandListFilter               FreqBandList                        OPTIONAL,

    ...,

    [[

    srs-SwitchingTimeRequested              ENUMERATED {true}                   OPTIONAL,

    supportedBandCombinationList-v1540      BandCombinationList-v1540           OPTIONAL
    ]],

    [[

    supportedBandCombinationList-v1550      BandCombinationList-v1550           OPTIONAL
    ]],

    [[

    supportedBandCombinationList-v1560      BandCombinationList-v1560           OPTIONAL,

    supportedBandCombinationListNEDC-Only   BandCombinationList                 OPTIONAL
    ]],

    [[

    supportedBandCombinationList-v1570      BandCombinationList-v1570           OPTIONAL
    ]],

    [[

    supportedBandCombinationList-v15x0      BandCombinationList-v15x0           OPTIONAL
    ]]

}

-- TAG-RF-PARAMETERSMRDC-STOP

-- ASN1STOP

	RF-ParametersMRDC field descriptions

	appliedFreqBandListFilter
In this field the UE mirrors the FreqBandList that the NW provided in the capability enquiry, if any. The UE filtered the band combinations in the supportedBandCombinationList in accordance with this appliedFreqBandListFilter.

	supportedBandCombinationList
A list of band combinations that the UE supports for MR-DC. The FeatureSetCombinationId:s in this list refer to the FeatureSetCombination entries in the featureSetCombinations list in the UE-MRDC-Capability IE.

	supportedBandCombinationListNEDC-Only
A list of band combinations that the UE supports only for NE-DC. The FeatureSetCombinationId:s in this list refer to the FeatureSetCombination entries in the featureSetCombinations list in the UE-MRDC-Capability IE.


