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	Reason for change:
	TS 38.331 contains the PDCP configuration parameters (in PDCP-Config IE) shared between the UE and the gNB. These parameters are signaled to the gNB-CU-UP by the gNB-CU-CP (in the PDCP Configuration IE).
[bookmark: _GoBack]In version 15.3.0 of TS 38.331, the unit of the UL Data Split Threshold parameter (ul-DataSplitThreshold) was corrected from bits to bytes. However the unit in E1AP was not changed. As a result, there is now a mismatch between RRC and E1AP.
In addition, the name of the IE needs to be corrected.

	
	

	Summary of change:
	Change the UL Data Spit Threshold IE unit from bits to bytes, in semantics description.
Correct the IE name.

Impact assessment towards the previous version of the specification (same release): 
This CR impacts all architectures, including EN-DC
This CR has an isolated impact towards the previous version of the specification (same release), as it modifies PDCP configuration only

	
	

	Consequences if not approved:
	RRC and E1AP are not aligned. UL Data Split Threshold parameter will be misinterpreted in gNB-CU-UP
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[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< 1st Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc14788038]9.3.1.43	UL Data Split Threshold
This IE indicates UL data split threshold.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UL Data Split Threshold
	
	
	ENUMERATED (0, 100, 200, 400, 800, 1600, 3200, 6400, 12800, 25600, 51200, 102400, 204800, 409600, 819200, 1228800, 1638400, 2457600, 3276800, 4096000, 4915200, 5734400, 6553600,  Infinity, …)
	Indicates the UL data split threshold. The values are expressed in  bitsbytes. For more information see PDCP-Config IE in TS 38.331 [10].
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