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	Reason for change:
	In section 5.3.5.2, it is described that the reconfigurationWithSync is included in secondaryCellGroup only when at least one DRB is setup in SCG.  However, the meaning of "DRB is setup in SCG" is unclear. There can be several differnet understanding for DRB setup. For example, the DRB can be either an MN terminated DRB or an SN terminated DRB, or it can be an MCG bearer, an SCG bearer or split beaer. 
And, it can be inferred that the network can send RRC reconfiguration with reconfigurationWithSync to the UE for SRB3 setup, even no DRB is setup according to the following description in section 5.3.1.2.
when the UE is in NR-DC, the network may provide a UE configured with an SCG with an sk-Counter even when no DRB is setup using the secondary key (S-KgNB) in order to allow the configuration of SRB3.   
Therefore, the above SRB3 case is not aligned with the condition for reconfigurationWithSync in section 5.3.5.2. 
In addition, in the following ASN.1 condition, there is no special limitation relevant to SRB and DRB. 
	ReconfWithSync
	The field is mandatory present in case of SpCell change, PSCell addition, update of required SI for PSCell and AS security key change; otherwise it is optionally present, need M. The field is absent in RRCResume or RRCSetup messages.


Therefore, it is unclear for reconfigurationWithSync using in secondaryCellGroup. 

	
	

	Summary of change:
	Change "DRB" to "RLC bearer"

Impact Analysis
Impacted 5G architecture options:
(NG)EN-DC, NE-DC, NR-DC

Impacted functionality:
RRC reconfiguration procedure

Inter-operability:
[bookmark: _GoBack]If the network is implemented according to this CR but the UE is not, the consequences if not approved remain. 

	
	

	Consequences if not approved:
	reconfigurationWithSync on secondaryCellGroup may be rejected by the UE in some valid scenarios
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[bookmark: _Toc12750894][bookmark: _Toc12750898]--------------------------------------------------START OF CHANGE-------------------------------------------
[bookmark: _Toc20425699]5.3.5.2	Initiation
The Network may initiate the RRC reconfiguration procedure to a UE in RRC_CONNECTED. The Network applies the procedure as follows:
-	the establishment of RBs (other than SRB1, that is established during RRC connection establishment) is performed only when AS security has been activated;
-	the addition of Secondary Cell Group and SCells is performed only when AS security has been activated;
-	the reconfigurationWithSync is included in secondaryCellGroup only when at least one DRB RLC bearer is setup in SCG;
-	the reconfigurationWithSync is included in masterCellGroup only when AS security has been activated, and SRB2 with at least one DRB are setup and not suspended.
-----------------------------------------------------END OF CHANGE-------------------------------------------


