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[bookmark: _Toc21094014]6.3.4.4	Method of test 
[bookmark: _Toc21094015]6.3.4.4.1	Initial conditions
6.3.4.4.1.1	General test conditions
Test environment: normal; see annex B.
RF channels to be tested: M; see subclause 4.12.1.
6.3.4.4.1.2	UTRA FDD
Base Station RF Bandwidth positions to be tested for multi-carrier: BRFBW, MRFBW and TRFBW in single band operation; see subclause 4.12.1.
Set each TAB connector to output a signal in accordance to TM2, in TS 25.141 [18], subclause 6.1.1.2.
6.3.4.4.1.3	E-UTRA
Set the Channel set-up of the TAB connector transmitted signal according to:
-	E-TM3.1, or
-	sE-TM3.1-1 for subslot TTI, or
-	sE-TM3.1-2 for slot TTI.
6.3.4.4.1.4	NR
Set the Channel set-up of the TAB connector transmitted signal according to:
-	NR-FR1-TM3.1a if 256QAM is supported by BS without power back off, or
-	NR-FR1-TM3.1 if 256QAM is supported by BS with power back off, or
-	NR-FR1-TM3.1 if 256QAM is not supported by BS, or.
-	NR-FR1-TM3.1 if 256QAM is supported by BS with power back off.
[bookmark: _Toc21094016]6.3.4.4.2	Procedure
6.3.4.4.2.1	General procedure
The minimum requirement is applied to all TAB connectors, they may be tested one at a time or multiple TAB connectors may be tested in parallel as shown in annex D.1.1. Whichever method is used the procedure is repeated until all TAB connectors necessary to demonstrate conformance have been tested.
1)	Connect TAB connector to measurement equipment as shown in annex D.1.1. All TAB connectors not under test shall be terminated.
2)	Set the TAB connector to transmit at manufacturers declared rated carrier output power per TAB connector (PRated,c,TABC).
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