Page 1



3GPP TSG-RAN5 Meeting #87-e
R5-201999
Electronic Meeting, 18th – 29th May 2020

	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.508-1
	CR
	1316
	rev
	-
	Current version:
	16.3.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	


	

	Title:

	Correction of test frequency tables for NR band n29

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R5 DOCPROPERTY  SourceIfTsg  \* MERGEFORMAT 

	
	

	Work item code:
	NR_bands_BW_R16-UEConTest
	
	Date:
	2020-05-07

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	Clarification needed that reference to coreset in table headers and in notes refer to CORESET#0 only.

	NR band n26 
	

	Summary of change:
	Updat n29 table headers and notes that “without CORESET” refers to “without CORESET#0”. 

	
	

	Consequences if not approved:
	Ambiguity of coreset references remains.


	
	

	Clauses affected:
	4.3.1.1.1.29

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


4.3.1.1.1.29
Reference test frequencies for NR operating band n29 (SDL)

Table 4.3.1.1.1.29-1: Test frequencies for NR operating band n29 and SCS 15 kHz without CORESET#0
	CBW [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]

	5
	25
	Downlink
	Low
	719.5
	143900
	717.25
	143450
	0
	15
	-
	143810

	
	
	
	Mid
	722.5
	144500
	701.89
	140378
	102
	
	-
	144410

	
	
	
	High
	725.5
	145100
	632.53
	126506
	504
	
	-
	145010

	10
	52
	Downlink
	Low
	722
	144400
	717.32
	143464
	0
	15
	-
	143824

	
	
	
	Mid
	722.5
	144500
	699.46
	139892
	102
	
	-
	143924

	
	
	
	High
	723
	144600
	627.6
	125520
	504
	
	-
	144024

	Note:
FR1 carrier without CORESET#0 is indicated in the MIB by setting 
[image: image1.wmf]SSB

k

=31, controlResourceSetZero=0 and searchSpaceZero = 0 (TS 38.213 [22], clause 13).


Table 4.3.1.1.1.29-2: Test frequencies for NR operating band n29 and SCS 30 kHz without CORESET#0
	CBW [MHz]
	carrierBandwidth

[PRBs]
	Range
	Carrier centre

[MHz]
	Carrier centre

[ARFCN]
	point A
[MHz]
	absoluteFrequencyPointA
[ARFCN]
	offsetToCarrier [PRBs]
	SS block SCS

[kHz]
	GSCN
	absoluteFrequencySSB

[ARFCN]

	10
	24
	Downlink
	Low
	722
	144400
	717.68
	143536
	0
	15
	-
	143896

	
	
	
	Mid
	722.5
	144500
	681.46
	136292
	102
	
	-
	143996

	
	
	
	High
	723
	144600
	537.24
	107448
	504
	
	-
	144096

	Note:
FR1 carrier without CORESET#0 is indicated in the MIB by setting 
[image: image2.wmf]SSB

k

=31, controlResourceSetZero=0 and searchSpaceZero = 0 (TS 38.213 [22], clause 13).
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