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< Unchanged sections omitted >
7.3.1
Radio resource control information elements for RRM

As defined in clause 4.6.3 with the following exceptions:

< Unchanged sections omitted >
PDCCH-Config
Table 7.3.1-15: PDCCH-ControlResourceSet

	Derivation Path: Table 4.6.3-28

	Information Element
	Value/remark
	Comment
	Condition

	ControlResourceSet ::= SEQUENCE {
	
	
	

	  controlResourceSetId
	ControlResourceSetId
	
	

	  cce-REG-MappingType CHOICE {
	
	
	

	    nonInterleaved
	Null
	
	

	    interleaved ::= SEQUENCE {
	
	
	CCR

	      reg-BundleSize
	n6
	
	

	      interleaverSize
	n2
	
	

	      shiftIndex
	0
	
	

	  }
	
	
	

	  precoderGranularity
	sameAsREG-bundle
	
	

	  tci-StatesPDCCH-ToAddList {
	
	
	

	
	0
	TCI State #0
	

	
	1
	TCI State #1
	

	 }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	CCR
	When Control Channel RMC is configured


SearchSpace
Table 7.3.1-17: SearchSpace

	Derivation Path: Table 4.6.3-162

	Information Element
	Value/remark
	Comment
	Condition

	SearchSpace ::= SEQUENCE {
	
	
	

	  monitoringSlotPeriodicityAndOffset CHOICE {
	
	
	

	    sl10
	1
	
	SISS

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation

	SISS
	SearchSpace for SI
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