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[Start of modification]
6.1.2.9.3.3
Specific message contents

Table 6.1.2.9.3.3-1: SIB1 of NR Cell 1 (preamble and all steps, Table 6.1.2.9.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.1-28

	Information Element
	Value/remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  si-SchedulingInfo 
	SI-SchedulingInfo
	
	

	}
	
	
	


Table 6.1.2.9.3.3-2: SI-SchedulingInfo (si-SchedulingInfo in Table 6.1.2.9.3.3-1)

	Derivation Path: TS 38.508-1 [4], Table 4.6.3-173

	Information Element
	Value/remark
	Comment
	Condition

	SI-SchedulingInfo ::= SEQUENCE {
	
	
	

	  schedulingInfoList SEQUENCE (SIZE(1..maxSI-Message)) OF SEQUENCE{
	
	
	

	    sib-MappingInfo SEQUENCE (SIZE (1..maxSIB)) OF SEQUENCE {
	2 entry
	
	

	      Type[1]
	sibType2
	
	

	      valueTag[1]
	0
	The value is increased by 1 in step 4 and step 24
	

	      Type[2]
	sibType3
	
	

	      valueTag[2]
	0
	The value is increased by 1 in step 11 and step 17
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.9.3.3-3: SIB2 of NR Cell 1 (preamble, Table 6.1.2.9.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.2-1

	Information Element
	Value/remark
	Comment
	Condition

	SIB2 ::= SEQUENCE {
	
	
	

	  cellReselectionInfoCommon SEQUENCE {
	
	
	

	    q-Hyst
	dB24
	
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.9.3.3-4: SIB2 of NR Cell 1 (step 4, Table 6.1.2.9.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.2-1

	Information Element
	Value/remark
	Comment
	Condition

	SIB2 ::= SEQUENCE {
	
	
	

	  cellReselectionInfoCommon SEQUENCE {
	
	
	

	    q-Hyst
	dB0
	
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.9.3.3-5: SIB3 of NR Cell 1 (step 11, Table 6.1.2.9.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.2-2

	Information Element
	Value/remark
	Comment
	Condition

	SIB3 ::= SEQUENCE {
	
	
	

	  intraFreqNeighCellList SEQUENCE (SIZE (1.. maxCellIntra)) OF SEQUENCE {
	1 entry
	
	

	    IntraFreqNeighCellInfo [1] SEQUENCE{
	
	
	

	      q-OffsetCell
	dB24
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.9.3.3-6: SIB3 of NR Cell 1 (step 17, Table 6.1.2.9.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.2-2

	Information Element
	Value/remark
	Comment
	Condition

	SIB3 ::= SEQUENCE {
	
	
	

	  intraFreqNeighCellList SEQUENCE (SIZE (1.. maxCellIntra)) OF SEQUENCE {
	1 entry
	
	

	    IntraFreqNeighCellInfo [1] SEQUENCE {
	
	
	

	      q-OffsetCell
	dB0
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


Table 6.1.2.9.3.3-7: SIB2 of NR Cell 1 (step 24, Table 6.1.2.9.3.2-3)
	Derivation Path: TS 38.508-1 [4], Table 4.6.2-1

	Information Element
	Value/remark
	Comment
	Condition

	SIB2 ::= SEQUENCE {
	
	
	

	  intraFreqCellReselectionInfo SEQUENCE {
	
	
	

	    t-ReselectionNR
	7
	seconds
	

	  }
	
	
	

	}
	
	
	


[End of modification]
