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Table G.1.5-1: Minimum Test time for PDSCH demodulation
	TDD UL-DL pattern
	Reference Channel
	Demodulation scenario (doppler speed)
	Minimum number of active subframes (MNAS)
	MNAS to MNS Scaling factor (Note 3)
	Minimum Number of Subframes

(MNS) after rounding up to nearest thousand
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[image: image1.wmf]é

ù

1000

*

1000

MNS




	NA
	R.PDSCH.1-8.1 FDD
	750 Hz
	FFS
	1.0526
	FFS

	NA
	R.PDSCH.1-1.1 FDD
	400 Hz
	10000 (Note 1)
	1.0526
	11000

	NA
	R.PDSCH.1-1.2 FDD, R.PDSCH.1-2.1 FDD, R.PDSCH.1-5.1 FDD, 
	100 Hz
	20000 (Note 1)
	1.0526
	22000

	NA
	R.PDSCH.1-1.4 FDD

R.PDSCH.1-2.2 FDD, R.PDSCH.1-2.3 FDD, R.PDSCH.1-2.4 FDD, R.PDSCH.1-3.1 FDD, R.PDSCH.1-4.1 FDD, R.PDSCH.1-7.1 FDD, R.PDSCH.1-7.2 FDD, R.PDSCH.2-1.1 FDD,
	10 Hz
	75000 (Note 1)
	1.0526
	79000

	FR1.30-1A
	R.PDSCH.2-1.1 TDD
	400 Hz
	10000 (Note 1)
	1.2903
	13000 

	FR1.30-5
	R.PDSCH.2-11.1 TDD
	400Hz
	10000 (Note 1)
	1.2903
	13000

	FR1.30-6
	R.PDSCH.2-12.1 TDD
	400Hz
	10000 (Note 1)
	1.2903
	13000

	FR1.30-1
	R.PDSCH.2-1.2 TDD, R.PDSCH.2-2.1 TDD, R.PDSCH.2-7.1 TDD
	100 Hz
	20000 (Note 1)
	1.2903
	26000

	FR1.30-1
	R.PDSCH.2-4.1 TDD, R.PDSCH.2-3.1 TDD, R.PDSCH.2-2.2 TDD

R.PDSCH.2-1.3 TDD

R.PDSCH.2-2.3 TDD

R.PDSCH.2-2.4 TDD
	10 Hz
	75000 (Note 1)
	1.2903
	97000

	FR1.30-2
	R.PDSCH.2-5.1 TDD 
	10 Hz
	75000 (Note 1)
	1.2903
	97000

	FR1.30-3
	R.PDSCH.2-6.1 TDD 
	10 Hz
	75000 (Note 1)
	1.4815
	112000

	FR1.30-4
	R.PDSCH.2-9.1 TDD
	10 Hz
	75000 (Note 1)
	1.2903
	97000

	FR2.60-1
	R.PDSCH.4-1.1 TDD
	75 Hz
	20000 (Note 2)
	1.33
	27000

	FR2.120-1
	R.PDSCH.5-1.1 TDD

R.PDSCH.5-2.1 TDD

R.PDSCH.5-3.1 TDD

R.PDSCH.5-2.2 TDD

R.PDSCH.5-2.3 TDD
	300 Hz
	10000 (Note 2)
	1.25
	13000

	FR2.120-2
	R.PDSCH.5-4.1 TDD
R.PDSCH.5-5.1 TDD
R.PDSCH.5-5.2 TDD

R.PDSCH.5-6.1 TDD
	75 Hz
	20000 (Note 2)
	1.33
	27000

	Note 1:
MNAS determined by simulations.

Note 2:
For cases where MNS is not determined by simulations, use same MNAS as the similar case simulated (same doppler speed)  

Note 3:
MNS/MNAS ratio decided by scheduling pattern (how much time is required to collect required number of active DL SFs) 


Table G.1.5-2: Minimum Test time for PDCCH demodulation

	Reference Channel
	Demodulation scenario (doppler speed)
	Minimum number of active subframes 

(MNAS)
	MNAS to MNS Scaling factor (Note 3)
	Minimum Number of Subframes

(MNS) after rounding up to nearest thousand
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	R.PDCCH 1-1.1 FDD, R.PDCCH.1-1.3 FDD, R.PDCCH.1-2.1 FDD, R.PDCCH.1-2.2 FDD, R.PDCCH.1-2.3 FDD, R.PDCCH.1-2.4 FDD, R.PDCCH.1-2.5 FDD, R.PDCCH.1-2.6 FDD
	10, 100, 400 Hz
	100000 (Note 1)
	1.0526
	106000

	R.PDCCH.2-1.1 TDD,  R.PDCCH.2-1.2 TDD, R.PDCCH.2-2.1 TDD, R.PDCCH.2-1.3 TDD
	10, 100, 400 Hz
	100000 (Note 1)
	1.2903
	130000 

	R.PDCCH.5-1.1 TDD

R.PDCCH.5-1.2 TDD

R.PDCCH.5-1.3 TDD

R.PDCCH.5-2.1 TDD
	75, 300 Hz
	100000 (Note 2)
	1.25
	130000

	Note 1:
MNAS determined by simulations.

Note 2:
For cases where MNS is not determined by simulations, use same MNAS as the similar case simulated (same doppler speed)  

Note 3:
MNS/MNAS ratio decided by scheduling pattern (how much time is required to collect required number of active DL SFs) 
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