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<< Beginning of changes>>
8.1.2.8A
Applicability of performance requirements for UE supporting coverage enhancement

The applicability and test rules are defined for the tests for UE supporting coverage enhancement with narrowband transmission in Table 8.1.2.8A-1 and 8.1.2.8A-2. 

Table 8.1.2.8A-1: Applicability rules for PDSCH requirements (FDD)
	
	ue-Category or UE-CategoryDL 

	UE-EUTRA-Capability 
	M1, Cat-0, 1bis 
	>=1 (Note 1)

	ce-ModeA-r13 
	8.11.1.1.1.1 Test 1
8.11.1.1.2.1 Test 1
8.11.1.1.3.1 Test 2
	8.11.1.1.2.1 Test 2 
8.11.1.1.2.1 Test 3

	ce-ModeB-r13 
	8.11.1.1.1.1 Test 1
8.11.1.1.2.1 Test 1
8.11.1.1.3.1 Test 1
	8.11.1.1.2.1 Test 2
8.11.1.1.2.1 Test 3
8.11.1.1.3.1 Test 3
8.11.1.1.3.1 Test 4

	Note 1:
Which test case applies to the UE depends on the supported receiver antenna number.


Table 8.1.2.8A-2: Applicability rules for PDSCH requirements (TDD)
	
	ue-Category or UE-CategoryDL 

	UE-EUTRA-Capability 
	M1, Cat-0, 1bis 
	>=1 (Note 1) 

	ce-ModeA-r13 
	8.11.1.2.1.1 Test 1
8.11.1.2.2.1 Test 1
8.11.1.2.3.1 Test 2
	8.11.1.2.2.1 Test 2 
8.11.1.2.2.1 Test 3

	ce-ModeB-r13 
	8.11.1.2.1.1 Test 1
8.11.1.2.2.1 Test 1
8.11.1.2.3.1 Test 1
	8.11.1.2.2.1 Test 2
8.11.1.2.2.1 Test 3
8.11.1.2.3.1 Test 3
8.11.1.2.3.1 Test 4

	Note 1:
Which test case applies to the UE depends on the supported receiver antenna number.


The applicability and test rules are defined for the tests for UE supporting coverage enhancement with wideband transmission in Table 8.1.2.8A-3 and 8.1.2.8A-4.

Table 8.1.2.8A-3: Applicability rules for PDSCH requirements (FDD)

	
	ue-Category or UE-CategoryDL

	UE-EUTRA-Capability
	M2, Cat-0, 1bis
	≥1 (Note 1)

	ce-PDSCH-PUSCH-MaxBandwidth-r14
	5MHz
	5MHz
	20MHz

	ce-ModeA-r13
	8.11.1.1.1.1 Test 1
8.11.1.1.2.1 Test 1
8.11.1.1.3.2 Test 1
	8.11.1.1.2.1 Test 2
8.11.1.1.2.1 Test 3
	8.11.1.1.2.1 Test 2
8.11.1.1.2.1 Test 3
8.11.1.1.3.2 Test 3
8.11.1.1.3.2 Test 4

	ce-ModeB-r13
	8.11.1.1.1.1 Test 1
8.11.1.1.2.1 Test 1
8.11.1.1.3.2 Test 2
	8.11.1.1.2.1 Test 2
8.11.1.1.2.1 Test 3

8.11.1.1.3.1 Test 3
8.11.1.1.3.1 Test 4
	8.11.1.1.2.1 Test 2
8.11.1.1.2.1 Test 3

8.11.1.1.3.1 Test 3
8.11.1.1.3.1 Test 4

	Note 1:
Which test case applies to the UE depends on the supported receiver antenna number.


Table 8.1.2.8A-4: Applicability rules for PDSCH requirements (TDD)

	
	ue-Category or UE-CategoryDL

	UE-EUTRA-Capability
	M2, Cat-0, 1bis
	≥1 (Note 1)

	ce-PDSCH-PUSCH-MaxBandwidth-r14
	5MHz
	5MHz
	20MHz

	ce-ModeA-r13
	8.11.1.2.1.1 Test 1
8.11.1.2.2.1 Test 1
8.11.1.2.3.2 Test 1
	8.11.1.2.2.1 Test 2
8.11.1.2.2.1 Test 3
	8.11.1.2.2.1 Test 2
8.11.1.2.2.1 Test 3
8.11.1.2.3.2 Test 3
8.11.1.2.3.2 Test 4

	ce-ModeB-r13
	8.11.1.2.1.1 Test 1
8.11.1.2.2.1 Test 1
8.11.1.2.3.2 Test 2
	8.11.1.2.2.1 Test 2
8.11.1.2.2.1 Test 3

8.11.1.2.3.1 Test 3
8.11.1.2.3.1 Test 4
	8.11.1.2.2.1 Test 2
8.11.1.2.2.1 Test 3

8.11.1.2.3.1 Test 3
8.11.1.2.3.1 Test 4

	Note 1: 
Which test case applies to the UE depends on the supported receiver antenna number.


The applicability and test rules are defined for the tests for UE supporting coverage enhancement in Tables 8.1.2.8A-5 and 8.1.2.8A-6. 

Table 8.1.2.8A-5: Applicability rules for PDSCH requirements (FDD)
	
	ue-Category or UE-CategoryDL

	UE-EUTRA-Capability
	M1
	M2

	ce-ModeA-r13 
	8.11.1.1.3.1 Test 2a

8.11.1.1.3.1 Test 5

8.11.1.1.3.1 Test 6
	8.11.1.1.3.1 Test 5

8.11.1.1.3.1 Test 6

	ce-ModeB-r13 
	
	8.11.1.1.3.2 Test 2a


Table 8.1.2.8A-6: Applicability rules for PDSCH requirements (TDD)
	
	ue-Category or UE-CategoryDL

	UE-EUTRA-Capability
	M1
	M2

	ce-ModeA-r13 
	8.11.1.2.3.1 Test 2a

8.11.1.2.3.1 Test 5

8.11.1.2.3.1 Test 6
	8.11.1.2.3.1 Test 5

8.11.1.2.3.1 Test 6

	ce-ModeB-r13
	
	8.11.1.2.3.2 Test 2a


<< End of changes>>
