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<Start of first modified section>
4.6.1
Contents of RRC messages

–
CounterCheck
Table 4.6.1-1: CounterCheck
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	CounterCheck ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    counterCheck SEQUENCE {
	
	
	

	      drb-CountMSB-InfoList SEQUENCE (SIZE (1..maxDRB)) OF DRB-CountMSB-Info
	1 entry
	
	

	        DRB-CountMSB-Info[1] SEQUENCE {
	
	entry 1
	

	        drb-Identity
	DRB-Identity
	
	

	        countMSB-Uplink
	0
	
	

	        countMSB-Downlink
	0
	
	

	        }
	
	
	

	      }
	
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
CounterCheckResponse
Table 4.6.1-2: CounterCheckResponse
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	CounterCheckResponse ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    counterCheckResponse SEQUENCE {
	
	
	

	      drb-CountInfoList SEQUENCE (SIZE (0..maxDRB)) OF SEQUENCE {
	1 entry
	
	

	        DRB-CountInfo[1] SEQUENCE {
	
	entry 1
	

	        drb-Identity
	DRB-Identity
	
	

	        count-Uplink
	Not checked
	
	

	        count-Downlink
	Not checked
	
	

	      }
	
	
	

	        }
	
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
DedicatedSIBRequest
Table 4.6.1-2A: DedicatedSIBRequest
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	DedicatedSIBRequest-r16 ::= SEQUENCE {
	
	
	

	FFS
	 
	
	

	}
	
	
	


–
DLDedicatedMessageSegment
Table 4.6.1-2B: DLDedicatedMessageSegment
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	DLDedicatedMessageSegment-r16 ::= SEQUENCE {
	
	
	

	FFS
	 
	
	

	}
	
	
	


–
DLInformationTransfer
Table 4.6.1-3: DLInformationTransfer
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	DLInformationTransfer ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    dlInformationTransfer SEQUENCE {
	
	
	

	      dedicatedNAS-Message
	DedicatedNAS-Message
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
DLInformationTransferMRDC
Table 4.6.1-3A: DLInformationTransferMRDC
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	DLInformationTransferMRDC-r16 ::= SEQUENCE {
	
	
	

	FFS
	 
	
	

	}
	
	
	


–
FailureInformation
Table 4.6.1-4: FailureInformation
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	FailureInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    failureInformation SEQUENCE {
	
	
	

	      failureInfoRLC-Bearer SEQUENCE {
	
	
	

	        cellGroupId
	Not checked
	
	

	        logicalChannelIdentity
	Not checked
	
	

	        failureType
	Not checked
	
	

	      }
	
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
IABOtherInformation
Table 4.6.1-4A: IABOtherInformation
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	IABOtherInformation-r16 ::= SEQUENCE {
	
	
	

	FFS
	 
	
	

	}
	
	
	


–
LocationMeasurementIndication
Table 4.6.1-5: LocationMeasurementIndication
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	LocationMeasurementIndication ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    locationMeasurementIndication SEQUENCE {
	
	
	

	      measurementIndication CHOICE {
	
	
	

	        setup
	LocationMeasurementInfo
	
	

	      }
	
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
MeasurementReport
Table 4.6.1-5A: MeasurementReport
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MeasurementReport ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    measurementReport SEQUENCE {
	
	
	

	      measResults
	MeasResults
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
MIB
Table 4.6.1-6: MIB
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MIB ::= SEQUENCE {
	
	
	

	  systemFrameNumber
	A valid value as defined in TS 38.331 [6]
	
	

	  subCarrierSpacingCommon
	scs15or60
	For signalling test cases see clause 6.2.3, otherwise see clause 4.3.1.
	SCS15or60

	
	scs30or120
	For signalling test cases see clause 6.2.3, otherwise see clause 4.3.1.
	SCS30or120

	  ssb-subcarrierOffset
	Set to the integer value of the 4 LSB of kSSB defined for the frequency of the cell
	For signalling test cases see clause 6.2.3, otherwise see clause 4.3.1.
	

	  dmrs-TypeA-Position
	pos2
	
	

	  pdcch-ConfigSIB1
	PDCCH-ConfigSIB1
	
	

	  cellBarred
	notBarred
	
	

	  intraFreqReselection
	allowed
	
	

	  spare
	0
	
	

	}
	
	
	


	Condition
	Explanation 

	SCS15or60
	SCS is 15kHz or 60kHz 

	SCS30or120
	SCS is 30kHz or 120kHz.


–
MobilityFromNRCommand
Table 4.6.1-8: MobilityFromNRCommand
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	MobilityFromNRCommand ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    mobilityFromNRCommand SEQUENCE {
	
	
	

	      targetRAT-Type
	eutra
	
	

	      targetRAT-MessageContainer
	OCTET STRING including the RRCConnectionReconfiguration message according TS 36.508 [2], table 4.6.1-8 with condition HO-TO-EUTRA
	
	

	      nas-SecurityParamFromNR
	The 4 LSB of the downlink NAS COUNT
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension 
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
Paging
Table 4.6.1-9: Paging
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	Paging ::= SEQUENCE {
	
	
	

	  pagingRecordList SEQUENCE (SIZE(1..maxNrofPageRec)) OF PagingRecord
	1 entry
	
	

	    PagingRecord[1] SEQUENCE {
	
	entry 1
	

	    ue-Identity CHOICE {
	
	
	

	      ng-5G-S-TMSI
	NG-5G-S-TMSI
	
	

	      fullI-RNTI
	I-RNTI-Value
	
	NR_RRC_RESUME

	    }
	
	
	

	    accessType
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	  lateNonCriticalExtension
	Not present
	
	

	  nonCriticalExtension
	Not present
	
	

	}
	
	
	


	Condition
	Explanation

	NR_RRC_RESUME
	To page a UE in RRC_INACTIVE state to request RRC connection resumption


–
RRCReestablishment
Table 4.6.1-10: RRCReestablishment
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReestablishment ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReestablishment SEQUENCE {
	
	
	

	      nextHopChainingCount
	NextHopChainingCount
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RRCReestablishmentComplete
Table 4.6.1-11: RRCReestablishmentComplete
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReestablishmentComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReestablishmentComplete SEQUENCE {
	
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RRCReestablishmentRequest
Table 4.6.1-12: RRCReestablishmentRequest
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReestablishmentRequest ::= SEQUENCE {
	
	
	

	  ue-Identity SEQUENCE {
	
	
	

	    c-RNTI
	RNTI-Value
	
	

	    physCellId
	PhysCellId
	
	

	    shortMAC-I
	ShortMAC-I
	
	

	  }
	
	
	

	  reestablishmentCause
	Not checked
	
	

	  spare
	Present but contents not checked
	
	

	}
	
	
	


–
RRCReconfiguration
Table 4.6.1-13: RRCReconfiguration
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfiguration ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfiguration SEQUENCE {
	
	
	

	      radioBearerConfig
	Not present
	
	

	
	RadioBearerConfig with conditions SRB2 and DRB1
	
	NR, NR-DC

	      secondaryCellGroup
	CellGroupConfig
	OCTET STRING (CONTAINING CellGroupConfig)
	EN-DC

	
	CellGroupConfig with condition NR-DC_SCG
	OCTET STRING (CONTAINING CellGroupConfig)
	NR-DC_SCG

	
	CellGroupConfig with conditions EN-DC and PSCell_change
	OCTET STRING (CONTAINING CellGroupConfig)
	EN-DC_HO

	
	CellGroupConfig with condition MEAS
	OCTET STRING (CONTAINING CellGroupConfig)
	EN-DC_MEAS

	
	CellGroupConfig with condition SCell_add
	OCTET STRING (CONTAINING CellGroupConfig)
	EN-DC_SCell_add

	
	Not present
	
	

	      measConfig
	Not present
	
	

	
	MeasConfig
	Measurements configuration
	NR_MEAS, EN-DC_MEAS

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	NR, SCell_add, NR_MEAS, NR-DC

	        masterCellGroup
	CellGroupConfig with condition SRB2_DRB1
	OCTET STRING (CONTAINING CellGroupConfig)
	NR, NR-DC

	
	CellGroupConfig with condition SCell_add
	OCTET STRING (CONTAINING CellGroupConfig)
	SCell_add

	
	CellGroupConfig with condition MEAS
	OCTET STRING (CONTAINING CellGroupConfig)
	NR_MEAS

	        fullConfig
	Not present
	
	

	
	
	
	

	
	
	
	

	        dedicatedNAS-MessageList
	Not present
	
	

	        dedicatedNAS-MessageList SEQUENCE (SIZE(1..maxDRB)) OF DedicatedNAS-Message {
	1 entry
	
	NR

	          DedicatedNAS-Message[1]
	DedicatedNAS-Message
	entry 1

A sequence of OCTET STRING (s) containing one or more DedicatedNAS-Message(s)
	

	        }
	
	
	

	        masterKeyUpdate
	Not present
	
	

	        masterKeyUpdate SEQUENCE {
	
	
	MasterKeyChange

	          keySetChangeIndicator
	true
	
	 

	          nextHopChainingCount
	NextHopChainingCount
	
	

	          nas-Container
	Not present
	
	

	          nas-Container
	OCTET STRING including the 10 Octets value generated according to TS 24.501 [28] subclause 9.11.2.9
	
	Inter_Sys_HO

	        dedicatedSIB1-Delivery
	Not present
	
	

	        dedicatedSystemInformationDelivery
	Not present
	
	

	        otherConfig
	Not present
	
	

	        nonCriticalExtension
	Not present
	
	

	        nonCriticalExtension SEQUENCE {
	
	
	NR-DC

	          otherConfig
	Not present
	
	

	          nonCriticalExtension SEQUENCE {
	
	
	

	            mrdc-SecondaryCellGroupConfig CHOICE {
	
	
	

	              setup SEQUENCE {
	
	
	

	                mrdc-ReleaseAndAdd
	Not present
	
	

	                mrdc-SecondaryCellGroup CHOICE {
	
	
	

	                  nr-SCG
	RRCReconfiguration with condition NR-DC_SCG
	OCTET STRING (CONTAINING RRCReconfiguration)
	

	                }
	
	
	

	              }
	
	
	

	            }
	
	
	

	            radioBearerConfig2
	Not present
	
	

	            sk-Counter
	SK-Counter
	
	

	            nonCriticalExtension
	Not present
	
	

	          }
	
	
	

	        }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	EN-DC
	E-UTRA-NR Dual Connectivity

	EN-DC_MEAS
	An EN-DC measurement is configured

	NR​_MEAS
	A NR measurement is configured

	NR
	NG-RAN NR Radio Access

	NR-DC
	NR-NR Dual Connectivity

	NR-DC_SCG
	Add SCG (NR-DC)

	EN-DC_HO
	NR PSCell change (EN-DC)

	SCell_add
	Add SCell

	EN-DC_SCell_add
	Add Scell (EN-DC)

	MasterKeyChange
	MasterKeyUpdate when peforming ReconfigurationWithSync and indicating a change of the AS security algorithms associated to the master key.

	Inter_Sys_HO
	Used during inter-system handover to NR procedure.


–
RRCReconfigurationComplete

Table 4.6.1-14: RRCReconfigurationComplete
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReconfigurationComplete ::= SEQUENCE {
	
	
	

	rrc-TransactionIdentifier
	Not checked
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReconfigurationComplete SEQUENCE {
	
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RRCReject

Table 4.6.1-15: RRCReject
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReject ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReject SEQUENCE {
	
	
	

	      waitTime
	1
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RRCRelease

Table 4.6.1-16: RRCRelease
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCRelease ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcRelease SEQUENCE {
	
	
	

	      redirectedCarrierInfo
	Not present
	
	

	      cellReselectionPriorities
	Not present
	
	

	      suspendConfig
	Not present 
	
	

	      suspendConfig SEQUENCE {
	
	
	NR_RRC_INACTIVE

	        fullI-RNTI
	I-RNTI-Value
	
	

	        shortI-RNTI
	ShortI-RNTI-Value
	
	

	        ran-PagingCycle
	rf32
	
	

	        ran-NotificationAreaInfo CHOICE {
	
	
	

	          cellList SEQUENCE (SIZE (1.. maxPLMNIdentities)) OF PLMN-RAN-AreaCell {
	1 entry
	
	

	            PLMN-RAN-AreaCellList[1] SEQUENCE {
	
	entry 1
	

	              plmn-Identity
	Not present
	
	

	              ran-AreaCells SEQUENCE (SIZE (1..32)) OF {
	1 entry
	
	

	                CellIdentity[1]
	CellIdentity
	entry 1

Cellidentity for the used cell.
	

	            }
	
	
	

	            }
	
	
	

	          }
	
	
	

	        }
	
	
	

	        t380
	Not present
	
	

	        nextHopChainingCount
	NextHopChainingCount
	
	

	      }
	
	
	

	      deprioritisationReq
	Not present
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


	Condition
	Explanation 

	NR_RRC_INACTIVE
	NR RRC state RRC_INACTIVE


–
RRCResume

Table 4.6.1-17: RRCResume

	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCResume ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcResume SEQUENCE {
	
	
	

	      radioBearerConfig
	Not present
	
	

	      masterCellGroup
	Not present
	
	

	      measConfig
	Not present
	
	

	      fullConfig
	Not present
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RRCResumeComplete

Table 4.6.1-18: RRCResumeComplete
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCResumeComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcResumeComplete SEQUENCE {
	
	
	

	      dedicatedNAS-Message
	Not checked
	
	

	      selectedPLMN-Identity
	Not checked
	
	

	      uplinkTxDirectCurrentList
	Not checked
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RRCResumeRequest

Table 4.6.1-19: RRCResumeRequest

	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCResumeRequest ::= SEQUENCE {
	
	
	

	  rrcResumeRequest SEQUENCE {
	
	
	

	    resumeIdentity
	ShortI-RNTI-Value
	
	

	    resumeMAC-I
	Not checked
	
	

	    resumeCause
	ResumeCause
	
	

	    spare
	Not checked
	
	

	  }
	
	
	

	}
	
	
	


–
RRCResumeRequest1

Table 4.6.1-20: RRCResumeRequest1
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCResumeRequest1 ::= SEQUENCE {
	
	
	

	  rrcResumeRequest1 SEQUENCE {
	
	
	

	    resumeIdentity
	I-RNTI-Value
	
	

	    resumeMAC-I
	Not checked
	
	

	    resumeCause
	ResumeCause
	
	

	    spare
	Not checked
	
	

	  }
	
	
	

	}
	
	
	


–
RRCSetup

Table 4.6.1-21: RRCSetup
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCSetup ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcSetup SEQUENCE {
	
	
	

	      radioBearerConfig
	RadioBearerConfig with condition SRB1
	
	

	      masterCellGroup
	CellGroupConfig with condition SRB1
	OCTET STRING (CONTAINING CellGroupConfig)
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RRCSetupComplete

Table 4.6.1-22: RRCSetupComplete
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCSetupComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcSetupComplete SEQUENCE {
	
	
	

	      selectedPLMN-Identity
	Not checked
	
	

	      registeredAMF
	Not checked
	
	

	      guami-Type
	Not checked
	
	

	      s-nssai-List
	Not checked
	
	

	      dedicatedNAS-Message
	DedicatedNAS-Message
	
	

	      ng-5G-S-TMSI-Value
	Not checked
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
RRCSetupRequest

Table 4.6.1-23: RRCSetupRequest
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCSetupRequest ::= SEQUENCE {
	
	
	

	  rrcSetupRequest SEQUENCE {
	
	
	

	    ue-Identity CHOICE {
	
	
	

	      randomValue
	Not checked
	
	

	    }
	
	
	

	    establishmentCause
	Not checked
	
	

	    spare
	Not checked
	
	

	  }
	
	
	

	}
	
	
	


–
RRCSystemInfoRequest

Table 4.6.1-24: RRCSystemInfoRequest
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCSystemInfoRequest ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcSystemInfoRequest SEQUENCE {
	
	
	

	      requested-SI-List
	Not checked
	
	

	      spare
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
SCGFailureInformation

Table 4.6.1-24A: SCGFailureInformation
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SCGFailureInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    scgFailureInformation SEQUENCE {
	
	
	

	      failureReportSCG
	Not checked
	
	

	      nonCriticalExtension 
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
SCGFailureInformationEUTRA

Table 4.6.1-24B: SCGFailureInformationEUTRA
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SCGFailureInformationEUTRA ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    scgFailureInformationEUTRA SEQUENCE {
	
	
	

	      failureReportSCG-EUTRA
	Not checked
	
	

	      nonCriticalExtension 
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
SecurityModeCommand

Table 4.6.1-25: SecurityModeCommand
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SecurityModeCommand ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    securityModeCommand SEQUENCE {
	
	
	

	      securityConfigSMC SEQUENCE {
	
	
	

	        securityAlgorithmConfig
	SecurityAlgorithmConfig
	
	

	      }
	
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
SecurityModeComplete

Table 4.6.1-26: SecurityModeComplete
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SecurityModeComplete ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    securityModeComplete SEQUENCE {
	
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
SecurityModeFailure

Table 4.6.1-27: SecurityModeFailure
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SecurityModeFailure ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    securityModeFailure SEQUENCE {
	
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
SIB1
Table 4.6.1-28: SIB1
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SIB1 ::= SEQUENCE {
	
	
	

	  cellSelectionInfo SEQUENCE {
	
	
	

	    q-RxLevMin
	-70
	-140 dBm
	RF

	
	-55
	-110 dBm
	SIG AND FR1

	
	ROUND((-110+Delta(NRfs))/2)
	-110+Delta(NRfs)
	SIG AND FR2

	    q-RxLevMinOffset
	Not present
	
	

	    q-RxLevMinSUL
	Not Present
	
	

	
	-70
	-140 dBm
	SUL AND RF

	
	-55
	-110 dBm
	SUL AND SIG

	    q-QualMin
	-20
	-20dB
	QBASED

	
	Not present
	
	

	    q-QualMinOffset
	Not present
	
	

	  }
	
	
	

	  cellAccessRelatedInfo
	CellAccessRelatedInfo
	
	

	  connEstFailureControl
	ConnEstFailureControl
	
	

	  si-SchedulingInfo
	Not present
	
	NR_1

	
	SI-SchedulingInfo
	
	

	  servingCellConfigCommon
	ServingCellConfigCommonSIB
	
	

	  ims-EmergencySupport
	Not present
	
	

	  eCallOverIMS-Support
	Not present
	
	

	  ue-TimersAndConstants
	UE-TimersAndConstants
	
	

	  uac-BarringInfo
	Not present
	
	

	  useFullResumeID
	Not present
	
	

	  lateNonCriticalExtension
	Not present
	
	

	  nonCriticalExtension
	Not present
	
	

	}
	
	
	

	NOTE 1:
Delta(NRfs) is derived based on calibration procedure defined in the clause 6.1.3.3. NRfs is NR frequency on which SIB1 is broadcasted.

NOTE 2:
ROUND is rounded off to the nearest integer. As an example, ‘1 to 1.49’ set to ‘1’ while ‘1.5 to 2’ to ‘2’ and ‘-2.0 to 1.5’ set to ‘-2’ while ‘-1.49 to -1’ set to ‘-1’.


	Condition
	Explanation 

	SUL
	For test cases using SUL frequency for the serving cell, Qrxlevmin is obtained from q-RxLevMinSUL.

	QBASED
	This condition applies to Quality based signalling test cases.

	NR_1
	System information combination NR-1 according table 4.4.3.1.2-1 is applied.


–
SystemInformation
Table 4.6.1-29: SystemInformation
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	SystemInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    systemInformation SEQUENCE {
	
	
	

	      sib-TypeAndInfo SEQUENCE (SIZE (1..maxSIB)) OF CHOICE
	See subclause 4.4.3.1.3
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
UEAssistanceInformation

Table 4.6.1-30: UEAssistanceInformation
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	UEAssistanceInformation ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ueAssistanceInformation SEQUENCE {
	
	
	

	      delayBudgetReport CHOICE {
	
	
	

	        type1
	Not checked
	
	

	      }
	
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
UECapabilityEnquiry

Table 4.6.1-31: UECapabilityEnquiry
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityEnquiry ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ueCapabilityEnquiry SEQUENCE {
	
	
	

	      ue-CapabilityRAT-RequestList
	UE-CapabilityRAT-RequestList
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      ue-CapabilityEnquiryExt
	Not present
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
UECapabilityInformation

Table 4.6.1-32: UECapabilityInformation
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	UECapabilityInformation ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ueCapabilityInformation SEQUENCE {
	
	
	

	      ue-CapabilityRAT-ContainerList
	UE-CapabilityRAT-ContainerList
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
ULInformationTransfer
Table 4.6.1-33: ULInformationTransfer
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransfer ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    ulInformationTransfer SEQUENCE {
	
	
	

	      dedicatedNAS-Message
	DedicatedNAS-Message
	
	

	      lateNonCriticalExtension
	Not checked
	
	

	      nonCriticalExtension
	Not checked
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


–
ULInformationTransferMRDC

Table 4.6.1-34: ULInformationTransferMRDC
	Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	ULInformationTransferMRDC ::= SEQUENCE {
	
	
	

	  criticalExtensions CHOICE {
	
	
	

	    c1 CHOICE {
	
	
	

	      ulInformationTransferMRDC SEQUENCE {
	
	
	

	        ul-DCCH-MessageNR
	Not checked
	
	

	        ul-DCCH-MessageEUTRA
	Not checked
	
	

	        lateNonCriticalExtension
	Not checked
	
	

	        nonCriticalExtension
	Not checked
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	


<End of modified section>
