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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk11 related to the title of this CR.

Contact:
Shaun Harry

shaun.harry@keysight.com
2 Corrections required
Change 1

	Function name
	f_TC_6_4_3_1_NR5GC

	Reason for change
	According to 38.523-1, Table 6.4.3.1.3.3-2: SIB5 of NR Cell 1, only two eutra carrier information is expected to be send in SIB5's 'carrierFreqListEUTRA'. Current implementation is sending information for 4 EUTRA carrierrs.

	Summary of change
	Include only 2 entries in SIB5 carrierFreqListEUTRA, corresponding with EUTRA cells 1 and 3 to align with 38.523-1

	TTCN module
	Inactive_CellReSelection_NR5GC_NR.ttcn

	MCC160 Comment
	


Before Change:

	function f_TC_6_4_3_1_NR5GC() runs on NR5GC_PTC

  { // Inter-RAT cell reselection From NR RRC_INACTIVE to E-UTRA RRC_IDLE (lower priority & higher priority, Srxlev based)

    f_NR5GC_IRAT_Init(NR_6);  // System information combination NR-6 as defined in TS 38.508-1 Table 4.4.3.1.2-1 is used in NR cell

    // Table 6.4.3.1.3.3-1: SIB2 of NR Cell 1

    f_NR_CellInfo_SetSIB2_ThreshServingLowP(nr_Cell1, 10);

    f_NR_CellInfo_SetSIB2_CellReselectionPriority(nr_Cell1, 5);

    // Table 6.4.3.1.3.3-2: SIB5 of NR Cell 1

    f_NR5GC_CellInfo_SetSIB5_cellReselectionPriority(nr_Cell1, 0, 6); // @sic R5s200566 sic@

    f_NR5GC_CellInfo_SetSIB5_cellReselectionPriority(nr_Cell1, 1, 4);

    //Create and configure cell

    f_NR_CellConfig_Def(nr_Cell1);

    f_NR5GC_IRAT_PreambleEUTRA_NR (nr_Cell1, STATE_INACTIVE_2A);

    f_NR_TestBody_Set(true);

    fl_TC_6_4_3_1_TestBody();

    f_NR_TestBody_Set(false);

    f_EUTRA_NR_WaitForCoOrd_Trigger (EUTRA, "Postamble");

    // UE now on EUTRA

    f_NR_ReleaseAllCells();

  }


After Change:

	function f_TC_6_4_3_1_NR5GC() runs on NR5GC_PTC

  { // Inter-RAT cell reselection From NR RRC_INACTIVE to E-UTRA RRC_IDLE (lower priority & higher priority, Srxlev based)


   var NR_CellInfo_Type v_NR_CellInfo;

    var CarrierFreqListEUTRA  v_CarrierFreqListEUTRA;  

    f_NR5GC_IRAT_Init(NR_6);  // System information combination NR-6 as defined in TS 38.508-1 Table 4.4.3.1.2-1 is used in NR cell

    // Table 6.4.3.1.3.3-1: SIB2 of NR Cell 1

    f_NR_CellInfo_SetSIB2_ThreshServingLowP(nr_Cell1, 10);

    f_NR_CellInfo_SetSIB2_CellReselectionPriority(nr_Cell1, 5);

    // Table 6.4.3.1.3.3-2: SIB5 of NR Cell 1


v_NR_CellInfo := f_NR_CellInfo_Get(nr_Cell1);

    v_CarrierFreqListEUTRA := {v_NR_CellInfo.Sysinfo.BcchInfo.SIs[1].message_.c1.systemInformation.criticalExtensions.systemInformation.sib_TypeAndInfo[0].sib5.carrierFreqListEUTRA[0],

                               v_NR_CellInfo.Sysinfo.BcchInfo.SIs[1].message_.c1.systemInformation.criticalExtensions.systemInformation.sib_TypeAndInfo[0].sib5.carrierFreqListEUTRA[1]};

      v_NR_CellInfo.Sysinfo.BcchInfo.SIs[1].message_.c1.systemInformation.criticalExtensions.systemInformation.sib_TypeAndInfo[0].sib5.carrierFreqListEUTRA := v_CarrierFreqListEUTRA;

    f_NR_CellInfo_Set(nr_Cell1,v_NR_CellInfo);
    f_NR5GC_CellInfo_SetSIB5_cellReselectionPriority(nr_Cell1, 0, 6); // @sic R5s200566 sic@

    f_NR5GC_CellInfo_SetSIB5_cellReselectionPriority(nr_Cell1, 1, 4);

    //Create and configure cell

    f_NR_CellConfig_Def(nr_Cell1);

    f_NR5GC_IRAT_PreambleEUTRA_NR (nr_Cell1, STATE_INACTIVE_2A);

    f_NR_TestBody_Set(true);

    fl_TC_6_4_3_1_TestBody();

    f_NR_TestBody_Set(false);

    f_EUTRA_NR_WaitForCoOrd_Trigger (EUTRA, "Postamble");

    // UE now on EUTRA

    f_NR_ReleaseAllCells();

  }


