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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk25 related to the title of this CR.

Contact:
Shaun Harry

shaun.harry@keysight.com
2 Corrections required
2.1 Change 1

	Function name
	Template cs_MeasObjectEUTRA_Common

	Reason for change
	When eutra-PresenceAntennaPort1 is set to true, the UE may assume that at least two cell-specific antenna ports are used in all neighbouring cells.
But there is no need to set 'eutra-PresenceAntennaPort1' as true by default, unless we are explicity testing transmit diversity for EUTRA.

	Summary of change
	Set ‘eutra-PresenceAntennaPort1’ by default as false.
Note : An associated prose CR on 38.508-1 will be raised at RAN5#88

	TTCN module
	RRC_Measurement_NR5GC_NR.ttcn

	MCC160 Comment
	


Before 

template (value) MeasObjectEUTRA cs_MeasObjectEUTRA_Common(ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq,

                                                             EUTRA_AllowedMeasBandwidth p_MeasurementBandwidth) :=

  { /* @status    APPROVED (NR5GC_IRAT) */

    /* @sic R5-194811 sic@ */

      carrierFreq                  := p_EUTRA_DL_CarrierFreq,

      allowedMeasBandwidth         := p_MeasurementBandwidth,

      cellsToRemoveListEUTRAN      := omit,

      cellsToAddModListEUTRAN      := omit,

      blackCellsToRemoveListEUTRAN := omit,

      blackCellsToAddModListEUTRAN := omit,

      eutra_PresenceAntennaPort1   := true,
      eutra_Q_OffsetRange          := omit,

      widebandRSRQ_Meas            := false

  };
After change

  template (value) MeasObjectEUTRA cs_MeasObjectEUTRA_Common(ARFCN_ValueEUTRA p_EUTRA_DL_CarrierFreq,

                                                             EUTRA_AllowedMeasBandwidth p_MeasurementBandwidth) :=

  { /* @status    APPROVED (NR5GC_IRAT) */

    /* @sic R5-194811 sic@ */

      carrierFreq                  := p_EUTRA_DL_CarrierFreq,

      allowedMeasBandwidth         := p_MeasurementBandwidth,

      cellsToRemoveListEUTRAN      := omit,

      cellsToAddModListEUTRAN      := omit,

      blackCellsToRemoveListEUTRAN := omit,

      blackCellsToAddModListEUTRAN := omit,

      eutra_PresenceAntennaPort1   := false,
      eutra_Q_OffsetRange          := omit,

      widebandRSRQ_Meas            := false

  };
