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1 Overview

This document lists all the changes needed to correct issues in the ATS iwd-TTCN3-B2019-06_D20wk25 related to the title of this CR.

Contact:
Kalahasti, Narendra

Narendra.Kalahasti@anritsu.com
2 Corrections required
2.1 Change 1

	Function name
	fl_TC_10_1_2_2_Body

	Reason for change
	Function f_Get_PDUSessionIdForDNNType returns PDUSessionID but not the index to the v_PDUSessionInfo[] array. Therefore, PDUSessionID can be directly used as session-id rather than accessing from v_PDUSessionInfo[].

	Summary of change
	As f_Get_PDUSessionIdForDNNType returns PDUSessionID, this value can be directly used for PDUSessionIdToRelease which conversion from Integer to Octet.

	TTCN module
	GSM_TestCases_NR5GC.ttcn

	MCC160 Comment
	


Before change:

  function fl_TC_10_1_2_2_Body() runs on NR5GC_PTC

  {

    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    var PDUSessionInfoList_Type v_PDUSessionInfo := f_NR5GC_MobileInfo_GetSessionInfoList(); //How many PDU sessions are established ?

    var integer v_InternetPduSessionID :=0;

    var O1_Type v_PDUSessionIdToRelease;

    var NR_RadioBearerId_Type v_SRB := tsc_NR_RbId_SRB2;

    var template (value) NG_NAS_DL_Pdu_Type v_MsgToSend;

    var NR_SRB_COMMON_IND v_ReceivedAsp;

    //Find out the first non-IMS , i.e Internet PDU session

    v_InternetPduSessionID := f_Get_PDUSessionIdForDNNType(v_PDUSessionInfo, Internet_DNN);

    v_PDUSessionIdToRelease := v_PDUSessionInfo[v_InternetPduSessionID].SessionId;
    //@siclog "Steps 1" siclog@

    // send PDU Session Release Command

    v_MsgToSend := f_Get_NG_PDUSessionReleaseCommand(v_PDUSessionIdToRelease);

    SRB.send(cas_NR_SRB_NasPdu_REQ(v_NGC_NASCellA, - , -, cs_NG_NAS_RequestWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered, v_MsgToSend)));

After change:

  function fl_TC_10_1_2_2_Body() runs on NR5GC_PTC

  {

    var NR_CellId_Type v_NGC_NASCellA := f_NR5GC_MapNASCell(ngc_CellA, NG_AllCellsOnSamePLMN);

    var PDUSessionInfoList_Type v_PDUSessionInfo := f_NR5GC_MobileInfo_GetSessionInfoList(); //How many PDU sessions are established ?

    var integer v_InternetPduSessionID :=0;

    var O1_Type v_PDUSessionIdToRelease;

    var NR_RadioBearerId_Type v_SRB := tsc_NR_RbId_SRB2;

    var template (value) NG_NAS_DL_Pdu_Type v_MsgToSend;

    var NR_SRB_COMMON_IND v_ReceivedAsp;

    //Find out the first non-IMS , i.e Internet PDU session

    v_InternetPduSessionID := f_Get_PDUSessionIdForDNNType(v_PDUSessionInfo, Internet_DNN);

    v_PDUSessionIdToRelease := int2oct(v_InternetPduSessionID, 1);
    //@siclog "Steps 1" siclog@

    // send PDU Session Release Command

    v_MsgToSend := f_Get_NG_PDUSessionReleaseCommand(v_PDUSessionIdToRelease);

    SRB.send(cas_NR_SRB_NasPdu_REQ(v_NGC_NASCellA, - , -, cs_NG_NAS_RequestWithPiggybacking(tsc_SHT_IntegrityProtected_Ciphered, v_MsgToSend)));
