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	Reason for change:
	In the current TTCN implementation, the UE first registers on the Eutra cell and is then Switched OFF. Then the user is prompted to Switch ON the UE, and after this the user is prompted to insert the USIM.

This order of Switch OFF – Switch ON – Insert USIM is incorrect. The USIM should be inserted before the testcase actually starts.

	
	

	Summary of change:
	Move the function f_UT_USIM_Insert() for the USIM configuration 9 to function f_TC_6_2_1_5_NR5GC_EUTRA()

	
	

	Consequences if not approved:
	A conformant UE may fail this test case.
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1 Corrections required
1.1 Correction to function f_TC_6_2_1_5_NR5GC_ EUTRA ()
	Function name
	function f_TC_6_2_1_5_NR5GC_EUTRA

	Reason for change
	In the current TTCN implementation, the UE first registers on the Eutra cell and is then Switched OFF. Then the user is prompted to Switch ON the UE, and after this the user is prompted to insert the USIM.

This order of Switch OFF – Switch ON – Insert USIM is incorrect. The USIM should be inserted before the testcase actually starts

	Summary of change
	Add f_UT_USIM_Insert()

	TTCN module
	NR5GC_IRAT\6_2_1\ Idle_PLMNSelection_NR5GC_ EUTRA.ttcn

	MCC160 Comment
	


Before Change:

	function f_TC_6_2_1_5_NR5GC_EUTRA() runs on EUTRA_5GS_PTC
  { // Inter-RAT Background HPLMN Search / Search for correct RAT for HPLMN / Automatic Mode
    f_EUTRA38_IRAT_Init(c1);
    f_EUTRA_CellInfo_SetPLMN_1Entry(eutra_Cell1, cs_HPLMN_001_11);//PLMN15
    // Create and configure cell
    f_EUTRA_CellConfig_Def(eutra_Cell1);
    // Preamble: The UE is in state Switched OFF (state 0N-B) according to TS 38.508-1
    f_EUTRA38_NR5GC_PreambleAndSwitchOff (eutra_Cell1);
    f_EUTRA_SS_NAS_SecurityRelease(); //@sic R5s200889 change5 sic@
    f_EUTRA_TestBody_Set(true);
    fl_TC_6_2_1_5_NR5GC_EUTRA_TestBody ();
    f_EUTRA_TestBody_Set(false);
    // take down the NR cell
    f_EUTRA_NR_WaitForCoOrd_Trigger (NR, "Postamble");
    f_EUTRA_ReleaseAllCells();
  }


After Change:

	function f_TC_6_2_1_5_NR5GC_EUTRA() runs on EUTRA_5GS_PTC
  { // Inter-RAT Background HPLMN Search / Search for correct RAT for HPLMN / Automatic Mode
    f_EUTRA38_IRAT_Init(c1);
    f_EUTRA_CellInfo_SetPLMN_1Entry(eutra_Cell1, cs_HPLMN_001_11);//PLMN15
    // Create and configure cell
    f_EUTRA_CellConfig_Def(eutra_Cell1);
    // Equip UE with the USIM configuration 9 specified in table 6.4.1-9 TS 38.508-1
    f_UT_USIM_Insert(UT, "USIM configuration 9 specified in table 6.4.1-9 TS 38.508-1"); 
    // Preamble: The UE is in state Switched OFF (state 0N-B) according to TS 38.508-1
    f_EUTRA38_NR5GC_PreambleAndSwitchOff (eutra_Cell1);
    f_EUTRA_SS_NAS_SecurityRelease(); //@sic R5s200889 change5 sic@
    f_EUTRA_TestBody_Set(true);
    fl_TC_6_2_1_5_NR5GC_EUTRA_TestBody ();
    f_EUTRA_TestBody_Set(false);
    // take down the NR cell
    f_EUTRA_NR_WaitForCoOrd_Trigger (NR, "Postamble");
    f_EUTRA_ReleaseAllCells();
  }


1.2 Correction to function f_TC_6_2_1_5_NR5GC_NR()
	Function name
	function f_TC_6_2_1_5_NR5GC_NR

	Reason for change
	In the current TTCN implementation, the UE first registers on the Eutra cell and is then Switched OFF. Then the user is prompted to Switch ON the UE, and after this the user is prompted to insert the USIM.

This order of Switch OFF – Switch ON – Insert USIM is incorrect. The USIM should be inserted before the testcase actually starts

	Summary of change
	Remove f_UT_USIM_Insert()

	TTCN module
	NR5GC_IRAT\6_2_1\ Idle_PLMNSelection_NR5GC_NR.ttcn

	MCC160 Comment
	


Before Change:

	function f_TC_6_2_1_5_NR5GC() runs on NR5GC_PTC
  { // Inter-RAT Background HPLMN Search / Search for correct RAT for HPLMN / Automatic Mode
    f_NR5GC_IRAT_Init(NR_1);
    // Create and configure cell
    f_NR_CellConfig_Def(nr_Cell1);
    // Equip UE with the USIM configuration 9 specified in table 6.4.1-9 TS 38.508-1
    f_UT_USIM_Insert(UT, "USIM configuration 9 specified in table 6.4.1-9 TS 38.508-1"); 
    // Preamble: The UE is in state Switched OFF (state 0N-B) according to TS 38.508-1
    f_NR5GC_IRAT_PreambleEUTRA_NR (nr_Cell1, STATE_OFF_0B);
    f_NR_TestBody_Set(true);

    fl_TC_6_2_1_5_TestBody();
    f_NR_TestBody_Set(false);
    // Switch/Power off UE
    f_NR_Postamble(nr_Cell1, STATE_IDLE_1A);
    // Tell EUTRA test is finished
    f_EUTRA_NR_SendCoOrd (EUTRA, cms_EUTRA_NR_Trigger("Postamble"));
  }


After Change:

	function f_TC_6_2_1_5_NR5GC() runs on NR5GC_PTC
  { // Inter-RAT Background HPLMN Search / Search for correct RAT for HPLMN / Automatic Mode
    f_NR5GC_IRAT_Init(NR_1);
    // Create and configure cell
    f_NR_CellConfig_Def(nr_Cell1);
    // Equip UE with the USIM configuration 9 specified in table 6.4.1-9 TS 38.508-1
    // Remove f_UT_USIM_Insert(UT, "USIM configuration 9 specified in table 6.4.1-9 TS 38.508-1"); 
    // Preamble: The UE is in state Switched OFF (state 0N-B) according to TS 38.508-1
    f_NR5GC_IRAT_PreambleEUTRA_NR (nr_Cell1, STATE_OFF_0B);
    f_NR_TestBody_Set(true);

    fl_TC_6_2_1_5_TestBody();
    f_NR_TestBody_Set(false);
    // Switch/Power off UE
    f_NR_Postamble(nr_Cell1, STATE_IDLE_1A);
    // Tell EUTRA test is finished
    f_EUTRA_NR_SendCoOrd (EUTRA, cms_EUTRA_NR_Trigger("Postamble"));
  }


