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	Reason for change:
	In the current TTCN implementation of this function, following assignment is made :

// FFS - At the moment, 36.508 table 4.7.3-6 specifies ExtdPCO should be not present
    v_PcoToUE.iel := int2oct(oct2int(valueof(v_ExtdPcoToUE.iel)), 1);
    v_PcoToUE.pco := v_ExtdPcoToUE.pco;
This results in the variable v_PcoToUE being set to omit. This variable in then passed to the function f_EUTRA_InitialRegistration_Step14_15( f_EUTRA_RRCConnectionReconfigurationWithAttachAcceptAllParams where it is included in the content of Activate Default EPS Bearer Context REQ.

If the UE receives the Activate Default EPS Bearer Context REQ without PCO, then it will try to initiate an ATTACH, not TAU at Step 7. This is in-line with 24.501 cl 6.1.4.1 

Hence, this assignment needs to be removed.

	
	

	Summary of change:
	Commented out the above mentioned assignment.

	
	

	Consequences if not approved:
	A conformant UE may fail this test case.

	
	

	Clauses affected:
	6.2.3.1

	
	

	
	Y
	N
	
	

	Other specs
	
	x
	 Other core specifications

	

	affected:
	
	x
	 Test specifications
	

	(show related CRs)
	
	x
	 O&M Specifications
	

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


Table of Contents
3Table of Contents

1
Corrections required
4
1.1
function f_EUTRA38_NR_InitialRegistration
4



1 Corrections required
1.1 function f_EUTRA38_NR_InitialRegistration
	2 Function name
	f_EUTRA38_NR_InitialRegistration

	Reason for change
	In the current TTCN implementation of this function, following assignment is made :

// FFS - At the moment, 36.508 table 4.7.3-6 specifies ExtdPCO should be not present
    v_PcoToUE.iel := int2oct(oct2int(valueof(v_ExtdPcoToUE.iel)), 1);
    v_PcoToUE.pco := v_ExtdPcoToUE.pco;
This results in the variable v_PcoToUE being set to omit. This variable in then passed to the function f_EUTRA_InitialRegistration_Step14_15( f_EUTRA_RRCConnectionReconfigurationWithAttachAcceptAllParams where it is included in the content of Activate Default EPS Bearer Context REQ.

If the UE receives the Activate Default EPS Bearer Context REQ without PCO, then it will try to initiate an ATTACH, not TAU at Step 7. This is in-line with 24.501 cl 6.1.4.1 

Hence, this assignment needs to be removed. 

	Summary of change
	Commented out the above mentioned assignment. 

	TTCN module
	Common\EUTRA38\EUTRA38_CommonProcedures.ttcn

	MCC160 Comment
	


Before Change:

	<<SKIPPED CODE>>
if (not isvalue (v_QFI)) {
      v_QFI := f_ExtdProtocolConfigOptions_GetQosFlowId(v_ExtdPcoToUE);
    }
    // FFS - At the moment, 36.508 table 4.7.3-6 specifies ExtdPCO should be not present
    v_PcoToUE.iel := int2oct(oct2int(valueof(v_ExtdPcoToUE.iel)), 1);
    v_PcoToUE.pco := v_ExtdPcoToUE.pco;
    v_PduSessionInfo := f_EUTRA_NR_PduSessionInfo(v_SessionId,
                                                  v_QFI,
                                                  v_PdnIndex,
                                                  tsc_EUTRA_Registration_PDN1isIMS);
<<SKIPPED CODE>>


After Change:

	<<SKIPPED CODE>>

if (not isvalue (v_QFI)) {
      v_QFI := f_ExtdProtocolConfigOptions_GetQosFlowId(v_ExtdPcoToUE);
    }
    // FFS - At the moment, 36.508 table 4.7.3-6 specifies ExtdPCO should be not present
    //WA#R&S  v_PcoToUE.iel := int2oct(oct2int(valueof(v_ExtdPcoToUE.iel)), 1);
    //WA#R&S v_PcoToUE.pco := v_ExtdPcoToUE.pco;
    v_PduSessionInfo := f_EUTRA_NR_PduSessionInfo(v_SessionId,
                                                  v_QFI,
                                                  v_PdnIndex,
                                                  tsc_EUTRA_Registration_PDN1isIMS);
<<SKIPPED CODE>>


