[bookmark: _Toc21340724][bookmark: _Toc29805171][bookmark: _Toc36456380][bookmark: _Toc36469478][bookmark: _Toc37253887][bookmark: _Toc37322744][bookmark: _Toc37324150][bookmark: _Toc45889673]3GPP TSG-RAN WG4 Meeting #96-e	R4-2011914
On-line, 14 – 28 August 2020
	CR-Form-v11

	CHANGE REQUEST

	

	
	38.101-2
	CR
	0237
	rev
	2
	Current version:
	16.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Introduction of FR2 inter-band DL CA

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell, Qualcomm

	Source to TSG:
	R4

	
	

	Work item code:
	NR_RF_FR2_req_enh
	
	Date:
	2020-08-28

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-4	(Release 4)
Rel-5	(Release 5)
Rel-6	(Release 6)
Rel-7	(Release 7)
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)

	
	

	Reason for change:
	Introduce FR2 inter-band DL CA

	
	

	Summary of change:
	Band combination, CA configuration, CA REFSENS relaxation, EIS spherical coverage, Max input level, ACS and in-band blocking requriements are added for inter-band DL CA

	
	

	Consequences if not approved:
	FR2 inter-band DL CA feature is not available 

	
	

	Clauses affected:
	3.2, 3.3, 5.2A.2, 5.2A.3, 7.3A, 7.4A, 7.5A, 7.6A

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS 38.521-2

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	



<START OF CHANGES>
[bookmark: _Toc21340713][bookmark: _Toc29805160][bookmark: _Toc36456369][bookmark: _Toc36469467][bookmark: _Toc37253876][bookmark: _Toc37322733][bookmark: _Toc37324139][bookmark: _Toc45889662][bookmark: _Toc21351484][bookmark: _Toc29807066][bookmark: _Toc36648780][bookmark: _Toc36651505][bookmark: _Toc37256439][bookmark: _Toc37256780][bookmark: _Toc45890468][bookmark: _Toc45891692][bookmark: _Toc45892102][bookmark: _Toc45892512]3.2	Symbols
For the purposes of the present document, the following symbols apply:
∆EIRPBC	The beam correspondence tolerance, where ∆EIRPBC = EIRP2 – EIRP1
ΔFGlobal	Granularity of the global frequency raster
ΔFRaster	Band dependent channel raster granularity
[bookmark: _Hlk501040408]ΔfOOB	Δ Frequency of Out Of Band emission
ΔRB	The starting frequency offset between the allocated RB and the measured non-allocated RB
ΔRIB	Allowed reference sensitivity relaxation due to support for intra-band CA operation
ΔRIB,P,n	Allowed relaxation to each, minimum peak EIRP and reference sensitivity due to support for inter-band CA operation, per band in a combination of supported bands
ΔRIB,S,n	Allowed relaxation to each, EIRP spherical coverage and EIS spherical coverage due to support for inter-band CA operation, per band in a combination of supported bands
ΔMBP,n	Allowed relaxation to each, minimum peak EIRP and reference sensitivity due to support for multi-band operation, per band in a combination of supported bands
ΔMBS,n	Allowed relaxation to each, EIRP spherical coverage and EIS spherical coverage due to support for multi-band operation, per band in a combination of supported bands
BWChannel	Channel bandwidth
BWChannel_CA	Aggregated channel bandwidth, expressed in MHz
BWGB	max( BWGB,Channel(k) )
BWGB,Channel(k)	Minimum guard band defined in sub-clause 5.3A.2 of carrier k
BWinterferer	Bandwidth of the interferer
Ceil(x)	Rounding upwards; ceil(x) is the smallest integer such that ceil(x) ≥ x
EIRP1	The measured total EIRP based on the beam the UE chooses autonomously (corresponding beam) to transmit in the direction of the incoming DL signal, which is based on beam correspondence without relying on UL beam sweeping
EIRP2	The measured total EIRP based on the beam yielding highest EIRP in a given direction, which is based on beam correspondence with relying on UL beam sweeping
EIRPmax	The applicable maximum EIRP as specified in sub-clause 6.2.1
Floor(x)	Rounding downwards; floor(x) is the greatest integer such that floor(x) ≤ x
F_center	The center frequency of an allocated block of PRBs
FC	RF reference frequency for the carrier center on the channel raster, given in table 5.4.2.2-1
FC,block, high	Fc of the highest transmitted/received carrier in a sub-block.
FC,block, low	Fc of the lowest transmitted/received carrier in a sub-block.
FC, low	The Fc of the lowest carrier, expressed in MHz.
FC, high	The Fc of the highest carrier, expressed in MHz.
FDL_low	The lowest frequency of the downlink operating band
FDL_high	The highest frequency of the downlink operating band
Fedge,block,low	The lower sub-block edge, where Fedge,block,low = FC,block,low - Foffset, low.
Fedge,block,high	The upper sub-block edge, where Fedge,block,high = FC,block,high + Foffset, high.
Fedge, low	The lower edge of Aggregated Channel Bandwidth, expressed in MHz. Fedge, low = FC, low - Foffset, low.
Fedge, high	The upper edge of Aggregated Channel Bandwidth, expressed in MHz. Fedge, high = FC, high + Foffset, high.
FInterferer	Frequency of the interferer
FInterferer (offset)	Frequency offset of the interferer (between the center frequency of the interferer and the carrier frequency of the carrier measured)
FIoffset	Frequency offset of the interferer (between the center frequency of the interferer and the closest edge of the carrier measured)
Floor(x)	Rounding downwards; floor(x) is the greatest integer such that floor(x) ≤ x
FOOB	The boundary between the NR out of band emission and spurious emission domains
FREF	RF reference frequency
FREF-Offs	Offset used for calculating FREF
FUL_low	The lowest frequency of the uplink operating band
FUL_high	The highest frequency of the uplink operating band
FUL_Meas	The sub-carrier frequency for which the equalizer coefficient is evaluated
GBChannel	Minimum guard band defined in sub-clause 5.3.3
LCRB	Transmission bandwidth which represents the length of a contiguous resource block allocation expressed in units of resources blocks
LCRB,Max	Maximum number of RB for a given Channel bandwidth and sub-carrier spacing
Max()	The largest of given numbers
Min()	The smallest of given numbers
MPRf,c	Maximum output power reduction for carrier f of serving cell c
MPRnarrow	Maximum output power reduction due to narrow PRB allocation
MPRWT	Maximum power reduction due to modulation orders, transmit bandwidth configurations, waveform types
nPRB	Physical resource block number
[bookmark: _Hlk501040394]NRACLR	NR ACLR
NRB	Transmission bandwidth configuration, expressed in units of resource blocks
NRB,low	Transmission bandwidth configurations according to Table 5.3.2-1 for the lowest assigned component carrier in clause 5.3A.1
NRB,high	Transmission bandwidth configurations according to Table 5.3.2-1 for the highest assigned component carrier in clause 5.3A.1
NREF	NR Absolute Radio Frequency Channel Number (NR-ARFCN)
NREF-Offs	Offset used for calculating NREF
PCMAX	The configured maximum UE output power

PCMAX, f, c	The configured maximum UE output power for carrier f of serving cell c
Pint	The intermediate power point as defined in table 6.3.4.2-2
PInterferer	Modulated mean power of the interferer
Pmax	The maximum UE output power as specified in sub-clause 6.2.1
Pmin	The minimum UE output power as specified in sub-clause 6.3.1
P-MPRf,c	The Power Management UE Maximum Power Reduction for carrier f of serving cell c
PPowerClass	Nominal UE power class (i.e., no tolerance) as specified in sub-clause 6.2.1
PRB	The transmitted power per allocated RB, measured in dBm
PTMAX,f,c	The measured total radiated power for carrier f of serving cell c
PUMAX	The measured configured maximum UE output power
Pw	Power of a wanted DL signal
RBstart	Indicates the lowest RB index of transmitted resource blocks
SCSlow	SCS for the lowest assigned component carrier in clause 5.3A.1
SCShigh	SCS for the highest assigned component carrier in clause 5.3A.1
SSREF	SS block reference frequency position
T(∆P)	The tolerance T(∆P) for applicable values of ∆P (values in dB)
TRPmax	The maximum TRP for the UE power class as specified in sub-clause 6.2.1

3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
ACLR	Adjacent Channel Leakage Ratio
ACS	Adjacent Channel Selectivity
A-MPR	Additional Maximum Power Reduction
BCS	Bandwidth Combination Set
CA	Carrier Aggregation
CC	Component Carrier
DC	Dual Connectivity
EIRP	Equivalent Isotropically Radiated Power
EN-DC	E-UTRA/NR DC
EVM	Error Vector Magnitude
FDM	Frequency Division Multiplexing
FR	Frequency Range
ENBW	The aggregated bandwidth of an E-UTRA sub-block and an adjacent NR sub-block
IBM	Independent Beam Management
ITS	Intelligent Transportation System
ITU-R	Radiocommunication Sector of the International Telecommunication Union
MBW	Measurement bandwidth defined for the protected band
MPR	Allowed maximum power reduction
MSD	Maximum Sensitivity Degradation
MCG	Master Cell Group
NR	New Radio
NS	Network Signalling
NSA	Non-Standalone, a mode of operation where operation of an other radio is assisted with an other radio
OOB	Out-of-band
OOBE	Out-of-band emission
OTA	Over The Air
PRB	Physical Resource Block
PSCCH	Physical Sidelink Control CHannel
PSSCH	Physical Sidelink Shared CHannel 
RE	Resource Element
REFSENS	Reference Sensitivity
RF	Radio Frequency
Rx	Receiver
SCG	Secondary Cell Group
SCS	Subcarrier spacing
SEM	Spectrum Emission Mask
SL	Sidelink
SUL	Supplementary uplink
TDM	Time Division Multiplex
Tx	Transmitter
UE	User Equipment
UL MIMO	Up Link Multiple Antenna transmission
ULSUP	Uplink sharing from UE perspective

<NEXT CHANGES>

[bookmark: OLE_LINK17]5.2A.2	VoidInter-band CA
NR inter-band carrier aggregation is designed to operate in the operating bands defined in Table 5.2A.2-1, where all operating bands are within FR2. 
Beam management type is according to UE capability declaration [IE..]. The requirements in the following clauses are only applicable to inter-band CA with IBM type.
Table 5.2A.2-1: Inter-band CA operating bands in FR2
	NR CA Band
	NR Band
(Table 5.2-1)

	CA_n260-n261
	n260, n261



[bookmark: _Toc21340753][bookmark: _Toc29805200][bookmark: _Toc36456409][bookmark: _Toc36469507][bookmark: _Toc37253916][bookmark: _Toc37322773][bookmark: _Toc37324179][bookmark: _Toc45889702]<NEXT CHANGES>
5.5A.3	Configurations for inter-band CA
Table 5.5A.3-1: NR CA configurations for inter-band CA
	NR CA configuration
	Uplink CA configuration
	NR Band
	SCS
(kHz)
	50
MHz
	100
MHz
	200
MHz
	400
MHz
	Bandwidth combination set

	CA_n260A-n261A
	-
	n260
	60
	Yes
	Yes
	Yes
	
	0

	
	
	
	120
	Yes
	Yes
	Yes
	Yes
	

	
	
	n261
	60
	Yes
	Yes
	Yes
	
	

	
	
	
	120
	Yes
	Yes
	Yes
	Yes
	



[bookmark: _Toc21340754][bookmark: _Toc29805201][bookmark: _Toc36456410][bookmark: _Toc36469508][bookmark: _Toc37253917][bookmark: _Toc37322774][bookmark: _Toc37324180][bookmark: _Toc45889703]<NEXT CHANGES>
7.3A	Reference sensitivity for DL CA
<NEXT CHANGES>
7.3A.2.3	Inter-band CA
The inter-band requirement applies for all active component carriers. The throughput for each component carrier shall be ≥ 95 % of the maximum throughput of the reference measurement channels as specified in Annexes A.2.3.2 and A.3.3.2 (with one sided dynamic OCNG Pattern OP.1 TDD for the DL-signal as described in Annex A.5.2.1) with peak reference sensitivity for each carrier specified in section 7.3.2, and relaxation ΔRIB,P,n applied  to peak reference sensitivity requirement. ΔRIB,P,n is specified in Table 7.3A.2.3-1. [The requirement on each component carrier shall be met when the power in the component carrier in the other band is set to its EIS spherical coverage requirement for inter-band CA specified in sub-clause 7.3A.3.3].
For the combination of intra-band and inter-band carrier aggregation, the intra-band CA relaxation, ΔRIB, is also applied according to the clause 7.3A.2.1 and 7.3A.2.2.
[bookmark: _Hlk31890999]Table 7.3A.2.3-1: ΔRIB reference sensitivity relaxation for inter-band CA for power class 3
	NR CA bands
	NR band
	ΔRIB,P,n (dB)

	CA_n260-n261
	n260
	[3.5]

	
	n261
	[3.5]



7.3A.3	EIS spherical coverage for DL CA
7.3A.3.1	Void
7.3A.3.2	Void
7.3A.3.3  	EIS spherical coverage for inter-band CA
The inter-band CA requirement applies per operating band, for all active component carriers with UL assigned to one band and one DL component carrier per band. The requirement on each component carrier shall be met when the power in the component carrier in the other band is set to its EIS spherical coverage requirement for inter-band CA specified in this sub-clause.
The inter-band CA spherical coverage requirement will be satisfied if the intersection set of spherical coverage areas exceeds the requirement. Intersection set of spherical coverage areas is defined as a fraction of area of full sphere measured around the UE where both bands meet their defined individual EIS spherical coverage requirements. 
The requirement is verified with the test metric of EIS (Link=Beam peak search grids, Meas=Link angle).
The reference measurement channels and throughput criterion shall be as specified in clause 7.3A.2.3. The requirement shall be met for an uplink transmission using QPSK DFT-s-OFDM waveforms and for uplink transmission bandwidth less than or equal to that specified in clause 7.3.2.
Unless otherwise specified, the minimum requirements for reference sensitivity shall be verified with the network signalling value NS_200 (Table 6.2.3.1-1) configured. 
The required spherical coverage EIS for each band is given in clause 7.3.4 and modified by ΔRIB,S,n. The value of ∆RIB,S,n is defined in Table 7.3A.3.3-1.
Table 7.3A.3.3-1: ΔRIB,S,n EIS spherical coverage requirement relaxation for inter-band CA for power class 3
	NR CA bands
	NR band
	ΔRIB,S,n (dB)

	CA_n260-n261
	n260
	[3.5]

	
	n261
	[3.5]
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[bookmark: _Toc21340955][bookmark: _Toc29805403]7.4A	Maximum input level for DL CA

<NEXT CHANGES>

7.4A.3	Maximum input level for Inter-band CAvoid
For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band, the maximum input level is defined with the uplink active on the band other than the band whose downlink is being tested. The UE shall meet the requirements specified in clause 7.4 for each component carrier while all downlink carriers are active.
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7.5A	Adjacent channel selectivity for DL CA
<NEXT CHANGES>
7.5A.3	Adjacent channel selectivity for Inter-band CAvoid
For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band, the adjacent channel requirements are defined with the uplink active on the band other than the band whose downlink is being tested. The UE shall meet the requirements specified in clause 7.5 for each component carrier while all downlink carriers are active.
[bookmark: _Toc37254138][bookmark: _Toc37322996][bookmark: _Toc37324402][bookmark: _Toc45889926]<NEXT CHANGES>
7.6A	Blocking characteristics for DL CA
<NEXT CHANGES>
7.6A.2.3	In-band blocking for Inter-band CAvoid
For inter-band carrier aggregation with one component carrier per operating band and the uplink assigned to one NR band, the in-band blocking requirements are defined with the uplink active on the band other than the band whose downlink is being tested. The UE shall meet the requirements specified in clause 7.6.2 for each component carrier while all downlink carriers are active.

<END OF CHANGES>

