3GPP TSG-RAN Meeting #89
RP-201500
Online,  DOCPROPERTY  Country  \* MERGEFORMAT , 14th Sep 2020
 - 18th Sep 2020
Source:
RAN4
Title:
RAN4 CRs for NR RRM enhancement
Agenda item:
9.2.17
Document for:
APPROVAL
These CRs were agreed by RAN4 and are forwarded to TSG-RAN#89 for approval:
	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	36.133
	6917
	1
	Rel-16
	NR CGI measurements with autonomous gaps for 36.133
	B
	16.6.0
	RAN4#96-e
	R4-2012157
	Ericsson Limited, Nokia, Nokia Shanghai Bell
	NR_RRM_enh-Core
	
	

	36.133
	6925
	-
	Rel-16
	Impact of CGI reading on RLM
	B
	16.6.0
	RAN4#96-e
	R4-2010377
	Ericsson
	NR_RRM_enh-Core
	
	

	36.133
	6948
	1
	Rel-16
	CR to 36.133 for CGI reading
	F
	16.6.0
	RAN4#96-e
	R4-2012159
	Huawei, Hisilicon
	NR_RRM_enh-Core
	
	

	36.133
	6959
	-
	Rel-16
	CR to 36.133 on CGI reading of E-UTRA cell in NE-DC
	B
	16.6.0
	RAN4#96-e
	R4-2011312
	ZTE
	NR_RRM_enh-Core
	
	

	38.133
	0939
	1
	Rel-16
	CR on uplink spatial relation switch delay (section 8.12)
	B
	16.4.0
	RAN4#96-e
	R4-2012272
	Intel Corporation
	NR_RRM_enh-Core
	
	

	38.133
	0968
	1
	Rel-16
	CR on multiple SCells activation (section 8.3.7)
	F
	16.4.0
	RAN4#96-e
	R4-2012165
	MediaTek inc.
	NR_RRM_enh-Core
	
	

	38.133
	0976
	1
	Rel-16
	CR on definition of inter-frequency measurements without measurement gap (9.3.1)
	F
	16.4.0
	RAN4#96-e
	R4-2012166
	CMCC
	NR_RRM_enh
	
	

	38.133
	0984
	-
	Rel-16
	CR on BWP switch on multiple CCs
	F
	16.4.0
	RAN4#96-e
	R4-2010197
	Apple
	NR_RRM_enh-Core
	
	

	38.133
	0999
	1
	Rel-16
	Impact of CGI reading on L1 and L3 measurement
	B
	16.4.0
	RAN4#96-e
	R4-2012158
	ZTE
	NR_RRM_enh-Core
	
	

	38.133
	1010
	2
	Rel-16
	CR for FR2 inter-band CA requirements
	F
	16.4.0
	RAN4#96-e
	R4-2012273
	Nokia, Nokia Shanghai Bell
	NR_RRM_enh-Core
	
	

	38.133
	1039
	1
	Rel-16
	CR on maintaining measurement restriction requirements for NR CA
	F
	16.4.0
	RAN4#96-e
	R4-2012163
	Huawei, HiSilicon
	NR_RRM_enh-Core
	
	

	38.133
	1041
	3
	Rel-16
	CR on BWP switching delay on mulitple CCs
	F
	16.4.0
	RAN4#96-e
	R4-2012300
	Huawei, Hisilicon
	NR_RRM_enh-Core
	
	

	38.133
	1066
	1
	Rel-16
	Correction on the interruption requirements due to SRS carrier switching
	F
	16.4.0
	RAN4#96-e
	R4-2012238
	Huawei, Hisilicon
	NR_RRM_enh-Core
	
	

	38.133
	1067
	1
	Rel-16
	CSSF for inter-frequency measurement without gap in FR2 inter-band CA sceneario
	F
	16.4.0
	RAN4#96-e
	R4-2012167
	Huawei, Hisilicon
	NR_RRM_enh-Core
	
	

	38.133
	1100
	-
	Rel-16
	CR to 38.133 on CGI reading of NR cell
	B
	16.4.0
	RAN4#96-e
	R4-2011311
	ZTE
	NR_RRM_enh-Core
	
	


