

[bookmark: _Toc12021444][bookmark: _Toc20311556]3GPP TSG-RAN WG1 Meeting #102-e	R1-2007471
e-Meeting, August 17 – 28, 2020
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.213
	CR
	0139
	rev
	
	Current version:
	16.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Corrections on Ultra Reliable Low Latency Communications Enhancements

	
	

	Source to WG:
	Samsung

	Source to TSG:
	R1

	
	

	Work item code:
	NR_L1enh_URLLC-Core
	
	Date:
	2020-09-02

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	The following updates and corrections are required and capture agreements on the following:
1. Add “within every X symbols” for span-based PDCCH monitoring in CA in Clause 10.1 ([102-e-NR-L1enh-URLLC-PDCCH enhancements-02])
2. Align description for “in a slot or in a span” for PDCCH candidate having common REs with a SS/PBCH block” in Clause 10 ([102-e-NR-L1enh-URLLC-PDCCH enhancements-02])
3. Generalize DCI formats for PDSCH/PUSCH scheduling with respect to the maximum number of PDCCHs a UE expects to have received by removing “1_0 or 1_1” and “0_0 or 0_1” in Clause 10.1 ([102-e-NR-L1enh-URLLC-PDCCH enhancements-02])
4. Add descriptions for Rel-16 PDCCH monitoring capability when the number of configured cells is smaller than or equal to the UE capability in Clause 10.1 ([102-e-NR-L1enh-URLLC-PDCCH enhancements-02])
5. Clarify that UE expects a same (X, Y) combination to apply in every slot in Clause 10 ([102-e-NR-L1enh-URLLC-PDCCH enhancements-02])
6. Alignment of RRC parameter names with TS 38.331 and other editorial corrections in Clause 10.1 ([102-e-NR-L1enh-URLLC-PDCCH enhancements-02])
7. Clarify determination of priority index for a PUSCH transmission with a SP-CSI report ([102-e-NR-L1enh-URLLC-UCI_Enh-01])
8. Clarify determination of priority index for a PUSCH transmission with a SP-CSI report in Clause 9 ([102-e-NR-L1enh-URLLC-UCI_Enh-02])
9. Clarify, in Clause 9, that for a PUCCH transmission with SR, a UE determines the corresponding priority as described in Clause 9.2.4 ([102-e-NR-L1enh-URLLC-UCI_Enh-02])
10. Clarify that if UE is provided subslotLengthForPUCCH-r16 in a PUCCH-Config, the PUCCH resource for a SR/CSI configuration in the PUCCH-Config is within the subslotLengthForPUCCH-r16 symbols in Clause 9 ([102-e-NR-L1enh-URLLC-UCI_Enh-02])
11. Clarify that if UE is provided subslotLengthForPUCCH-r16, first symbol of PUCCH resource with HARQ-ACK is relative to first symbol of subslotLengthForPUCCH-r16 and that first symbol of PUCCH resource for SR/CSI does not depend on subslotLengthForPUCCH-r16 and is as in Rel-15 in Clause 9.2.1 ([102-e-NR-L1enh-URLLC-UCI_Enh-02])
12. Capture that PUCCH repetitions are not supported for a PUCCH-Config that includes subslotLengthForPUCCH-r16 in Clause 9.2.6 ([102-e-NR-L1enh-URLLC-UCI_Enh-02])
13. Editorial corrections in Clauses 9.1.2, 9.1.2.1, 9.1.2.2, and 9.1.3.2 ([102-e-NR-L1enh-URLLC-UCI_Enh-02])
14. Clarify that cancelled transmissions in Clauses 11.1, 11.1.1, and 11.2A are the actual ones a UE determines after resolving overlapping ([102-e-NR-L1enh-URLLC-Scheduling and HARQ-01])
15. Editorial corrections in Clause 10.2 ([102-e-NR-L1enh-URLLC-eCG-01])
16. Editorial corrections in Clause 10.2 ([102-e-NR-L1enh-URLLC-eCG-01])
17. Modify pseudo code for Type-1 codebook for SPS PDSCH reception to include SPS PDSCH receptions in  slots in Clause 9.1.2 ([102-e-NR-L1enh-URLLC-IIoTenh-01])
18. Correct PUCCH resource configuration for SPS PDSCH receptions in Clause 9.2.1 ([102-e-NR-L1enh-URLLC-IIoTenh-01])
19. Include description for HARQ-ACK generation for a SPS release corresponding to multiple SPS configurations in Clause 9.1 ([102-e-NR-L1enh-URLLC-IIoTenh-01])
20. Other editorial corrections in Clauses 9.2.2, 10, 10.1
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*** Unchanged text is omitted ***
If a UE is configured for NR-DC operation, the UE does not expect to be configured with a PUCCH-SCell.
A PUSCH or a PUCCH transmission, including repetitions if any, can be of priority index 0 or of priority index 1. For a configured grant PUSCH transmission, a UE determines a priority index from priority, if provided. For a PUCCH transmission with HARQ-ACK information corresponding to a SPS PDSCH reception or a SPS PDSCH release, a UE determines a priority index from harq-CodebookID, if provided. For a PUCCH transmission with SR, a UE determines the corresponding priority as described in Clause 9.2.4. For a PUSCH transmission with semi-persistent CSI report, a UE determines a priority index from a priority indicator field, if provided, in a DCI format 0_1 or DCI format 0_2 that activates the semi-persistent CSI report. If a priority index is not provided to a UE for a PUSCH or a PUCCH transmission, the priority index is 0. 
If a UE is provided two PUCCH-Config
-	if the UE is provided subslotLengthForPUCCH-r16 in the first PUCCH-Config, the PUCCH resource for any SR configuration with priority index 0 or any CSI report configuration in any PUCCH-Config is within the subslotLengthForPUCCH-r16 symbols in the first PUCCH-Config
-	if the UE is provided subslotLengthForPUCCH-r16 in the second PUCCH-Config, the PUCCH resource for any SR configuration with priority index 1 in any PUCCH-Config is within the subslotLengthForPUCCH-r16 symbols in the second PUCCH-Config
If in an active DL BWP a UE monitors PDCCH either for detection of DCI format 0_1 and DCI format 1_1 or for detection of DCI format 0_2 and DCI format 1_2, a priority index can be provided by a priority indicator field. If a UE indicates a capability to monitor, in an active DL BWP, PDCCH for detection of DCI format 0_1 and DCI format 1_1 and for detection of DCI format 0_2 and DCI format 1_2, a DCI format 0_1 or a DCI format 0_2 can schedule a PUSCH transmission of any priority and a DCI format 1_1 or a DCI format 1_2 can schedule a PDSCH reception and trigger a PUCCH transmission with corresponding HARQ-ACK information of any priority. 
When a UE determines overlapping for PUCCH and/or PUSCH transmissions of different priority indexes, the UE first resolves the overlapping for PUCCH and/or PUSCH transmissions of a samesmaller priority index as described in Clause 9.2.5. Then,	Comment by Aris Papasakellariou: The following changes are to reflect the WA from RAN1#102-e that (a) a UE multiplexes LP channels, if any, first (b) any LP channel is cancelled due to overlapping with an HP channel prior to or after multiplexing of HP channels, and (c) resolving multiplexing of HP channels is unaffected by LP channels
-	if a transmission of a first PUCCH of larger priority index scheduled by a first DCI format in a first PDCCH reception, would overlap in time with a transmission of a second PUSCH or a second PUCCH of smaller priority index, and a transmission of the first PUCCH would overlap in time with a transmission of the PUSCH or the second PUCCH, the UE cancels the transmission of the second PUSCH or the second PUCCH before the first symbol that would overlapping with the first PUCCH transmission. The UE expects that the transmission of the first PUCCH does not start before  after a last symbol of the first PDCCH reception
-	if a transmission of a first PUSCH of larger priority index scheduled by a first DCI format in a first PDCCH reception, would overlap in time with a transmission of a second PUCCH of smaller priority index, and a transmission of the PUSCH would overlap in time with a transmission of the PUCCH, the UE cancels the transmission of the second PUCCH before the first symbol that would overlapping with the first PUSCH transmission. The UE expects that the transmission of the PUSCH does not start before  after a last symbol of the first PDCCH reception
where
-	the overlapping is applicable before or after resolving overlapping among channels of larger priority index, if any, as described in Clause 9.2.5
-	the UE expects that the transmission of the first PUCCH or the first PUSCH, respectively, would not start before  after a last symbol of the corresponding PDCCH reception
-	is the PUSCH preparation time for a corresponding UE processing capability assuming  [6, TS 38.214], based on  and  as subsequently defined in this Clause, and  is determined by a reported UE capability
If a UE detects a first DCI format scheduling a PUCCH or PUSCH transmission of larger priority index that would overlap with a PUCCH or PUSCH transmission of smaller priority index, the UE does not expect to transmit the PUCCHs or PUSCHs of the smaller priority index due to a detection of a second DCI format after the detection of the first DCI format.   	Comment by Aris Papasakellariou: No longer relevant – cancellation of an LP channel due to overlapping with an HP channel prior to resolving overlapping of HP channels is captured above.
If a UE is scheduled by a DCI format in a first PDCCH reception to transmit a first PUCCH or a first PUSCH of larger priority index that overlaps with a second PUCCH or a second PUSCH transmission of smaller priority index that, if any, is scheduled by a DCI format in a second PDCCH
-	 is based on a value of  corresponding to the smallest SCS configuration of the first PDCCH, the second PDCCHs, the first PUCCH or the first PUSCH, and the second PUCCHs or the second PUSCHs 
-	if the overlapping group includes the first PUCCH
-	if processingType2Enabled of PDSCH-ServingCellConfig is set to enable for the serving cell where the UE receives the first PDCCH and for all serving cells where the UE receives the PDSCHs corresponding to the second PUCCHs, and if processingType2Enabled of PUSCH-ServingCellConfig is set to enable for the serving cells with the second PUSCHs, N2 is 5 for , 5.5 for  and 11 for  
-	else, N2 is 10 for =0, 12 for , 23 for , and 36 for ;
-	if the overlapping group includes the first PUSCH 
-	if processingType2Enabled of PUSCH-ServingCellConfig is set to enable for the serving cells with the first PUSCH and the second PUSCHs and if processingType2Enabled of PDSCH-ServingCellConfig is set to enable for all serving cells where the UE receives the PDSCHs corresponding to the second PUCCHs, N2 is 5 for , 5.5 for  and 11 for 
-	else, N2 is 10 for =0, 12 for , 23 for , and 36 for ;
If a UE would transmit the following channels that would overlap in time
-	a first PUCCH of larger priority index with SR and a second PUCCH or PUSCH of smaller priority index, or 
-	a configured grant PUSCH of larger priority index and a PUCCH of smaller priority index, or
-	a first PUCCH of larger priority index with HARQ-ACK information only in response to a PDSCH reception without a corresponding PDCCH and a second PUCCH of smaller priority index with SR and/or CSI, or a configured grant PUSCH with smaller priority index, or a PUSCH of smaller priority index with SP-CSI report(s) without a corresponding PDCCH, or
 -	a PUSCH of larger priority index with SP-CSI reports(s) without a corresponding PDCCH and a PUCCH of smaller priority index with SR, or CSI, or HARQ-ACK information only in response to a PDSCH reception without a corresponding PDCCH, or
-	a configured grant PUSCH of larger priority index and a configured PUSCH of lower priority index on a same serving cell
the UE is expected to cancel the PUCCH/PUSCH transmissions of smaller priority index before the first symbol overlapping with the PUCCH/PUSCH transmission of larger priority index.
A UE does not expect to be scheduled to transmit a PUCCH or a PUSCH with smaller priority index that would overlap in time with a PUCCH of larger priority index with HARQ-ACK information only in response to a PDSCH reception without a corresponding PDCCH. A UE does not expect to be scheduled to transmit a PUCCH of smaller priority index that would overlap in time with a PUSCH of larger priority index with SP-CSI report(s) without a corresponding PDCCH.
In the remaining of this Clause, a UE multiplexes UCIs with same priority index in a PUCCH or a PUSCH. A PUCCH or a PUSCH is assumed to have a same priority index as a priority index of UCIs a UE multiplexes in the PUCCH or the PUSCH.
In the remaining of this Clause, if a UE is provided subslotLength-ForPUCCH-r16, a slot for an associated PUCCH transmission includes a number of symbols indicated by subslotLength-ForPUCCH-r16.
*** Unchanged text is omitted ***
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*** Unchanged text is omitted ***
In the remaining of this Clause, reference is to one HARQ-ACK codebook and to DCI formats that schedule PDSCH reception, or indicate SPS PDSCH release, or indicate SCell dormancy without scheduling a PDSCH reception and are associated with the HARQ-ACK codebook.
If a UE is configured to receive a SPS PDSCHs in a slot for a SPS configurations that are indicated to be released by a DCI format, and if the UE receives thea PDCCH providing the DCI format indicating a SPS PDSCH release corresponding to the SPS configuration in the slot where the end of a last symbol of the PDCCH reception is not after the end of a last symbol of any of the SPS PDSCH receptions, and if HARQ-ACK information for the SPS PDSCH release and the SPS PDSCH receptions would be multiplexed in a same PUCCH, the UE does not expect to receive the SPS PDSCHs, does not generate HARQ-ACK information for the SPS PDSCH receptions, and generates a HARQ-ACK information bit for the SPS PDSCH release.
*** Unchanged text is omitted ***
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This cClause applies if the UE is configured with pdsch-HARQ-ACK-Codebook = semi-static.
A UE reports HARQ-ACK information for a corresponding PDSCH reception or SPS PDSCH release only in a HARQ-ACK codebook that the UE transmits in a slot indicated by a value of a PDSCH-to-HARQ_feedback timing indicator field in a corresponding DCI format 1_0 or DCI format 1_1. The UE reports NACK value(s) for HARQ-ACK information bit(s) in a HARQ-ACK codebook that the UE transmits in a slot not indicated by a value of a PDSCH-to-HARQ_feedback timing indicator field in a corresponding DCI format 1_0 or DCI format 1_1. 
If a UE is not provided pdsch-HARQ-ACK-OneShotFeedback-r16, the UE does not expect to receive a PDSCH scheduled by a DCI format that the UE detects in any PDCCH monitoring occasion and includes a PDSCH-to-HARQ_feedback timing indicator field providing an inapplicable value from dl-DataToUL-ACK.
If the UE is provided pdsch-AggregationFactor in SPS-Config or PDSCH-Config and no entry in pdsch-TimeDomainAllocationList includes RepNumR16 in PDSCH-TimeDomainResourceAllocation,  is a maximum value of pdsch-AggregationFactor in SPS-Config or PDSCH-Config; otherwise  . The UE reports HARQ-ACK information for a PDSCH reception
-	from slot  to slot , if  is provided by pdsch-AggregationFactor [6, TS 38.214], or 
-	from slot  to slot , if the Time domain resource assignment field in the DCI format scheduling the PDSCH reception indicates an entry in pdsch-TimeDomainAllocationList containing RepNumR16, or 
-	in slot , otherwise 
only in a HARQ-ACK codebook that the UE includes in a PUCCH or PUSCH transmission in slot , where  is a number of slots indicated by the PDSCH-to-HARQ_feedback timing indicator field in a corresponding DCI format or provided by dl-DataToUL-ACK if the PDSCH-to-HARQ_feedback timing indicator field is not present in the DCI format. If the UE reports HARQ-ACK information for the PDSCH reception in a slot other than slot , the UE sets a value for each corresponding HARQ-ACK information bit to NACK. 
If a UE reports HARQ-ACK information in a PUCCH only for 
-	a SPS PDSCH release indicated by DCI format 1_0 with counter DAI field value of 1, or
-	a PDSCH reception scheduled by DCI format 1_0 with counter DAI field value of 1 on the PCell, or 
-	SPS PDSCH reception(s)
within the [image: ] occasions for candidate PDSCH receptions as determined in Clause 9.1.2.1, the UE determines a HARQ-ACK codebook only for the SPS PDSCH release or only for the PDSCH reception or only for one SPS PDSCH reception according to corresponding [image: ] occasion(s) on respective serving cell(s), where the value of counter DAI in DCI format 1_0 is according to Table 9.1.3-1 and HARQ-ACK information bits in response to more than one SPS PDSCH receptions that the UE is configured to receive are ordered according to the following pseudo-code; otherwise, the procedures in Clause 9.1.2.1 and Clause 9.1.2.2 for a HARQ-ACK codebook determination apply.
Set  to the number of serving cells configured to the UE
Set  to the number of SPS PDSCH configuration configured to the UE for serving cell 
Set  to the number of DL slots for SPS PDSCH reception on serving cell  with HARQ-ACK information multiplexed on the PUCCH
Set  – HARQ-ACK information bit index
Set  – serving cell index: lower indexes correspond to lower RRC indexes of corresponding cell
while  
Set  – SPS PDSCH configuration index: lower indexes correspond to lower RRC indexes of corresponding SPS configurations 
while 
Set  – slot index 
while 
if {
a UE is configured to receive a SPS PDSCHs from slot  toin slot  for SPS PDSCH configuration  on serving cell , excluding SPS PDSCHs that areis not required to be received in any slot among overlapping SPS PDSCHs, if any according to [6, TS 38.214], or based on a UE capability for a number of PDSCH receptions in a slot according to [6, TS 38.214], or due to overlapping with a set of symbols indicated as uplink by tdd-UL-DL-ConfigurationCommon or by tdd-UL-DL-ConfigurationDedicated where  is provided by pdsch-AggregationFactor in sps-Config or, if pdsch-AggregationFactor is not included in sps-Config, in pdsch-config, and
HARQ-ACK information for the SPS PDSCH is associated with the PUCCH
}
 = HARQ-ACK information bit for this SPS PDSCH reception 
;
end if
;
end while
;
end while
;
end while
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*** Unchanged text is omitted ***
If the UE indicates a capability to receive more than one PDSCH per slot, for occasions of candidate PDSCH receptions corresponding to rows of [image: ]associated with a same value of [image: ], where [image: ], the UE does not expect to receive more than one PDSCH in a same DL slot. 
If a UE receives a SPS PDSCH, or a SPS PDSCH release, or a PDSCH that is scheduled by a DCI format that does not support CBG-based PDSCH receptions1_0 and if
-	the UE is configured with one serving cell, and
-	[image: ], and
-	PDSCH-CodeBlockGroupTransmission is provided to the UE
the UE generates HARQ-ACK information only for the transport block in the PDSCH or only for the SPS PDSCH release.
*** Unchanged text is omitted ***
A UE determines [image: ] HARQ-ACK information bits, for a total number of [image: ] HARQ-ACK information bits, of a HARQ-ACK codebook for transmission in a PUCCH according to the following pseudo-code. In the following pseudo-code, if the UE does not receive a transport block or a CBG, due to the UE not detecting a corresponding DCI format 1_0 or DCI format 1_1, the UE generates a NACK value for the transport block or the CBG. The cardinality of the set [image: ] defines a total number [image: ] of occasions for PDSCH reception or SPS PDSCH release for serving cell [image: ] corresponding to the HARQ-ACK information bits.
*** Unchanged text is omitted ***
If [image: ], the UE determines a number of HARQ-ACK information bits [image: ] for obtaining a transmission power for a PUCCH, as described in Clause 7.2.1, as [image: ] where 
-	[image: ] is the number of transport blocks the UE receives in PDSCH reception occasion [image: ] for serving cell [image: ] if harq-ACK-SpatialBundlingPUCCH and PDSCH-CodeBlockGroupTransmission are not provided, or the number of transport blocks the UE receives in PDSCH reception occasion [image: ] for serving cell [image: ] if PDSCH-CodeBlockGroupTransmission is provided and the PDSCH reception is scheduled by a DCI format that does not support CBG-based PDSCH receptions1_0, or the number of PDSCH receptions if harq-ACK-SpatialBundlingPUCCH is provided or SPS PDSCH release in PDSCH reception occasion [image: ] for serving cell [image: ] and the UE reports corresponding HARQ-ACK information in the PUCCH.
-	[image: ] is the number of CBGs the UE receives in a PDSCH reception occasion [image: ] for serving cell [image: ] if PDSCH-CodeBlockGroupTransmission is provided and the PDSCH reception is scheduled by a DCI format that supports CBG-based PDSCH receptions1_1 and the UE reports corresponding HARQ-ACK information in the PUCCH.
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If a UE would multiplex HARQ-ACK information in a PUSCH transmission that is not scheduled by a DCI format or is scheduled by a DCI format 0_0that does not include a DAI field, then 
-	if the UE has not received any PDSCH or SPS PDSCH release that the UE transmits corresponding HARQ-ACK information in the PUSCH, based on a value of a respective PDSCH-to-HARQ_feedback timing indicator field in a DCI format scheduling the PDSCH reception or the SPS PDSCH release or on the value of dl-DataToUL-ACK if the PDSCH-to-HARQ_feedback timing indicator field is not present in the DCI format 1_1 or on the value of dl-DataToUL-ACK-ForDCI-Format1-2-r16 if the PDSCH-to-HARQ_feedback timing indicator field is not present in DCI format 1_2, in any of the [image: ] occasions for candidate PDSCH receptions by a DCI format 1_0 or DCI format 1_1 or SPS PDSCH on any serving cell [image: ], as described in Clause 9.1.2.1, the UE does not multiplex HARQ-ACK information in the PUSCH transmission;
-	else the UE generates the HARQ-ACK codebook as described in Clause 9.1.2.1, except that harq-ACK-SpatialBundlingPUCCH is replaced by harq-ACK-SpatialBundlingPUSCH, unless the UE receives only a SPS PDSCH release, or only SPS PDSCH reception, or only a PDSCH that is scheduled by DCI format 1_0 with a counter DAI field value of 1 on the PCell in the [image: ] occasions for candidate PDSCH receptions in which case the UE generates HARQ-ACK information only for the SPS PDSCH release or only for the PDSCH reception as described in Clause 9.1.2.
A UE sets to NACK value in the HARQ-ACK codebook any HARQ-ACK information corresponding to PDSCH reception or SPS PDSCH release that the UE detects in a PDCCH monitoring occasion that starts after a PDCCH monitoring occasion where the UE detects a DCI format 0_0 or a DCI format 0_1 scheduling the PUSCH transmission.
A UE does not expect to detect a DCI format switching a DL BWP within [image: ] symbols prior to a first symbol of a PUSCH transmission where the UE multiplexes HARQ-ACK information, where [image: ] is defined in [6, TS 38.214]. 
If a UE multiplexes HARQ-ACK information in a PUSCH transmission that is scheduled by DCI format that includes a DAI field0_1, the UE generates the HARQ-ACK codebook as described in Clause 9.1.2.1 when a value of the DAI field in DCI format 0_1 is [image: ] except that harq-ACK-SpatialBundlingPUCCH is replaced by harq-ACK-SpatialBundlingPUSCH. The UE does not generate a HARQ-ACK codebook for multiplexing in the PUSCH transmission when [image: ] unless the UE receives only a SPS PDSCH release, or only SPS PDSCH(s), or only a PDSCH that is scheduled by DCI format 1_0 with a counter DAI field value of 1 on the PCell in the [image: ] occasions for candidate PDSCH receptions in which case the UE generates HARQ-ACK information only for the SPS PDSCH release or only for the PDSCH reception as described in Clause 9.1.2. [image: ] if the PUSCH is scheduled by a DCI format that includes a DAI field and the DAI field in DCI format 0_1 is set to '0'; otherwise, [image: ].
*** Unchanged text is omitted ***
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If a UE would multiplex HARQ-ACK information in a PUSCH transmission that is not scheduled by a DCI format or is scheduled by a DCI format that does not include a DAI field, then
-	if the UE has not received any PDCCH within the monitoring occasions for DCI formats scheduling PDSCH receptions, or SPS PDSCH release, or DCI format 1_1 indicating SCell dormancy on any serving cell  and the UE does not have HARQ-ACK information in response to a SPS PDSCH reception, or in response to a detection of a DCI format 1_1 indicating SCell dormancy, to multiplex in the PUSCH, as described in Clause 9.1.3.1, the UE does not multiplex HARQ-ACK information in the PUSCH transmission;
-	else, the UE generates the HARQ-ACK codebook as described in Clause 9.1.3.1, except that harq-ACK-SpatialBundlingPUCCH is replaced by harq-ACK-SpatialBundlingPUSCH.
If a UE multiplexes HARQ-ACK information in a PUSCH transmission that is scheduled by DCI format that includes a DAI field0_1, the UE generates the HARQ-ACK codebook as described in Clause 9.1.3.1, with the following modifications:
-	For the pseudo-code for the HARQ-ACK codebook generation in Clause 9.1.3.1, after the completion of the  and [image: ] loops, the UE sets [image: ] where [image: ] is the value of the DAI field in DCI format 0_1 according to Table 9.1.3-2
-	For the case of first and second HARQ-ACK sub-codebooks, DCI format 0_1 includes a first DAI field corresponding to the first HARQ-ACK sub-codebook and a second DAI field corresponding to the second HARQ-ACK sub-codebook
-	harq-ACK-SpatialBundlingPUCCH is replaced by harq-ACK-SpatialBundlingPUSCH.
If a UE is not provided PDSCH-CodeBlockGroupTransmission and the UE is scheduled for a PUSCH transmission by DCI format 0_1that includes a with DAI field with value [image: ] and the UE has not received any PDCCH within the monitoring occasions for PDCCH with DCI format 1_0 or DCI format 1_1 for scheduling PDSCH receptions or SPS PDSCH release on any serving cell  and the UE does not have HARQ-ACK information in response to a SPS PDSCH reception to multiplex in the PUSCH, as described in Clause 9.1.3.1, the UE does not multiplex HARQ-ACK information in the PUSCH transmission. 
If a UE is provided PDSCH-CodeBlockGroupTransmission and the UE is scheduled for a PUSCH transmission by DCI format 0_1 withthat includes a first DAI field with first value [image: ] or with second DAI field value [image: ] and the UE has not received any PDCCH within the monitoring occasions for PDCCH with DCI format 1_0 or with DCI format 1_1, respectively, for scheduling PDSCH receptions or SPS PDSCH release, or DCI format 1_1 indicating SCell dormancy, on any serving cell  and the UE does not have HARQ-ACK information in response to a SPS PDSCH reception to multiplex in the PUSCH, as described in Clause 9.1.3.1, the UE does not multiplex HARQ-ACK information for the first sub-codebook or for the second sub-codebook, respectively, in the PUSCH transmission.
Table 9.1.3-2: Value of DAI in DCI format 0_1
	DAI
MSB, LSB
	[image: ] 
	Number of {serving cell, PDCCH monitoring occasion}-pair(s) in which PDSCH transmission(s) associated with PDCCH or PDCCH indicating SPS PDSCH release or DCI format 1_1 indicating SCell dormancy is present, denoted as [image: ] and [image: ]

	0,0
	1
	[image: ]

	0,1
	2
	[image: ]

	1,0
	3
	[image: ]

	1,1
	4
	[image: ]



*** Unchanged text is omitted ***
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If a UE does not have dedicated PUCCH resource configuration, provided by PUCCH-ResourceSet in PUCCH-Config, a PUCCH resource set is provided by pucch-ResourceCommon through an index to a row of Table 9.2.1-1 for transmission of HARQ-ACK information on PUCCH in an initial UL BWP of [image: ] PRBs. 
The PUCCH resource set includes sixteen resources, each corresponding to a PUCCH format, a first symbol, a duration, a PRB offset [image: ], and a cyclic shift index set for a PUCCH transmission. 
The UE transmits a PUCCH using frequency hopping if not provided useInterlacePUCCH-PUSCH in BWP-UplinkCommon; otherwise, the UE transmits a PUCCH without frequency hopping. 
An orthogonal cover code with index 0 is used for a PUCCH resource with PUCCH format 1 in Table 9.2.1-1. 
The UE transmits the PUCCH using the same spatial domain transmission filter as for a PUSCH transmission scheduled by a RAR UL grant as described in Clause 8.3. 
If a UE is not provided pdsch-HARQ-ACK-Codebook, the UE generates at most one HARQ-ACK information bit. 
If the UE provides HARQ-ACK information in a PUCCH transmission in response to detecting a DCI format scheduling a PDSCH reception or a SPS PDSCH release, the UE determines a PUCCH resource with index [image: ],  [image: ], as [image: ], where [image: ] is a number of CCEs in a CORESET of a PDCCH reception with the DCI format, as described in Clause 10.1, [image: ] is the index of a first CCE for the PDCCH reception, and [image: ] is a value of the PUCCH resource indicator field in the DCI format. 
If [image: ] and a UE is provided a PUCCH resource by pucch-ResourceCommon and is not provided useInterlacePUCCHCommon-r16
-	the UE determines the PRB index of the PUCCH transmission in the first hop as [image: ] and the PRB index of the PUCCH transmission in the second hop as , where [image: ] is the total number of initial cyclic shift indexes in the set of initial cyclic shift indexes
-	the UE determines the initial cyclic shift index in the set of initial cyclic shift indexes as [image: ]
If [image: ] and a UE is provided a PUCCH resource by pucch-ResourceCommon and is not provided useInterlacePUCCH-PUSCH in BWP-UplinkCommon
-	the UE determines the PRB index of the PUCCH transmission in the first hop as [image: ] and the PRB index of the PUCCH transmission in the second hop as [image: ] 
-	the UE determines the initial cyclic shift index in the set of initial cyclic shift indexes as [image: ]
*** Unchanged text is omitted ***
If a UE is provided subslotLengthForPUCCH-r16 in a PUCCH-Config, the first symbol of a PUCCH resource in PUCCH-Config for multiplexing HARQ-ACK in a PUCCH transmission is relative to the first symbol of the subslotLengthForPUCCH-r16 symbols [12, TS 38.331]. For the remaining cases, the first symbol of a PUCCH resource is relative to the first symbol of a slot with  symbols [4, TS 38.211]. 
A UE can be configured up to four sets of PUCCH resources. A PUCCH resource set is provided by PUCCH-ResourceSet and is associated with a PUCCH resource set index provided by pucch-ResourceSetId, with a set of PUCCH resource indexes provided by resourceList that provides a set of pucch-ResourceId used in the PUCCH resource set, and with a maximum number of UCI information bits the UE can transmit using a PUCCH resource in the PUCCH resource set provided by maxPayloadSize. For the first PUCCH resource set, the maximum number of UCI information bits is 2. A maximum number of PUCCH resource indexes for a set of PUCCH resources is provided by maxNrofPUCCH-ResourcesPerSet. The maximum number of PUCCH resources in the first PUCCH resource set is 32 and the maximum number of PUCCH resources in the other PUCCH resource sets is 8. 
If the UE transmits [image: ] UCI information bits, that include HARQ-ACK information bits, the UE determines a PUCCH resource set to be 
-	a first set of PUCCH resources with pucch-ResourceSetId = 0 if [image: ] including 1 or 2 HARQ-ACK information bits and a positive or negative SR on one SR transmission occasion if transmission of HARQ-ACK information and SR occurs simultaneously, or
-	a second set of PUCCH resources with pucch-ResourceSetId = 1, if provided by higher layers, if [image: ] where [image: ] is equal to maxPayloadSize if maxPayloadSize is provided for the PUCCH resource set with pucch-ResourceSetId = 1; otherwise [image: ]is equal to 1706, or
-	a third set of PUCCH resources with pucch-ResourceSetId = 2, if provided by higher layers, if [image: ] where [image: ] is equal to maxPayloadSize if maxPayloadSize is provided for the PUCCH resource set with pucch-ResourceSetId = 2; otherwise [image: ]is equal to 1706, or
-	a fourth set of PUCCH resources with pucch-ResourceSetId = 3, if provided by higher layers, if [image: ]. 
If the UE is provided SPS-PUCCH-AN-List-r16 and transmits  UCI information bits that include only HARQ-ACK information bits in response to one or more SPS PDSCH receptions, the UE determines a PUCCH resource to be 
-	a PUCCH resource with provided by SPSsps-PUCCH-AN-ResourceID = 0 obtained from the first entry in sps-PUCCH-AN-List-r16 if , or
-	a PUCCH resource with provided by SPSsps-PUCCH-AN-ResourceID = 1 obtained from the second entry in sps-PUCCH-AN-List-r16, if provided, if  where  is either provided by maxPayloadSize obtained from the second entry in SPSsps-PUCCH-AN-List-r16 for SPS-PUCCH-AN-ResourceID = 1 or is otherwise equal to 1706, or
-	a PUCCH resource with provided by SPSsps-PUCCH-AN-ResourceID = 2 obtained from the third entry in sps-PUCCH-AN-List-r16, if provided, if  where  is either provided by maxPayloadSize obtained from the third entry in SPSsps-PUCCH-AN-List-r16 for SPS-PUCCH-AN-ResourceID = 2 or is otherwise equal to 1706, or
-	a PUCCH resource provided by SPSsps-PUCCH-AN-ResourceID = 3 obtained from the fourth entry in sps-PUCCH-AN-List-r16, if provided, if  where  is equal to 1706.
[bookmark: _Toc12021477][bookmark: _Toc20311589][bookmark: _Toc26719414][bookmark: _Toc29894849][bookmark: _Toc29899148][bookmark: _Toc29899566][bookmark: _Toc29917303][bookmark: _Toc36498177][bookmark: _Toc45699203]9.2.2	PUCCH Formats for UCI transmission
*** Unchanged text is omitted ***
A number of DMRS symbols for a PUCCH transmission using PUCCH format 3 or 4 is provided by additionalDMRS. 
Use of /2-PBPSK, instead of QPSK, for a PUCCH transmission using PUCCH format 3 or 4 is indicated by pi2BPSK.
*** Unchanged text is omitted ***
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For PUCCH formats 1, 3, or 4, a UE can be configured a number of slots, [image: ], for repetitions of a PUCCH transmission by respective nrofSlots. If a UE is provided a PUCCH-config that includes subslotLengthForPUCCH-r16, the UE does not expect the PUCCH-config to include nrofSlots.
For [image: ], 
-	the UE repeats the PUCCH transmission with the UCI over [image: ] slots 
-	a PUCCH transmission in each of the [image: ] slots has a same number of consecutive symbols, as provided by nrofSymbols in PUCCH-format1, nrofSymbols in PUCCH-format3, or nrofSymbols in PUCCH-format4
-	a PUCCH transmission in each of the [image: ] slots has a same first symbol, as provided by startingSymbolIndex in PUCCH-format1, startingSymbolIndex in PUCCH-format3, or startingSymbolIndex in PUCCH-format4 
-	the UE is configured by interslotFrequencyHopping whether or not to perform frequency hopping for PUCCH transmissions in different slots
-	ifif the UE is configured to perform frequency hopping for PUCCH transmissions across different slots 
-	the UE performs frequency hopping per slot
-	the UE transmits the PUCCH starting from a first PRB, provided by startingPRB, in slots with even number and starting from the second PRB, provided by secondHopPRB, in slots with odd number. The slot indicated to the UE for the first PUCCH transmission has number 0 and each subsequent slot until the UE transmits the PUCCH in[image: ] slots is counted regardless of whether or not the UE transmits the PUCCH in the slot
-	the UE does not expect to be configured to perform frequency hopping for a PUCCH transmission within a slot
-	If the UE is not configured to perform frequency hopping for PUCCH transmissions across different slots and if the UE is configured to perform frequency hopping for PUCCH transmissions within a slot, the frequency hopping pattern between the first PRB and the second PRB is same within each slot 
If the UE determines that, for a PUCCH transmission in a slot, the number of symbols available for the PUCCH transmission is smaller than the value provided by nrofSymbols for the corresponding PUCCH format, the UE does not transmit the PUCCH in the slot. 
A SS/PBCH block symbol is a symbol of an SS/PBCH block with candidate SS/PBCH block index corresponding to the SS/PBCH block index indicated to a UE by ssb-PositionsInBurst in SIB1 or ssb-PositionsInBurst in ServingCellConfigCommon, as described in Clause 4.1.
For unpaired spectrum, the UE determines the [image: ] slots for a PUCCH transmission starting from a slot indicated to the UE as described in Clause 9.2.3 and having
-	an UL symbol, as described in Clause 11.1, or flexible symbol that is not SS/PBCH block symbol provided by startingSymbolIndex in PUCCH-format1, or in PUCCH-format3, or in PUCCH-format4 as a first symbol, and
-	consecutive UL symbols, as described in Clause 11.1, or flexible symbols that are not SS/PBCH block symbols, starting from the first symbol, equal to or larger than a number of symbols provided by nrofsymbols in PUCCH-format1, or in PUCCH-format3, or in PUCCH-format4
For paired spectrum, the UE determines the [image: ] slots for a PUCCH transmission as the [image: ] consecutive slots starting from a slot indicated to the UE as described in Clause 9.2.3. 
If a UE would transmit a PUCCH over a first number [image: ] of slots and the UE would transmit a PUSCH with repetition Type A over a second number of slots, and the PUCCH transmission would overlap with the PUSCH transmission in one or more slots, and the conditions in Clause 9.2.5 for multiplexing the UCI in the PUSCH are satisfied in the overlapping slots, the UE transmits the PUCCH and does not transmit the PUSCH in the overlapping slots.
If a UE would transmit a PUCCH over a first number [image: ] of slots and the UE would transmit a PUSCH with repetition Type B over a second number of slots, and the PUCCH transmission would overlap with actual PUSCH repetitions in one or more slots, and the conditions in Clause 9.2.5 for multiplexing the UCI in the PUSCH are satisfied for the overlapping actual PUSCH repetitions, the UE transmits the PUCCH and does not transmit the overlapping actual PUSCH repetitions.
A UE does not multiplex different UCI types in a PUCCH transmission with repetitions over [image: ] slots. If a UE would transmit a first PUCCH over more than one slot and at least a second PUCCH over one or more slots, and the transmissions of the first PUCCH and the second PUCCH would overlap in a number of slots then, for each slot of the number of slots and with UCI type priority of HARQ-ACK > SR > CSI with higher priority > CSI with lower priority
-	the UE does not expect the first PUCCH and any of the second PUCCHs to start at a same slot and include a UCI type with same priority 
-	if the first PUCCH and any of the second PUCCHs include a UCI type with same priority, the UE transmits the PUCCH starting at an earlier slot and does not transmit the PUCCH starting at a later slot
-	if the first PUCCH and any of the second PUCCHs do not include a UCI type with same priority, the UE transmits the PUCCH that includes the UCI type with higher priority and does not transmit the PUCCH that include the UCI type with lower priority 
A UE does not expect a PUCCH that is in response to a DCI format detection to overlap with any other PUCCH that does not satisfy the corresponding timing conditions in Clause 9.2.5.
If a UE would transmit a PUCCH over [image: ] slots and the UE does not transmit the PUCCH in a slot from the [image: ] slots due to overlapping with another PUCCH transmission in the slot, the UE counts the slot in the number of [image: ] slots.
*** Unchanged text is omitted ***
10	UE procedure for receiving control information
If the UE is configured with a SCG, the UE shall apply the procedures described in this clause for both MCG and SCG except for PDCCH monitoring in Type0/0A/2-PDCCH CSS sets where the UE is not required to apply the procedures in this clause for the SCG
-	When the procedures are applied for MCG, the terms 'secondary cell', 'secondary cells' , 'serving cell', 'serving cells' in this clause refer to secondary cell, secondary cells, serving cell, serving cells belonging to the MCG respectively.
-	When the procedures are applied for SCG, the terms 'secondary cell', 'secondary cells', 'serving cell', 'serving cells' in this clause refer to secondary cell, secondary cells (not including PSCell), serving cell, serving cells belonging to the SCG respectively. The term 'primary cell' in this clause refers to the PSCell of the SCG.
A UE monitors a set of PDCCH candidates in one or more CORESETs on the active DL BWP on each activated serving cell configured with PDCCH monitoring according to corresponding search space sets where monitoring implies decoding each PDCCH candidate according to the monitored DCI formats.
If a UE is provided monitoringCapabilityConfig-r16 for a serving cell, the UE obtains an indication to monitor PDCCH on the serving cell for a maximum number of PDCCH candidates and non-overlapping CCEs 
-	per slot, as in Tables 10.1-2 and 10.1-3, if monitoringCapabilityConfig-r16 = r15monitoringcapability, or 
-	per span, as in Tables 10.1-2A and 10.1-3A, if monitoringCapabilityConfig-r16 = r16monitoringcapability
If the UE is not provided monitoringCapabilityConfig-r16, the UE monitors PDCCH on the serving cell per slot. 
A UE can indicate a capability to monitor PDCCH according to one or more of the combinations  = (2, 2), (4, 3), and (7, 3) per SCS configuration of  and .  A span is a number of consecutive symbols in a slot where the UE is configured to monitor PDCCH. Each PDCCH monitoring occasion is within one span. If a UE monitors PDCCH on a cell according to combination , the UE supports PDCCH monitoring occasions in any symbol of a slot with minimum time separation of X symbols between the first symbol of two consecutive spans, including across slots. A span starts at a first symbol where a PDCCH monitoring occasion starts and ends at a last symbol where a PDCCH monitoring occasion ends, where the number of symbols of the span is up to Y. 
If a UE indicates a capability to monitor PDCCH according to multiple  combinations and a configuration of search space sets to the UE for PDCCH monitoring on a cell results to a separation of every two consecutive PDCCH monitoring spans that is equal to or larger than the value of  for one or more of the multiple combinations , the UE monitors PDCCH on the cell according to the combination , from the one or more combinations , that is associated with the largest maximum number of  and  defined in Table 10.1-2A and Table 10.1-3A. The UE expects to monitor PDCCH according to the same combination  in every slot on the active DL BWP of a cell.
A UE capability for PDCCH monitoring per slot or per span on an active DL BWP of a serving cell is defined by a maximum number of PDCCH candidates and non-overlapped CCEs the UE can monitor per slot or per span, respectively, on the active DL BWP of the serving cell. 
For monitoring of a PDCCH candidate by a UE in a slot or in a span, if the UE
[bookmark: _Hlk493885951]-	has received ssb-PositionsInBurst in SIB1 and has not received ssb-PositionsInBurst in ServingCellConfigCommon for a serving cell, and
-	does not monitor PDCCH candidates in a Type0-PDCCH CSS set, and 
-	at least one RE for a PDCCH candidate overlaps with at least one RE of a candidate SS/PBCH block corresponding to a SS/PBCH block index provided by ssb-PositionsInBurst in SIB1, 
the UE is not required to monitor the PDCCH candidate.
For monitoring of a PDCCH candidate by a UE in a slot, if the UE
-	has received ssb-PositionsInBurst in ServingCellConfigCommon for a serving cell, and
-	does not monitor PDCCH candidates in a Type0-PDCCH CSS set, and 
-	at least one RE for a PDCCH candidate overlaps with at least one RE of a candidate SS/PBCH block corresponding to a SS/PBCH block index provided by ssb-PositionsInBurst in ServingCellConfigCommon, 
the UE is not required to monitor the PDCCH candidate.
If a UE monitors the PDCCH candidate for a Type0-PDCCH CSS set on the serving cell according to the procedure described in Clause 13, the UE may assume that no SS/PBCH block is transmitted in REs used for monitoring the PDCCH candidate on the serving cell. 
If at least one RE of a PDCCH candidate for a UE on the serving cell overlaps with at least one RE of lte-CRS-ToMatchAround, or of LTE-CRS-PatternList-r16, the UE is not required to monitor the PDCCH candidate.
If a UE is provided availableRB-SetPerCell-r16, the UE is not required to monitor PDCCH candidates that overlap with any RB from RB sets that are indicated as unavailable for receptions by DCI format 2_0 as described in Clause 11.1.1.
If a UE can support
-	a first set of  serving cells where the UE is either not provided CORESETPoolIndex or is provided CORESETPoolIndex with a single value for all CORESETs on all DL BWPs of each serving scheduling cell from the first set of serving cells, and
-	a second set of  serving cells where the UE is provided CORESETPoolIndex with a value 0 for a first CORESET and with a value 1 for a second CORESET on any DL BWP of each serving scheduling cell from the second set of serving cells
the UE determines, for the purpose of reporting pdcch-BlindDetectionCA, a number of serving cells as  where  is a value reported by the UE. 
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10.1	UE procedure for determining physical downlink control channel assignment 
*** Unchanged text is omitted ***
For each DL BWP configured to a UE in a serving cell, the UE can be provided by higher layer signalling with 
-	 CORESETs if CORESETPoolIndex is not provided, or if a value of CORESETPoolIndex is same for all CORESETs if CORESETPoolIndex is provided
-	 CORESETs if CORESETPoolIndex is not provided for a first CORESET, or is provided and has a value 0 for a first CORESET, and is provided and has a value 1 for a second CORESET
For each CORESET, the UE is provided the following by ControlResourceSet:
-	a CORESET index [image: ], by controlResourceSetId, where 

-	 if CORESETPoolIndex is not provided, or if a value of CORESETPoolIndex is same for all CORESETs if CORESETPoolIndex is provided;
-	 if CORESETPoolIndex is not provided for a first CORESET, or is provided and has a value 0 for a first CORESET, and is provided and has a value 1 for a second CORESET;
-	a DM-RS scrambling sequence initialization value by pdcch-DMRS-ScramblingID;
-	a precoder granularity for a number of REGs in the frequency domain where the UE can assume use of a same DM-RS precoder by precoderGranularity;
-	a number of consecutive symbols provided by duration; 
[bookmark: _Hlk504372411]-	a set of resource blocks provided by frequencyDomainResources;
-	CCE-to-REG mapping parameters provided by cce-REG-MappingType;
-	an antenna port quasi co-location, from a set of antenna port quasi co-locations provided by TCI-State, indicating quasi co-location information of the DM-RS antenna port for PDCCH reception in a respective CORESET;
-	if the UE is provided by simultaneousTCI-UpdateList-r16 or simultaneousTCI-UpdateListSecond-r16 up to two  lists of cells for simultaneous TCI state activation, the UE applies the antenna port quasi co-location provided by TCI-States with same activated tci-StateID value to CORESETs with index  in all configured DL BWPs of all configured cells in a list determined from a serving cell index provided by a MAC CE command
-	an indication for a presence or absence of a transmission configuration indication (TCI) field for a DCI format, other than DCI format 1_0, that schedules PDSCH receptions or indicates SPS PDSCH release and is transmitted by a PDCCH in CORESET [image: ], by tci-PresentInDCI or tci-PresentInDCI-ForDCIFormat1_2-r16.
*** Unchanged text is omitted ***
For a CORESET other than a CORESET with index 0, if a UE is provided a single TCI state for a CORESET, or if the UE receives a MAC CE activation command for one of the provided TCI states for a CORESET, the UE assumes that the DM-RS antenna port associated with PDCCH receptions in the CORESET is quasi co-located with the one or more DL RS configured by the TCI state. For a CORESET with index 0, the UE expects that QCL-TypeD of a CSI-RS in a TCI state indicated by a MAC CE activation command for the CORESET is provided by a SS/PBCH block
-	if the UE receives a MAC CE activation command for one of the TCI states, the UE applies the activation command in the first slot that is after slot [image: ] where [image: ] is the slot where the UE would transmit a PUCCH with HARQ-ACK information for the PDSCH providing the activation command and [image: ] is the SCS configuration for the PUCCH. The active BWP is defined as the active BWP in the slot when the activation command is applied.
*** Unchanged text is omitted ***
A UE determines a PDCCH monitoring occasion on an active DL BWP from the PDCCH monitoring periodicity, the PDCCH monitoring offset, and the PDCCH monitoring pattern within a slot. For search space set [image: ], the UE determines that a PDCCH monitoring occasion(s) exists in a slot with number [image: ] [4, TS 38.211] in a frame with number [image: ] if [image: ]. The UE monitors PDCCH candidates for search space set [image: ] for [image: ] consecutive slots, starting from slot [image: ], and does not monitor PDCCH candidates for search space set [image: ] for the next [image: ] consecutive slots. 
A USS at CCE aggregation level [image: ] is defined by a set of PDCCH candidates for CCE aggregation level [image: ]. 
If a UE is configured with CrossCarrierSchedulingConfig for a serving cell the carrier indicator field value corresponds to the value indicated by CrossCarrierSchedulingConfig.
For an active DL BWP of a serving cell on which a UE monitors PDCCH candidates in a USS, if the UE is not configured with a carrier indicator field, the UE monitors the PDCCH candidates without carrier indicator field. For an active DL BWP of a serving cell on which a UE monitors PDCCH candidates in a USS, if a UE is configured with a carrier indicator field, the UE monitors the PDCCH candidates with carrier indicator field.
A UE does not expect to monitor PDCCH candidates on an active DL BWP of a secondary cell if the UE is configured to monitor PDCCH candidates with carrier indicator field corresponding to that secondary cell in another serving cell. For the active DL BWP of a serving cell on which the UE monitors PDCCH candidates, the UE monitors PDCCH candidates at least for the same serving cell. 
For a search space set  associated with CORESET , the CCE indexes for aggregation level  corresponding to PDCCH candidate  of the search space set in slot  for an active DL BWP of a serving cell corresponding to carrier indicator field value are given by 
 [image: ]
where
[bookmark: _Hlk39576530]for any CSS, ; 
for a USS, , ,  for ,  for ,  for , and ;
;
 is the number of CCEs, numbered from 0 to , in CORESET  and, if any, per RB set; 
 is the carrier indicator field value if the UE is configured with a carrier indicator field by CrossCarrierSchedulingConfig for the serving cell on which PDCCH is monitored; otherwise, including for any CSS, ;
, where  is the number of PDCCH candidates the UE is configured to monitor for aggregation level  of a search space set  for a serving cell corresponding to ; 
for any CSS, ; 
for a USS,  is the maximum of  over all configured  values for a CCE aggregation level  of search space set  ;
the RNTI value used for  is the C-RNTI. 
A UE does not expect to be provided freqMonitorLocations-r16 for a search space set  in a serving cell if intraCellGuardBandDL-r16 indicates that no intra-cell guard-bands are configured for the serving cell.
A UE that 
-	is configured for operation with carrier aggregation, and 
-	indicates support of search space sharing through searchSpaceSharingCA-UL or through searchSpaceSharingCA-DL, and 
-	has a PDCCH candidate with CCE aggregation level [image: ] in CORESET [image: ] for a first DCI format scheduling PUSCH transmission, other than DCI format 0_0, or for a second DCI format scheduling PDSCH reception or SPS PDSCH release, other than DCI format 1_0, having a first size and associated with serving cell [image: ], 
can receive a corresponding PDCCH through a PDCCH candidate with CCE aggregation level [image: ] in CORESET [image: ] for a first DCI format or for a second DCI format, respectively, having a second size and associated with serving cell [image: ] if the first size and the second size are same. 
A UE expects to monitor PDCCH candidates for up to 4 sizes of DCI formats that include up to 3 sizes of DCI formats with CRC scrambled by C-RNTI per serving cell. The UE counts a number of sizes for DCI formats per serving cell based on a number of configured PDCCH candidates in respective search space sets for the corresponding active DL BWP. 
A UE does not expect to detect, in a same PDCCH monitoring occasion, a DCI format with CRC scrambled by a SI-RNTI, RA-RNTI, MsgB-RNTI, TC-RNTI, P-RNTI, C-RNTI, CS-RNTI, or MCS-RNTI and a DCI format with CRC scrambled by a SL-RNTI or a SL-CS-RNTI for scheduling respective PDSCH and PSSCH receptions on a same serving cell.
A PDCCH candidate with index [image: ] for a search space set [image: ] using a set of CCEs in a CORESET [image: ] on the active DL BWP for serving cell [image: ] is not counted for monitoring if there is a PDCCH candidate with index [image: ] for a search space set [image: ], or if there is a PDCCH candidate with index [image: ] and [image: ], in the CORESET [image: ] on the active DL BWP for serving cell [image: ] using a same set of CCEs, the PDCCH candidates have identical scrambling, and the corresponding DCI formats for the PDCCH candidates have a same size; otherwise, the PDCCH candidate with index [image: ] is counted for monitoring.  
*** Unchanged text is omitted ***
If a UE is configured with   downlink cells with associated PDCCH candidates monitored in the active DL BWPs of the scheduling cell(s) using SCS configuration  where , the UE is not required to monitor, on the active DL BWPs of the scheduling cells, 
-	more than [image: ] PDCCH candidates or more than [image: ] non-overlapped CCEs per slot for each scheduled cell when the scheduling cell is from the  downlink cells, or
-	more than  PDCCH candidates or more than  non-overlapped CCEs per slot for each scheduled cell when the scheduling cell is from the  downlink cells
-	more than  PDCCH candidates or more than  non-overlapped CCEs per slot for CORESETs with same CORESETPoolIndex value for each scheduled cell when the scheduling cell is from the  downlink cells
If a UE 
-	is configured with  downlink cells for which the UE is not provided monitoringCapabilityConfig-r16 or is provided monitoringCapabilityConfig-r16 = r15monitoringcapability, 
-	with associated PDCCH candidates monitored in the active DL BWPs of the scheduling cell(s) using SCS configuration , where , and
-	a DL BWP of an activated cell is the active DL BWP of the activated cell, and a DL BWP of a deactivated cell is the DL BWP with index provided by firstActiveDownlinkBWP-Id for the deactivated cell, 
[bookmark: _Hlk530114396]the UE is not required to monitor more than   PDCCH candidates or more than  non-overlapped CCEs per slot on the active DL BWP(s) of scheduling cell(s) from the  downlink cells.
For each scheduled cell from the  downlink cells, the UE is not required to monitor on the active DL BWP with SCS configuration  of the scheduling cell from the  downlink cells more than [image: ] PDCCH candidates or more than [image: ] non-overlapped CCEs per slot.
For each scheduled cell from the  downlink cells, the UE is not required to monitor on the active DL BWP with SCS configuration  of the scheduling cell from the  downlink cells 
-	more than  PDCCH candidates or more than  non-overlapped CCEs per slot
-	more than  PDCCH candidates or more than  non-overlapped CCEs per slot for CORESETs with same CORESETPoolIndex value
If a UE is configured with   downlink cells for which the UE is provided monitoringCapabilityConfig-r16 = r16monitoringcapability and with associated PDCCH candidates monitored in the active DL BWPs of the scheduling cells using SCS configuration , and with  of the  downlink cells using combination  for PDCCH monitoring, where ,  the UE is not required to monitor, on the active DL BWP of the scheduling cell, more than  PDCCH candidates or more than  non-overlapped CCEs per span for each scheduled cell when the scheduling cell is from the  downlink cells. If a UE is configured with downlink cells for which the UE is provided both monitoringCapabilityConfig-r16 = r15monitoringcapability and monitoringCapabilityConfig-r16 = r16monitoringcapability,  is replaced by .
If a UE is configured only with  downlink cells for which the UE is provided monitoringCapabilityConfig-r16 = r16monitoringcapability and with associated PDCCH candidates monitored in the active DL BWPs of the scheduling cell(s) using SCS configuration , and with  of the  downlink cells using combination  for PDCCH monitoring, where , a DL BWP of an activated cell is the active DL BWP of the activated cell, and a DL BWP of a deactivated cell is the DL BWP with index provided by firstActiveDownlinkBWP-Id for the deactivated cell, the UE is not required to monitor more than  PDCCH candidates or more than  non-overlapped CCEs 
-	per set of spans on the active DL BWP(s) of all scheduling cell(s) from the  downlink cells within every  symbols, if the union of PDCCH monitoring occasions on all scheduling cells from the  downlink cells results to PDCCH monitoring according to the combination  and any pair of spans in the set is within  symbols, where first  symbols start at a first symbol with a PDCCH monitoring occasion and next  symbols start at a first symbol with a PDCCH monitoring occasion that is not included in the first  symbols 
-	per set of spans across the active DL BWP(s) of all scheduling cells from the  downlink cells, with at most one span per scheduling cell for each set of spans, otherwise 
where  is a number of configured cells with associated PDCCH candidates monitored in the active DL BWPs of the scheduling cells usingwith SCS configuration . If a UE is configured with downlink cells for which the UE is provided both monitoringCapabilityConfig-r16 = r15monitoringcapability and monitoringCapabilityConfig-r16 = r16monitoringcapability,  is replaced by .
For each scheduled cell from the  downlink cells using combination , the UE is not required to monitor on the active DL BWP with SCS configuration  of the scheduling cell, from the  downlink cells using combination , more than  PDCCH candidates or more than  non-overlapped CCEs per span.
A UE does not expect to be configured CSS sets that result to corresponding total, or per scheduled cell, numbers of monitored PDCCH candidates and non-overlapped CCEs per slot or per span that exceed the corresponding maximum numbers per slot or per span, respectively.
For same cell scheduling or for cross-carrier scheduling, a UE does not expect a number of PDCCH candidates, and a number of corresponding non-overlapped CCEs per slot or per span on a secondary cell to be larger than the corresponding numbers that the UE is capable of monitoring on the secondary cell per slot or per span, respectively. If a UE is provided PDCCHMmonitoringCapabilityConfig-r16 = r16monitoringcapability for the primary cell, except the first span of each slot, the UE does not expect a number of PDCCH candidates and a number of corresponding non-overlapped CCEs per span on the primary cell to be larger than the corresponding numbers that the UE is capable of monitoring on the primary cell per span. 
For cross-carrier scheduling, the number of PDCCH candidates for monitoring and the number of non-overlapped CCEs per span or per slot are separately counted for each scheduled cell.
For all search space sets within a slot  or within a span in slot , denote by [image: ] a set of CSS sets with cardinality of [image: ] and by [image: ] a set of USS sets with cardinality of [image: ]. The location of USS sets [image: ], [image: ], in [image: ] is according to an ascending order of the search space set index. 
Denote by [image: ], [image: ], the number of counted PDCCH candidates for monitoring for CSS set [image: ] and by [image: ], [image: ], the number of counted PDCCH candidates for monitoring for USS set [image: ]. 
For the CSS sets, a UE monitors [image: ] PDCCH candidates requiring a total of [image: ] non-overlapping CCEs in a slot or in a span. 
The UE allocates PDCCH candidates for monitoring to USS sets for the primary cell having an active DL BWP with SCS configuration  in a slot if the UE is not provided PDCCHMmonitoringCapabilityConfig-r16 for the primary cell or if the UE is provided PDCCHMmonitoringCapabilityConfig-r16 = r15monitoringcapability for the primary cell, or in the first span of each slot  if the UE is provided PDCCHMmonitoringCapabilityConfig-r16 = r16monitoringcapability for the primary cell, according to the following pseudocode. If for the USS sets for scheduling on the primary cell the UE is not provided CORESETPoolIndex for first CORESETs, or is provided CORESETPoolIndex with value 0 for first CORESETs, and is provided CORESETPoolIndex with value 1 for second CORESETs, and if  or , the following pseudocode applies only to USS sets associated with the first CORESETs. A UE does not expect to monitor PDCCH in a USS set without allocated PDCCH candidates for monitoring. In the following pseudocode, if the UE is provided PDCCHMmonitoringCapabilityConfig-r16 = r16monitoringcapability for the primary cell,and are replaced by and  respectively, and and are replaced by and  respectively.
*** Unchanged text is omitted ***
For a scheduled cell and at any time, a UE expects to have received at most 16 PDCCHs for DCI formats 1_0 or 1_1 with CRC scrambled by C-RNTI, CS-RNTI, or MCS-C-RNTI scheduling 16 PDSCH receptions for which the UE has not received any corresponding PDSCH symbol and at most 16 PDCCHs for DCI formats 0_0 or 0_1 with CRC scrambled by C-RNTI, CS-RNTI, or MCS-C-RNTI scheduling 16 PUSCH transmissions for which the UE has not transmitted any corresponding PUSCH symbol. 
If a UE is not provided PDCCHMmonitoringCapabilityConfig-r16, and
-	is not configured for NR-DC operation and indicates through pdcch-BlindDetectionCA a capability to monitor PDCCH candidates for [image: ] downlink cells and the UE is configured with [image: ] downlink cells or [image: ] uplink cells, or
-	is configured with NR-DC operation and for a cell group with [image: ] downlink cells or [image: ] uplink cells
the UE expects to have respectively received at most [image: ] PDCCHs for 
-	DCI formats with CRC scrambled by a C-RNTI, or a CS-RNTI, or a MCS-C-RNTI scheduling [image: ] PDSCH receptions for which the UE has not received any corresponding PDSCH symbol over all [image: ] downlink cells
-	DCI formats with CRC scrambled by a C-RNTI, or a CS-RNTI, or a MCS-C-RNTI scheduling [image: ] PUSCH transmissions for which the UE has not transmitted any corresponding PUSCH symbol over all [image: ] uplink cells
If a UE
-	is configured to monitor a first PDCCH candidate for a DCI format 0_0 and a DCI format 1_0 from a CSS set and a second PDCCH candidate for a DCI format 0_0 and a DCI format 1_0 from a USS set in a CORESET with index zero on an active DL BWP, and
-	the DCI formats 0_0/1_0 associated with the first PDCCH candidate and the DCI formats 0_0/1_0 associated with the second PDCCH candidate have same size, and
-	the UE receives the first PDCCH candidate and the second PDCCH candidate over a same set of CCEs, and
-	the first PDCCH candidate and the second PDCCH candidate have identical scrambling, and
-	the DCI formats 0_0/1_0 for the first PDCCH candidate and the DCI formats 0_0/1_0 for the second PDCCH candidate have CRC scrambled by either C-RNTI, or MCS-C-RNTI, or CS-RNTI
the UE decodes only the DCI formats 0_0/1_0 associated with the first PDCCH candidate.
If a UE detects a DCI format with inconsistent information, the UE discards all the information in the DCI format.
A UE configured with a bandwidth part indicator in a DCI format determines, in case of an active DL BWP or of an active UL BWP change, that the information in the DCI format is applicable to the new active DL BWP or UL BWP, respectively, as described in Clause 12.
For unpaired spectrum operation, if a UE is not configured for PUSCH/PUCCH transmission on serving cell [image: ], the UE does not expect to monitor PDCCH on serving cell [image: ] if the PDCCH overlaps in time with SRS transmission (including any interruption due to uplink or downlink RF retuning time [10, TS 38.133]) on serving cell [image: ] and if the UE is not capable of simultaneous reception and transmission on serving cell [image: ]and serving cell [image: ]. 
If a UE is provided resourceBlocks and symbolsInResourceBlock in RateMatchPattern, or if the UE is additionally provided periodicityAndPattern in RateMatchPattern, the UE can determine a set of RBs in symbols of a slot that are not available for PDSCH reception as described in [6, TS 38.214]. If a PDCCH candidate in a slot is mapped to one or more REs that overlap with REs of any RB in the set of RBs in symbols of the slot, the UE does not expect to monitor the PDCCH candidate. 
*** Unchanged text is omitted ***

[bookmark: _Toc12021487][bookmark: _Toc20311599][bookmark: _Toc26719424][bookmark: _Toc29894859][bookmark: _Toc29899158][bookmark: _Toc29899576][bookmark: _Toc29917313][bookmark: _Toc36498187][bookmark: _Toc45699214]10.2	PDCCH validation for DL SPS and UL grant Type 2
*** Unchanged text is omitted ***
If a UE is provided more than one configurations for UL grant Type 2 PUSCH or for SPS PDSCH, a value of the HARQ process number field in a DCI format indicates an activation for a corresponding UL grant Type 2 PUSCH or for a SPS PDSCH configuration with a same value as provided by Configuredgrantconfig-index or by SPSconfig-index, respectively. Validation of the DCI format is achieved if the RV field for the DCI format is set as in Table 10.2-3. 
If a UE is provided more than one configuration for UL grant Type 2 PUSCH or for SPS PDSCH 
-	if the UE is provided ConfiguredGrantConfigType2DeactivationStateListType2Configuredgrantconfig-ReleaseStateList or sps-ConfigDeactivationStateListSPS-ReleaseStateList, a value of the HARQ process number field in a DCI format indicates a corresponding entry for scheduling release of one or more UL grant Type 2 PUSCH or SPS PDSCH configurations
-	if the UE is not provided ConfiguredGrantConfigType2DeactivationStateListType2Configuredgrantconfig-ReleaseStateList or sps-ConfigDeactivationStateListSPS-ReleaseStateList, a value of the HARQ process number field in a DCI format indicates a release for a corresponding UL grant Type 2 PUSCH or for a SPS PDSCH configuration with a same value as provided by Configuredgrantconfig-index or by SPSconfig-index, respectively
Validation of the DCI format is achieved if all fields for the DCI format are set according to Table 10.2-4. 
*** Unchanged text is omitted ***
[bookmark: _Ref500831375][bookmark: _Toc12021489][bookmark: _Toc20311601][bookmark: _Toc26719426][bookmark: _Toc29894862][bookmark: _Toc29899161][bookmark: _Toc29899579][bookmark: _Toc29917318][bookmark: _Toc36498192][bookmark: _Toc45699220]11.1	Slot configuration
*** Unchanged text is omitted ***
For operation on a single carrier in unpaired spectrum, if a UE is configured by higher layers to transmit SRS, or PUCCH, or PUSCH, or PRACH in a set of symbols of a slot and the UE detects a DCI format indicating to the UE to receive CSI-RS or PDSCH in a subset of symbols from the set of symbols, then 
-	the UE does not expect to cancel the transmission in symbols from the set of symbols that occur, relative to a last symbol of a CORESET where the UE detects the DCI format, after a number of symbols that is smaller than the PUSCH preparation time [image: ] for the corresponding UE processing capability [6, TS 38.214] assuming [image: ] and [image: ] corresponds to the smallest SCS configuration between the SCS configuration of the PDCCH carrying the DCI format and the SCS configuration of the SRS, PUCCH, PUSCH or r, where r corresponds to the SCS configuration of the PRACH if it is 15kHz or higher; otherwise r=0
-	the UE cancels the PUCCH, or the PUSCH, or an actual repetition of the PUSCH [6, TS 38.214], determined from Clauses 9 and 9.2.5 or Clause 6.1 of [6. TS 38.214], or the PRACH transmission in remaining symbols from the set of symbols and cancels the SRS transmission in remaining symbols from the subset of symbols 
*** Unchanged text is omitted ***
[bookmark: _Toc12021490][bookmark: _Toc20311602][bookmark: _Toc26719427][bookmark: _Toc29894863][bookmark: _Toc29899162][bookmark: _Toc29899580][bookmark: _Toc29917319][bookmark: _Toc36498193][bookmark: _Toc45699221]11.1.1	UE procedure for determining slot format
*** Unchanged text is omitted ***
If a UE is configured by higher layers to transmit SRS, or PUCCH, or PUSCH, or PRACH in a set of symbols of a slot and the UE detects a DCI format 2_0 with a slot format value other than 255 that indicates a slot format with a subset of symbols from the set of symbols as downlink or flexible, or the UE detects a DCI format indicating to the UE to receive CSI-RS or PDSCH in a subset of symbols from the set of symbols, then 
-	the UE does not expect to cancel the transmission in symbols from the set of symbols that occur, relative to a last symbol of a CORESET where the UE detects the DCI format 2_0 or the DCI format, after a number of symbols that is smaller than the PUSCH preparation time [image: ] for the corresponding PUSCH processing capability [6, TS 38.214] assuming [image: ] and [image: ] corresponds to the smallest SCS configuration between the SCS configuration of the PDCCH carrying the DCI format 2_0 or the DCI format and the SCS configuration of the SRS, PUCCH, PUSCH or r, where r corresponds to the SCS configuration of the PRACH if it is 15kHz or higher; otherwise r=0
-	the UE cancels the PUCCH, or the PUSCH, or an actual repetition of the PUSCH [6, TS 38.214], determined from Clauses 9 and 9.2.5 or Clause 6.1 of [6. TS 38.214], or the PRACH transmission in remaining symbols from the set of symbols and cancels the SRS transmission in remaining symbols from the subset of symbols. 
*** Unchanged text is omitted ***
[bookmark: _Toc29894870][bookmark: _Toc29899169][bookmark: _Toc29899587][bookmark: _Toc29917321][bookmark: _Toc36498195][bookmark: _Toc45699223]11.2A	Cancellation indication
*** Unchanged text is omitted ***
A UE that detects a DCI format 2_4 for a serving cell cancels a PUSCH transmission or an actual repetition of a PUSCH transmission [6, TS 38.214] if the PUSCH transmission is with repetition Type Bs, as determined in Clauses 9 and 9.2.5 or in Clause 6.1 of [6, TS 38.214], or an SRS transmission on the serving cell if, respectively,	Comment by Aris Papasakellariou: Seems redundant as 38.214 defines actual repetition.
-	the transmission is PUSCH with priority 0, if the UE is provided applicabilityforCI,
*** Unchanged text is omitted ***
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