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	Reason for change:
	Some higher layer parameters for NB-IoT are not aligned with TS 36.331.

	
	

	Summary of change:
	The higher layer parameter names for NB-IoT are aligned with TS 36.331.
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[bookmark: _Toc10818837][bookmark: _Toc20409247][bookmark: _Toc29387788][bookmark: _Toc29388817][bookmark: _Toc35531692][bookmark: _Toc44620030]6.4.3.1	DCI Format N0
<Unchanged parts omitted>
-	Resource reservation – 1 bit as defined in clause 16.5 of [3]. This field is only present if higher layer parameter valid-subframe-config-UL or slot-reserved-resource-config-UL higher layer parameter resourceReservationConfigUL is configured and the DCI is mapped onto the UE-specific search space given by C-RNTI as defined in [3]. 
[bookmark: _Toc10818838][bookmark: _Toc20409248][bookmark: _Toc29387789][bookmark: _Toc29388818][bookmark: _Toc35531693][bookmark: _Toc44620031]<Unchanged parts omitted>
6.4.3.2	DCI Format N1
<Unchanged parts omitted>
-	Resource reservation – 1 bit as defined in clause 16.4 of [3]. This field is only present if higher layer parameter valid-subframe-config-DL or slot-reserved-resource-config-DLhigher layer parameter resourceReservationConfigDL is configured and the DCI is mapped onto the UE-specific search space given by C-RNTI as defined in [3].


