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<Unchanged parts are omitted>
5.x	UL 7.5KHz shift for TDD band n38	
Requirements for a Rel-16 UE for UL 7.5 kHz shift for TDD band n38 within FR1 compared to TS 38.101-1 of Rel-16 [2] are introduced via this clause. For Band n38, UL shift is only applicable to uplink transmissions using a 15 kHz SCS.

   	         						   Table 5.x-1: UL 7.5KHz shift for band n38 in FR1
	Feature
	DL/UL
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the configuration was introduced)

	7.5KHz UL shift for band n38 in FR1
	UL
	TDD
	Rel-15
	Table B.4.7-1


	

<Unchanged parts are omitted>

[bookmark: _Toc21098366][bookmark: _Toc29470593][bookmark: _Toc37141961][bookmark: _Toc37142012][bookmark: _Toc37142064][bookmark: _Toc37269067][bookmark: _Toc37269110][bookmark: _Toc45907633]B.4	Common UE RF requirements
[bookmark: _Toc21098367][bookmark: _Toc29470594][bookmark: _Toc37141962][bookmark: _Toc37142013][bookmark: _Toc37142065][bookmark: _Toc37269068][bookmark: _Toc37269111][bookmark: _Toc45907634]B.4.1	Common UE RF requirements for a release independent band
The requirements and test cases listed in Table B.4.1-1 are specified in REL-16 version of TS 38.101-1 [2] or TS 38.101-2 [3].
Table B.4.1-1: Common UE RF requirements for a release independent band
	Clause / Clause
	Description

	5.2
	Operating bands

	5.3
	UE Channel bandwidth

	5.4
	Channel arrangement

	6.2
	Transmitter power

	6.3
	Output power dynamics 

	6.4
	Transmit signal quality

	6.5
	Output RF spectrum emissions

	6.6 of [3]
	Beam correspondence

	7.3
	Reference sensitivity

	7.4
	Maximum input level

	7.5
	Adjacent Channel Selectivity

	7.6
	Blocking characteristics

	7.7 of [2]
	Spurious response

	7.8 of [2]
	Intermodulation characteristics

	7.9
	Spurious emissions

	NOTE:	A UE which supports any FR2 band introduced in release N, where N > 15, shall meet the requirements according to the FR2 UE multi-band relaxation factors defined in Table 6.2.1.3-4 of the release N version of [3] for all FR2 bands which it supports.



[bookmark: _Toc21098368][bookmark: _Toc29470595][bookmark: _Toc37141963][bookmark: _Toc37142014][bookmark: _Toc37142066][bookmark: _Toc37269069][bookmark: _Toc37269112][bookmark: _Toc45907635]B.4.2	Common UE RF requirements for CA configurations within NR frequency range 1 or NR frequency range 2
The requirements and test cases listed in Table B.4.2-1 are specified in in REL-16 version of TS 38.101-1 [2] or TS 38.101-2 [3].
Table B.4.2-1: Common UE RF requirements for a release independent intra-band contiguous CA configurations within NR frequency range 1 or NR frequency range 2
	Clause
	Description

	5.2A
	Operating bands for CA

	5.3A
	UE channel bandwidth for CA

	5.4A
	Channel arrangement for CA

	6.2A
	Transmitter power for CA

	6.3A
	Output power dynamics for CA

	6.4A
	Transmit signal quality for CA

	6.5A
	Output RF spectrum emissions for CA

	6.6A of [3]
	Beam correspondence for CA

	7.3A
	Reference sensitivity for CA

	7.4A
	Maximum input level for CA

	7.5A
	Adjacent Channel Selectivity for CA

	7.6A
	Blocking characteristics for CA

	7.7A of [2]
	Spurious response for CA

	7.8A of [2]
	Intermodulation characteristics for CA

	7.9A of [2]
	Spurious emissions for CA



[bookmark: _Toc21098369][bookmark: _Toc29470596][bookmark: _Toc37141964][bookmark: _Toc37142015][bookmark: _Toc37142067][bookmark: _Toc37269070][bookmark: _Toc37269113][bookmark: _Toc45907636]B.4.3	Common UE RF requirements for SUL
The requirements and test cases listed in Table B.4.3-1 are specified in REL-16 version of TS 38.101-1 [2].
Table B.4.3-1: Common UE RF requirements for a release independent SUL
	Clause
	Description

	5.2
	Operating bands

	5.2C
	Operating band combination for SUL

	5.4.2.1
	NR-ARFCN and channel raster (7.5kHz frequency shift for SUL)

	5.5C
	Configurations for SUL

	6.2C
	Transmitter power for SUL

	6.4.2.2
	Carrier leakage (7.5 kHz shift with the carrier frequency.)

	7.3.3
	ΔRIB,c

	7.3C
	Reference sensitivity for SUL

	7.6C
	Blocking characteristics for SUL



[bookmark: _Toc21098370][bookmark: _Toc29470597][bookmark: _Toc37141965][bookmark: _Toc37142016][bookmark: _Toc37142068][bookmark: _Toc37269071][bookmark: _Toc37269114][bookmark: _Toc45907637]B.4.4	Common UE RF requirements for interband CA configurations between NR frequency range 1 and NR frequency range 2
The requirements and test cases listed in Table B.4.4-1 are specified in in REL-16 version of TS 38.101-3 [4].
Table B.4.4-1: Common UE RF requirements for a release independent interband CA configurations between NR frequency range 1 and NR frequency range 2
	Clause
	Description

	5.2A
	Operating bands for CA

	5.3A
	UE channel bandwidth for CA

	5.4A
	Channel arrangement for CA

	6.2A
	Transmitter power for CA

	6.3A
	Output power dynamics for CA

	6.4A
	Transmit signal quality for CA

	7.3A
	Reference sensitivity for CA

	7.4A
	Maximum input level for CA

	7.5A
	Adjacent Channel Selectivity for CA

	7.6A
	Blocking characteristics for CA

	7.7A
	Spurious response for CA

	7.9A
	Spurious emissions for CA



[bookmark: _Toc21098371][bookmark: _Toc29470598][bookmark: _Toc37141966][bookmark: _Toc37142017][bookmark: _Toc37142069][bookmark: _Toc37269072][bookmark: _Toc37269115][bookmark: _Toc45907638]B.4.5	Common UE RF requirements for Inter-band NR-DC configurations between frequency range 1 and frequency range 2
The requirements and test cases listed in Table B.4.5-1 are specified in in REL-16 version of TS 38.101-3 [4].
Table B.4.5-1: Common UE RF requirements for a release independent Inter-band NR-DC configurations between frequency range 1 and frequency range 2
	Clause
	Description

	4.2
	Applicability of minimum requirements

	5.2B
	Operating bands for DC

	6.2B.5
	Configured output power for NR-DC



[bookmark: _Toc21098372][bookmark: _Toc29470599][bookmark: _Toc37141967][bookmark: _Toc37142018][bookmark: _Toc37142070][bookmark: _Toc37269073][bookmark: _Toc37269116][bookmark: _Toc45907639]B.4.6	Common UE RF requirements for NR interworking between NR and E-UTRA
The requirements and test cases listed in Table B.4.6-1 are specified in in REL-16 version of TS 38.101-3 [4].
Table B.4.6-1: Common UE RF requirements for a release independent NR interworking between NR and E-UTRA
	Clause
	Description

	4.2
	Applicability of minimum requirements

	5.2B
	Operating bands for DC

	5.3B
	UE channel bandwidth for DC

	5.4B
	Channel arrangement for DC

	6.2B
	Transmitter power for DC

	6.3B
	Output power dynamics for DC

	6.4B
	Transmit signal quality for DC

	7.3B
	Reference sensitivity level for DC

	7.4B
	Maximum input level for DC in FR1

	7.5B
	Adjacent Channel Selectivity for DC in FR1

	7.6B
	Blocking characteristics for DC in FR1

	7.7B
	Spurious response for DC in FR1

	7.8B
	Intermodulation characteristics for DC in FR1

	7.9A
	Spurious emissions for CA in FR1



B.4.x	Common UE RF requirements for UL 7.5KHz shift for TDD band n38
The requirements and test cases listed in Table B.4.x-1 are specified in REL-16 version of TS 38.101-1 [2]. For Band n38, UL shift is only applicable to uplink transmissions using a 15 kHz SCS.


Table B.4.x-1: Common UE RF requirements for UL 7.5KHz shift for TDD Band n38
	Clause
	Description

	5.4.2.1
	NR-ARFCN and channel raster (7.5kHz frequency shift for TDD band n38) 



<Unchanged parts are omitted>

