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[bookmark: _Hlk43700412][bookmark: _Toc46439089][bookmark: _Toc46443926][bookmark: _Toc46486687]5.2.2.3.2	Acquisition of an SI message
For SI message acquisition PDCCH monitoring occasion(s) are determined according to searchSpaceOtherSystemInformation. If searchSpaceOtherSystemInformation is set to zero, PDCCH monitoring occasions for SI message reception in SI-window are same as PDCCH monitoring occasions for SIB1 where the mapping between PDCCH monitoring occasions and SSBs is specified in TS 38.213[13]. If searchSpaceOtherSystemInformation is not set to zero, PDCCH monitoring occasions for SI message are determined based on search space indicated by searchSpaceOtherSystemInformation. PDCCH monitoring occasions for SI message which are not overlapping with UL symbols (determined according to tdd-UL-DL-ConfigurationCommon) are sequentially numbered from one in the SI window. The [x×N+K]th PDCCH monitoring occasion (s) for SI message in SI-window corresponds to the Kth transmitted SSB, where x = 0, 1, ...X-1, K = 1, 2, …N, N is the number of actual transmitted SSBs determined according to ssb-PositionsInBurst in SIB1 and X is equal to CEIL(number of PDCCH monitoring occasions in SI-window/N). The actual transmitted SSBs are sequentially numbered from one in ascending order of their SSB indexes. The UE assumes that, in the SI window, PDCCH for an SI message is transmitted in at least one PDCCH monitoring occasion corresponding to each transmitted SSB and thus the selection of SSB for the reception SI messages is up to UE implementation.
When acquiring an SI message, the UE shall:
1>	determine the start of the SI-window for the concerned SI message as follows:
2>	if the concerned SI message is configured in the schedulingInfoList:
3>	for the concerned SI message, determine the number n which corresponds to the order of entry in the list of SI messages configured by schedulingInfoList in si-SchedulingInfo in SIB1;
3>	determine the integer value x = (n – 1) × w, where w is the si-WindowLength;
3>	the SI-window starts at the slot #a, where a = x mod N, in the radio frame for which SFN mod T = FLOOR(x/N), where T is the si-Periodicity of the concerned SI message and N is the number of slots in a radio frame as specified in TS 38.213 [13];
2>	else if the concerned SI message is configured in the pos-SchedulingInfoList and offsetToSI-Used is not configured:
3>	create a concatented list of SI messages by appending the pos-SchedulingInfoList in posSI-SchedulingInfo in SIB1 to schedulingInfoList in si-SchedulingInfo in SIB1
3>	for the concerned SI message, determine the number n which corresponds to the order of entry in the concatenated list;
3>	determine the integer value x = (n – 1) × w, where w is the si-WindowLength;
3>	the SI-window starts at the slot #a, where a = x mod N, in the radio frame for which SFN mod T = FLOOR(x/N), where T is the siposSI-Periodicity of the concerned SI message and N is the number of slots in a radio frame as specified in TS 38.213 [13];
2>	else if the concerned SI message is configured by the pos-SchedulingInfoList and offsetToSI-Used is configured:
3>	determine the number m which corresponds to the number of SI messages with an associated si-Periodicity of 8 radio frames (80 ms), configured by schedulingInfoList in SIB1;
3>	for the concerned SI message, determine the number n which corresponds to the order of entry in the list of SI messages configured by pos-SchedulingInfoList in SIB1;
3>	determine the integer value x = m × w + (n – 1) × w, where w is the si-WindowLength
3>	the SI-window starts at the slot #a, where a = x mod N, in the radio frame for which SFN mod T = FLOOR(x/N), where T is the posSI-Periodicity of the concerned SI message and N is the number of slots in a radio frame as specified in TS 38.213 [13];
1>	receive the PDCCH containing the scheduling RNTI, i.e. SI-RNTI in the PDCCH monitoring occasion(s) for SI message acquisition, from the start of the SI-window and continue until the end of the SI-window whose absolute length in time is given by si-WindowLength, or until the SI message was received;
1>	if the SI message was not received by the end of the SI-window, repeat reception at the next SI-window occasion for the concerned SI message in the current modification period;
NOTE 1:	The UE is only required to acquire broadcasted SI message if the UE can acquire it without disrupting unicast data reception, i.e. the broadcast and unicast beams are quasi co-located.
NOTE 2:	The UE is not required to monitor PDCCH monitoring occasion(s) corresponding to each transmitted SSB in SI-window.
NOTE 3:	If the concerned SI message was not received in the current modification period, handling of SI message acquisition is left to UE implementation.
NOTE 4:	A UE in RRC_CONNECTED may stop the PDCCH monitoring during the SI window for the concerned SI message when the requested SIB(s) are acquired.
1>	perform the actions for the acquired SI message as specified in sub-clause 5.2.2.4.
END OF CHANGE

START OF CHANGE
[bookmark: _Toc46439092][bookmark: _Toc46443929][bookmark: _Toc46486690]5.2.2.3.4	Actions related to transmission of RRCSystemInfoRequest message
The UE shall set the contents of RRCSystemInfoRequest message as follows:
1>	if the procedure is triggered to request the required SI message(s) other than positioningSIB(s):
2>	set the requested-SI-List to indicate the SI message(s) that the UE requires to operate within the cell, and for which si-BroadcastStatus is set to notBroadcasting;.
1>	else if the procedure is triggered to request the required SI message(s) for positioningposSIB(s):
2>	set the requestedPosSI-List to indicate the SI message(s) that the UE upper layers require for positioning operations, and for which posSI-BroadcastStatus is set to notBroadcasting.
The UE shall submit the RRCSystemInfoRequest message to lower layers for transmission.
END OF CHANGE

START OF CHANGE
[bookmark: _Toc46439093][bookmark: _Toc46443930][bookmark: _Toc46486691]5.2.2.3.5	Request for on demand system information in RRC_CONNECTED
The UE shall:
1>	if the UE is in RRC_CONNECTED with an active BWP not configured with common search space with the field searchSpaceOtherSystemInformation and the UE has not stored a valid version of a SIB, in accordance with sub-clause 5.2.2.2.1, of one or several required SIB(s), in accordance with sub-clause 5.2.2.1 or if requested by upper layers:
2>	for the SI message(s) that, according to the si-SchedulingInfo or posSI-SchedulingInfo in the stored SIB1, contain at least one required SIB or requested posSIB:
3>	if onDemandSIB-Request is configured and timer T350 is not running:
4>	initiate transmission of the DedicatedSIBRequest message in accordance with 5.2.2.3.6;
4>	start timer T350 with the timer value set to the onDemandSIB-RequestProhibitTimer;
1>	else if the UE is in RRC_CONNECTED with an active BWP configured with common search space with the field searchSpaceOtherSystemInformation and the UE has not stored a valid version of a SIB, in accordance with sub-clause 5.2.2.2.1, of one or several required SIB(s), in accordance with sub-clause 5.2.2.1 or if requested by upper layers:
2>	for the SI message(s) that, according to the si-SchedulingInfo in the stored SIB1, contain at least one required SIB and for which si-BroadcastStatus is set to broadcasting:
3>	acquire the SI message(s) as defined in sub-clause 5.2.2.3.2;
2>	for the SI message(s) that, according to the si-SchedulingInfo in the stored SIB1, contain at least one required SIB and for which si-BroadcastStatus is set to notBroadcasting:
3>	if onDemandSIB-Request is configured and timer T350 is not running:
4>	initiate transmission of the DedicatedSIBRequest message in accordance with 5.2.2.3.6;
4>	start timer T350 with the timer value set to the onDemandSIB-RequestProhibitTimer;
43>	acquire the requested SI message(s) corresponding to the requested SIB(s) as defined in sub-clause 5.2.2.3.2.
2>	for the SI message(s) that, according to the posSI-SchedulingInfo in the stored SIB1, contain at least one requested posSIB and for which posSI-BroadcastStatus is set to broadcasting:
3>	acquire the SI message(s) as defined in sub-clause 5.2.2.3.2;
2>	for the SI message(s) that, according to the posSI-SchedulingInfo in the stored SIB1, contain at least one requested posSIB and for which posSI-BroadcastStatus is set to notBroadcasting:
3>	if onDemandSIB-Request is configured and timer T350 is not running:
4>	initiate transmission of the DedicatedSIBRequest message in accordance with 5.2.2.3.6;
4>	acquire the requested SI message(s) corresponding to the requested posSIB(s) as defined in sub-clause 5.2.2.3.2.
NOTE:	UE may include on demand request for SIB and/or posSIB(s) in the same DedicatedSIBRequest message.
END OF CHANGE

START OF CHANGE
[bookmark: _Toc46439184][bookmark: _Toc46444021][bookmark: _Toc46486782]5.3.7.2	Initiation
The UE initiates the procedure when one of the following conditions is met:
1>	upon detecting radio link failure of the MCG and t316 is not configured, in accordance with 5.3.10; or
1>	upon detecting radio link failure of the MCG while SCG transmission is suspended, in accordance with 5.3.10; or
1>	upon detecting radio link failure of the MCG while PSCell change is ongoing, in accordance with 5.3.10; or
1>	upon re-configuration with sync failure of the MCG, in accordance with sub-clause 5.3.5.8.3; or
1>	upon mobility from NR failure, in accordance with sub-clause 5.4.3.5; or
1>	upon integrity check failure indication from lower layers concerning SRB1 or SRB2, except if the integrity check failure is detected on the RRCReestablishment message; or
1>	upon an RRC connection reconfiguration failure, in accordance with sub-clause 5.3.5.8.2; or 
1>	upon detecting radio link failure for the SCG while MCG transmission is suspended, in accordance with subclause 5.3.10.3 in NR-DC or in accordance with TS 36.331 [10] subclause 5.3.11.3 in NE-DC; or
1>	upon reconfiguration with sync failure of the SCG while MCG transmission is suspended in accordance with subclause 5.3.5.8.3; or
1>	upon SCG change failure while MCG transmission is suspended in accordance with TS 36.331 [10] subclause 5.3.5.7a; or
1>	upon SCG configuration failure while MCG transmission is suspended in accordance with subclause 5.3.5.8.2 in NR-DC or in accordance with TS 36.331 [10] subclause 5.3.5.5 in NE-DC; or
1>	upon integrity check failure indication from SCG lower layers concerning SRB3 while MCG is suspended; or
1>	upon T316 expiry, in accordance with sub-clause 5.7.3b.5.
Upon initiation of the procedure, the UE shall:
1>	stop timer T310, if running;
1>	stop timer T312, if running;
1>	stop timer T304, if running;
1>	start timer T311;
1>	stop timer T316, if running;
1>	reset MAC;
1>	if UE is not configured with conditionalReconfiguration:
2>	release spCellConfig, if configured;
2>	suspend all RBs, except SRB0;
[bookmark: _Hlk39213668]2>	release the MCG SCell(s), if configured;
2>	if MR-DC is configured:
3>	perform MR-DC release, as specified in clause 5.3.5.10;
2>	release delayBudgetReportingConfig, if configured;
2>	release overheatingAssistanceConfig, if configured;
2>	release idc-AssistanceConfig, if configured;
2>	release btNameList, if configured;
2>	release wlanNameList, if configured;
2>	release sensorNameList, if configured;
2>	release drx-PreferenceConfig for the MCG, if configured;
2>	release maxBW-PreferenceConfig for the MCG, if configured;
2>	release maxCC-PreferenceConfig for the MCG, if configured;
2>	release maxMIMO-LayerPreferenceConfig for the MCG, if configured;
2>	release minSchedulingOffsetPreferenceConfig for the MCG, if configured;
2>	release releasePreferenceConfig, if configured;
1>	if any DAPS bearer is configured:
2>	release source SpCell configuration;
2>	reset the source MAC and release the source MAC configuration;
2>	for each DAPS bearer:
3>	release the RLC entity or entities as specified in TS 38.322 [4], clause 5.1.3, and the associated logical channel for the source SpCell;
3>	reconfigure the PDCP entity to release DAPS as specified in TS 38.323 [5];
2>	for each SRB:
3>	release the PDCP entity for the source SpCell;
3>	release the RLC entity as specified in TS 38.322 [4], clause 5.1.3, and the associated logical channel for the source SpCell;
2>	release the physical channel configuration for the source SpCell;
2>	discard the keys used in the source SpCell (the KgNB key, the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key), if any;
1>	stop timer T342, if running;
1>	stop timer T345, if running;
1>	stop timer T346a associated with the MCG, if running;
1>	stop timer T346b associated with the MCG, if running;
1>	stop timer T346c associated with the MCG, if running;
1>	stop timer T346d associated with the MCG, if running;
1>	stop timer T346e associated with the MCG, if running;
1>	stop timer T346f, if running;
1>	stop timer T350, if running;
1>	release onDemandSIB-Request, if configured, and stop timer T350, if running;
1>	perform cell selection in accordance with the cell selection process as specified in TS 38.304 [20], clause 5.2.6.
END OF CHANGE
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