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	Reason for change:
	When the network configured DAPS for a certain DRB, this is indicated via a flag that is present in the RadioBearerConfig IE. However, the checking on whether DRB has the DAPS flag configured is done when getting the CellGroupConfig IE with reconfigurationWithSync.

The main problem is that the CellGroupConfig IE is processed before the RadioBearerConfig IE according to the procedural text in section 5.3.5.3. This it may cause some wrong UE behaviour since it may not be capable to understand whether a DRB is configured as DAPS bearer or not.

This is also clear from the general requirements described in section 5.1.2 where it is stated:
1>	within a subclause execute the steps according to the order specified in the procedural description;

	
	

	Summary of change:
	Section 5.3.5.5.2
Clarified in order to understand if a DAPS bearer is configured, the UE needs to check the presence of the field daps-Config within the RadioBearerConfig IE received in radioBearerConfig or radioBearerConfig2..

Impact analysis
Impacted 5G architecture options: NR SA

Impacted functionality: DAPS

Inter-operability:
If the UE implements the CR and the network does not, there is no inter-operability issue. 

If the network implements the CR and the UE does not, UE would, based on the procedures as defined in current specification, not create RLC entities and logical channels for newly configured DAPS bearers.
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The UE shall perform the following actions to execute a reconfiguration with sync.
1>	if the AS security is not activated, perform the actions upon going to RRC_IDLE as specified in 5.3.11 with the release cause 'other' upon which the procedure ends;
1>	if no DAPS bearer is configured:
2>	stop timer T310 for the corresponding SpCell, if running;
1>	if this procedure is executed for the MCG:
2>	if timer T316 is running;
3>	stop timer T316;
3>	clear the information included in VarRLF-Report, if any;
2>	resume MCG transmission, if suspended.
1>	stop timer T312 for the corresponding SpCell, if running;
1>	start timer T304 for the corresponding SpCell with the timer value set to t304, as included in the reconfigurationWithSync;
1>	if the frequencyInfoDL is included:
2>	consider the target SpCell to be one on the SSB frequency indicated by the frequencyInfoDL with a physical cell identity indicated by the physCellId;
1>	else:
2>	consider the target SpCell to be one on the SSB frequency of the source SpCell with a physical cell identity indicated by the physCellId;
1>	start synchronising to the DL of the target SpCell;
1>	apply the specified BCCH configuration defined in 9.1.1.1 for the target SpCell;
1>	acquire the MIB of the target SpCell, which is scheduled as specified in TS 38.213 [13];
NOTE 1:	The UE should perform the reconfiguration with sync as soon as possible following the reception of the RRC message triggering the reconfiguration with sync, which could be before confirming successful reception (HARQ and ARQ) of this message.
NOTE 2:	The UE may omit reading the MIB if the UE already has the required timing information, or the timing information is not needed for random access.
NOTE 2a:	A UE with DAPS bearer does not monitor for system information updates in the source PCell.
1>	If any DAPS bearer is configured:
2>	create a MAC entity for the target cell group with the same configuration as the MAC entity for the source cell group;
2>	for each DAPS bearer:
3>	establish an RLC entity or entities for the target cell group, with the same configurations as for the source cell group;
3>	establish the logical channel for the target cell group, with the same configurations as for the source cell group;
NOTE 2b: In order to understand if a DAPS bearer is configured, the UE needs to check the presence of the field daps-Config within the RadioBearerConfig IE received in radioBearerConfig or radioBearerConfig2.
2>	for each SRB:
3>	establish an RLC entity for the target cell group, with the same configurations as for the source cell group;
3>	establish the logical channel for the target cell group, with the same configurations as for the source cell group;
3>	suspend SRBs for the source cell group;
NOTE 3:	Void
2>	apply the value of the newUE-Identity as the C-RNTI in the target cell group;
2>	configure lower layers for the target SpCell in accordance with the received spCellConfigCommon;
2>	configure lower layers for the target SpCell in accordance with any additional fields, not covered in the previous, if included in the received reconfigurationWithSync.
1>	else:
2>	reset the MAC entity of this cell group;
2>	consider the SCell(s) of this cell group, if configured, that are not included in the SCellsToAddModList in the RRCReconfiguration message, to be in deactivated state;
2>	apply the value of the newUE-Identity as the C-RNTI for this cell group; 
2>	configure lower layers in accordance with the received spCellConfigCommon;
2>	configure lower layers in accordance with any additional fields, not covered in the previous, if included in the received reconfigurationWithSync.
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