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6.4.3	Common NR Positioning Information Elements
[bookmark: _Toc46486417]–	DL-PRS-ID-Info
The IE DL-PRS-ID-Info provides the IDs of the reference and neighbour TRPs' DL-PRS Resources.
-- ASN1START

DL-PRS-ID-Info-r16 ::= SEQUENCE {
	dl-PRS-ID-r16					INTEGER (0..255),
	nr-DL-PRS-ResourceID-List-r16	SEQUENCE (SIZE (1..nrMaxResourceIDs-r16)) OF 
													NR-DL-PRS-ResourceID-r16			OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16		NR-DL-PRS-ResourceSetID-r16 						OPTIONAL
}

-- ASN1STOP

	DL-PRS-ID-Info field descriptions

	nr-DL-PRS-ResourceID-List
This field provides a list of DL-PRS Resource IDs under the same DL-PRS Resource Set. 



[bookmark: _Toc46486418]–	NR-AdditionalPathList
The IE NR-AdditionalPathList is used by the target device to provide information about additional paths in association to the TOA measurements associated to NR positioning in the form of a relative time difference and a quality value. The additional path nr-relativeTimeDifference is the detected path timing relative to the detected path timing used for the TOA value, and each additional path can be associated with a quality value nr-path-Quality.
-- ASN1START

NR-AdditionalPathList-r16 ::= SEQUENCE (SIZE(1..2)) OF NR-AdditionalPath-r16

NR-AdditionalPath-r16 ::= SEQUENCE {
	nr-RrelativeTimeDifference-r16	CHOICE {
				k0-r16					INTEGER(0..16351),
				k1-r16					INTEGER(0..8176),
				k2-r16					INTEGER(0..4088),
				k3-r16					INTEGER(0..2044),
				k4-r16					INTEGER(0..1022),
				k5-r16					INTEGER(0..511),
				...
	},
	nr-Ppath-Quality-r16				NR-TimingQuality-r16					OPTIONAL,
	...
}

-- ASN1STOP

	NR-AdditionalPathListfield descriptions

	nr-RrelativeTimeDifference
This field specifies the additional detected path timing relative to the detected path timing of the reference resource. A positive value indicates that the particular path is later in time than the detected path of the reference; a negative value indicates that the particular path is earlier in time than the detected path of the reference.

	nr-Ppath-Quality
This field specifies the target device′s best estimate of the quality of the detected timing of the additional path.



[bookmark: _Toc46486419]–	NR-DL-PRS-AssistanceData
The IE NR-DL-PRS-AssistanceData is used by the location server to provide DL-PRS assistance data.
NOTE 1:	The location server should include at least one TRP for which the SFN can be obtained by the target device, e.g. the serving TRP. 
NOTE 2:	The nr-DL-PRS-ReferenceInfo defines the "assistance data reference" TRP whose DL-PRS configuration is included in nr-DL-PRS-AssistanceDataList. The nr-DL-PRS-SFN0-Offset's and nr-DL-PRS-expectedRSTD's in nr-DL-PRS-AssistanceDataList are provided relative to the "assistance data reference" TRP.
NOTE 3:	The network signals a value of zero for the nr-DL-PRS-SFN0-Offset, nr-DL-PRS-expectedRSTD, and nr-DL-PRS-expectedRSTD-uncertainty of the "assistance data reference" TRP in nr-DL-PRS-AssistanceDataList.
NOTE 4:	For NR DL-TDOA positioning (see clause 6.5.10) the nr-DL-PRS-ReferenceInfo defines also the requested "RSTD reference".
-- ASN1START

NR-DL-PRS-AssistanceData-r16 ::= SEQUENCE {
	nr-DL-PRS-ReferenceInfo-r16 		DL-PRS-ID-Info-r16,
	nr-DL-PRS-AssistanceDataList-r16	SEQUENCE (SIZE (1..nrMaxFreqLayers-r16)) OF 
														NR-DL-PRS-AssistanceDataPerFreq-r16,
	nr-SSB-Config-r16					SEQUENCE (SIZE (1..nrMaxTRPs-r16)) OF 
														NR-SSB-Config-r16	OPTIONAL,	-- Need ON
	...
}

NR-DL-PRS-AssistanceDataPerFreq-r16 ::= SEQUENCE {
	nr-DL-PRS-PositioningFrequencyLayer-r16	
										NR-DL-PRS-PositioningFrequencyLayer-r16,
	nr-DL-PRS-AssistanceDataPerFreq-r16 SEQUENCE (SIZE (1..nrMaxTRPsPerFreq-r16)) OF 
														NR-DL-PRS-AssistanceDataPerTRP-r16,
	...
}

NR-DL-PRS-AssistanceDataPerTRP-r16 ::= SEQUENCE {
	dl-PRS-ID-r16					INTEGER (0..255),
	nr-PhysCellID-r16				NR-PhysCellID-r16			OPTIONAL,	-- Need ON
	nr-CellGlobalID-r16				NCGI-r15					OPTIONAL,	-- Need ON
	nr-ARFCN-r16					ARFCN-ValueNR-r15			OPTIONAL,	-- Cond NotSameAsRefServ
	nr-DL-PRS-SFN0-Offset-r16		NR-DL-PRS-SFN0-Offset-r16,
	nr-DL-PRS-EexpectedRSTD-r16		INTEGER (-3841..3841),
	nr-DL-PRS-EexpectedRSTD-Uuncertainty-r16	
									INTEGER (-2460..246),
	nr-DL-PRS-Info-r16				NR-DL-PRS-Info-r16,
	...
}

NR-DL-PRS-PositioningFrequencyLayer-r16 ::= SEQUENCE {
	dl-PRS-SubcarrierSpacing-r16	ENUMERATED {kHz15, kHz30, kHz60, kHz120, ...},
	dl-PRS-ResourceBandwidth-r16	INTEGER (1..63),
	dl-PRS-StartPRB-r16				INTEGER (0..2176),
	dl-PRS-PointA-r16				ARFCN-ValueNR-r15,
	dl-PRS-CombSizeN-r16			ENUMERATED {n2, n4, n6, n12, ...},
	dl-PRS-CyclicPrefix-r16			ENUMERATED {normal, extended, ...},
	...
}

NR-DL-PRS-SFN0-Offset-r16 ::= SEQUENCE {
	sfn-Offset-r16					INTEGER (0..1023),
	integerSubframeOffset-r16		INTEGER (0..9),
	...}

-- ASN1STOP

	NR-DL-PRS-AssistanceData field descriptions

	nr-DL-PRS-Info
This field specifies the PRS configuration of the TRP.

	nr-DL-PRS-ReferenceInfo
This field indicates the IDs of the reference TRP.

	nr-DL-PRS-SFN0-Offset
This field defines the time offset of the SFN#0 slot#0 for the given TRP with respect to SFN#0 slot#0 of the assistance data reference TRP and comprises the following subfields:
-	sfn-Offset specifies the SFN offset at the TRP antenna location between the assistance data reference TRP and this neighbour TRP.
	The offset corresponds to the number of full radio frames counted from the beginning of a radio frame #0 of the assistance data reference TRP to the beginning of the closest subsequent radio frame #0 of this neighbour TRP.
-	integerSubframeOffset specifies the frame boundary offset at the TRP antenna location between the assistance data reference TRP and this neighbour TRP counted in full subframes.
	The offset is counted from the beginning of a subframe #0 of the assistance data reference TRP to the beginning of the closest subsequent subframe #0 of this neighbour TRP, rounded down to multiples of subframes.



	NR-DL-PRS-AssistanceData field descriptions

	nr-DL-PRS-ReferenceInfo
This field specifies the IDs of the assistance data reference TRP.

	nr-DL-PRS-AssistanceDataList
This field specifies the DL-PRS resources for each frequency layer. 

	nr-SSB-Config
This field specifies the SSB configuration of the TRPs.

	nr-DL-PRS-PositioningFrequencyLayer 
This field specifies the Positioning Frequency Layer for the nr-DL-PRS-AssistanceDataPerFreq field.

	nr-DL-PRS-AssistanceDataPerFreq
This field specifies the DL-PRS Resources for the TRPs within the Positioning Frequency Layer.

	dl-PRS-ID
This field is used along with a DL-PRS Resource Set ID and a DL-PRS Resource ID to uniquely identify a DL-PRS Resource, and is associated with a single TRP.

	nr-PhysCellID
This field specifies the physical cell identity of the TRP.

	nr-CellGlobalID
This field specifies the NCGI, the globally unique identity of a cell in NR, as defined in TS 38.331 [35].

	nr-ARFCN
This field specifies the NR-ARFCN of the TRP.

	nr-DL-PRS-SFN0-Offset
This field specifies the time offset of the SFN#0 slot#0 for the given TRP with respect to SFN#0 slot#0 of the assistance data reference TRP and comprises the following subfields:
-	sfn-Offset specifies the SFN offset at the TRP antenna location between the assistance data reference TRP and this neighbour TRP.
	The offset corresponds to the number of full radio frames counted from the beginning of a radio frame #0 of the assistance data reference TRP to the beginning of the closest subsequent radio frame #0 of this neighbour TRP.
-	integerSubframeOffset specifies the frame boundary offset at the TRP antenna location between the assistance data reference TRP and this neighbour TRP counted in full subframes.
	The offset is counted from the beginning of a subframe #0 of the assistance data reference TRP to the beginning of the closest subsequent subframe #0 of this neighbour TRP, rounded down to multiples of subframes.

	nr-DL-PRS-ExpectedRSTD
This field indicates the RSTD value that the target device is expected to measure between this TRP and the assistance data reference TRP. The nr-DL-PRS-ExpectedRSTD field takes into account the expected propagation time difference as well as transmit time difference of PRS positioning occasions between the two TRPs. The resolution is 4Ts, with Ts=1/(15000*2048) seconds.

	nr-DL-PRS-ExpectedRSTD-Uncertainty
This field indicates the uncertainty in nr-DL-PRS-ExpectedRSTD value. The uncertainty is related to the location server′s a‑priori estimate of the target device location. The nr-DL-PRS-ExpectedRSTD and nr-DL-PRS-ExpectedRSTD-Uncertainty together define the search window for the target device.
The resolution R is
-	Ts if all PRS resources are in frequency range 2,
-	4Ts otherwise,
with Ts=1/(15000*2048) seconds.
The target device may assume that the beginning of the subframe for the PRS of this TRP is received within the search window of size
-	 [-nr-DL-PRS-ExpectedRSTD-UncertaintyR ; nr-DL-PRS-ExpectedRSTD-UncertaintyR] centred at TREF+1 millisecondN+nr-DL-PRS-ExpectedRSTD4Ts,
where TREF is the reception time of the beginning of the subframe for the PRS of the assistance data reference TRP at the target device antenna connector, and N can be calculated based on
-	nr-DL-PRS-SFN0-Offset
-	dl-PRS-Periodicity-and-ResourceSetSlotOffset
-	dl-PRS-ResourceSlotOffset.

	nr-DL-PRS-Info
This field specifies the PRS configuration of the TRP.

	dl-PRS-SubcarrierSpacing
This field specifies the subcarrier spacing of the DL-PRS Resource. 15, 30, 60 kHz for FR1; 60, 120 kHz for FR2.

	dl-PRS-ResourceBandwidth
This field specifies the number of PRBs allocated for the DL-PRS Resource (allocated DL-PRS bandwidth) in multiples of 4 PRBs. All DL-PRS Resources of the DL-PRS Resource Set have the same bandwidth. All DL-PRS Resource Sets belonging to the same Positioning Frequency Layer have the same value of DL-PRS Bandwidth and Start PRB.
Integer value 1 corresponds to 24 PRBs, value 2 corresponds to 28 PRBs, value 3 corresponds to 32 PRBs and so on.

	dl-PRS-StartPRB
This field specifies the start PRB index defined as offset with respect to reference DL-PRS Point A for the Positioning Frequency Layer.

	dl-PRS-PointA
This field specifies the absolute frequency of the reference resource block for the DL-PRS. Its lowest subcarrier is also known as DL-PRS Point A. A single DL-PRS Point A for DL-PRS Resource allocation is provided per Positioning Frequency Layer. All DL-PRS Resources belonging to the same DL-PRS Resource Set have the same DL-PRS Point A.

	dl-PRS-CombSizeN
This field specifies the Resource Element spacing in each symbol of the DL-PRS Resource. All DL-PRS Resource Sets belonging to the same Positioning Frequency Layer have the same value of comb size N.

	dl-PRS-CyclicPrefix
This field specifies the Cyclic Prefix length of the DL-PRS Resource.



[bookmark: _Toc46486420]–	NR-DL-PRS-BeamInfo
The IE NR-DL-PRS-BeamInfo is used by the location server to provide spatial direction information of the DL-PRS Resources.
-- ASN1START

NR-DL-PRS-BeamInfo-r16 ::= SEQUENCE (SIZE (1..nrMaxFreqLayers-r16)) OF 
																NR-DL-PRS-BeamInfoPerFreqLayer-r16

NR-DL-PRS-BeamInfoPerFreqLayer-r16 ::= SEQUENCE (SIZE (1..nrMaxTRPsPerFreq-r16)) OF
																NR-DL-PRS-BeamInfoPerTRP-r16

NR-DL-PRS-BeamInfoPerTRP-r16 ::= SEQUENCE {
	dl-PRS-ID-r16						INTEGER (0..255),
	nr-PhysCellID-r16					NR-PhysCellID-r16		OPTIONAL,	-- Need ON
	nr-CellGlobalID-r16					NCGI-r15				OPTIONAL,	-- Need ON
	nr-ARFCN-r16						ARFCN-ValueNR-r15		OPTIONAL,	-- Cond NotSameAsRefServ
	associated-DLdl-PRS-ID-r16			INTEGER (0..255)		OPTIONAL,
	lcs-gcsGCS-TtranslationP-parameter-r16	LCS-GCS-Translation-Parameter-r16	
																OPTIONAL,	-- Need OP
	dl-prsPRS-BeamInfoSet-r16				DL-PRS-BeamInfoSet-r16	OPTIONAL,
	...
}

DL-PRS-BeamInfoSet-r16 ::= SEQUENCE (SIZE(1..nrMaxSetsPerTrp-r16)) OF 
																DL-PRS-BeamInfoResourceSet-r16

DL-PRS-BeamInfoResourceSet-r16 ::= SEQUENCE (SIZE(1..nrMaxResourcesPerSet-r16)) OF
																DL-PRS-BeamInfoElement-r16

DL-PRS-BeamInfoElement-r16 ::= SEQUENCE {
	dl-PRS-Azimuth-r16				INTEGER (0..359),
	dl-PRS-Azimuth-fine-r16			INTEGER (0..9)					OPTIONAL,	-- Need ON
	dl-PRS-Elevation-r16			INTEGER (0..180)				OPTIONAL,	-- Need ON
	dl-PRS-Elevation-fine-r16		INTEGER (0..9)					OPTIONAL,	-- Need ON
	...
}

LCS-GCS-Translation-Parameter-r16 ::= SEQUENCE {
	alpha-r16						INTEGER (0..359),
	alpha-fine-r16					INTEGER (0..9)					OPTIONAL,	-- Cond AzElFine
	beta-r16						INTEGER (0..359),
	beta-fine-r16					INTEGER (0..9)					OPTIONAL,	-- Cond AzElFine
	gamma-r16						INTEGER (0..359),
	gamma-fine-r16					INTEGER (0..9) 					OPTIONAL,	-- Cond AzElFine
	...
}

-- ASN1STOP

	Conditional presence
	Explanation

	AzElFine
	The field is mandatory present if dl-PRS-Azimuth-fine or dl-PRS-Elevation-fine are present; otherwise it is not present.



	NR-DL-PRS-Beam-Info field descriptions

	dl-PRS-ID
This field is used along with a DL-PRS Resource Set ID and a DL-PRS Resources ID to uniquely identify a DL-PRS Resource. This ID can be associated with multiple DL-PRS Resource Sets associated with a single TRP.
Each TRP should only be associated with one such ID.

	nr-PhysCellID
This field specifies the physical cell identity of the associated TRP, as defined in TS 38.331 [35].

	nr-CellGlobalID
This field specifies the NCGI, the globally unique identity of a cell in NR, of the associated TRP, as defined in TS 38.331 [35]. The server should include this field if it considers that it is needed to resolve ambiguity in the TRP indicated by nr-PhysCellID.

	nr-ARFCN
This field specifies the NR-ARFCN of the TRP.

	associated-dlDL-PRS-ID
This field specifies the dl-PRS-ID of the associated TRP from which the beam information is adopted. The beam information from the associated TRP is considered to be in GCS if the lcs-gcs-translation-parameter field is not provided, and to be in LCS if the lcs-gcs-translation-parameter field is provided. If the field is omitted, the beam information is provided via the dl-prs-BeamInfoSet field.

	lcs-gcsGCS-TtranslationP-parameter
This field provides the angles α (bearing angle), β (downtilt angle) and γ (slant angle) for the translation of a Local Coordinate System (LCS) to a Global Coordinate System (GCS) as defined in TR 38.901 [44]. If this field is absent, the dl-PRS-Azimuth and dl-PRS-Elevation are provided in a GCS.

	dl-prsPRS-BeamInfoSet
This field provides the DL-PRS beam information for each DL-PRS Resource of the DL-PRS Resource Set associated with this TRP.

	dl-PRS-Azimuth
This field specifies the azimuth angle of the boresight direction in which the DL-PRS Resources associated with this DL-PRS Resource ID in the DL-PRS Resource Set are transmitted.
For a Global Coordinate System (GCS), the azimuth angle is measured counter-clockwise from geographical North.
For a Local Coordinate System (LCS), the azimuth angle is measured measured counter-clockwise from the x-axis of the LCS.
Scale factor 1 degree; range 0 to 359 degrees.

	dl-PRS-Azimuth-fine
This field provides finer granularity for the dl-PRS-Azimuth. 
The total azimuth angle of the boresight direction is given by dl-PRS-Azimuth + dl-PRS-Azimuth-fine.
Scale factor 0.1 degrees; range 0 to 0.9 degrees.

	dl-PRS-Elevation
This field specifies the elevation angle of the boresight direction in which the DL-PRS Resources associated with this DL-PRS Resource ID in the DL-PRS Resource Set are transmitted.
For a Global Coordinate System (GCS), the elevation angle is measured relative to zenith and positive to the horizontal direction (elevation 0 deg. points to zenith, 90 deg to the horizon).
For a Local Coordinate System (LCS), the elevation angle is measured relative to the z-axis of the LCS (elevation 0 deg. points to the z-axis, 90 deg to the x-y plane).
Scale factor 1 degree; range 0 to 180 degrees.

	dl-PRS-Elevation-fine
This field provides finer granularity for the dl-PRS-Elevation. 
The total elevation angle of the boresight direction is given by dl-PRS-Elevation + dl-PRS-Elevation-fine.
Scale factor 0.1 degrees; range 0 to 0.9 degrees.

	alpha
This field specifies the bearing angle α for the translation of the LCS to a GCS as defined in TR 38.901 [44].
Scale factor 1 degree; range 0 to 359 degrees.

	alpha-fine
This field provides finer granularity for the alpha.
The total bearing angle α is given by alpha + alpha-fine.
Scale factor 0.1 degrees; range 0 to 0.9 degrees.

	beta
This field specifies the downtilt angle β for the translation of the LCS to a GCS as defined in TR 38.901 [44].
Scale factor 1 degree; range 0 to 359 degrees.

	beta-fine
This field provides finer granularity for the beta.
The total downtilt angle β is given by beta + beta-fine.
Scale factor 0.1 degrees; range 0 to 0.9 degrees.

	gamma
This field specifies the slant angle γ for the translation of the LCS to a GCS as defined in TR 38.901 [44].
Scale factor 1 degree; range 0 to 359 degrees.

	gamma-fine
This field provides finer granularity for the gamma.
The total slant angle γ is given by gamma + gamma-fine.
Scale factor 0.1 degrees; range 0 to 0.9 degrees.



[bookmark: _Toc46486421]–	NR-DL-PRS-Info
The IE NR-DL-PRS-Info defines downlink PRS configuration.
-- ASN1START

NR-DL-PRS-Info-r16 ::= SEQUENCE {
	nr-DL-PRS-ResourceSetList-r16		SEQUENCE (SIZE (1..nrMaxSetsPerTrp-r16)) OF 
																	NR-DL-PRS-ResourceSet-r16,
	...
}

NR-DL-PRS-ResourceSet-r16 ::= SEQUENCE {
	nr-DL-PRS-ResourceSetID-r16			NR-DL-PRS-ResourceSetID-r16,
	dl-PRS-Periodicity-and-ResourceSetSlotOffset-r16
										NR-DL-PRS-Periodicity-and-ResourceSetSlotOffset-r16,
	dl-PRS-ResourceRepetitionFactor-r16	ENUMERATED {n2, n4, n6, n8, n16, n32, ...}
																			OPTIONAL,	-- Need OP
	dl-PRS-ResourceTimeGap-r16			ENUMERATED {s1, s2, s4, s8, s16, s32, ...}
																			OPTIONAL, 	-- Cond Rep
	dl-PRS-NumSymbols-r16				ENUMERATED {n2, n4, n6, n12, ...},
	dl-PRS-MutingOption1-r16			DL-PRS-MutingOption1-r16			OPTIONAL,	-- Need OP
	dl-PRS-MutingOption2-r16			DL-PRS-MutingOption2-r16			OPTIONAL,	-- Need OP
	dl-PRS-ResourcePower-r16			INTEGER (-60..50),	
	dl-PRS-ResourceList-r16				SEQUENCE (SIZE (1..nrMaxResourcesPerSet-r16)) OF 
																	NR-DL-PRS-Resource-r16,
	...
}

DL-PRS-MutingOption1-r16 ::= SEQUENCE {
	dl-prs-MutingBitRepetitionFactor-r16
										ENUMERATED { n1, n2, n4, n8, ... }	OPTIONAL,	-- Need OP
	nr-option1-muting-r16				NR-MutingPattern-r16,
	...
}

DL-PRS-MutingOption2-r16 ::= SEQUENCE {
	nr-option2-muting-r16				NR-MutingPattern-r16,
	...
}

NR-MutingPattern-r16 ::= CHOICE {
	po2-r16								BIT STRING (SIZE(2)),
	po4-r16								BIT STRING (SIZE(4)),
	po6-r16								BIT STRING (SIZE(6)),
	po8-r16								BIT STRING (SIZE(8)),
	po16-r16							BIT STRING (SIZE(16)),
	po32-r16							BIT STRING (SIZE(32)),
	...
}

NR-DL-PRS-Resource-r16 ::= SEQUENCE {
	nr-DL-PRS-ResourceID-r16			NR-DL-PRS-ResourceID-r16,
	dl-PRS-SequenceID-r16				INTEGER (0.. 4095),
	dl-PRS-CombSizeN-Aand-ReOffset-r16	CHOICE {
			n2-r16							INTEGER (0..1),
			n4-r16							INTEGER (0..3),
			n6-r16							INTEGER (0..5),
			n12-r16							INTEGER (0..11),
			...
	},
	dl-PRS-ResourceSlotOffset-r16		INTEGER (0..nrMaxResourceOffsetValue-1-r16),
	dl-PRS-ResourceSymbolOffset-r16		INTEGER (0..12),
	dl-PRS-QCL-Info-r16					DL-PRS-QCL-Info-r16					OPTIONAL,
	...
}

DL-PRS-QCL-Info-r16 ::= CHOICE {
	ssb-r16						SEQUENCE {
		pci-r16							NR-PhysCellID-r16,
		ssb-Index-r16					INTEGER (0..63),
		rs-Type-r16						ENUMERATED {typeC, typeD, typeC-plus-typeD}
	},
	dl-PRS-r16					SEQUENCE {
		qcl-DLdl-PRS-ResourceID-r16		NR-DL-PRS-ResourceID-r16,
		qcl-DLdl-PRS-ResourceSetID-r16	NR-DL-PRS-ResourceSetID-r16
	}
}

NR-DL-PRS-Periodicity-and-ResourceSetSlotOffset-r16 ::= CHOICE {
	scs15-r16		CHOICE {
						n4-r16					INTEGER (0..3),
						n5-r16					INTEGER (0..4),
						n8-r16					INTEGER (0..7),
						n10-r16					INTEGER (0..9),
						n16-r16					INTEGER (0..15),
						n20-r16					INTEGER (0..19),
						n32-r16					INTEGER (0..31),
						n40-r16					INTEGER (0..39),
						n64-r16					INTEGER (0..63),
						n80-r16					INTEGER (0..79),
						n160-r16				INTEGER (0..159),
						n320-r16				INTEGER (0..319),
						n640-r16				INTEGER (0..639),
						n1280-r16				INTEGER (0..1279),
						n2560-r16				INTEGER (0..2559),
						n5120-r16				INTEGER (0..5119),
						n10240-r16				INTEGER (0..10239),
						...
	},
	scs30-r16		CHOICE {
						n8-r16					INTEGER (0..7),
						n10-r16					INTEGER (0..9),
						n16-r16					INTEGER (0..15),
						n20-r16					INTEGER (0..19),
						n32-r16					INTEGER (0..31),
						n40-r16					INTEGER (0..39),
						n64-r16					INTEGER (0..63),
						n80-r16					INTEGER (0..79),
						n128-r16				INTEGER (0..127),
						n160-r16				INTEGER (0..159),
						n320-r16				INTEGER (0..319),
						n640-r16				INTEGER (0..639),
						n1280-r16				INTEGER (0..1279),
						n2560-r16				INTEGER (0..2559),
						n5120-r16				INTEGER (0..5119),
						n10240-r16				INTEGER (0..10239),
						n20480-r16				INTEGER (0..20479),
						...
	},
	scs60-r16		CHOICE {
						n16-r16					INTEGER (0..15),
						n20-r16					INTEGER (0..19),
						n32-r16					INTEGER (0..31),
						n40-r16					INTEGER (0..39),
						n64-r16					INTEGER (0..63),
						n80-r16					INTEGER (0..79),
						n128-r16				INTEGER (0..127),
						n160-r16				INTEGER (0..159),
						n256-r16				INTEGER (0..255),
						n320-r16				INTEGER (0..319),
						n640-r16				INTEGER (0..639),
						n1280-r16				INTEGER (0..1279),
						n2560-r16				INTEGER (0..2559),
						n5120-r16				INTEGER (0..5119),
						n10240-r16				INTEGER (0..10239),
						n20480-r16				INTEGER (0..20479),
						n40960-r16				INTEGER (0..40959),
						...
	},
	scs120-r16		CHOICE {
						n32-r16					INTEGER (0..31),
						n40-r16					INTEGER (0..39),
						n64-r16					INTEGER (0..63),
						n80-r16					INTEGER (0..79),
						n128-r16				INTEGER (0..127),
						n160-r16				INTEGER (0..159),
						n256-r16				INTEGER (0..255),
						n320-r16				INTEGER (0..319),
						n512-r16				INTEGER (0..511),
						n640-r16				INTEGER (0..639),
						n1280-r16				INTEGER (0..1279),
						n2560-r16				INTEGER (0..2559),
						n5120-r16				INTEGER (0..5119),
						n10240-r16				INTEGER (0..10239),
						n20480-r16				INTEGER (0..20479),
						n40960-r16				INTEGER (0..40959),
						n81920-r16				INTEGER (0..81919),
						...
	},
	...
}

-- ASN1STOP

	Conditional presence
	Explanation

	Rep
	The field is mandatory present, if dl-PRS-ResourceRepetitionFactor is present. Otherwise it is not present.



	NR-DL-PRS-Info field descriptions

	dl-PRS-Periodicity-and-ResourceSetSlotOffset
This field specifies the periodicity of DL-PRS allocation in slots configured per DL-PRS Resource Set and the slot offset with respect to SFN slot 0 for a TRP where DL-PRS Resource Set is configured (i.e. slot where the first DL-PRS Resource of DL-PRS Resource Set occurs).

	dl-PRS-ResourceRepetitionFactor
This field specifies how many times each DL-PRS Resource is repeated for a single instance of the DL-PRS Resource Set. It is applied to all resources of the DL-PRS Resource Set. Enumerated values n2, n4, n6, n8, n16, n32 correspond to 2, 4, 6, 8, 16, 32 resource repetitions, respectively. If this field is absent, the value for dl-PRS-ResourceRepetitionFactor is 1 (i.e., no resource repetition).

	dl-PRS-ResourceTimeGap
This field specifies the offset in units of slots between two repeated instances of a DL-PRS Resource corresponding to the same DL-PRS Resource ID within a single instance of the DL-PRS Resource Set. The time duration spanned by one DL-PRS Resource Set containing repeated DL-PRS Resources should not exceed DL-PRS-Periodicity.

	dl-PRS-MutingOption1
This field specifies the DL-PRS muting configuration of the TRP for the Option-1 muting, as specified in TS 38.214 [45], and comprises the following sub-fields:
-	dl-prs-MutingBitRepetitionFactor indicates the number of consecutive instances of the DL-PRS Resource Set corresponding to a single bit of the nr-option1-muting bit map. Enumerated values n1, n2, n4, n8 correspond to 1, 2, 4, 8 consecutive instances, respectively. If this sub-field is absent, the value for dl-prs-MutingBitRepetitionFactor is n1.
-	nr-option1-muting defines a bitmap of the time locations where the DL-PRS Resource is transmitted (value '1') or not (value '0') for a DL-PRS Resource Set, as specified in TS 38.214 [45].
If this field is absent, Option-1 muting is not in use for the TRP.

	dl-PRS-MutingOption2
This field specifies the DL-PRS muting configuration of the TRP for the Option-2 muting, as specified in TS 38.214 [45], and comprises the following sub-fields:
-	nr-option2-muting defines a bitmap of the time locations where the DL-PRS Resource is transmitted (value '1') or not (value '0'). Each bit of the bit map corresponds to a single repetition of the DL-PRS Resource within an instance of a DL-PRS Resource Set, as specified in TS 38.214 [45].
If this field is absent, Option-2 muting is not in use for the TRP.

	dl-PRS-CombSizeN
This parameter indicates the Resource element spacing in each symbol of DL-PRS Resource. All DL-PRS Resource Sets belonging to the same Positioning Frequency Layer have the same value of combSize.

	dl-PRS-ReOffset
This parameter indicates the Resource element (RE) offset in the frequency domain for the first symbol in a DL-PRS Resource. The relative RE offsets of following symbols are defined relative to the RE Offset in the frequency domain of the first symbol in the DL-PRS Resource.

	dl-PRS-ResourceSlotOffset
This parameters indicates the starting slot of the DL-PRS Resource with respect to the corresponding DL-PRS-ResourceSetSlotOffset.

	dl-PRS-QCL-Info
This parameter indicates QCL indication with other DL reference signals for serving and neighbouring cells.

	pci
This field specifies the physical cell ID of the cell with the SSB that is configured as the source reference signal for the DL-PRS. The UE obtains the SSB configuration for the SSB configured as source reference signal for the DL-PRS by indexing to the field nr-SSB-Config with this physical cell identity.

	ssb-Index
This field indicates the index for the SSB configured as the source reference signal for the DL-PRS.

	dl-PRS-SubcarrierSpacing
This parameter indicates the subcarrier spacing of the DL-PRS Resource. 15, 30, 60 kHz for FR1; 60, 120 kHz for FR2.

	dl-PRS-ResourceBandwidth
This parameter indicates the number of PRBs allocated for DL-PRS Resource (allocated DL-PRS bandwidth). All DL-PRS Resources of the DL-PRS Resource Set have the same bandwidth. All DL-PRS Resource Sets belonging to the same Positioning Frequency Layer have the same value of DL-PRS Bandwidth and Start PRB.
Value 1 equals 24, value 2 equals to 28, value 3 equals to 32 and so on.

	dl-PRS-StartPRB
This parameter indicates the start PRB index defined as offset with respect to reference DL-PRS Point A configured for Positioning Frequency Layer. 

	dl-PRS-PointA
This parameter indicates the absolute frequency of the reference resource block for the DL-PRS. Its lowest subcarrier is also known as DL-PRS Point A. A single Point A for DL-PRS Resource allocation is provided per Positioning Frequency Layer. All DL-PRS Resources belonging to the same DL-PRS Resource Set have common Point A.

	dl-PRS-CyclicPrefix
This parameter indicates Cyclic Prefix Type for DL-PRS Resource.

	dl-PRS-NumSymbol
This parameter indicates the number of symbols per DL-PRS Resource within a slot.

	dl-PRS-SequenceID
This parameter indicates the sequence Id used to initialize cinit value used in pseudo random generator TS 38.211 [41], clause 5.2.1 for generation of DL-PRS sequence for transmission on a given DL-PRS Resource.



	NR-DL-PRS-Info field descriptions

	dl-PRS-Periodicity-and-ResourceSetSlotOffset
This field specifies the periodicity of DL-PRS allocation in slots configured per DL-PRS Resource Set and the slot offset with respect to SFN #0 slot #0 for a TRP where the DL-PRS Resource Set is configured (i.e. slot where the first DL-PRS Resource of DL-PRS Resource Set occurs).

	dl-PRS-ResourceRepetitionFactor
This field specifies how many times each DL-PRS Resource is repeated for a single instance of the DL-PRS Resource Set. It is applied to all resources of the DL-PRS Resource Set. Enumerated values n2, n4, n6, n8, n16, n32 correspond to 2, 4, 6, 8, 16, 32 resource repetitions, respectively. If this field is absent, the value for dl-PRS-ResourceRepetitionFactor is 1 (i.e., no resource repetition).

	dl-PRS-ResourceTimeGap
This field specifies the offset in units of slots between two repeated instances of a DL-PRS Resource corresponding to the same DL-PRS Resource ID within a single instance of the DL-PRS Resource Set. The time duration spanned by one DL-PRS Resource Set containing repeated DL-PRS Resources should not exceed DL-PRS-Periodicity.

	dl-PRS-NumSymbols
This field specifies the number of symbols per DL-PRS Resource within a slot.

	dl-PRS-MutingOption1
This field specifies the DL-PRS muting configuration of the TRP for the Option-1 muting, as specified in TS 38.214 [45], and comprises the following sub-fields:
-	dl-prs-MutingBitRepetitionFactor indicates the number of consecutive instances of the DL-PRS Resource Set corresponding to a single bit of the nr-option1-muting bit map. Enumerated values n1, n2, n4, n8 correspond to 1, 2, 4, 8 consecutive instances, respectively. If this sub-field is absent, the value for dl-prs-MutingBitRepetitionFactor is n1.
-	nr-option1-muting defines a bitmap of the time locations where the DL-PRS Resource is transmitted (value ‘1’) or not (value ‘0’) for a DL-PRS Resource Set, as specified in TS 38.214 [45].
If this field is absent, Option-1 muting is not in use for the TRP.

	dl-PRS-MutingOption2
This field specifies the DL-PRS muting configuration of the TRP for the Option-2 muting, as specified in TS 38.214 [45], and comprises the following sub-fields:
-	nr-option2-muting defines a bitmap of the time locations where the DL-PRS Resource is transmitted (value ‘1’) or not (value ‘0’). Each bit of the bit map corresponds to a single repetition of the DL-PRS Resource within an instance of a DL-PRS Resource Set, as specified in TS 38.214 [45].
If this field is absent, Option-2 muting is not in use for the TRP.

	dl-PRS-ResourcePower
This field specifies the average EPRE of the resources elements that carry the PRS in dBm that is used for PRS transmission. The UE assumes constant EPRE is used for all REs of a given DL-PRS resource.

	dl-PRS-SequenceID
This field specifies the sequence Id used to initialize cinit value used in pseudo random generator TS 38.211 [41], clause 5.2.1 for generation of DL-PRS sequence for transmission on a given DL-PRS Resource.

	dl-PRS-CombSizeN-AndReOffset
This field specifies the Resource Element spacing in each symbol of the DL-PRS Resource and the Resource Element (RE) offset in the frequency domain for the first symbol in a DL-PRS Resource. All DL-PRS Resource Sets belonging to the same Positioning Frequency Layer have the same value of comb size. The relative RE offsets of following symbols are defined relative to the RE Offset in the frequency domain of the first symbol in the DL-PRS Resource according to TS 38.211 [41]. The comb size configuration should be aligned with the comb size configuration for the frequency layer.

	dl-PRS-ResourceSlotOffset
This field specifies the starting slot of the DL-PRS Resource with respect to the corresponding DL-PRS-Resource Set Slot Offset.

	dl-PRS-ResourceSymbolOffset
This field specifies the starting symbol of the DL-PRS Resource within a slot determined by dl-PRS-ResourceSlotOffset.

	dl-PRS-QCL-Info
This field specifies the QCL indication with other DL reference signals for serving and neighbouring cells and comprises the following subfields:
-	ssb indicates the SSB information for QCL source and comprises the following sub-fields:
-	pci specifies the physical cell ID of the cell with the SSB that is configured as the source reference signal for the DL-PRS. The UE obtains the SSB configuration for the SSB configured as source reference signal for the DL-PRS by indexing to the field nr-SSB-Config with this physical cell identity.
-	ssb-Index indicates the index for the SSB configured as the source reference signal for the DL-PRS.
-	rs-Type indicates the QCL type.
-	dl-PRS indicates the PRS information for QCL source and comprises the followings sub-fields:
-	qcl-DL-PRS-ResourceID specifies DL-PRS Resource ID as the source reference signal for the DL-PRS.
-	qcl-DL-PRS-ResourceSetID specifies the DL-PRS Resource Set ID.



–	NR-DL-PRS-ProcessingCapability
The IE NR-DL-PRS-ProcessingCapability defines the common downlink PRS Processing capability. 
-- ASN1START

NR-DL-PRS-ProcessingCapability-r16 ::= SEQUENCE {
	prs-ProcessingCapabilityBandList-r16	SEQUENCE (SIZE (1..nrMaxBands-r16)) OF 
												PRS-ProcessingCapabilityPerBand-r16,
	maxSupportedFreqLayers-r16				INTEGER (1..4),
	simulLTE-NR-PRS-r16						ENUMERATED { supported}	OPTIONAL,
	...
}

PRS-ProcessingCapabilityPerBand-r16 ::= SEQUENCE {
	freqBandIndicatorNR-r16					FreqBandIndicatorNR-r16,
	supportedBandwidthPRS-r16				CHOICE {
		fr1										ENUMERATED {mhz5, mhz10, mhz20, mhz40, 
															mhz50, mhz80, mhz100},
		fr2										ENUMERATED {mhz50, mhz100, mhz200, mhz400},
		...
	},
	dl-PRS-BufferType-r16		 		ENUMERATED {type1, type2, ...},
	durationOfPRS-Processing-r16			SEQUENCE {
		durationOfPRS-ProcessingSysmbols-r16	ENUMERATED {nDot125, nDot25, nDot5, n1,
															 n2, n4, n6, n8, n12, n16, n20, n25,
															 n30, n32, n35, n40, n45, n50},
		durationOfPRS-ProcessingSymbolsInEveryTms-r16	
												ENUMERATED {n8, n16, n20, n30, n40, n80,
															 n160,n320, n640, n1280},
		...
	},
	maxNumOfDL-PRS-ResProcessedPerSlot-r16	SEQUENCE {
		scs15-r16								ENUMERATED {n1, n2, n4, n8, n16, n24, n32,
															 n48, n64}					OPTIONAL,
		scs30-r16								ENUMERATED {n1, n2, n4, n8, n16, n24, n32,
															 n48, n64}					OPTIONAL,
		scs60-r16								ENUMERATED {n1, n2, n4, n8, n16, n24, n32,
															 n48, n64}					OPTIONAL,
		scs120-r16								ENUMERATED {n1, n2, n4, n8, n16, n24, n32,
															 n48, n64}					OPTIONAL,
		...
	},
	...
}

-- ASN1STOP

	NR-DL-PRS-ProcessingCapability field descriptions

	maxSupportedFreqLayers
Indicates the maximum number of positioning frequency layers supported by UE.

	supportedBandwidthPRS
Indicates the maximum number of DL-_PRS bandwidth in MHz, which is supported and reported by UE.

	dl-PRS-BufferType
Indicates DL-PRS buffering capability. Value type1 indicates sub-slot/symbol level buffering and value type2 indicates slot level buffering.

	durationOfPRS-Processing
Indicates the duration of DL-PRS symbol in units of ms a UE can process every T ms assuming maximum DL-PRS bandwidth in MHz, which is supported and reported by UE.

	maxNumOfDL-PRS-ResProcessedPerSlot
Indicates the maximum number of DL-PRS resources that UE can process in a slot. SCS: 15 kHz, 30 kHz, 60 kHz are applicable for FR1 bands. SCS: 60 kHz, 120 kHz are applicable for FR2 bands. 

	simulLTE-NR-PRS
Indicates whether the UE supports parallel processing of LTE PRS and NR PRS.



[bookmark: _Toc46486423]–	NR-DL-PRS-QCL-ProcessingCapability
The IE NR-DL-PRS-QCL-ProcessingCapability defines the common UE downlink PRS QCL Processing capability. The UE can include this IE only if the UE supports NR-DL-PRS-ProcessingCapability. Otherwise, the UE does not include this IE.;
-- ASN1START

NR-DL-PRS-QCL-ProcessingCapability-r16 ::= SEQUENCE {
	dl-PRS-QCL-ProcessingCapabilityBandList-r16			SEQUENCE (SIZE (1..nrMaxBands-r16)) OF 
														DL-PRS-QCL-ProcessingCapabilityPerBand-r16,
	...
}

DL-PRS-QCL-ProcessingCapabilityPerBand-r16 ::= SEQUENCE {
	freqBandIndicatorNR-r16						FreqBandIndicatorNR-r16,
	ssb-FromNeighCellAsQCL-r16					ENUMERATED { supported}	OPTIONAL,
	prs-FromServNeighCellAsQCL-r16				ENUMERATED { supported} OPTIONAL,
	...
}

-- ASN1STOP

	NR-DL-PRS-QCL-ProcessingCapability field descriptions

	ssbFromNeighCellAsQCL
Indicates the support of SSB from neighborneighbour cell as QCL source of a DL-PRS. UE supporthingsupporting this feature also support reusing SSB measurement from RRM for receiving PRS.
Note: It refers to Type-C for FR1 and Type-C & Type-D support for FR2.

	prs-FromServNeighCellAsQCL
Indicates the support of DL-PRS from serving/neighborneighbour cell as QCL source of a DL-PRS.
Note: It refers to Type-D support for FR2.-



[bookmark: _Toc46486424]–	NR-DL-PRS-ResourceID
The IE NR-DL-PRS-ResourceID defines the identity of a DL-PRS Resource of a DL-PRS Resource Set of a TRP. 
-- ASN1START

NR-DL-PRS-ResourceID-r16 ::= INTEGER (0..nrMaxNumDL-PRS-ResourcesPerSet-1-r16)

-- ASN1STOP

[bookmark: _Toc46486425]–	NR-DL-PRS-ResourcesCapability
The IE NR-DL-PRS-ResourcesCapability defines the PRS resources capability for each positioning method. The UE can include this IE only if the UE supports NR-DL-PRS-ProcessingCapability. Otherwise, the UE does not include this IE.;
-- ASN1START

NR-DL-PRS-ResourcesCapability-r16 ::= SEQUENCE {
	maxNrOfDL-PRS-ResourceSetPerTrpPerFrequencyLayer-r16	
												INTEGER (1..2),
	maxNrOfTRP-AcrossFreqs-r16					ENUMERATED { n4, n6, n12, n16, n32,
															 n64, n128, n256, 													 ...},
	maxNrOfPosLayer-r16							INTEGER (1..4),
	dl-PRS-ResourcesCapabilityBandList-r16		SEQUENCE (SIZE (1..nrMaxBands-r16)) OF 
													DL-PRS-ResourcesCapabilityPerBand-r16,
	dl-PRS-ResourcesBandCombinationList-r16		DL-PRS-ResourcesBandCombinationList-r16,
	...
}

DL-PRS-ResourcesCapabilityPerBand-r16 ::= SEQUENCE {
	freqBandIndicatorNR-r16						FreqBandIndicatorNR-r16,
	maxNrOfDL-PRS-ResourcesPerResourceSet-r16	ENUMERATED { n1, n2, n4, n8, n16, n32, n64, ...},
	maxNrOfDL-PRS-ResourcesPerPositioningFrequencylayer-r16	
												ENUMERATED { n6, n24, n32, n64, n96, n128,
															 n256, n512, n1024, ...},
	...
}

DL-PRS-ResourcesBandCombinationList-r16 ::=		SEQUENCE (SIZE (1..maxBandComb-r16)) OF 
														DL-PRS-ResourcesBandCombination-r16

DL-PRS-ResourcesBandCombination-r16 ::=		SEQUENCE {
	bandList-r16								SEQUENCE (SIZE (1..maxSimultaneousBands-r16)) OF 
															FreqBandIndicatorNR-r16,
	maxNrOfDL-PRS-ResourcesAcrossAllFL-TRP-ResourceSet-r16	
											CHOICE {
		fr1-Only-r16							ENUMERATED {n6, n24, n64, n128, n192, 
															n256, n512, n1024, n2048},
		fr2-Only-r16							ENUMERATED {n24, n64, n96, n128, n192,
															 n256, n512, n1024, n2048},
		fr1-FR2Mix-r16							SEQUENCE {
			fr1-r16									ENUMERATED {n6, n24, n64, n96, n128, 
																n192, n256, n512, n1024, n2048},
			fr2-r16									ENUMERATED {n24, n64, n96, n128, n192,
																 n256, n512, n1024, n2048},
			...
			},
		...
		},
	...
}

-- ASN1STOP

	NR-DL-PRS-ResourcesCapability field descriptions

	maxNrOfDL-PRS-ResourceSetPerTrpPerFrequencyLayer
Indicates the maximum number of DL-PRS Resource Sets per TRP per frequency layer supported by UE. 

	maxNrOfTRP-AcrossFreqs
Indicates the maximum number of TRPs across all positioning frequency layers.

	maxNrOfPosLayer 
Indicates the maximum number of supported positioning layer.

	maxNrOfDL-PRS-ResourcesPerResourceSet
Indicates the maximum number of DL-PRS Resources per DL-PRS Resource Set. Value 16, 32, 64 are only applicable to FR2 bands. Value 1 is not applicable for DL-AoD. 

	maxNrOfDL-PRS-ResourcesPerPositioningFrequencylayer
Indicates the maximum number of DL-PRS resources per TRP across all frequency layers. Value 6 is only applicable to FR1 bands. 

	maxNrOfDL-PRS-ResourcesAcrossAllFL-TRP-ResourceSet
Indicates the maximum number of DL-PRS Resources supported by UE across all frequency layers, TRPs and DL-PRS Resource Sets. 
fr1-Only: This is applicable for FR1 only band combinationsBC;
fr2-Only: This is applicable for FR2 only band combinationsBC;
fr1-FR2Mix: This is applicable for BC band combinations containing FR1 and FR2 bands. fr1 means for FR1 in FR1/FR2 mixed operation, and fr2 means for FR2 in FR1/FR2 mixed operation. 



[bookmark: _Toc46486426]–	NR-DL-PRS-ResourceSetID
The IE NR-DL-PRS-ResourceSetID defines the identity of a DL-PRS Resource Set of a TRP.
-- ASN1START

NR-DL-PRS-ResourceSetID-r16 ::= INTEGER (0..nrMaxNumDL-PRS-ResourceSetsPerTRP-1-r16)

-- ASN1STOP

[bookmark: _Toc46486427]–	NR-PositionCalculationAssistance
The IE NR-PositionCalculationAssistance is used by the location server to provide assistance data to enable UE‑based downlink positioning.
-- ASN1START

NR-PositionCalculationAssistance-r16 ::= SEQUENCE {
	nr-trpTRP-LocationInfo-r16 		NR-TRP-LocationInfo-r16				OPTIONAL,	-- Need ON
	nr-DLdl-prsPRS-BeamInfo-r16			NR-DL-PRS-BeamInfo-r16				OPTIONAL,	-- Need ON
	nr-RTDrtd-Info-r16					NR-RTD-Info-r16						OPTIONAL,	-- Need ON
	...
}
-- ASN1STOP

	NR-PositionCalculationAssistance field descriptions

	nr-trpTRP-LocationInfo
This field provides the location coordinates of the antenna reference points of the TRPs.

	nr-dlDL-prsPRS-BeamInfo
This field provides the spatial directions of DL-PRS Resources for TRPs.

	nr-rtdRTD-Info
This field provides the time synchronization information between the reference TRP and neighbour TRPs. 



[bookmark: _Toc46486428]–	NR-RTD-Info
The IE NR-RTD-Info is used by the location server to provide time synchronization information between a reference TRP and a list of neighbour TRPs.
-- ASN1START

NR-RTD-Info-r16 ::= SEQUENCE {
	referenceTRP-RTD-Info-r16		ReferenceTRP-RTD-Info-r16,
	rtd-InfoList-r16				RTD-InfoList-r16,
	...
}

ReferenceTRP-RTD-Info-r16 ::= SEQUENCE {
	dl-PRS-ID-Ref-r16				INTEGER (0..255),
	nr-PhysCellID-Ref-r16			NR-PhysCellID-r16		OPTIONAL,	-- Need ON
	nr-CellGlobalID-Ref-r16			NCGI-r15				OPTIONAL,	-- Need ON
	nr-ARFCN-Ref-r16				ARFCN-ValueNR-r15		OPTIONAL,	-- Cond NotSameAsRefServNeed ON
	refTime-r16						CHOICE {
			systemFrameNumber-r16		BIT STRING (SIZE (10)),
			utc-r16						UTCTime,
			...
	},
	rtd-RefQuality-r16				NR-TimingQuality-r16	OPTIONAL,	-- Need ON
	...
}

RTD-InfoList-r16 ::= SEQUENCE (SIZE (1..nrMaxFreqLayers-r16)) OF RTD-InfoListPerFreqLayer-r16

RTD-InfoListPerFreqLayer-r16 ::= SEQUENCE (SIZE(1..nrMaxTRPsPerFreq-r16)) OF RTD-InfoElement-r16

RTD-InfoElement-r16 ::= SEQUENCE {
	dl-PRS-ID-r16					INTEGER (0..255),
	nr-PhysCellID-r16				NR-PhysCellID-r16		OPTIONAL,	-- Need ON
	nr-CellGlobalID-r16				NCGI-r15				OPTIONAL,	-- Need ON
	nr-ARFCN-r16					ARFCN-ValueNR-r15		OPTIONAL,	-- Cond NotSameAsRefServNeed ON
	subframeOffset-r16				INTEGER (0..1966079),
	rtd-Quality-r16					NR-TimingQuality-r16,
	...
}

-- ASN1STOP

	NR-RTD-Info field descriptions

	referenceTRP-RTD-Info
This field defines the reference TRP for the RTD and comprises the following sub-fields:
-	dl-PRS-ID-Ref: This field is used along with a DL-PRS Resource Set ID and a DL-PRS Resources ID to uniquely identify a DL-PRS Resource, and is associated to the reference TRP.
-	nr-PhysCellId-Ref: This field specifies the physical cell identity of the reference TRP.
-	nr-CellGlobalId-Ref: This field specifies the NCGI, the globally unique identity of a cell in NR, of the reference TRP.
-	nr-ARFCN-Ref: This field specifies the NR-ARFCN of the TRP.
-	refTime: This field specifies the reference time at which the rtd-InfoList is valid. The systemFrameNumber choice refers to the SFN of the reference TRP.
-	rtd-RefQuality: This field specifies the quality of the timing of reference TRP, used to determine the RTD values provided in rtd-InfoList.

	dl-PRS-ID
This field is used along with a DL-PRS Resource Set ID and a DL-PRS Resources ID to uniquely identify a DL-PRS Resource. This ID can be associated with multiple DL-PRS Resource Sets associated with a single TRP for which the RTD-InfoElement is applicable.

	nr-PhysCellID
This field specifies the physical cell identity of the associated TRP for which the RTD-InfoElement is applicable, as defined in TS 38.331 [35].

	nr-CellGlobalID
This field specifies the NCGI, the globally unique identity of a cell in NR, of the associated TRP for which the RTD-InfoElement is applicable, as defined in TS 38.331 [35]. The server should include this field if it considers that it is needed to resolve ambiguity in the TRP indicated by nr-PhysCellID.

	nr-ARFCN
This field specifies the NR-ARFCN of the TRP for which the RTD-InfoElement is applicable.

	subframeOffset


This field specifies the subframe boundary offset at the TRP antenna location between the reference TRP and this neighbour TRP in time units  where  Hz and  (TS 38.211 [41]).
The offset is counted from the beginning of a subframe #0 of the reference TRP to the beginning of the closest subsequent subframe of this neighbour TRP.
Scale factor 1 Tc.

	rtd-Quality
This field specifies the quality of the RTD.



[bookmark: _Toc46486429]–	NR-SelectedDL-PRS-IndexList
The IE NR-SelectedDL-PRS-IndexList is used by the location server to provide the selected Frequency Layer index of nr-DL-PRS-AssistanceDataList to the target device. In the case of multiple methods, the NR-DL-PRS-ProvideAssistanceData may only be present in one of the methods. 
In the case of assistance data for multiple NR positioning methods are provided, the IE NR-DL-PRS-ProvideAssistanceData shall be present in only one of NR-Multi-RTT-ProvideAssistanceData, NR-DL-AoD-ProvideAssistanceData, or NR-DL-TDOA-ProvideAssistanceData.
-- ASN1START

NR-SelectedDL-PRS-IndexList-r16 ::=	SEQUENCE (SIZE (1..nrMaxFreqLayers-r16)) OF 
										NR-SelectedDL-PRS-PerFreq-r16

NR-SelectedDL-PRS-PerFreq-r16 ::= SEQUENCE {
	nr-SelectedDL-PRS-FrequencyLayerIndex-r16	INTEGER (0..nrMaxFreqLayers-1-r16),
	nr-SelectedDL-PRS-IndexListPerFreq-r16 		SEQUENCE (SIZE (1..nrMaxTRPsPerFreq-r16)) OF
														NR-SelectedDL-PRS-IndexPerTRP-r16
																			OPTIONAL,	--Need ON
	...
}

NR-SelectedDL-PRS-IndexPerTRP-r16 ::= SEQUENCE {
	nr-SelectedTRP-Index-r16					INTEGER (0..nrMaxTRPsPerFreq-1-r16),
	dl-SelectedPRS-ResourceSetIndexList-r16		SEQUENCE (SIZE (1..nrMaxSetsPerTrp-r16)) OF
														DL-SelectedPRS-ResourceSetIndex-r16
																			OPTIONAL,	--Need ON
	...
}

DL-SelectedPRS-ResourceSetIndex-r16 ::= SEQUENCE {
	nr-DL-SelectedPRS-ResourceSetIndex-r16		INTEGER (0..nrMaxSetsPerTrp-1-r16),
	dl-SelectedPRS-ResourceIndexList-r16		SEQUENCE (SIZE (1..nrMaxResourcesPerSet-r16)) OF
														DL-SelectedPRS-ResourceIndex-r16
																			OPTIONAL	--Need ON
}

DL-SelectedPRS-ResourceIndex-r16 ::= SEQUENCE {
	nr-dlDL-SelectedPRS-ResourceIdIndex-r16		INTEGER (0..nrMaxNumDL-PRS-ResourcesPerSet-1-r16),
	...
}

-- ASN1STOP

	NR-SelectedDL-PRS-IndexList field descriptions

	nr-SelectedDL-PRS-FrequencyLayerIndex
This field indicates the frequency layer provided in IE NR-DL-PRS-AssistanceData. Value 0 corresponds to the first frequency layer provided in nr-DL-PRS-AssistanceDataList in IE NR-DL-PRS-AssistanceData, value 1 to the second frequency layer in nr-DL-PRS-AssistanceDataList, and so on.

	nr-SelectedDL-PRS-IndexListPerFreq
This field provides the list of addressed TRPs of the selected frequency layer. If this field is absent, all DL-PRS Resources of all TRPs of the indicated frequency layer are addressed.

	nr-SelectedTRP-Index
This field indicates the addressed TRP of the selected frequency layer. Value 0 corresponds to the first entry in nr-DL-PRS-AssistanceDataPerFreq provided in IE NR-DL-PRS-AssistanceData, value 1 corresponds to the second entry in nr-DL-PRS-AssistanceDataPerFreq, and so on.

	dl-SelectedPRS-ResourceSetIndexList
This field provides the list of addressed DL-PRS Resource Sets of the selected TRPs of the selected frequency layer. If this field is absent, all DL-PRS Resource Sets and Resources of the indicated TRP are addressed.

	nr-DL-SelectedPRS-ResourceSetIndex
This field indicates the addressed DL-PRS Resource Set of the selected TRP of the selected frequency layer. Value 0 corresponds to the first entry in nr-DL-PRS-ResourceSetList in IE NR-DL-PRS-Info provided in IE NR-DL-PRS-AssistanceData. Value 1 corresponds to the second entry in the nr-DL-PRS-ResourceSetList in IE NR-DL-PRS-Info.

	dl-SelectedPRS-ResourceIndexList
This field provides the list of addressed DL-PRS Resources of the selected DL-PRS Resource Set of the selected TRP of the selected frequency layer. If this field is absent, all DL-PRS Resources of the indicated DL-PRS Resource Set are addressed.

	nr-dl-SelectedPRS-ResourceIdIndex
This field indicates the addressed DL-PRS Resource of the selected DL-PRS Resource Set of the TRP of the selected frequency layer. Value 0 corresponds to the first entry in dl-PRS-ResourceList in IE NR-DL-PRS-Info provided in IE NR-DL-PRS-AssistanceData. Value 1 corresponds to the second entry in the dl-PRS-ResourceList in IE NR-DL-PRS-Info, and so on.



[bookmark: _Toc46486430]–	NR-SSB-Config
The IE NR-SSB-Config defines SSB configuration.
-- ASN1START

NR-SSB-Config-r16 ::= SEQUENCE {
	nr-PhysCellID-r16					NR-PhysCellID-r16,
	nr-ARFCN-r16						ARFCN-ValueNR-r15,
	ss-PBCH-BlockPower-r16				INTEGER (-60..50),
	halfFrameIndex-r16					INTEGER (0..1),
	ssb-periodicity-r16					ENUMERATED { ms5, ms10, ms20, ms40, ms80, ms160, ...},
	ssb-PositionsInBurst-r16			CHOICE {
		shortBitmap-r16						BIT STRING (SIZE (4)),
		mediumBitmap-r16					BIT STRING (SIZE (8)),
		longBitmap-r16						BIT STRING (SIZE (64))
	}																			OPTIONAL, --Need OR
	ssb-SubcarrierSpacing-r16			ENUMERATED {kHz15, kHz30, kHz60, kHz120, kHz240, ...},
	sfn-SSB-Offset-r16					INTEGER (0..15),
	...
}

-- ASN1STOP

	NR-SSB-Config field descriptions

	ssb-PositionsInBurst
Indicates the time domain positions of the transmitted SS-blocks in a half frame with SS/PBCH blocks as defined in TS 38.213 [39], clause 4.1. The first/ leftmost bit corresponds to SS/PBCH block index 0, the second bit corresponds to SS/PBCH block index 1, and so on. Value 0 in the bitmap indicates that the corresponding SS/PBCH block is not transmitted while value 1 indicates that the corresponding SS/PBCH block is transmitted. 

	ss-PBCH-BlockPower
Average EPRE of the resources elements that carry secondary synchronization signals in dBm that the NW used for SSB transmission, see TS 38.213 [13], clause 7.

	ssb-periodicity
The SSB periodicity in ms for the rate matching purpose. If the field is absent, the UE applies the value ms5. (see TS 38.213 [39], clause 4.1).

	ssb-SubcarrierSpacing
Subcarrier spacing of SSB. Only the values 15 kHz or 30 kHz (FR1), and 120 kHz or 240 kHz (FR2) are applicable.

	ssb-Index
For a DL-PRS Resource, SSB index indicated for QCL Type D and QCL Type C is same.



	NR-SSB-Config field descriptions

	nr-ARFCN
This field specifies the ARFCN of the first RE of SSB's RB#10.

	ss-PBCH-BlockPower
Average EPRE of the resources elements that carry secondary synchronization signals in dBm that the NW used for SSB transmission, see TS 38.213 [13], clause 7.

	halfFrameIndex
Indicates the 5 msec offset of the SSB within a 10 msec system frame.

	ssb-periodicity
The SSB periodicity in ms for the rate matching purpose.

	ssb-PositionsInBurst
Indicates the time domain positions of the transmitted SS-blocks in a half frame with SS/PBCH blocks as defined in TS 38.213 [39], clause 4.1. The first/leftmost bit corresponds to SS/PBCH block index 0, the second bit corresponds to SS/PBCH block index 1, and so on. Value 0 in the bitmap indicates that the corresponding SS/PBCH block is not transmitted while value 1 indicates that the corresponding SS/PBCH block is transmitted. 

	ssb-SubcarrierSpacing
Subcarrier spacing of SSB. Only the values 15 kHz or 30 kHz (FR1), and 120 kHz or 240 kHz (FR2) are applicable.

	sfn-SSB-Offset
Indicates the 10 msec system frame offset of the SSB within the SSB periodicity.



[bookmark: _Toc46486431]–	NR-TimeStamp
The IE NR-TimeStamp defines the UE measurement associated time stamp.
-- ASN1START

NR-TimeStamp-r16 ::= SEQUENCE {
	dl-PRS-ID-r16				INTEGER (0..255),
	nr-PhysCellID-r16			NR-PhysCellID-r16			OPTIONAL,	-- Need ON
	nr-CellGlobalID-r16			NCGI-r15					OPTIONAL,	-- Need ON
	nr-ARFCN-r16				ARFCN-ValueNR-r15			OPTIONAL,	-- Cond NotSameAsRefServ
	nr-SFN-r16					INTEGER (0..1023),
	nr-Slot-r16 				CHOICE {
			scs15-r16				INTEGER (0..9),
			scs30-r16				INTEGER (0..19),
			scs60-r16				INTEGER (0..39),
			scs120-r16				INTEGER (0..79)
	},
	...
}

-- ASN1STOP

	Conditional presence
	Explanation

	NotSameAsRefServ0
	The field is mandatory present if the SFN is not from the reference TRP; otherwise it is not present.



	NR-TimeStamp field descriptions

	dl-PRS-ID
This field specifies the DL-PRS ID of the TRP for which the nr-SFN is applicable.

	nr-ARFCN
This field specifies the ARFCN of the TRP associated with the dl-PRS-ID.

	nr-SFN
This field specifies the NR system frame number for the time stamp.

	nr-Slot 
This field specifies the NR slot number within the NR system frame number indicated by nr-SFN for the time stamp.



[bookmark: _Toc46486432]–	NR-TimingQuality
The IE NR-TimingQuality defines the quality of a timing value (e.g., of a TOA measurement).
-- ASN1START

NR-TimingQuality-r16 ::= SEQUENCE {
	timingQualityValue-r16			INTEGER (0..31),
	timingQualityResolution-r16		ENUMERATED {mdot1, m1, m10, m30, ...},
	...
}

-- ASN1STOP

	NR-TimingQuality field descriptions

	timingQualityValue
This field provides an estimate of uncertainty of the timing value for which the IE NR-TimingQuality is provided in units of metres.

	timingQualityResolution
This field provides the resolution used in the timingQualityValue field. Enumerated values mdot1, m1, m10, m30 correspond to 0.1, 1, 10, 30 metres, respectively.



[bookmark: _Toc46486433]–	NR-TRP-LocationInfo
The IE NR-TRP-LocationInfo is used by the location server to provide the coordinates of the antenna reference points for a set of TRPs. For each TRP, the ARP location can be provided for each associated PRS Resource ID per PRS Resource Set.
-- ASN1START

NR-TRP-LocationInfo-r16 ::= SEQUENCE (SIZE (1..nrMaxFreqLayers-r16)) OF 
									NR-TRP-LocationInfoPerFreqLayer-r16

NR-TRP-LocationInfoPerFreqLayer-r16 ::= SEQUENCE {
	referencePoint-r16			ReferencePoint-r16				OPTIONAL,	-- Cond NotSameAsPrev
	trp-LocationInfoList-r16	SEQUENCE (SIZE (1..nrMaxTRPsPerFreq-r16)) OF
										TRP-LocationInfoElement-r16,
	...
}

TRP-LocationInfoElement-r16 ::= SEQUENCE {
	dl-PRS-ID-r16					INTEGER (0..255),
	nr-PhysCellID-r16				NR-PhysCellID-r16			OPTIONAL,	-- Need ON
	nr-CellGlobalID-r16				NCGI-r15					OPTIONAL,	-- Need ON
	nr-ARFCN-r16					ARFCN-ValueNR-r15			OPTIONAL,	-- Cond NotSameAsRefServ
	associated-DL-PRS-ID-r16		INTEGER (0..255)			OPTIONAL,
	trp-Location-r16				RelativeLocation-r16					OPTIONAL,	-- Need OP
	trp-DL-PRS-ResourceSets-r16		SEQUENCE (SIZE(1..nrMaxSetsPerTrp-r16)) OF
										DL-PRS-ResourceSets-TRP-Element-r16	OPTIONAL,	-- Need OP
	...
}

DL-PRS-ResourceSets-TRP-Element-r16 ::= SEQUENCE {
	dl-PRS-ResourceSetARP-r16			RelativeLocation-r16				OPTIONAL,	-- Need OP
	dl-PRS-Resource-ARP-List-r16		SEQUENCE (SIZE(1..nrMaxResourcesPerSet-r16)) OF
											DL-PRS-Resource-ARP-Element-r16	OPTIONAL,	-- Need OP
	...
}

DL-PRS-Resource-ARP-Element-r16 ::= SEQUENCE {
	dl-PRS-Resource-ARP-location-r16	RelativeLocation-r16				OPTIONAL,	-- Need OP
	...
}

-- ASN1STOP

	Conditional presence
	Explanation

	NotSameAsPrev
	The field is mandatory present in the first entry of the NR-TRP-LocationInfoPerFreqLayer list; otherwise it is optionally present, need OP.



	NR-TRP-LocationInfo field descriptions

	referencePoint
This field specifies the reference point used to define the TRP location in the trp-LocationInfoList. If this field is absent, the reference point is the same as in the previous entry of the NR-TRP-LocationInfoPerFreqLayer list.

	trp-LocationInfoList
This field provides the antenna reference point locations of the DL-PRS Resources for the TRPs and comprises the following sub-fields:
-	dl-PRS-ID: This field is used along with a DL-PRS Resource Set ID and a DL-PRS Resources ID to uniquely identify a DL-PRS Resource, and is associated to a single TRP.
-	nr-PhysCellID: This field specifies the physical cell identity of the associated TRP.
-	nr-CellGlobalID: This field specifies the NCGI, the globally unique identity of a cell in NR, of the associated TRP.
-	nr-ARFCN: This field specifies the NR-ARFCN of the TRP.
-	associated-DL-PRS-ID: This field, if present, specifies the dl-PRS-ID of the associated TRP from which the trp-location information is adopted.
-	trp-Location: This field provides the location of the TRP relative to the referencePoint location. If this field is absent the TRP location coincides with the referencePoint location, unless the field associated-dl-PRS-ID is present, in which case the trp-Location is adopted from the associated TRP indicated by associated-dl-PRS-ID.
- 	trp-DL-PRS-ResourceSets: This field provides the antenna reference point location(s) of the DL-PRS Resource Set(s) associated with this TRP. If this field is absent, the antenna reference point location(s) of the DL-PRS Resource Set(s) coincides with the trp-Location location. This field comprises the following sub-fields:
-	dl-PRS-ResourceSetARP: This field provides the antenna reference point location of the DL-PRS Resource Set relative to the trp-Location location. If this field is absent, the antenna reference point location of this DL-PRS Resource Set coincides with the trp-Location location.
-	dl-PRS-Resource-ARP-List: This field provides the antenna reference point location(s) of the DL-PRS Resource(s) associated with this Resource Set of the TRP. If this field is absent, the antenna reference point location(s) of the DL-PRS Resources coincides with the dl-PRS-ResourceSetARP location. This field comprises the following sub-fields:
-	dl-PRS-Resource-ARP-location: This field provides the antenna reference point location of the DL-PRS Resource associated with the DL-PRS Resource Set of the TRP relative to the dl-PRS-ResourceSetARP location. If this field is absent, the antenna reference point location of this DL-PRS Resource coincides with the dl-PRS-ResourceSetARP location.



[bookmark: _Toc46486434]–	NR-UL-SRS-Capability
The IE NR-UL-SRS-Capability defines the UE uplink SRS capability. 
-- ASN1START

NR-UL-SRS-Capability-r16 ::= SEQUENCE {
	srs-CapabilityBandList-r16					SEQUENCE (SIZE (1..nrMaxBands-r16)) OF 
													SRS-CapabilityPerBand-r16,
	srs-CapabilityBandCombinationList-r16		SRS-CapabilityBandCombinationList-r16,
	srs-PosResourceConfigCA-BandList-r16		SEQUENCE (SIZE (1..nrMaxConfiguredBands-r16)) OF 
													SRS-PosResourcesPerBand-r16			OPTIONAL,
	maxNumberSRS-PosPathLossEstimateAllServingCells-r16	
												ENUMERATED {n1, n4, n8, n16}			OPTIONAL,
	maxNumberSRS-PosSpatialRelationsAllServingCells-r16	
												ENUMERATED {n0, n1, n2, n4, n8, n16}	OPTIONAL,
	...
}

SRS-CapabilityPerBand-r16 ::= SEQUENCE {
	freqBandIndicatorNR-r16			FreqBandIndicatorNR-r16,
	olpc-SRS-Pos-r16				OLPC-SRS-Pos-r16									OPTIONAL,
	spatialRelationsSRS-Pos-r16		SpatialRelationsSRS-Pos-r16							OPTIONAL,
	...
}

SRS-CapabilityBandCombinationList-r16 ::=			SEQUENCE (SIZE (1..maxBandComb-r16)) OF SRS-CapabilityBandCombination-r16

SRS-CapabilityBandCombination-r16 ::=		SEQUENCE {
	bandList-r16							SEQUENCE (SIZE (1..maxSimultaneousBands-r16)) OF FreqBandIndicatorNR-r16,
	...
}

OLPC-SRS-Pos-r16 ::= 	SEQUENCE {
	olpc-SRS-PosBasedOnPRS-Serving-r16		ENUMERATED {supported}						OPTIONAL,
	olpc-SRS-PosBasedOnSSB-Neigh-r16 		ENUMERATED {supported}						OPTIONAL,
	olpc-SRS-PosBasedOnPRS-Neigh-r16		ENUMERATED {supported}						OPTIONAL,
	maxNumberPathLossEstimatePerServing-r16	ENUMERATED {n1, n4, n8, n16}				OPTIONAL,
	...
}

SpatialRelationsSRS-Pos-r16 ::=		SEQUENCE {
	spatialRelation-SRS-PosBasedOnSSB-Serving-r16		ENUMERATED {supported}			OPTIONAL,
	spatialRelation-SRS-PosBasedOnCSI-RS-Serving-r16	ENUMERATED {supported}			OPTIONAL,
	spatialRelation-SRS-PosBasedOnPRS-Serving-r16		ENUMERATED {supported}			OPTIONAL,
	spatialRelation-SRS-PosBasedOnSRS-r16				ENUMERATED {supported}			OPTIONAL,
	spatialRelation-SRS-PosBasedOnSSB-Neigh-r16			ENUMERATED {supported}			OPTIONAL,
	spatialRelation-SRS-PosBasedOnPRS-Neigh-r16			ENUMERATED {supported}			OPTIONAL,
	...
}

SRS-PosResourcesPerBand-r16 ::= SEQUENCE {
	freqBandIndicatorNR-r16							FreqBandIndicatorNR-r16,
	maxNumberSRS-PosResourceSetsPerBWP-r16			ENUMERATED {n1, n2, n4, n8, n12, n16},
	maxNumberSRS-PosResourcesPerBWP-r16				ENUMERATED {n1, n2, n4, n8, n16, n32, n64},
	maxNumberPeriodicSRS-PosResourcesPerBWP-r16		ENUMERATED {n1, n2, n4, n8, n16, n32, n64},
	maxNumberAP-SRS-PosResourcesPerBWP-r16			ENUMERATED {n1, n2, n4, n8, n16, n32, n64}
																						OPTIONAL,
	maxNumberSP-SRS-PosResourcesPerBWP-r16			ENUMERATED {n1, n2, n4, n8, n16, n32, n64}
																						OPTIONAL,
	...
}

-- ASN1STOP

	NR-UL-SRS-Capability field descriptions

	maxNumberSRS-PosPathLossEstimateAllServingCells
Indicates the maximum number of pathloss estimates that the UE can simultaneously maintain for all the SRS resource sets for positioning across all cells in addition to the up to four pathloss estimates that the UE maintains per serving cell for the PUSCH/PUCCH/SRS transmissions. The UE shall include this field if the UE supports any of olpc-SRS-PosBasedOnPRS-Serving, olpc-SRS-PosBasedOnSSB-Neigh and olpc-SRS-PosBasedOnPRS-Neigh. Otherwise, the UE does not include this field.;

	maxNumberSRS-PosSpatialRelationsAllServingCells
indicates the maximum number of maintained spatial relations for all the SRS resource sets for positioning across all serving cells in addition to the spatial relations maintained spatial relations per serving cell for the PUSCH/PUCCH/SRS transmissions. It is only applied for FR2. The UE can include this field only if the UE supports any of spatialRelation-SRS-PosBasedOnSSB-Serving, spatialRelation-SRS-PosBasedOnCSI-RS-Serving, spatialRelation-SRS-PosBasedOnPRS-Serving, spatialRelation-SRS-PosBasedOnSSB-Neigh or spatialRelation-SRS-PosBasedOnPRS-Neigh. Otherwise, the UE does not include this field.;

	olpc-SRS-Pos
Indicates whether the UE supports spatial relationsopen-loop power control for SRS for positioning. The capability signalling comprises the following parameters.
-	olpc-SRS-PosBasedOnPRS-Serving indicates whether the UE supports OLPC for SRS for positioning based on PRS from the serving cell in the same band. The UE can include this field only if the UE supports NR-DL-PRS-ProcessingCapability and srs-PosResources TS38.331 [35] Otherwise, the UE does not include this field.;
-	olpc-SRS-PosBasedOnSSB-Neigh indicates whether the UE supports OLPC for SRS for positioning based on SSB from the neighbouring cell in the same band. The UE can include this field only if the UE supports srs-PosResources TS 38.331 [35]. Otherwise, the UE does not include this field.;
-	olpc-SRS-PosBasedOnPRS-Neigh indicates whether the UE supports OLPC for SRS for positioning based on PRS from the neighbouring cell in the same band. The UE can include this field only if the UE supports olpc-SRS-PosBasedOnPRS-Serving. Otherwise, the UE does not include this field.;
-	maxNumberPathLossEstimatePerServing indicates the maximum number of pathloss estimates that the UE can simultaneously maintain for all the SRS resource sets for positioning per serving cell in addition to the up to four pathloss estimates that the UE maintains per serving cell for the PUSCH/PUCCH/SRS transmissions. The UE shall include this field if the UE supports any of olpc-SRS-PosBasedOnPRS-Serving, olpc-SRS-PosBasedOnSSB-Neigh and olpc-SRS-PosBasedOnPRS-Neigh. Otherwise, the UE does not include this field.;

	spatialRelationsSRS-Pos
Indicates whether the UE supports spatial relations for SRS for positioning. It is only applicable for FR2. The capability signalling comprises the following parameters.
-	spatialRelation-SRS-PosBasedOnSSB-Serving indicates whether the UE supports spatial relation for SRS for positioning based on SSB from the serving cell in the same band. The UE can include this field only if the UE supports srs-PosResources TS 38.331 [35]. Otherwise, the UE does not include this field.;
-	spatialRelation-SRS-PosBasedOnCSI-RS-Serving indicates whether the UE supports spatial relation for SRS for positioning based on CSI-RS from the serving cell in the same band. The UE can include this field only if the UE supports spatialRelation-SRS-PosBasedOnSSB-Serving. Otherwise, the UE does not include this field.;
-	spatialRelation-SRS-PosBasedOnPRS-Serving indicates whether the UE supports spatial relation for SRS for positioning based on PRS from the serving cell in the same band. The UE can include this field only if the UE supports any of DL-PRS Resources for DL-AoD, DL-PRS Resources for DL-TDOA or DL-PRS Resources for Multi-RTT, or srs-PosResources TS 38.331 [35]. Otherwise, the UE does not include this field.;
-	spatialRelation-SRS-PosBasedOnSRS indicates whether the UE supports spatial relation for SRS for positioning based on SRS in the same band. The UE can include this field only if the UE supports srs-PosResources TS 38.331 [35]. Otherwise, the UE does not include this field.;
-	spatialRelation-SRS-PosBasedOnSSB-Neigh indicates whether the UE supports spatial relation for SRS for positioning based on SSB from the neighbouring cell in the same band. The UE can include this field only if the UE supports spatialRelation-SRS-PosBasedOnSSB-Serving. Otherwise, the UE does not include this field.;
-	spatialRelation-SRS-PosBasedOnPRS-Neigh indicates whether the UE supports spatial relation for SRS for positioning based on PRS from the neighbouring cell in the same band. The UE can include this field only if the UE supports spatialRelation-SRS-PosBasedOnPRS-Serving. Otherwise, the UE does not include this field.;

	srs-PosResourceConfigCA-BandList 
This field indicates the number of SRS for positioning resources supported by the target device. The target device includes this field for each band for the current configured CA band combination. The capability signalling comprises the following parameters.
-	freqBandIndicatorNR indicates the current configured NR band of the target device.
-	maxNumberSRS-PosResourceSetsPerBWP indicates the maximum number of SRS Resource Sets for positioning supported by the target device per BWP. Enumerated values n1, n2, n4, n8, n12, n16 correspond to 1, 2, 4, 8, 12, 16 SRS Resource Sets for positioning, respectively.
-	maxNumberSRS-PosResourcesPerBWP indicates the maximum number of periodic, semi-persistent, and aperiodic SRS Resources for positioning supported by the target device per BWP. Enumerated values n1, n2, n4, n8, n16, n32, n64 correspond to 1, 2, 4, 8, 16, 32, 64 SRS Resources for positioning, respectively.
-	maxNumberPeriodicSRS-PosResourcesPerBWP indicates the maximum number of periodic SRS Resources for positioning supported by the target device per BWP. Enumerated values n1, n2, n4, n8, n16, n32, n64 correspond to 1, 2, 4, 8, 16, 32, 64 periodic SRS Resources for positioning, respectively.
-	maxNumberAP-SRS-PosResourcesPerBWP indicates the maximum number of aperiodic SRS Resources for positioning supported by the target device per BWP. Enumerated values n1, n2, n4, n8, n16, n32, n64 correspond to 1, 2, 4, 8, 16, 32, 64 aperiodic SRS Resources for positioning, respectively.
-	maxNumberSP-SRS-PosResourcesPerBWP indicates the maximum number of semi-persistent SRS Resources for positioning supported by the target device per BWP. Enumerated values n1, n2, n4, n8, n16, n32, n64 correspond to 1, 2, 4, 8, 16, 32, 64 semi-persistent SRS Resources for positioning, respectively.



[bookmark: _Toc46486435]–	ReferencePoint
The IE ReferencePoint provides a well-defined location relative to which other locations may be defined.
-- ASN1START

ReferencePoint-r16 ::= SEQUENCE {
	referencePointGeographicLocation-r16 		CHOICE {
		location3D-r16 			EllipsoidPointWithAltitudeAndUncertaintyEllipsoid,
		ha-location3D-r16 		HighAccuracyEllipsoidPointWithAltitudeAndUncertaintyEllipsoid-r15,
		...
	},
	...
}

-- ASN1STOP

	ReferencePoint field descriptions

	referencePointGeographicLocation
This field provides the geodetic location of the reference point.



[bookmark: _Toc46486436]–	RelativeLocation
The IE RelativeLocation provides a location relative to some known reference location.
-- ASN1START

RelativeLocation-r16 ::= SEQUENCE {
	milli-arc-second-units-r16 	ENUMERATED { mas0-03, mas0-3, mas3, mas30, ...},
	height-units-r16			ENUMERATED {mm, cm, m, ...},
	delta-latitude-r16			Delta-Latitude-r16,
	delta-longitude-r16			Delta-Longitude-r16,
	delta-height-r16			Delta-Height-r16,
	locationUNC-r16				LocationUncertainty-r16				OPTIONAL,		-- Need OP
	...
}

Delta-Latitude-r16 ::= SEQUENCE {
	delta-Latitude-r16						INTEGER (-1024..1023),
	coarse-delta-Latitude-r16				INTEGER (0..4095)		OPTIONAL,		-- Need OP
	...
}

Delta-Longitude-r16 ::= SEQUENCE {
	delta-Longitude-r16						INTEGER (-1024..1023),
	coarse-delta-Longitude-r16				INTEGER (0..4095)		OPTIONAL,		-- Need OP
	...
}

Delta-Height-r16 ::= SEQUENCE {
	delta-Height-r16						INTEGER (-1024..1023),
	coarse-delta-Height-r16					INTEGER (0..4095)		OPTIONAL,		-- Need OP
	...
}

LocationUncertainty-r16 ::= SEQUENCE {
	horizontalUncertainty-r16				INTEGER (0..255),
	horizontalConfidence-r16				INTEGER (0..100),
	verticalUncertainty-r16					INTEGER (0..255),
	verticalConfidence-r16					INTEGER (0..100)
}

-- ASN1STOP

	RelativeLocation field descriptions

	milli-arc-second-units
This field provides the units and scale factor for the delta-latitude and delta-longitude fields. Enumerated values mas0-03, mas0-3, mas3, and mas30, correspond to 0.03, 0.3, 3, and 30 milliarcseconds, respectively. 

	height-units
This field provides the units and scale factor for the delta-height field. Enumerated values mm, cm, and m correspond to 10-3 metre, 10-2 metre, and 1 metres, respectively.

	delta-latitude
This field specifies the delta value in latitude of the desired location, defined as "desired location" minus "reference point location" and comprises the following sub-fields:
-	delta-Latitude specifies the delta value in latitude in the unit provided in milli-arc-second-units field.
-	coarse-delta-Latitude specifies the delta value in latitude in 1024 times the size of the unit provided in milli-arc‑second‑units field and with the same sign as in the delta-Latitude field. If this field is absent, the value for coarse-delta-Latitude is zero.
I.e., the full delta-latitude is given by:
(delta-Latitude × milli-arc-second-units) ± (coarse-delta-Latitude × 1024 × milli-arc-second-units) [milli-arc-seconds] 

	delta-longitude
This field specifies the delta value in longitude of the desired location, defined as "desired location" minus "reference point location" and comprises the following sub-fields:
-	delta-Longitude specifies the delta value in longitude in the unit provided in milli-arc-second-units field.
-	coarse-delta-Longitude specifies the delta value in longitude in 1024 times the size of the unit provided in milli-arc‑second‑units field and with the same sign as in the delta-Longitude field. If this field is absent, the value for coarse-delta-Longitude is zero.
I.e., the full delta-longitude is given by:
(delta-Longitude × milli-arc-second-units) ± (coarse-delta-Latitude × 1024 × milli-arc-second-units) [milli-arc-seconds] 

	delta-height
This field specifies the delta value in ellipsoidal height of the desired location, defined as "desired location" minus "reference point location" and comprises the following sub-fields:
-	delta-Height specifies the delta value in ellipsoidal height in the unit provided in height-units field.
-	coarse-delta-Height specifies the delta value in ellipsoidal height in 1024 times the size of the unit provided in height-units field and with the same sign as in the delta-Height field. If this field is absent, the value for coarse-delta-Height is zero.
I.e., the full delta-height is given by:
(delta-Height × height-units) ± (coarse-delta-Height × 1024 × height-units) [metres] 

	locationUNC
This field specifies the uncertainty of the location coordinates and comprises the following sub-fields:
-	horizontalUncertainty indicates the horizontal uncertainty of the ARP latitude/longitude. The ′horizontalUncertainty′ corresponds to the encoded high accuracy uncertainty as defined in TS 23.032 [15] and ′horizontalConfidence′ corresponds to confidence as defined in TS 23.032 [15].
-	verticalUncertainty indicates the vertical uncertainty of the ARP altitude. The 'verticalUncertainty' corresponds to the encoded high accuracy uncertainty as defined in TS 23.032 [15] and 'verticalConfidence' corresponds to confidence as defined in TS 23.032 [15].
If this field is absent, the uncertainty is the same as for the associated reference point location.
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[bookmark: _Toc37681173][bookmark: _Toc46486745]6.5.9	NR E-CID Positioning
This clause defines the information elements for NR E-CID positioning (TS 38.305 [40]).
[bookmark: _Toc37681174][bookmark: _Toc46486746]6.5.9.1	NR E-CID Location Information
[bookmark: _Toc37681175][bookmark: _Toc46486747]–	NR-ECID-ProvideLocationInformation
The IE NR-ECID-ProvideLocationInformation is used by the target device to provide NR E-CID location measurements to the location server. It may also be used to provide NR E-CID positioning specific error reason.
-- ASN1START

NR-ECID-ProvideLocationInformation-r16 ::= SEQUENCE {
	nr-ECID-SignalMeasurementInformation-r16	NR-ECID-SignalMeasurementInformation-r16 OPTIONAL,
	nr-ECID-Error-r16							NR-ECID-Error-r16						 OPTIONAL,
	...
}

-- ASN1STOP

[bookmark: _Toc37681176][bookmark: _Toc46486748]6.5.9.2	NR E-CID Location Information Elements
[bookmark: _Toc37681177][bookmark: _Toc46486749]–	NR-ECID-SignalMeasurementInformation
The IE NR-ECID-SignalMeasurementInformation is used by the target device to provide NR E-CID measurements to the location server.
-- ASN1START

NR-ECID-SignalMeasurementInformation-r16 ::= SEQUENCE {
	nr-PrimaryCellMeasuredResults-r16	NR-MeasuredResultsElement-r16,
	nr-MeasuredResultsList-r16			NR-MeasuredResultsList-r16				OPTIONAL,
	...
}

NR-MeasuredResultsList-r16 ::= SEQUENCE (SIZE(1..32)) OF NR-MeasuredResultsElement-r16

NR-MeasuredResultsElement-r16 ::= SEQUENCE {
	nr-PhysCellID-r16				NR-PhysCellID-r16,
	nr-ARFCN-r16					CHOICE {
		ssb-ARFCN-r16					ARFCN-ValueNR-r15,
		csi-RS-pointA-r16				ARFCN-ValueNR-r15
	},
	nr-CellGlobalID-r16				NCGI-r15									OPTIONAL,
	systemFrameNumber-r16			BIT STRING (SIZE (10))						OPTIONAL,	resultsSSB-Cell-r16				MeasQuantityResults-r16						OPTIONAL,
	resultsCSI-RS-Cell-r16			MeasQuantityResults-r16						OPTIONAL,
	resultsSSB-Indexes-r16			ResultsPerSSB-IndexList-r16					OPTIONAL,
	resultsCSI-RS-Indexes-r16		ResultsPerCSI-RS-IndexList-r16				OPTIONAL,
	...
}

MeasQuantityResults-r16 ::= SEQUENCE {
	nr-RSRP-r16						INTEGER (0..127)							OPTIONAL,
	nr-RSRQ-r16						INTEGER (0..127)							OPTIONAL
}

ResultsPerSSB-IndexList-r16::= SEQUENCE (SIZE (1..64)) OF ResultsPerSSB-Index-r16

ResultsPerSSB-Index-r16 ::= SEQUENCE {
	ssb-Index-r16					INTEGER (0..63),
	ssb-Results-r16					MeasQuantityResults-r16
}

ResultsPerCSI-RS-IndexList-r16::= SEQUENCE (SIZE (1..64)) OF ResultsPerCSI-RS-Index-r16

ResultsPerCSI-RS-Index-r16 ::= SEQUENCE {
	csi-RS-Index-r16				INTEGER (0..95),
	csi-RS-Results-r16				MeasQuantityResults-r16
}

-- ASN1STOP

	NR-ECID-SignalMeasurementInformation field descriptions

	nr-PrimaryCellMeasuredResults
This field contains the E-CID measurements for the primary cell.

	nr-MeasuredResultsList
This field contains the E CID measurements for up to 32 neighbour cells.

	nr-PhysCellID
This field specifies the NR physical cell identity of the measured cell.

	nr-ARFCN
This field specifies the ARFCN of the first RE of SSB's RB#10 or the point A of CSI-RS.

	nr-CellGlobalID
This field specifies the NR cell global ID of the measured cell. The target device shall provide this field if it was able to determine the NCGI of the measured cell at the time of measurement.

	systemFrameNumber
This field specifies the system frame number of the measured cell during which the measurements have been performed. The target device shall include this field if it was able to determine the SFN of the cell at the time of measurement.

	resultsSSB-Cell
This field specifies the SS reference signal received power (SS-RSRP) and quality (SS-RSRQ) measurement aggregated at cell level, as defined in TS 38.331 [35].

	resultsCSI-RS-Cell
This field specifies the CSI-RS reference signal received power (CSI-RSRP) and quality (CSI-RSRQ) measurement aggregated at cell level, as defined in TS 38.331 [35].

	resultsSSB-Indexes
This field specifies the SS reference signal received power (SS-RSRP) and quality (SS-RSRQ) measurement per SSB resource, as defined in TS 38.331 [35].

	resultsCSI-RS-Indexes
This field specifies the CSI-RS reference signal received power (CSI-RSRP) and quality (CSI-RSRQ) per CSI-RS resource, as defined in TS 38.331 [35].

	nr-RSRP
This field specifies the integer value for RSRP measurements according to Table 10.1.6.1-1 in TS 38.133 [46].

	nr-RSRQ
This field specifies the integer value for RSRQ measurements accordng to Table 10.1.11.1-1 in TS 38.133 [46].



[bookmark: _Toc37681188][bookmark: _Toc46486760]6.5.10	NR DL-TDOA Positioning
This clause defines the information elements for NR downlink TDOA positioning (TS 38.305 [40]).
[bookmark: _Toc12618267][bookmark: _Toc37681189][bookmark: _Toc46486761]6.5.10.1	NR DL-TDOA Assistance Data
[bookmark: _Toc12618268][bookmark: _Toc37681190][bookmark: _Toc46486762]–	NR-DL-TDOA-ProvideAssistanceData
The IE NR-DL-TDOA-ProvideAssistanceData is used by the location server to provide assistance data to enable UE‑assisted and UE-based NR DL-TDOA. It may also be used to provide NR DL-TDOA positioning specific error reason.
-- ASN1START

NR-DL-TDOA-ProvideAssistanceData-r16 ::= SEQUENCE {
	nr-DL-PRS-AssistanceData-r16		NR-DL-PRS-AssistanceData-r16		OPTIONAL,	-- Need ON
	nr-SelectedDL-PRS-IndexList-r16		NR-SelectedDL-PRS-IndexList-r16 	OPTIONAL,	-- Need ON
	nr-PositionCalculationAssistance-r16
										NR-PositionCalculationAssistance-r16
																			OPTIONAL, 	-- Cond UEB
	nr-DL-TDOA-Error-r16				NR-DL-TDOA-Error-r16				OPTIONAL,	-- Need ON
	...
}

-- ASN1STOP

	Conditional presence
	Explanation

	UEB
	The field is optionally present for UE based NR DL-TDOA; otherwise it is not present.



	NR-DL-TDOA-ProvideAssistanceData field descriptions

	nr-DL-PRS-AssistanceData
This field specifies the assistance data reference and neighbour TRPs and provides the DL-PRS configuration for the TRPs. 
Note, if this field is absent but the nr-SelectedDL-PRS-IndexList field is present, the nr-DL-PRS-AssistanceData may be provided in IE NR-Multi-RTT-ProvideAssistanceData or NR-DL-AoD-ProvideAssistanceData.

	nr-SelectedDL-PRS-IndexList 
This field specifies the DL-PRS Resources which are applicable for this NR-DL-TDOA-ProvideAssistanceData message. 

	nr-PositionCalculationAssistanceData
This field provides position calculation assistance data for UE-based mode.

	nr-DL-TDOA-Error
This field provides DL-TDOA error reasons.



[bookmark: _Toc37681191][bookmark: _Toc46486763][bookmark: _Toc12618277]6.5.10.2	NR DL-TDOA Assistance Data Request
[bookmark: _Toc12618278][bookmark: _Toc37681192][bookmark: _Toc46486764]–	NR-DL-TDOA-RequestAssistanceData
The IE NR-DL-TDOA-RequestAssistanceData is used by the target device to request assistance data from a location server.
-- ASN1START

NR-DL-TDOA-RequestAssistanceData-r16 ::= SEQUENCE {
	nr-PhysCellID-r16				NR-PhysCellID-r16							OPTIONAL,
	nr-AdType-r16					BIT STRING {	dl-prs 	(0),
													posCalc (1) } (SIZE (1..8)),
	...
}

-- ASN1STOP

	NR-DL-TDOA-RequestAssistanceData field descriptions

	nr-PhysCellID
This field specifies the NR physical cell identity of the current primary cell of the target device.

	nr-AdType
This field indicates the requested assistance data. dl-prs means requested assistance data is nr-DL-PRS-AssistanceData, posCalc means requested assistance data is nr-PositionCalculationAssistanceData for UE based positioning.



[bookmark: _Toc12618279][bookmark: _Toc37681193][bookmark: _Toc46486765]6.5.10.3	NR DL-TDOA Location Information
[bookmark: _Toc12618280][bookmark: _Toc37681194][bookmark: _Toc46486766]–	NR-DL-TDOA-ProvideLocationInformation
The IE NR-DL-TDOA-ProvideLocationInformation is used by the target device to provide NR DL-TDOA location measurements to the location server. It may also be used to provide NR DL-TDOA positioning specific error reason.
-- ASN1START

NR-DL-TDOA-ProvideLocationInformation-r16 ::= SEQUENCE {
	nr-DL-TDOA-SignalMeasurementInformation-r16	
											NR-DL-TDOA-SignalMeasurementInformation-r16
																			OPTIONAL,
	nr-dl-tdoa-LocationInformation-r16		NR-DL-TDOA-LocationInformation-r16
																			OPTIONAL, -- Cond UEB
	nr-DL-TDOA-Error-r16					NR-DL-TDOA-Error-r16			OPTIONAL,
	...
}

-- ASN1STOP

	Conditional presence
	Explanation

	UEB
	The field is mandatory present for the UE based NR DL-TDOA; otherwise it is not present.



[bookmark: _Toc12618281][bookmark: _Toc37681195][bookmark: _Toc46486767]6.5.10.4	NR DL-TDOA Location Information Elements
[bookmark: _Toc12618282][bookmark: _Toc37681196][bookmark: _Toc46486768]–	NR-DL-TDOA-SignalMeasurementInformation
The IE NR-DL-TDOA-SignalMeasurementInformation is used by the target device to provide NR DL-TDOA measurements to the location server.
NOTE 1:	The dl-PRS-ReferenceInfo defines the "RSTD reference" TRP. The nr-RSTD's and nr-RSTD-ResultDiff's in nr-DL-TDOA-MeasList are provided relative to the "RSTD reference" TRP.
NOTE 2:	The "RSTD reference" TRP may or may not be the same as the "assistance data reference" TRP provided by nr-DL-PRS-ReferenceInfo in IE NR-DL-PRS-AssistanceData.
NOTE 3:	The target device includes a value of zero for the nr-RSTD and nr-RSTD-ResultDiff of the "RSTD reference" TRP in nr-DL-TDOA-MeasList.
-- ASN1START

NR-DL-TDOA-SignalMeasurementInformation-r16 ::= SEQUENCE {
[bookmark: _Hlk30954207]	dl-PRS-ReferenceInfo-r16		DL-PRS-ID-Info-r16,
	nr-DL-TDOA-MeasList-r16			NR-DL-TDOA-MeasList-r16,
	...
}

NR-DL-TDOA-MeasList-r16 ::= SEQUENCE (SIZE(1..nrMaxTRPs-r16)) OF NR-DL-TDOA-MeasElement-r16

NR-DL-TDOA-MeasElement-r16 ::= SEQUENCE {
	dl-PRS-ID-r16					INTEGER (0..255),
	nr-PhysCellID-r16				NR-PhysCellID-r16								OPTIONAL,
	nr-CellGlobalID-r16				NCGI-r15										OPTIONAL,
	nr-ARFCN-r16					ARFCN-ValueNR-r15								OPTIONAL,
	nr-DL-PRS-ResourceID-r16		NR-DL-PRS-ResourceID-r16	 					OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16		NR-DL-PRS-ResourceSetID-r16						OPTIONAL,
	nr-TimeStamp-r16				NR-TimeStamp-r16,
	nr-RSTD-r16						CHOICE {
			k0-r16						INTEGER (0..1970049),
			k1-r16						INTEGER (0..985025),
			k2-r16						INTEGER (0..492513),
			k3-r16						INTEGER (0..246257),
			k4-r16						INTEGER (0..123129),
			k5-r16						INTEGER (0..61565),
			...
	},
	nr-AdditionalPathList-r16		NR-AdditionalPathList-r16						OPTIONAL,
	nr-TimingQuality-r16			NR-TimingQuality-r16,
	nr-DL-PRS-RSRP-Result-r16		INTEGER (0..126)								OPTIONAL,
	nr-DL-TDOA-AdditionalMeasurements-r16
									NR-DL-TDOA-AdditionalMeasurements-r16			OPTIONAL,
	...
}

NR-DL-TDOA-AdditionalMeasurements-r16 ::= SEQUENCE (SIZE (1..3)) OF
													NR-DL-TDOA-AdditionalMeasurementElement-r16

NR-DL-TDOA-AdditionalMeasurementElement-r16 ::= SEQUENCE {
	nr-DL-PRS-ResourceID-r16		NR-DL-PRS-ResourceID-r16	 					OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16		NR-DL-PRS-ResourceSetID-r16 					OPTIONAL,
	nr-TimeStamp-r16				NR-TimeStamp-r16,
	nr-RSTD-ResultDiff-r16			CHOICE {
			k0-r16						INTEGER (0..8191),
			k1-r16						INTEGER (0..4095),
			k2-r16						INTEGER (0..2047),
			k3-r16						INTEGER (0..1023),
			k4-r16						INTEGER (0..511),
			k5-r16						INTEGER (0..255),
			...
	},
	nr-TimingQuality-r16			NR-TimingQuality-r16,
	nr-DL-PRS-RSRP-ResultDiff-r16	INTEGER (0..61)									OPTIONAL,
	nr-AdditionalPathList-r16		NR-AdditionalPathList-r16						OPTIONAL,
...
}

-- ASN1STOP

	NR-DL-TDOA-SignalMeasurementInformation field descriptions

	dl-PRS-ID
This field is used along with a DL-PRS Resource Set ID and a DL-PRS Resources ID to uniquely identify a DL-PRS Resource. This ID can be associated with multiple DL-PRS Resource Sets associated with a single TRP.
Each TRP should only be associated with one such ID.

	nr-PhysCellID
This field specifies the physical cell identity of the associated TRP, as defined in TS 38.331 [35].

	nr-CellGlobalID
This field specifies the NCGI, the globally unique identity of a cell in NR, of the associated TRP, as defined in TS 38.331 [35].

	nr-ARFCN
This field specifies the NR-ARFCN of the TRP.

	nr-TimeStamp
This field specifies the time instance at which the measurement is performed.

	nr-RSTD
This field specifies the relative timing difference between this neighbour TRP and the PRS reference TRP, as defined in TS 38.215 [36].  Mapping of the measured quantity is defined as in TS 38.133 [46].

	nr-AdditionalPathList
This field specifies one or more additional detected path timing values for the TRP or resource, relative to the path timing used for determining the nr-RSTD value. If this field was requested but is not included, it means the UE did not detect any additional path timing values.

	nr-TimingQuality
This field specifies the target device′s best estimate of the quality of the measurement.

	nr-DL-PRS-RSRP-Result
This field specifies the NR DL-PRS reference signal received power (DL PRS-RSRP) measurement, as defined in TS 38.331 215 [3536]. The mapping of the quantity is defined as in TS 38.133 [46].

	nr-AdditionalPathList
This field specifies one or more additional detected path timing values for the TRP or resource, relative to the path timing used for determining the nr-RSTD value. If this field was requested but is not included, it means the UE did not detect any additional path timing values.

	nr-RSTD
This field specifies the relative timing difference between this neighbour TRP and the PRS reference TRP, as defined in TS 38.215 [36].  Mapping of the measured quantity is defined as in TS 38.133 [46].

	nr-TimingQuality
This field specifies the target device′s best estimate of the quality of the measurement.

	nr-RSTD-ResultDiff
This field provides the additional DL RSTD measurement result relative to nr-RSTD. The RSTD value of this measurement is obtained by adding the value of this field to the value of the nr-RSTD field. The mapping of the field is defined in TS 38.133 [46].

	nr-DL-PRS-RSRP-ResultDiff
This field provides the additional DL-PRS RSRP measurement result relative to nr-DL-PRS-RSRP-Result. The DL-PRS RSRP value of this measurement is obtained by adding the value of this field to the value of the nr-DL-PRS-RSRP-Result field. The mapping of the field is defined in TS 38.133 [46].



[bookmark: _Toc37681197][bookmark: _Toc46486769][bookmark: _Toc12618286]–	NR-DL-TDOA-LocationInformation
The IE NR-DL-TDOA-LocationInformation is included by the target device when location information derived using NR DL-TDOA is provided to the location server.
-- ASN1START

NR-DL-TDOA-LocationInformation-r16 ::= SEQUENCE {
	measurementReferenceTime-r16	CHOICE {
			systemFrameNumber-r16			NR-TimeStamp-r16,
			utc-time-r16					UTCTime,
			...
			}															OPTIONAL,
	...
}

-- ASN1STOP

	NR-DL-TDOA-LocationInformation field descriptions

	measurementReferenceTime
This field specifies the time for which the location estimate is valid.



[bookmark: _Toc37681198][bookmark: _Toc46486770]6.5.10.5	NR DL-TDOA Location Information Request
[bookmark: _Toc12618287][bookmark: _Toc37681199][bookmark: _Toc46486771]–	NR-DL-TDOA-RequestLocationInformation
The IE NR-DL-TDOA-RequestLocationInformation is used by the location server to request NR DL-TDOA location measurements from a target device.
-- ASN1START

NR-DL-TDOA-RequestLocationInformation-r16 ::= SEQUENCE {
	nr-DL-PRS-RstdMeasurementInfoRequest-r16	ENUMERATED { true }				OPTIONAL,-- Need ON
	nr-RequestedMeasurements-r16				BIT STRING { prsrsrpReq (0) } (SIZE(1..8)),
	nr-AssistanceAvailability-r16				BOOLEAN,
	nr-DL-TDOA-ReportConfig-r16					NR-DL-TDOA-ReportConfig-r16		OPTIONAL, -- Need ON
	additionalPaths-r16							ENUMERATED { requested }		OPTIONAL, -- Need ON
	...
}

NR-DL-TDOA-ReportConfig-r16 ::= SEQUENCE {
	maxDL-PRS-RSTD-MeasurementsPerTRPPair-r16	INTEGER (1..4)					OPTIONAL, -- Need ON
	timingReportingGranularityFactor-r16 		INTEGER (0..5)					OPTIONAL, -- Need ON
	...
}

-- ASN1STOP

	NR-DL-TDOA-RequestLocationInformation field descriptions

	nr-AssistanceAvailability
This field indicates whether the target device may request additional PRS assistance data from the server. TRUE means allowed and FALSE means not allowed.

	nr-RequestedMeasurements
This field specifies the NR DL-TDOA measurements requested. This is represented by a bit string, with a one‑value at the bit position means the particular measurement is requested; a zero‑value means not requested.

	nr-DL-PRS-RstdMeasurementInfoRequest
This field indicates whether the target device is requested to report DL-PRS Resource ID(s) or DL-PRS Resource Set ID(s) used for determining the timing of each TRP in RSTD measurements.

	maxDL-PRS-RSTD-MeasurementsPerTRPPair
This field specifies the maximum number of. DL-PRS RSTD measurements per pair of TRPs. The maximum number is defined across all Positioning Frequency Layers.

	timingReportingGranularityFactor
This field specifies the recommended reporting granularity for the UE timingDL RSTD measurements (DL RSTD, the UE Rx-Tx time difference). Value (0..5) corresponds to (k0..k5) used for nr-RSTD and nr-RSTD-ResultDiff in NR-DL-TDOA-MeasElement. The UE may select a different granularity value for nr-RSTD and nr-RSTD-ResultDiff.



[bookmark: _Toc37681208][bookmark: _Toc46486781]6.5.11	NR DL-AoD Positioning
This clause defines the information elements for NR downlink AoD positioning (TS 38.305 [40]).
[bookmark: _Toc37681209][bookmark: _Toc46486782]6.5.11.1	NR DL-AoD Assistance Data
[bookmark: _Toc37681210][bookmark: _Toc46486783]–	NR-DL-AoD-ProvideAssistanceData
The IE NR-DL-AoD-ProvideAssistanceData is used by the location server to provide assistance data to enable UE‑assisted and UE-based NR DL-AoD. It may also be used to provide NR DL-AoD positioning specific error reason.
-- ASN1START

NR-DL-AoD-ProvideAssistanceData-r16 ::= SEQUENCE {
	nr-DL-PRS-AssistanceData-r16		NR-DL-PRS-AssistanceData-r16		OPTIONAL,	-- Need ON
	nr-SelectedDL-PRS-IndexList-r16		NR-SelectedDL-PRS-IndexList-r16		OPTIONAL,	-- Need ON
	nr-PositionCalculationAssistance-r16
										NR-PositionCalculationAssistance-r16
																			OPTIONAL, -- Cond UEB
	nr-DL-AoD-Error-r16					NR-DL-AoD-Error-r16					OPTIONAL,	-- Need ON
	...
}

-- ASN1STOP

	Conditional presence
	Explanation

	UEB
	The field is optionally present for UE based NR DL-AoD; otherwise it is not present.



	NR-DL-AoD-ProvideAssistanceData field descriptions

	nr-DL-PRS-AssistanceData
This field specifies the assistance data reference and neighbour TRPs and provides the DL-PRS configuration for the TRPs.
Note, if this field is absent but the nr-SelectedDL-PRS-IndexList field is present, the nr-DL-PRS-AssistanceData may be provided in IE NR-Multi-RTT-ProvideAssistanceData or NR-DL-TDOA-ProvideAssistanceData.

	nr-SelectedDL-PRS-IndexList 
This field specifies the DL-PRS Resources which are applicable for this NR-DL-AoD-ProvideAssistanceData message. 

	nr-PositionCalculationAssistanceData
This field provides position calculation assistance data for UE-based mode.

	nr-DL-AoD-Error 
This field provides DL-AoD error reasons.



[bookmark: _Toc37681211][bookmark: _Toc46486784]6.5.11.2	NR DL-AoD Assistance Data Request
[bookmark: _Toc37681212][bookmark: _Toc46486785]–	NR-DL-AoD-RequestAssistanceData
The IE NR-DL-AoD-RequestAssistanceData is used by the target device to request assistance data from a location server.
-- ASN1START

NR-DL-AoD-RequestAssistanceData-r16 ::= SEQUENCE {
	nr-PhysCellID-r16				NR-PhysCellID-r16						OPTIONAL,
	nr-AdType-r16					BIT STRING { 	dl-prs 	(0),
													posCalc (1) } (SIZE (1..8)),
	...
}

-- ASN1STOP

	NR-DL-AoD-RequestAssistanceData field descriptions

	nr-PhysCellID
This field specifies the NR physical cell identity of the current primary cell of the target device.

	nr-AdType
This field indicates the requested assistance data. dl-prs means requested assistance data is nr-DL-PRS-AssistanceData, posCalc means requested assistance data is nr-PositionCalculationAssistanceData for UE based positioning.



[bookmark: _Toc37681213][bookmark: _Toc46486786]6.5.11.3	NR DL-AoD Location Information
[bookmark: _Toc37681214][bookmark: _Toc46486787]–	NR-DL-AoD-ProvideLocationInformation
The IE NR-DL-AoD-ProvideLocationInformation is used by the target device to provide NR DL-AoD location measurements to the location server. It may also be used to provide NR DL-AoD positioning specific error reason.
-- ASN1START

NR-DL-AoD-ProvideLocationInformation-r16 ::= SEQUENCE {
	nr-DL-AoD-SignalMeasurementInformation-r16
											NR-DL-AoD-SignalMeasurementInformation-r16
																			OPTIONAL,
	nr-dl-AoD-LocationInformation-r16		NR-DL-AoD-LocationInformation-r16
																			OPTIONAL, -- Cond UEB
	nr-DL-AoD-Error-r16						NR-DL-AoD-Error-r16				OPTIONAL,
	...
}

-- ASN1STOP

	Conditional presence
	Explanation

	UEB
	The field is mandatory present for the UE based NR DL-AoD; otherwise it is not present.



[bookmark: _Toc37681215][bookmark: _Toc46486788]6.5.11.4	NR DL-AoD Location Information Elements
[bookmark: _Toc37681216][bookmark: _Toc46486789]–	NR-DL-AoD-SignalMeasurementInformation
The IE NR-DL-AoD-SignalMeasurementInformation is used by the target device to provide NR DL-AoD measurements to the location server. The measurements are provided as a list of TRPs, where the first TRP in the list is used as reference TRP.
-- ASN1START

NR-DL-AoD-SignalMeasurementInformation-r16 ::= SEQUENCE {
	nr-DL-AoD-MeasList-r16			NR-DL-AoD-MeasList-r16,
	...
}

NR-DL-AoD-MeasList-r16 ::= SEQUENCE (SIZE(1..nrMaxTRPs-r16)) OF NR-DL-AoD-MeasElement-r16

NR-DL-AoD-MeasElement-r16 ::= SEQUENCE {
	dl-PRS-ID-r16					INTEGER (0..255),
	nr-PhysCellID-r16				NR-PhysCellID-r16						OPTIONAL,
	nr-CellGlobalID-r16				NCGI-r15								OPTIONAL,
	nr-ARFCN-r16					ARFCN-ValueNR-r15						OPTIONAL,
	nr-DL-PRS-ResourceID-r16		NR-DL-PRS-ResourceID-r16	 			OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16		NR-DL-PRS-ResourceSetID-r16 			OPTIONAL,
	nr-TimeStamp-r16				NR-TimeStamp-r16,
	nr-DL-PRS-RSRP-Result-r16		INTEGER (0..126),
	nr-DL-PRS-RxBeamIndex-r16		INTEGER (1..8)							OPTIONAL, -- Cond SameRx
	nr-DL-AoD-AdditionalMeasurements-r16
									NR-DL-AoD-AdditionalMeasurements-r16	OPTIONAL,
	...
}

NR-DL-AoD-AdditionalMeasurements-r16 ::= SEQUENCE (SIZE (1..7)) OF
													NR-DL-AoD-AdditionalMeasurementElement-r16

NR-DL-AoD-AdditionalMeasurementElement-r16 ::= SEQUENCE {
	nr-DL-PRS-ResourceID-r16		NR-DL-PRS-ResourceID-r16	 			OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16		NR-DL-PRS-ResourceSetID-r16 			OPTIONAL,
	nr-TimeStamp-r16				NR-TimeStamp-r16,
	nr-DL-PRS-RSRP-ResultDiff-r16	INTEGER (0..30),
	nr-DL-PRS-RxBeamIndex-r16		INTEGER (1..8)							OPTIONAL, -- Cond SameRx
	...
}

-- ASN1STOP

	Conditional presence
	Explanation

	SameRx
	The field is mandatory present if at least two DL-PRS RSRP measurements from the same DL-PRS Resource Set have been made with the same RX beam by the target device; otherwise it is not present.



	NR-DL-AoD-SignalMeasurementInformation field descriptions

	dl-PRS-ID
This field is used along with a DL-PRS Resource Set ID and a DL-PRS Resources ID to uniquely identify a DL-PRS Resource. This ID can be associated with multiple DL-PRS Resource Sets associated with a single TRP.
Each TRP should only be associated with one such ID.

	nr-PhysCellID
This field specifies the physical cell identity of the associated TRP, as defined in TS 38.331 [35].

	nr-CellGlobalID
This field specifies the NCGI, the globally unique identity of a cell in NR, of the associated TRP, as defined in TS 38.331 [35].

	nr-ARFCN
This field specifies the NR-ARFCN of the TRP.

	nr-TimeStamp
This field specifies the time instance at which the measurement is performed.

	nr-DL-PRS-RSRP-Result
This field specifies the NR DL-PRS reference signal received power (DL PRS-RSRP) measurement, as defined in TS 38.331 215 [3635]. The mapping of the measured quantity is defined as in TS 38.133 [46].

	nr-DL-PRS-RxBeamIndex
This field provides an index of the target device receive beam used for DL-PRS measurements. If the value of the receive beam index for two or more DL PRS measurements is the same, it indicates that the target device receive beam for the two or more DL PRS measurements were made with the same RX beam. 

	nr-DL-PRS-RSRP-ResultDiff
This field provides the additional DL-PRS RSRP measurement result relative to nr-DL-PRS-RSRP-Result. The DL-PRS RSRP value of this measurement is obtained by adding the value of this field to the value of the nr-DL-PRS-RSRP-Result field. The mapping of the field is defined in TS 38.133 [46].



[bookmark: _Toc37681217][bookmark: _Toc46486790]–	NR-DL-AoD-LocationInformation
The IE NR-DL-AoD-LocationInformation is included by the target device when location information derived using NR DL-AoD is provided to the location server.
-- ASN1START

NR-DL-AoD-LocationInformation-r16 ::= SEQUENCE {
	measurementReferenceTime-r16	CHOICE {
			sfn-time-r16					NR-TimeStamp-r16,
			utc-time-r16					UTCTime,
			...
			}															OPTIONAL,
	...
}

-- ASN1STOP

	NR-DL-AoD-LocationInformation field descriptions

	measurementReferenceTime
This field specifies the time for which the location estimate is valid.



[bookmark: _Toc37681228][bookmark: _Toc46486802]6.5.12	NR Multi-RTT Positioning
This clause defines the information elements for NR Multi-RTT positioning (TS 38.305 [40]).
[bookmark: _Toc37681229][bookmark: _Toc46486803]6.5.12.1	NR Multi-RTT Assistance Data
[bookmark: _Toc37681230][bookmark: _Toc46486804]–	NR-Multi-RTT-ProvideAssistanceData
The IE NR-Multi-RTT-ProvideAssistanceData is used by the location server to provide assistance data to enable UE‑assisted NR Multi-RTT. It may also be used to provide NR Multi-RTT positioning specific error reason.
-- ASN1START

NR-Multi-RTT-ProvideAssistanceData-r16 ::= SEQUENCE {
	nr-DL-PRS-AssistanceData-r16			NR-DL-PRS-AssistanceData-r16	OPTIONAL,	-- Need ON
	nr-SelectedDL-PRS-IndexList-r16			NR-SelectedDL-PRS-IndexList-r16 OPTIONAL,	-- Need ON
	nr-Multi-RTT-Error-r16					NR-Multi-RTT-Error-r16			OPTIONAL,	-- Need ON
	...
}

-- ASN1STOP

	NR-Multi-RTT-ProvideAssistanceData field descriptions

	nr-DL-PRS-AssistanceData
This field specifies the assistance data reference and neighbour TRPs and provides the DL-PRS configuration for the TRPs. 
Note, if this field is absent but the nr-SelectedDL-PRS-IndexList field is present, the nr-DL-PRS-AssistanceData may be provided in IE NR-DL-TDOA-ProvideAssistanceData or NR-DL-AoD-ProvideAssistanceData.

	nr-SelectedDL-PRS-IndexList 
This field specifies the DL-PRS Resources which are applicable for this NR-Multi-RTT-ProvideAssistanceData message. 

	nr-Multi-RTT-Error 
This field provides Multi-RTT error reasons.



[bookmark: _Toc37681231][bookmark: _Toc46486805]6.5.12.2	NR Multi-RTT Assistance Data Request
[bookmark: _Toc37681232][bookmark: _Toc46486806]–	NR-Multi-RTT-RequestAssistanceData
The IE NR-Multi-RTT-RequestAssistanceData is used by the target device to request assistance data from a location server.
-- ASN1START

NR-Multi-RTT-RequestAssistanceData-r16 ::= SEQUENCE {
	nr-PhysCellID-r16				NR-PhysCellID-r16						OPTIONAL,
	nr-AdType-r16					BIT STRING { 	dl-prs (0),
													ul-srs (1) } (SIZE (1..8)),
	...
}

-- ASN1STOP

	NR-Multi-RTT-RequestAssistanceData field descriptions

	nr-PhysCellID
This field specifies the NR physical cell identity of the current primary cell of the target device.



[bookmark: _Toc37681233][bookmark: _Toc46486807]6.5.12.3	NR Multi-RTT Location Information
[bookmark: _Toc37681234][bookmark: _Toc46486808]–	NR-Multi-RTT-ProvideLocationInformation
The IE NR-Multi-RTT-ProvideLocationInformation is used by the target device to provide NR Multi-RTT location measurements to the location server. It may also be used to provide NR Multi-RTT positioning specific error reason.
-- ASN1START

NR-Multi-RTT-ProvideLocationInformation-r16 ::= SEQUENCE {
	nr-Multi-RTT-SignalMeasurementInformation-r16
											NR-Multi-RTT-SignalMeasurementInformation-r16
																					OPTIONAL,
	nr-Multi-RTT-Error-r16					NR-Multi-RTT-Error-r16					OPTIONAL,
	...
}

-- ASN1STOP

[bookmark: _Toc37681235][bookmark: _Toc46486809]6.5.12.4	NR Multi-RTT Location Information Elements
[bookmark: _Toc37681236][bookmark: _Toc46486810]–	NR-Multi-RTT-SignalMeasurementInformation
The IE NR-Multi-RTT-SignalMeasurementInformation is used by the target device to provide NR Multi-RTT measurements to the location server. The measurements are provided as a list of TRPs, where the first TRP in the list is used as reference TRP.
-- ASN1START

NR-Multi-RTT-SignalMeasurementInformation-r16 ::= SEQUENCE {
	nr-Multi-RTT-MeasList-r16		NR-Multi-RTT-MeasList-r16,
[bookmark: _Hlk42710993]	nr-NTA-Offset-r16				ENUMERATED { nTA1, nTA2, nTA3, nTA4, ... }		OPTIONAL,
	...
}

NR-Multi-RTT-MeasList-r16 ::= SEQUENCE (SIZE(1..nrMaxTRPs-r16)) OF NR-Multi-RTT-MeasElement-r16

NR-Multi-RTT-MeasElement-r16 ::= SEQUENCE {
	dl-PRS-ID-r16					INTEGER (0..255),
	nr-PhysCellID-r16				NR-PhysCellID-r16								OPTIONAL,
	nr-CellGlobalID-r16				NCGI-r15										OPTIONAL,
	nr-ARFCN-r16					ARFCN-ValueNR-r15								OPTIONAL,
	nr-DL-PRS-ResourceID-r16		NR-DL-PRS-ResourceID-r16						OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16		NR-DL-PRS-ResourceSetID-r16 					OPTIONAL,
	nr-UE-RxTxTimeDiff-r16			CHOICE {
			k0-r16						INTEGER (0..1970049),
			k1-r16						INTEGER (0..985025),
			k2-r16						INTEGER (0..492513),
			k3-r16						INTEGER (0..246257),
			k4-r16						INTEGER (0..123129),
			k5-r16						INTEGER (0..61565),
			...
	},
	nr-AdditionalPathList-r16		NR-AdditionalPathList-r16						OPTIONAL,
	nr-TimeStamp-r16				NR-TimeStamp-r16,
	nr-TimingQuality-r16			NR-TimingQuality-r16,
	nr-DL-PRS-RSRP-Result-r16		INTEGER (0..126)								OPTIONAL,
	nr-Multi-RTT-AdditionalMeasurements-r16
									NR-Multi-RTT-AdditionalMeasurements-r16			OPTIONAL,
	...
}

NR-Multi-RTT-AdditionalMeasurements-r16 ::= SEQUENCE (SIZE (1..3)) OF
									NR-Multi-RTT-AdditionalMeasurementElement-r16

NR-Multi-RTT-AdditionalMeasurementElement-r16 ::= SEQUENCE {
	nr-DL-PRS-ResourceID-r16			NR-DL-PRS-ResourceID-r16					OPTIONAL,
	nr-DL-PRS-ResourceSetID-r16			NR-DL-PRS-ResourceSetID-r16 				OPTIONAL,
	nr-DL-PRS-RSRP-ResultDiff-r16		INTEGER (0..61)								OPTIONAL,
	nr-UE-RxTxTimeDiffAdditional-r16	CHOICE {
			k0-r16							INTEGER (0..8191),
			k1-r16							INTEGER (0..4095),
			k2-r16							INTEGER (0..2047),
			k3-r16							INTEGER (0..1023),
			k4-r16							INTEGER (0..511),
			k5-r16							INTEGER (0..255),
			...
	},
	nr-TimingQuality-r16				NR-TimingQuality-r16,
	nr-AdditionalPathList-r16			NR-AdditionalPathList-r16					OPTIONAL,
	nr-TimeStamp-r16					NR-TimeStamp-r16,
	...
}

-- ASN1STOP

	NR-Multi-RTT-SignalMeasurementInformation field descriptions

	nr-NTA-Offset
This field provides the NTAoffset used by the target device as specified in TS 38.133 [46], Table 7.1.2-2. Enumerated values nTA1, nTA2, nTA3, and nTA4 correspond to NTAoffset of 25600 Tc, 0 Tc, 39936 Tc, and 13792 Tc, respectively.

	dl-PRS-ID
This field is used along with a DL-PRS Resource Set ID and a DL-PRS Resources ID to uniquely identify a DL-PRS Resource. This ID can be associated with multiple DL-PRS Resource Sets associated with a single TRP.
Each TRP should only be associated with one such ID.

	nr-PhysCellID
This field specifies the physical cell identity of the associated TRP, as defined in TS 38.331 [35].

	nr-CellGlobalID
This field specifies the NCGI, the globally unique identity of a cell in NR, of the associated TRP, as defined in TS 38.331 [35].

	nr-ARFCN
This field specifies the NR-ARFCN of the TRP.

	nr-PRS-RSRP-Result
This field specifies the reference signal received power (RSRP) measurement, as defined in TS 38.331 [35].

	nr-UE-RxTxTimeDiff
This field specifies the UE Rx–Tx time difference measurement, as defined in TS 38.215 [36]. 

	nr-AdditionalPathList
This field specifies one or more additional detected path timing values for the TRP or resource, relative to the path timing used for determining the nr-UE-RxTxTimeDiff value or the nr-UE-RxTxTimeDiffAdditional value. If this field was requested but is not included, it means the UE did not detect any additional path timing values.

	nr-TimeStamp
This field specifies the time instance for which the measurement is performed.

	nr-TimingQuality
This field specifies the target device′s best estimate of the quality of the measurement.

	nr-DL-PRS-RSRP-Result
This field specifies the NR DL-PRS reference signal received power (DL PRS-RSRP) measurement, as defined in TS 38.215 [36]. The mapping of the quantity is defined as in TS 38.133 [46].

	nr-DL-PRS-RSRP-ResultDiff
This field provides the additional DL-PRS RSRP measurement result relative to nr-DL-PRS-RSRP-Result. The DL-PRS RSRP value of this measurement is obtained by adding the value of this field to the value of the nr-DL-PRS-RSRP-Result. The mapping of this field is defined as in TS 38.133 [46].

	nr-UE-RxTxTimeDiffAdditional
This field provides the additional UE Rx-Tx Difference measurement result relative to nr-UE-RxTxTimeDiff. The UE Rx-Tx Difference value of this measurement is obtained by adding the value of this field to the value of the nr-UE-RxTxTimeDiff field. The mapping of the field is defined in TS 38.133 [46].



[bookmark: _Toc37681237][bookmark: _Toc46486811]6.5.12.5	NR Multi-RTT Location Information Request
[bookmark: _Toc37681238][bookmark: _Toc46486812]–	NR-Multi-RTT-RequestLocationInformation
The IE NR-Multi-RTT-RequestLocationInformation is used by the location server to request NR Multi-RTT location measurements from a target device.
-- ASN1START

NR-Multi-RTT-RequestLocationInformation-r16 ::= SEQUENCE {
	nr-UE-RxTxTimeDiffMeasurementInfoRequest-r16
										ENUMERATED { true }					OPTIONAL, -- Need ON
	nr-RequestedMeasurements-r16		BIT STRING { prsrsrpReq(0)} (SIZE(1..8)),
	nr-AssistanceAvailability-r16		BOOLEAN,
	nr-Multi-RTT-ReportConfig-r16		NR-Multi-RTT-ReportConfig-r16,
	additionalPaths-r16					ENUMERATED { requested }			OPTIONAL, -- Need ON
	...
}

NR-Multi-RTT-ReportConfig-r16 ::= SEQUENCE {
	maxDL-PRS-RxTxTimeDiffMeasPerTRP-r16 	INTEGER (1..4)					OPTIONAL, -- Need ON
	timingReportingGranularityFactor-r16 	INTEGER (0..5)					OPTIONAL	-- Need ON
}

-- ASN1STOP

	NR-Multi-RTT-RequestLocationInformation field descriptions

	nr-UE-RxTxTimeDiffMeasurementInfoRequest
This field, if present, indicates that the target device is requested to report the DL-PRS Resource ID(s) or DL-PRS Resource Set ID(s) associated with the DL-PRS Resources(s) or the DL-PRS Resource Set(s) which are used in determining the UE Rx-Tx time difference measurements.

	nr-AssistanceAvailability
This field indicates whether the target device may request additional PRS assistance data from the server. TRUE means allowed and FALSE means not allowed.

	maxDL-PRS-RxTxTimeDiffMeasPerTRP
This field specifies the maximum number of UE-Rx-Tx time difference measurements for different DL-PRS Resources or DL-PRS Resource Sets per TRP. 

	timingReportingGranularityFactor
This field specifies the recommended reporting granularity for the UE timing UE Rx-Tx time difference measurements (DL RSTD, the UE Rx-Tx time difference). Value (0..5) corresponds to (k0..k5) used for nr-UE-RxTxTimeDiff and nr-UE-RxTxTimeDiffAdditional in NR-Multi-RTT-MeasElement. The UE may select a different granularity value for nr-UE-RxTxTimeDiff and nr-UE-RxTxTimeDiffAdditional.



[bookmark: _Toc20487543][bookmark: _Toc29342844][bookmark: _Toc29343983][bookmark: _Toc36567249][bookmark: _Toc36810697][bookmark: _Toc36847061][bookmark: _Toc36939714][bookmark: _Toc37082694][bookmark: _Toc46486822]6.6	Multiplicity and type constraint values
[bookmark: _Toc20487544][bookmark: _Toc29342845][bookmark: _Toc29343984][bookmark: _Toc36567250][bookmark: _Toc36810698][bookmark: _Toc36847062][bookmark: _Toc36939715][bookmark: _Toc37082695][bookmark: _Toc46486823]–	Multiplicity and type constraint definitions
-- ASN1START

maxEARFCN					INTEGER ::= 65535	-- Maximum value of EUTRA carrier frequency
maxEARFCN-Plus1				INTEGER ::= 65536	-- Lowest value extended EARFCN range
maxEARFCN2					INTEGER ::= 262143	-- Highest value extended EARFCN range

maxMBS-r14					INTEGER ::= 64
maxWLAN-AP-r13				INTEGER ::= 64
maxKnownAPs-r14				INTEGER ::= 2048
maxVisibleAPs-r14			INTEGER ::= 32
maxWLAN-AP-r14				INTEGER ::= 128
maxWLAN-DataSets-r14		INTEGER ::= 8

maxBT-Beacon-r13			INTEGER ::= 32

nrMaxBands-r16							INTEGER ::= 1024	-- Maximum number of supported bands in
															-- UE capability.
nrMaxFreqLayers-r16						INTEGER ::= 4		-- Max freq layers
nrMaxFreqLayers-1-r16					INTEGER ::= 3
nrMaxNumDL-PRS-ResourcesPerSet-1-r16 	INTEGER ::= 63
nrMaxNumDL-PRS-ResourceSetsPerTRP-1-r16	INTEGER ::= 7
nrMaxResourceIDs-r16					INTEGER ::= 64		-- Max Resource IDs
nrMaxResourceOffsetValue-1-r16 			INTEGER ::= 511
nrMaxResourcesPerSet-r16				INTEGER ::= 64		-- Maximum resources for one set
nrMaxSetsPerTrp-r16						INTEGER ::= 2		-- Maximum resource sets for one TRP
nrMaxSetsPerTrp-1-r16					INTEGER ::= 1
nrMaxTRPs-r16							INTEGER ::= 256		-- Max TRPs per UE
nrMaxTRPsPerFreq-r16					INTEGER ::= 64		-- Max TRPs per freq layers
nrMaxTRPsPerFreq-1-r16					INTEGER ::= 63
maxSimultaneousBands-r16				INTEGER ::= 4		-- Maximum number of simultaneously 
															-- 	measured bands
maxBandComb-r16							INTEGER ::= 1024	-- Placeholder for maximum number of 
													supported bands combinations, to be corrected
nrMaxConfiguredBands-r16				INTEGER ::= 16

-- ASN1STOP


[bookmark: _Toc37681251][bookmark: _Toc46486828]7.3	Procedures related to broadcast information elements
Upon receiving AssistanceDataSIBelement, the target device shall:
1>	if the segmentationInfo is not included:
2>	if the cipheringKeyData is included:
3>	if the UE has obtained a valid cipher key value and the first portion of the initial Counter denoted C0 corresponding to the cipherSetID using NAS signalling:
4>	if C0 contains less than 128-bits:
5> pad out the bit string with zeroes in most significant bit positions to achieve 128 bits.
4>	if the d0 field contains less than 128-bits:
5>	pad out the bit string with zeroes in least significant bit positions to achieve 128 bits, denoted D0.
4>	determine the initial Counter C1 = (C0 + D0) mod 2128 (where all values are treated as non-negative integers);
4>	determine any subsequent counter Ci from the previous counter Ci-1 as Ci = (Ci-1 + 1) mod 2128;
4>	use the sequence of counters <C1, C2, C3, …> and the cipher key value to decipher the assistanceDataElement;
4>	decode the deciphered assistanceDataElement and deliver the related assistance data to upper layers.
3>	else:
4>	discard the AssistanceDataSIBelement.
2>	else:
3>	decode the assistanceDataElement and deliver the related assistance data to upper layers.
1>	else:
2>	if segmentationOption indicates 'pseudo-seg':
3>	if the cipheringKeyData is included:
4>	if the UE has obtained a valid cipher key value and the first portion of the initial Counter denoted C0 corresponding to the cipherSetID using NAS signalling:
5>	if C0 contains less than 128-bits:
6> pad out the bit string with zeroes in most significant bit positions to achieve 128 bits.
5>	if the d0 field contains less than 128-bits:
6>	pad out the bit string with zeroes in least significant bit positions to achieve 128 bits, denoted D0.
5>	determine the initial Counter C1 = (C0 + D0) mod 2128 (where all values are treated as non-negative integers);
5>	determine any subsequent counter Ci from the previous counter Ci-1 as Ci = (Ci-1 + 1) mod 2128;
5>	use the sequence of counters <C1, C2, C3, …> and the cipher key value to decipher the assistanceDataElement segment;
5>	decode the deciphered assistanceDataElement segment and deliver the related assistance data portion together with the assistanceDataSegmentType and assistanceDataSegmentNumber to upper layers.
4>	else:
5>	discard the AssistanceDataSIBelement segment.
3>	else:
4>	decode the assistanceDataElement segment and deliver the related assistance data portion together with the assistanceDataSegmentType and assistanceDataSegmentNumber to upper layers.
2>	if segmentationOption indicates 'octet-string-seg':
3>	if all segments of assistanceDataElement have been received:
4>	assemble the assistance data element from the received assistanceDataElement segments;
5>	if the cipheringKeyData is included in the first segment:
6>	if the UE has obtained a valid cipher key value and the first portion of the initial Counter denoted C0 corresponding to the cipherSetID using NAS signalling:
7>	if C0 contains less than 128-bits:
8> pad out the bit string with zeroes in most significant bit positions to achieve 128 bits.
7>	if the d0 field contains less than 128-bits:
8>	pad out the bit string with zeroes in least significant bit positions to achieve 128 bits, denoted D0.
7>	determine the initial Counter C1 = (C0 + D0) mod 2128 (where all values are treated as non-negative integers);
7>	determine any subsequent counter Ci from the previous counter Ci-1 as Ci = (Ci-1 + 1) mod 2128;
7>	use the sequence of counters <C1, C2, C3, …> and the cipher key value to decipher the assembled assistance data element;
7>	decode the assembled and deciphered assistance data element and deliver the related assistance data to upper layers.
6>	else:
7>	discard the assembled assistance data element.
5>	else:
6>	decode the assembled assistance data element and deliver the related assistance data to upper layers.
NOTE:	As an optional optimisation when segmentationOption indicates 'octet-string-seg', a target device may verify if the cipheringKeyData is included in the first segment as soon as the first segment is received and, if included, may verify that the UE has obtained a valid cipher key value and the first portion of the initial Counter denoted C0 corresponding to the cipherSetID using NAS signalling. When the UE has not obtained a valid cipher key value and initial Counter C0 using NAS signalling, the UE may discard the first segment and ignore all subsequent segments.
The value for D0 shall be different for different AssistanceDataSIBelement's to ensure that the counters derived from C1 for any assistanceDataElement are different to the counters for any other assistanceDataElement for a given ciphering key.
D0 shall contain at least 16 least significant bits (LSBs) set to zero to ensure that the values of D0 differ from another by a large value.
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