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	Reason for change:
	Procedure to acquire posSIB(s) according to 5.2.2.3.5:
2>	for the SI message(s) that, according to the posSI-SchedulingInfo in the stored SIB1, contain at least one requested posSIB and for which posSI-BroadcastStatus is set to notBroadcasting:
3>	if onDemandSIB-Request is configured and timer T350 is not running:
4>	initiate transmission of the DedicatedSIBRequest message in accordance with 5.2.2.3.6;
4>	acquire the requested SI message(s) corresponding to the requested posSIB(s) as defined in sub-clause 5.2.2.3.2.
In RAN2 #110, it was agreed that T350 is also used for posSIB(s). So T350 should be started upon initiating transmission of the DedicatedSIBRequest message for posSIBs.

	
	

	Summary of change:
	UE start timer T350 with the timer value set to the onDemandSIB-RequestProhibitTimer upon initiating transmission of the DedicatedSIBRequest message for posSIBs.

Impacted functionality:
posSIBs acquisition

Inter-operability:
1. If the network is implemented according to the CR and the UE is not, there are no interoperability issues.
1. If the UE is implemented according to the CR and the network is not, there are no interoperability issues.

	
	

	Consequences if not approved:
	Funcionality to prohibit frequency requests for posSIBs is not supported
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[bookmark: _Toc37296300][bookmark: _Toc46490431]<Start of Change>
[bookmark: _Toc46439093][bookmark: _Toc46443930][bookmark: _Toc46486691]5.2.2.3.5	Request for on demand system information in RRC_CONNECTED
The UE shall:
1>	if the UE is in RRC_CONNECTED with an active BWP not configured with common search space with the field searchSpaceOtherSystemInformation and the UE has not stored a valid version of a SIB, in accordance with sub-clause 5.2.2.2.1, of one or several required SIB(s), in accordance with sub-clause 5.2.2.1 or if requested by upper layers:
2>	for the SI message(s) that, according to the si-SchedulingInfo or posSI-SchedulingInfo in the stored SIB1, contain at least one required SIB or requested posSIB:
3>	if onDemandSIB-Request is configured and timer T350 is not running:
4>	initiate transmission of the DedicatedSIBRequest message in accordance with 5.2.2.3.6;
4>	start timer T350 with the timer value set to the onDemandSIB-RequestProhibitTimer;
1>	else if the UE is in RRC_CONNECTED with an active BWP configured with common search space with the field searchSpaceOtherSystemInformation and the UE has not stored a valid version of a SIB, in accordance with sub-clause 5.2.2.2.1, of one or several required SIB(s), in accordance with sub-clause 5.2.2.1 or if requested by upper layers:
2>	for the SI message(s) that, according to the si-SchedulingInfo in the stored SIB1, contain at least one required SIB and for which si-BroadcastStatus is set to broadcasting:
3>	acquire the SI message(s) as defined in sub-clause 5.2.2.3.2;
2>	for the SI message(s) that, according to the si-SchedulingInfo in the stored SIB1, contain at least one required SIB and for which si-BroadcastStatus is set to notBroadcasting:
3>	if onDemandSIB-Request is configured and timer T350 is not running:
4>	initiate transmission of the DedicatedSIBRequest message in accordance with 5.2.2.3.6;
4>	start timer T350 with the timer value set to the onDemandSIB-RequestProhibitTimer;
3>	acquire the requested SI message(s) corresponding to the requested SIB(s) as defined in sub-clause 5.2.2.3.2.
2>	for the SI message(s) that, according to the posSI-SchedulingInfo in the stored SIB1, contain at least one requested posSIB and for which posSI-BroadcastStatus is set to broadcasting:
3>	acquire the SI message(s) as defined in sub-clause 5.2.2.3.2;
2>	for the SI message(s) that, according to the posSI-SchedulingInfo in the stored SIB1, contain at least one requested posSIB and for which posSI-BroadcastStatus is set to notBroadcasting:
3>	if onDemandSIB-Request is configured and timer T350 is not running:
4>	initiate transmission of the DedicatedSIBRequest message in accordance with 5.2.2.3.6;
4>	start timer T350 with the timer value set to the onDemandSIB-RequestProhibitTimer;
4>	acquire the requested SI message(s) corresponding to the requested posSIB(s) as defined in sub-clause 5.2.2.3.2.
NOTE:	UE may include on demand request for SIB and/or posSIB(s) in the same DedicatedSIBRequest message.
<End of Change>

