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	Reason for change:
	1. In NR, the UE supports  Reconnection Report for inter-RAT MRO EUTRA, see yellow highlight below.

	Reconnection Report for inter-RAT MRO EUTRA
It is optional for UE to include eutra-CellIdentity in reconnectionCellIdentity in the VarRLF-Report upon UE has radio link failure or handover failure and successfully re-connected to an E-UTRA cell as specified in TS 38.331 [9].



In LTE, the UE supports reporting the NR re-connection cell id in EUTRA RLF report which is missing in current 36.306 spec.

[bookmark: _GoBack]In email discussion [AT110-e][802][SONMDT] UE capabilities (CMCC, vivo), it is supported by many companies that the “Reconnection Report for inter-RAT MRO EUTRA” could be merged to the “Radio Link Failure Report for inter-RAT MRO EUTRA”. A similar approach should be considered applying to the LTE side.

2. These two field names “previousNR-CellId” and “failedNR-CellId” are not aligned with them in 36.331.

	
	

	Summary of change:
	1. Add “nrReconnectCellId” in “Radio Link Failure Report for inter-RAT MRO NR”.
2. Change field name “previousNR-CellId” to “previousNR-PCellId”. It is a editorial change.
3. Change field name “failedNR-CellId” to “failedNR-PCellId”. It is a editorial change.
Impact analysis
Impacted 5G architecture options: 
Standalone

Impacted functionality: 
Inter-RAT MRO

Inter-operability:
1.    If the network is implemented according to the CR and the UE is not, UE is not support reporting NR re-connection cell id in EUTRA RLF report, the network can not receive the NR re-connection cell id in EUTRA RLF report to make an MRO optimization.
1.    If the UE is implemented according to the CR and the network is not, no impact is forseen.

	
	

	Consequences if not approved:
	UE can not report the reconnection NR CellIdentity in EUTRA RLF report because of no capability support.
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[bookmark: _Toc46439126][bookmark: _Toc46443963][bookmark: _Toc46486724]Start of change
[bookmark: _Toc29241660][bookmark: _Toc37153129][bookmark: _Toc37237075][bookmark: _Toc46494273]6.10	SON features
[bookmark: _Toc29241661][bookmark: _Toc37153130][bookmark: _Toc37237076][bookmark: _Toc46494274]6.10.1	Radio Link Failure Report for inter-RAT MRO
It is optional for UE to include previousUTRA-CellId and selectedUTRA-CellId in RLF-Report upon request from the network as specified in TS 36.331 [5].
[bookmark: _Toc46494275]6.10.2	Radio Link Failure Report for NB-IoT
It is optional for UE to support the storage of RLF-Report and the reporting in UEInformationResponse message as specified in TS 36.331 [5] when connected to EPC. This feature is only applicable if the UE supports any ue-Category-NB.
[bookmark: _Toc46494276]6.10.3	Radio Link Failure Report for inter-RAT MRO NR
It is optional for UE to include previousNR-PCellId previousNR-CellId, failedNR-PCellId and failedNR-CellId and nrReconnectCellId in RLF-Report upon request from the network as specified in TS 36.331 [5].
End of change

